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Proposed  RBM  (River  Bed  Mineral)  Mining  Project,  Block  No.:  ‐ 3,  Area:  8.41 ha   . At C‐Nehama Bridge Upstream Vishu 
Nalla District: Kulgam, Jammu & Kashmir 

TOR Compliance 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta    i  Gaurang Environmental Solution Pvt. Ltd.

ToR Compliance 

Point wise compliance of ToR issued by SEAC, J & K for Proposed RBM (River Bed Mineral) Mining Project, Block 

No.:  ‐3,  Area: 8.41  ha  .  At  C‐Nehama  Bridge  Upstream  Vishu  Nalla  District: Kulgam, Jammu & Kashmir by Shri 

Amit Gupta S/o Shri Ashok Kumar Gupta 

ToR 

Ref. 

ToR Point  Compliance  Ref. in Final 

EIA/EMP 

Report 

1. Year‐wise production details  should be 

given,  clearly  stating  the  highest 

production achieved in any one year. 

Not Applicable as this a fresh River Bed Mineral 

(RBM) Minor Mineral Block   ‐ 

2. A  copy of  the document  in  support of 

the  fact  that  the  Proponent  is  the 

rightful  lessee  of  the  mine  should  be 

given 

Letter of  Intent has been  issued by Directorate 

of Geology & Mining, Government of Jammu & 

Kashmir under Rule 55 (9) of Prevention of the 

Jammu  &  Kashmir  Minor  Mineral  Concession 

Storage,  Transportation  of  Minerals  &  Illegal 

Mining  Rules,  2016  for  an  area  of  8.41  ha.,  in 

favor of Shri Amit Gupta S/o Shri Ashok Kumar 

Gupta  vide  letter  no.    730/MCC/DGM/B‐

1/KUL/20/1580‐87  dated:  16/07/2020.  L.O.I  is 

extended upto 31.8.2021 annexed as annexure II 

Annexure‐

1&II 



Proposed  RBM  (River  Bed  Mineral)  Mining  Project,  Block  No.:  ‐ 3,  Area:  8.41 ha. At C‐Nehama Bridge Upstream Vishu 
Nalla District: Kulgam, Jammu & Kashmir 

TOR Compliance 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta    ii  Gaurang Environmental Solution Pvt. Ltd.

3. All documents including approved mine 

plan, EIA and Public Hearing  should be 

compatible with  one  another  in  terms 

of  the  mine  lease  area,  production 

levels,  waste  generation  and  its 

management,  mining  technology  etc. 

and  should  be  in  the  name  of  the 

lessee. 

All  documents  including  approved  mine  plan, 

EIA  and  Public  Hearing  should  be  compatible 

with one another in term of following aspects: ‐ 

Particulars  As  per 

Mining  Plan 

with PMCP 

As  per  Final 

EIA/EMP 

Report 

As Per Public 

Hearing 

Block No.  3  3  3 

Mineralized Area  8.41  8.41  8.41 

Production 

Capacity 

(TPA) 

80,270  85,920  1,59,323 

Ultimate 

Working 

Depth 

2.5 m bgl  1.0 m bgl  1.0 m bgl 

Waste 

Generation 

(MT)  & 

Management 

RBM  to  be 

exploited 

shall  be 

saleable, 

therefore  no 

question 

arises  for 

waste 

management  

RBM  to  be 

exploited 

shall  be 

saleable, 

therefore  no 

question 

arises  for 

waste 

management  

RBM  to  be 

exploited 

shall  be 

saleable, 

therefore  no 

question 

arises  for 

waste 

management  

Mining 

Technology 

Open  cast 

manual  cum 

semi‐

mechanized  

Open  cast 

manual  cum 

semi‐

mechanized 

Open  cast 

manual  cum 

semi 

mechanized 

Annexure‐III 

& Annexure‐

IV 

4. All corner coordinates of the mine lease 

area,  superimposed  on  a  High‐

Resolution  Imagery/  toposheet, 

topographic sheet, geomorphology and 

geology  of  the  areas  should  be 

provided.  Such  an  Imagery  of  the 

proposed area should clearly show  the 

land  use  and  other  ecological  features 

of  the  study  area  (core  and  buffer 

zone). 

Toposheet Map is restricted in this region. 

 All  corner  coordinates  of  the  mine  area 

superimposed  on  a  High‐Resolution  Imagery 

showing ecological features are incorporated in 

this Final EIA/EMP Report. 

Imagery of the proposed area clearly shows the 

land  use  and  other  ecological  features  of  the 

study area (core and buffer zone) for Land use. 

Chapter‐I; 

Annexure‐IV 



Proposed  RBM  (River  Bed  Mineral)  Mining  Project,  Block  No.:  ‐ 3,  Area:  8.41 ha. At C‐Nehama Bridge Upstream Vishu 
Nalla District: Kulgam, Jammu & Kashmir 

TOR Compliance 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta    iii  Gaurang Environmental Solution Pvt. Ltd.

5. Information should be provided on high 

resolution  satellite  image  on  with 

geological  map  of  the  area, 

geomorphology  of  land‐forms  of  the 

area,  existing  minerals  and  mining 

history  of  the  area,  important  water 

bodies,  streams  and  rivers  and  soil 

characteristics 

Toposheet   Map is restricted in this region. 

Information  provided  on  high  resolution 

satellite  image with geological map of the area, 

geomorphology land‐forms of the area, existing 

minerals & water bodies, streams and rivers are 

incorporated in this Final EIA/EMP Report. 

Soil  characteristics  of  the  area  have  been 

analyzed  &  incorporated  in  Chapter‐3  of  this 

EIA/EMP Report. 

Map  showing  the  same  in  incorporated  in 

Chapter‐3  and  also  attached  as  Annexure‐IV 

with this report. 

The  Monitoring  Reports  showing  the  soil 

characteristics are attached as Annexure‐V with 

this report. 

Chapter‐3 & 

Annexure‐IV, 

Annexure‐V 

6. 

Details  about  the  land  proposed  for 

mining  activities  should  be  given with 

information  as  to  whether  mining 

conforms  to  the  land use policy of  the 

State;  land diversion  for mining  should 

have  approval  from  State  land  use 

board or the concerned authority. 

Land proposed  for mining  is  riverbed area. The 

mine area  is allotted by Directorate of Geology 

&  Mining,  Government  of  Jammu  &  Kashmir 

through  e‐auction  under  Rule  55  (9)  of 

Prevention  of  the  Jammu  &  Kashmir  Minor 

Mineral  Concession  Storage,  Transportation  of 

Minerals &  illegal Mining Rules, 2016  in favor of 

Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta 

vide  letter  no.    730/MCC/DGM/B‐1/KUL/20/1580‐

87 dated: 16/07/2020. 

Letter  of  intent  has  been  extended  upto 

31.8.2021 annexed as annexure II  

Annexure‐I& 

II 

7. It should be clearly stated whether the 

proponent  Company  has  a  well  laid 

down Environment Policy  approved by 

Noted;  Environmental  Policy  incorporating  the 

hierarchical  system  or  administrative  order  to 

deal  with  the  environmental  issues  and  to 

Annexure‐VI 
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TOR Compliance 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta    iv  Gaurang Environmental Solution Pvt. Ltd.

its Board of Directors?  If  so,  it may be 

spelt  out  in  the  EIA  Report  with 

description of the prescribed operating 

process/procedures  to bring  into  focus 

any  infringement/deviation/ violation of 

the  environmental  or  forest  norms/ 

conditions?  The  hierarchical  system  or 

administrative order of the Company to 

deal with the environmental  issues and 

for  ensuring  compliance  with  the  EC 

conditions  may  also  be  given.  The 

system of reporting of non‐compliances 

/  violations of  environmental norms  to 

the Board of Directors of the Company 

and/or  shareholders or  stakeholders at 

large may  also  be  detailed  in  the  EIA 

Report. 

ensuring  compliance with  the EC  conditions  to 

be  carried  out  by  the  applicant  is  detailed  out 

and  the  same  is  attached  as Annexure‐VI with 

this Final EIA/EMP Report. 

8. 
Issues relating to Mine Safety, including 

subsidence  study  in  case  of 

underground mining and slope study  in 

case of open cast mining, blasting study 

etc.  should  be  detailed.  The  proposed 

safeguard measures in each case should 

also be provided. 

Issues  relating  to Mine  Safety will be  followed 

as per prescribed Rules & Regulation. 

Subsidence  Study  is  not  applicable  as  this  is  a 

River Bed Mining Project. 

Slope  Study  is  not  applicable  as  this  is  a  no 

overburden exist there. 

Blasting  Study:  ‐Mining  operation will  be  done 

by  opencast  manual  cum  semi‐mechanized 

method. 

No  blasting  will  be  carried  out  during  mining 

operation;  hence  Blasting  study  is  not 

applicable. 

‐ 

9. 
The study area will comprise of 10 km 

zone around the mine lease from lease 

Study area comprises of  10 km  radius  from  the 

proposed riverbed mining project area. 

Chapter‐ II, 
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periphery and the data contained in the 

EIA such as waste generation etc. 

should be for the life of the mine / lease 

period. 

Details  regarding  core  &  buffer  zone 

incorporated in this Final EIA/EMP Report. 

Data  like Reserve estimation, Waste generation 

etc. has been incorporated in this Final EIA/EMP 

Report. 

10. 
Land use of  the  study area delineating 

forest  area,  agricultural  land,  grazing 

land,  wildlife  sanctuary,  national  park, 

migratory  routes  of  fauna,  water 

bodies,  human  settlements  and  other 

ecological features should be indicated. 

Land  use  plan  of  the mine  lease  area 

should  be  prepared  to  encompass 

preoperational,  operational  and  post 

operational  phases  and  submitted. 

Impact,  if  any,  of  change  of  land  use 

should be given. 

Land  use  of  the  study  area  delineating  forest 

area,  agricultural  land,  grazing  land,  water 

bodies, human settlements and other ecological 

features are  incorporated  in  this Final EIA/EMP 

Report. 

No  wildlife  sanctuary  and  national  park, 

migratory  routes  of  fauna  exist  in  the  study 

area. 

Land  use  plan  of  the  mine  lease  area  to 

encompass  preoperational,  operational  and 

post operational phases are incorporated in this 

Final EIA/EMP Report. 

There will not be any permanent change in land 

use  as  mining  activity  involves  collection  of 

deposited  sand  which  will  be  replenished 

annually during monsoon. 

Chapter‐III 

Annexure‐IV; 

Chapter‐II;  

11. 
Details of the land for any Over Burden 

Dumps outside the mine lease, such as 

extent of land area, distance from mine 

lease, its land use, R&R issues, if any, 

should be given. 

No  waste  will  be  generated  due  to  mining 

activities  as  it  involves  only  collection  of  bajri 

from river bed. 

As per revenue record area, proposed area falls 

under Gair Mumkin   Nalla, hence therefore R&R 

is not required. 

Chapter‐III  
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12. 
A  Certificate  from  the  Competent 

Authority  in  the  State  Forest 

Department  should  be  provided, 

confirming  the  involvement  of  forest 

land,  if  any,  in  the project  area.  In  the 

event  of  any  contrary  claim  by  the 

Project Proponent regarding the status 

of forests, the site may be inspected by 

the State Forest Department along with 

the  Regional  Office  of  the Ministry  to 

ascertain  the  status  of  forests,  based 

on which,  the Certificate  in  this  regard 

as  mentioned  above  be  issued.  In  all 

such  cases,  it  would  be  desirable  for 

representative  of  the  State  Forest 

Department  to  assist  the  Expert 

Appraisal Committee’s. 

The proposed area falls in Gair Mumkin   Nalla as 

per revenue record, therefore No  forest  land  is 

involved. 

NOC  from  forest  Department  regarding  no 

forest  involve  is attached  as Annexure‐VII with 

this Final EIA/EMP Report. 

Annexure‐VII 

13. 
Status  of  forestry  clearance  for  the 

broken‐up  area  and  virgin  forestland 

involved  in  the  Project  including 

deposition  of  net  present  value  (NPV) 

and  compensatory  afforestation  (CA) 

should  be  indicated.  A  copy  of  the 

forestry  clearance  should  also  be 

furnished. 

The  proposed  area  is  a  part  of  Gair  Mumkin 

Nallah. No forest land is involved. 

14. 
Implementation  status  of  recognition 

of  forest  rights  under  the  Scheduled 

Tribes  and  other  Traditional  Forest 

Dwellers (Recognition of Forest Rights) 

No forest land is involved in the proposed mining 

area  and  this  clause  is  not  applicable  to  this 

project.   

‐ 
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Act, 2006 should be indicated. 

15. 
The  vegetation  in  the RF  /  PF  areas  in 

the  study  area, with  necessary  details, 

should be given. 

Details  regarding Protected  Forest & Reserved 

Forest  in  study  area  are  incorporated  in  this 

Final EIA/EMP Report. 

Chapter‐I  

16. 
A  study  shall be got done  to  ascertain 

the  impact  of  the  Mining  Project  on 

wildlife  of  the  study  area  and  details 

furnished.  Impact of the project on the 

wildlife  in  the  surrounding  and  any 

other  protected  area  and  accordingly, 

detailed mitigative measures  required, 

should  be  worked  out  with  cost 

implications and submitted. 

Biological Study with cost implications has been 

conducted for the project & incorporated in this 

Final EIA/EMP Report. 

Impact  of  the Mining  Project  on wildlife &  its 

mitigative  measures  on  the  study  area  are 

incorporated in this Final EIA/EMP Report. 

Chapter‐III  

‐ 

Chapter‐ IV 

17. 
Location of National Parks, Sanctuaries, 

Biosphere  Reserves, Wildlife  Corridors, 

Ramsar  site  Tiger/  Elephant 

Reserves/(existing as well as proposed), 

if  any, within  10  km  of  the mine  lease 

should  be  clearly  indicated,  supported 

by a location map duly authenticated by 

Chief  Wildlife  Warden.  Necessary 

clearance, as may be applicable to such 

projects  due  to  proximity  of  the 

ecologically  sensitive  areas  as 

mentioned  above,  should  be  obtained 

from  the  Standing  Committee  of 

National  Board  of  Wildlife  and  copy 

No  National  Parks,  Wildlife  Sanctuaries, 

Biosphere  Reserves,  Wildlife  Corridors,  Tiger/ 

Elephant Reserves (existing or proposed) etc. 

fall within 10 km of the proposed mining area. 
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furnished. 

18. 
A detailed biological study of the study 

area [core zone and buffer zone (10 km 

radius  of  the  periphery  of  the  mine 

lease)]  shall  be  carried  out.  Details  of 

flora  and  fauna,  endangered,  endemic 

and  RET  Species  duly  authenticated, 

separately  for  core  and  buffer  zone 

should  be  furnished  based  on  such 

primary  field  survey,  clearly  indicating 

the  Schedule  of  the  fauna  present.  In 

case of any  scheduled‐I  fauna  found  in 

the  study  area,  the  necessary  plan 

along  with  budgetary  provisions  for 

their  conservation  should  be  prepared 

in  consultation  with  State  Forest  and 

Wildlife  Department  and  details 

furnished. Necessary allocation of funds 

for  implementing  the  same  should  be 

made as part of the project cost. 

Detailed  Biological  Study  for  the  study  area 

(Core &  Buffer  Zone)  has  been  conducted  and 

the details are incorporated in this Final EIA/EMP 

Report. 

List of Flora & Fauna for core & buffer zone has 

been  incorporated  with  this  Final  EIA/EMP 

Report. 

No Schedule ‐1 species found within study area. 

Chapter‐III  

19. 
Proximity to Areas declared as 'Critically 

Polluted'  should  also  be  indicated  and 

where  so  required,  clearance 

certifications  from  the  prescribed 

Authorities,  such  as  the  SPCB  or  State 

Mining Department  should  be  secured 

and  furnished  to  the  effect  that  the 

proposed  mining  activities  could  be 

No  Critically  Polluted  areas  as  notified  by  the 

Central  Pollution  Control  Board  are  located 

within 10 km from the boundary of mining area. 

Chapter‐I  
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considered. 

20. 
R&R Plan/compensation details  for  the 

Project  Affected  People  (PAP)  should 

be  furnished. While preparing  the R&R 

Plan,  the  relevant  State/National 

Rehabilitation  &  Resettlement  Policy 

should  be  kept  in  view.  In  respect  of 

SCs  /STs  and other weaker  sections of 

the  society  in  the  study  area,  a  need 

based  sample  survey,  family‐wise, 

should  be  undertaken  to  assess  their 

requirements,  and  action  programmes 

prepared  and  submitted  accordingly, 

integrating  the  sectoralprogrammes of 

line  departments  of  the  State 

Government.  It may be clearly brought 

out  whether  the  village(s)  located  in 

the mine  lease  area will  be  shifted  or 

not.  The  issues  relating  to  shifting  of 

village(s) including their R&R and socio‐

economic  aspects  should  be  discussed 

in the Report. 

The proposed ML Area is a part of Gair Mumkin 

Nalla  as per  the  revenue  record of  J & K  state 

govt. Hence R&R is not applicable. 

‐ 

21. 
One season (non‐monsoon) [i.e. March‐

May  (Summer  Season);  October‐

December  (post  monsoon  season)  ; 

December‐February  (winter 

season)]primary  baseline  data  on 

ambient  air  quality  as  per  CPCB 

Baseline  data  for  ambient  air  quality  (PM10, 

SO2& NO2), water quality, noise  level,  soil  and 

flora&  fauna  has  been  collected  during  Post 

Monsoon Season (Oct. to Dec. 2020). 

Details  regarding  Baseline  data  have  been 

incorporated in this Final EIA/EMP Report. 

Site‐specific  micro‐meteorological  data  has 

Chapter‐III 

Annexure‐V 
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Notification  of  2009,  water  quality, 

noise level, soil and flora and fauna shall 

be  collected  and  the  AAQ  and  other 

data  so  compiled  presented  date‐wise 

in the EIA and EMP Report. Site‐specific 

meteorological  data  should  also  be 

collected.  The  location  of  the 

monitoring  stations  should  be  such  as 

to  represent  whole  of  the  study  area 

and  justified  keeping  in  view  the  pre‐

dominant  downwind  direction  and 

location  of  sensitive  receptors.  There 

should  be  at  least  one  monitoring 

station within 500 m of  the mine  lease 

in  the  pre‐dominant  downwind 

direction.  The  mineralogical 

composition  of  PM10,  particularly  for 

free silica, should be given. 

been  recorded  &  incorporated  in  this  Final 

EIA/EMP Report. 

The predominant wind direction is from North. 

Selection criteria of Location of  the monitoring 

stations were incorporated in this Final EIA/EMP 

Report. 

Monitoring  Reports  from  the  laboratory  are 

attached as Annexure‐V with this report. 

22. 
Air quality modelling  should be  carried 

out  for  prediction  of  impact  of  the 

project on the air quality of the area. It 

should  also  take  into  account  the 

impact  of  movement  of  vehicles  for 

transportation of mineral. The details of 

the model  used  and  input  parameters 

used for modelling should be provided. 

The air quality contours may be shown 

on a  location map clearly  indicating the 

location of the site, location of sensitive 

receptors,  if  any,  and  the  habitation. 

AERMOD  version  8.1  Dispersion Model,  based 

on steady state Gaussian Plume Dispersion, was 

used  for  the  Prediction  of  Ground  Level 

Concentrations  (GLC)  due  to  the  Proposed 

Riverbed Mining  Project.  Impact  of movement 

of  vehicles  for  transportation  of  mineral  has 

been considered. 

Air quality modelling  should be  carried out  for 

prediction  of  impact  of  the  project  on  the  air 

quality of the area is incorporated at the time of 

final EIA/EMP Report. 

Chapter ‐IV;  
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The wind  roses  showing  pre‐dominant 

wind direction may also be indicated on 

the map. 

23. 
The water  requirement  for  the Project, 

its  availability  and  source  should  be 

furnished.  A  detailed  water  balance 

should  also  be  provided.  Fresh  water 

requirement  for  the  Project  should  be 

indicated 

Water  Requirement:‐3.0  KLD  which  will  be 

sourced from nearby village via water tanker. 

Details  regarding  water  requirement  are 

incorporated in this Final EIA/EMP Report. 

Chapter‐II; 

24. 
Necessary  clearance  from  the 

Competent  Authority  for  drawl  of 

requisite  quantity  of  water  for  the 

Project should be provided 

Water will be sourced from nearby villages.

25. 
Description  of  water  conservation 

measures  proposed  to  be  adopted  in 

the Project  should be given. Details of 

rainwater  harvesting  proposed  in  the 

Project, if any, should be provided. 

Details regarding Water Conservation Measures 

are incorporated in this Final EIA/EMP Report. 

Chapter‐X; 

26. 
Impact  of  the  Project  on  the  water 

quality, both surface and groundwater, 

should  be  assessed  and  necessary 

safeguard  measures,  if  any  required, 

should be provided. 

Details  of  impact  of  the  project  on  the water 

quality  both  surface  and  groundwater  & 

Necessary  safeguard measures proposed  to be 

adopted  &  incorporated  in  this  Final  EIA/EMP 

Report. 

Chapter‐IV  

27. 
Based on actual monitored data, it may 

clearly be  shown whether working will 

intersect  groundwater. Necessary  data 

and  documentation  in  this  regard may 

be  provided.  In  case  the  working  will 

Mining  will  be  done  within  the  river‐bed  for 

collection  of  RBM  upto  1  mtr.  from  surface, 

whichever  is  earlier.  Thus,  working  will  not 

intersect the ground water table level. 
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intersect groundwater table, a detailed 

Hydro  Geological  Study  should  be 

undertaken  and  Report  furnished.  The 

Report inter‐alia, shall include details of 

the  aquifers  present  and  impact  of 

mining  activities  on  these  aquifers. 

Necessary  permission  from  Central 

Ground  Water  Authority  for  working 

below  ground water  and  for  pumping 

of  ground  water  should  also  be 

obtained and copy furnished. 

Mining  will  be  done  as  per  Approved  Mining 

Plan & Progressive Mine Closure Plan. 

As per condition stipulated of above Point No.: ‐

3  regarding  “Excavation  schedule &  sequential 

mining  plan with  a maximum mine  depth  of  1 

mtr.”  in  this  regard Modified Mining  Plan  has 

been  submitted & under Process with  concern 

Authority. 

Details  of    the  same  has  been  incorporated  in 

this  Final  EIA/EMP  Report  and  also  Approved 

Mining Plan  is attached as Annexure‐II with this 

report. 

28. 
Details  of  any  stream,  seasonal  or 

otherwise,  passing  through  the  lease 

area  and  modification  /  diversion 

proposed,  if any, and the  impact of the 

same  on  the  hydrology  should  be 

brought out. 

This Proposal  is for Riverbed Mining Project for 

collection of Bajri  therefore  the  site  lies  in  the 

stream vicinity already. 

Adequate Protection Measures Will Be Followed 

for Protection of River Bank and Its Course Viz: ‐ 

 Mining Will  Proceed  along  the  River  In  the

direction From Downstream to Upstream. No

Mining  Will  Be  Done  Across  the  River

Channel.

 Adequate Width as Safety Margin will be left

on  Both  Sides  of  River  Banks  During

Collection of Bajri to Permit Unhindered Flow

of Water.

Details  of  Same  Incorporated  in  This  Final 

EIA/EMP Report. 

Chapter‐II  

29. 
Information  on  site  elevation, working 

depth,  groundwater  table  etc.  Should 

Mining  will  be  done  within  the  river‐bed  for 

collection of Bajri. 

Chapter‐II  
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be  provided  both  in  AMSL  and  bgl.  A 

schematic  diagram  may  also  be 

provided for the same. 

Elevation Range: ‐ 2004 mRL ‐1985 mRL. 

Water Table: ‐2.5mtr. 

Ultimate working Depth: ‐ 1 m bgl 

Thus,  working  will  not  intersect  the 

groundwater table level. 

Thus,  working  will  not  intersect  the 

groundwater table level. 

Mining  will  be  done  as  per  Approved  Mining 

Plan & Progressive Mine Closure Plan has been 

incorporated in this Final EIA/EMP Report. 

30. 
Time  bound  Progressive  Greenbelt 

Development Plan  shall be prepared  in 

a tabular form (indicating the linear and 

quantitative  coverage,  plant  species 

and  time  frame)  and  submitted, 

keeping  in mind,  the same will have  to 

be  executed  up  front  on 

commencement  of  the  Project.  Phase‐

wise  plan  of  plantation  and 

compensatory  afforestation  should  be 

charted clearly indicating the area to be 

covered  under  plantation  and  the 

species  to  be  planted.  The  details  of 

plantation  already  done  should  be 

given.  The  plant  species  selected  for 

green  belt  should  have  greater 

ecological value and should be of good 

utility value to the local population with 

emphasis  on  local  and  native  species 

and  the  species which  are  tolerant  to 

Time  bound  Progressive  Greenbelt 

Development  Plan  prepared  in  a  tabular  form 

has  been  incorporated  in  this  Final  EIA/EMP 

Report. 

Selection  criteria  for  plant  species  keeping  in 

view of ecological value has been  incorporated 

in this Final EIA/EMP Report. 

Chapter‐X  
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pollution. 

31. 
Impact on local transport infrastructure 

due to the Project should be  indicated. 

Projected  increase  in  truck  traffic  as  a 

result of the Project in the present road 

network  (including  those  outside  the 

Project  area)  should  be  worked  out, 

indicating  whether  it  is  capable  of 

handling  the  incremental  load. 

Arrangement  for  improving  the 

infrastructure,  if  contemplated 

(including  action  to  be  taken  by  other 

agencies  such  as  State  Government) 

should  be  covered.  Project  Proponent 

shall conduct  Impact of Transportation 

study  as  per  Indian  Road  Congress 

Guidelines 

Around 85,920 of Bajri will be excavated.  

Transportation  of  bajri  from  river  bed  face  to 

consumers will be  through Link Rd Connecting 

Manzagam –Nihama Rd distance 0.89 K.M.NH‐1 

A  at  a  distance  of  approx  23.0  Km  in  East  by 

trucks/tractor trolleys.  

Truck  /tractor  owners  will  purchase  the  Bajri 

from the face. Approach roads will be provided 

up to the river bed face of Bajri. Maintenance of 

the  approach  road  shall  be  done  whenever 

required. 

Details  of  the  Impact  on  local  transport 

infrastructure  due  to  the  Project  are 

incorporated in this Final EIA/EMP Report. 

Chapter‐IV  

Chapter‐XI  

32. 
Details  of  the  onsite  shelter  and 

facilities  to  be  provided  to  the  mine 

workers  should  be  included  in  the  EIA 

Report 

Onsite  shelter  and  facilities  to  be  provided  to 

the mine workers as per Approved Mining Plan 

& as per mines rules. 

The people  living  in  the nearby  villages will be 

employed. Mine working  will  be  done  only  in 

one shift during day time only. Thus, there is no 

requirement of major  infrastructural facilities at 

the  site.  Following  are  the  infrastructural 

facilities which will be provided to the workers. 

 Rest Shelter;

 Water Supply;

 First Aid Facility



Proposed  RBM  (River  Bed  Mineral)  Mining  Project,  Block  No.:  ‐ 3,  Area:  8.41  ha . At C‐Nehama Bridge Upstream Vishu 
Nalla District: Kulgam, Jammu & Kashmir 

TOR Compliance 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta    xv  Gaurang Environmental Solution Pvt. Ltd.

Details  of  the  same  has  been  incorporated  in 

this Final EIA/EMP Report. 

33. 
Conceptual  post  mining  land  use  and 

Reclamation  and Restoration of mined 

out  areas  (with  plans  and  with 

adequate  number  of  sections)  should 

be given in the EIA report. 

Details of Conceptual post mining  land use and 

Reclamation  and  Restoration  of  mined  out 

areas  has  been  incorporated  in  this  Final 

EIA/EMP Report. 

Chapter‐X; 

34. 
Occupational  Health  impacts  of  the 

Project  should  be  anticipated  and  the 

proposed  preventive  measures  spelt 

out  in  detail.  Details  of  pre‐placement 

medical  examination  and  periodical 

medical  examination  schedules  should 

be incorporated in the EMP. The project 

specific  occupational  health mitigation 

measures  with  required  facilities 

proposed  in  the  mining  area  may  be 

detailed 

Details reg. Occupational Health  impacts of the 

Project  with  anticipated  and  the  proposed 

preventive measures, which will be as per Mines 

&  safety  guidelines  has  been  incorporated  in 

this Final EIA/EMP Report. 

Details  of  pre‐placement  medical  examination 

and  periodical  medical  examination  schedules 

are incorporated in this Final EIA/EMP Report. 

Chapter‐IV; 

‐ 

35. 
Public health implications of the Project 

and related activities for the population 

in  the  impact  zone  should  be 

systematically  evaluated  and  the 

proposed remedial measures should be 

detailed  along  with  budgetary 

allocations. 

Public  health  implications  of  the  project  and 

related  activities  for  the  population  in  the 

impact zone have been evaluated and common 

diseases  were  identified  incorporated  in  this 

Final EIA/EMP Report. 

Chapter‐IV; 

36. 
Measures  of  socio‐economic 

significance  and  influence  to  the  local 

community proposed to be provided by 

Measures  of  socio‐economic  significance  & 

influence to the local community proposed with 

time  frames  for  implementation  are 

Chapter‐IV; 
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the  Project  Proponent  should  be 

indicated.  As  far  as  possible, 

quantitative  dimensions may  be  given 

with time frames for implementation 

incorporated in this Final EIA/EMP Report. 

37. 
Detailed  environmental  management 

plan  (EMP)  to  mitigate  the 

environmental  impacts  which,  should 

inter‐alia  include the  impacts of change 

of  land  use,  loss  of  agricultural  and 

grazing land, if any, occupational health 

impacts  besides  other  impacts  specific 

to the proposed Project 

Detailed  regarding environmental management 

plan  (EMP)  to  mitigate  the  environmental 

impacts  are  incorporated  in  this  Final  EIA/EMP 

Report. 

Chapter‐X; 

38. 
Public  Hearing  points  raised  and 

commitment  of  the  Project  Proponent 

on  the  same  along  with  time  bound 

Action  Plan with  budgetary  provisions 

to  implement  the  same  should  be 

provided  and  also  incorporated  in  the 

final EIA/EMP Report of the Project. 

The public hearing was conducted on 8.04.2021. 

The  issues  raised  during  public  hearing  were 

appropriately  answered  and  concerned  raised 

were  commitment  made  during  the  public 

hearing will be implemented. 

Public  Hearing  Comments,  suggestion  and 

action  plan  also  given  in  chapter‐7  in  Final 

EIA/EMP report. 

Public  hearing  proceeding  incorporated  with 

this Final EIA/EMP Report. 

‐ 

39. 
Details of  litigation pending against the 

project,  if  any,  with  direction  /order 

passed by any Court of Law against the 

Project should be given. 

No litigation is pending against the project.

40.
The cost of the Project (capital cost and 

recurring  cost)  as  well  as  the  cost 

Project Cost: ‐ Rs.117.0 Lacs 

Cost for Environmental Management Plan: ‐ 

Chapter‐I  



Proposed  RBM  (River  Bed  Mineral)  Mining  Project,  Block  No.:  ‐ 3,  Area:  8.41  ha  . At C‐Nehama Bridge Upstream Vishu 
Nalla District: Kulgam, Jammu & Kashmir 

TOR Compliance 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta    xvii  Gaurang Environmental Solution Pvt. Ltd.

towards implementation of EMP should 

be clearly spelt out. 

Capital Cost: ‐ Rs. 12.0 lac 

Recurring Cost: ‐ Rs. 12.0 lac per annum 

41. 
A  Disaster  management  Plan  shall  be 

prepared  and  included  in  the  EIA/EMP 

Report. 

Disaster Management Plan has been prepared & 

incorporated in this Final EIA/EMP Report. 

Chapter‐VII  

42. 
Benefits of  the Project  if  the Project  is 

implemented  should  be  spelt  out.  The 

benefits  of  the  Project  shall  clearly 

indicate  environmental,  social, 

economic, employment potential, etc. 

Benefits  of  the  Project  regarding 

environmental,  social,  economic,  employment 

potential are  incorporated  in this Final EIA/EMP 

Report. 

Chapter‐VIII 

43. 
Besides the above, the below mentioned general points are also to be followed: 

A. Executive  Summary  of  the  EIA/EMP 

Report 

Executive  Summary  of  the  EIA/EMP  Report  is 

already  submitted  along  with  the  Final   

EIA/EMP report. 

‐ 

B. All  documents  to  be  properly 

referenced with  index  and  continuous 

page numbering 

Complied.  All  documents  properly  referenced 

with index and continuous page numbering. 

‐ 

C. Where data are presented in the Report 

especially in Tables, the period in which 

the data were collected and the sources 

should be indicated. 

Tables  mentioned  in  Final  EIA/EMP  Report 

contain  the  period  in  which  the  data  were 

collected and the sources. 

‐ 

D. Project Proponent  shall  enclose  all  the 

analysis/testing  reports  of  water,  air, 

soil,  noise  etc.  using  the  MoEF& 

CC/NABL  accredited  laboratories.  All 

the  original  analysis/testing  reports 

All  the analysis  reports of water, air, soil, noise 

etc. using the MoEF& CC accredited laboratories 

has  been  incorporated  in  this  Final  EIA/EMP 

Report. 

Annexure‐V 
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should be  available during  appraisal of 

the Project. 

E. Where the documents provided are in a 

language other than English, an English 

translation should be provided. 

All  the  documents  are  being  submitted  in 

English. 

‐ 

F. The  Questionnaire  for  environmental 

appraisal of mining projects as devised 

earlier by the Ministry shall also be filled 

and submitted. 

Noted.  Questionnaire  for  environmental 

appraisal of mining projects  is  submit with  this 

Final EIA/EMP Report. 

Annexure 

VIII‐ 

G. While  preparing  the  EIA  report,  the 

instructions  for  the  Proponents  and 

instructions  for  the  Consultants  issued 

by  MoEF&CC  vide  O.M.  No.  J‐ 

11013/41/2006‐IA.II(I)  dated  4th August, 

2009,  which  are  available  on  the 

website  of  this  Ministry,  should  be 

followed. 

EIA  report  has  been  prepared  as  per  the 

instructions for the Proponents and instructions 

for  the  Consultants  issued  by MoEF &  CC  vide 

O.M.  No.  J‐  11013/41/2006‐IA.II(I)  dated  4th 

August, 2009, 

‐ 

H. Changes, if any made in the basic scope 

and  project  parameters  (as  submitted 

in Form‐I and  the PFR  for  securing  the 

TOR)  should  be  brought  to  the 

attention of MoEF&CC with reasons for 

such changes and permission should be 

sought, as the TOR may also have to be 

altered. Post Public Hearing changes  in 

structure  and  content  of  the  draft 

EIA/EMP  (other  than  modifications 

arising  out  of  the  P.H.  process)  will 

No such changes has been made ‐
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entail conducting the PH again with the 

revised documentation. 

I. As per  the  circular no.  J‐11011/618/2010‐

IA.II(I) dated 30.5.2012, certified  report 

of  the  status  of  compliance  of  the 

conditions  stipulated  in  the 

environment  clearance  for  the existing 

operations  of  the  project,  should  be 

obtained  from  the  Regional  Office  of 

Ministry  of  Environment,  Forest  and 

Climate Change, as may be applicable 

This  is a proposed project and therefore, this  is 

not applicable. 

‐ 

J. The  EIA  report  should  also  include  (i) 

surface  plan  of  the  area  indicating 

contours of main topographic features, 

drainage  and  mining  area 

measurements, (ii) geological maps and 

sections  and  (iii)  sections  of  the mine 

pit  and  external  dumps,  if  any,  clearly 

showing  the  land  features  of  the 

adjoining area. 

Surface geological plan, conceptual plan & their 

sections  have  been  annexed  in  this  Final 

EIA/EMP Report. 

‐ Annexure‐II 

SPECIFIC TERMS OF REFERENCE 

1. Impact  of  mining  activity  on  adjacent 

agricultural  land  with  particular 

reference  to  run  off,  soil  erosion  and 

top‐soil  loss  due  to  change  in 

topography. 

Impact  of  mining  activity  on  adjacent 

agricultural  land with  reference  to  run off,  soil 

erosion  and  top‐soil  loss  due  to  change  in 

topography has been  incorporated  in  this Final 

EIA/EMP Report. 

‐ 

2. Details of Gradient of  riverbed and 3‐D 

view draped on the satellite image. 

Details  of  Gradient  of  riverbed  and  3‐D  view 

draped  on  the  satellite  image  has  been 

Chapter‐ I  

‐ 
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incorporated in this Final EIA/EMP Report. 

3. Details  of  excavation  schedule  & 

sequential mining plan with a maximum 

mine depth of 1 mtr. 

Agreed, sequential mining plan with a maximum 

mine  depth  of  1  mtr.  has  been  submitted  & 

under process from concern Authority. 

‐ 

4. Details  of  transportation  of mined  out 

materials  with  respect  to  axle  load 

specified for the road as per the Indian 

Road  congress  for  both  the  ways 

(loaded as well as unloaded trucks) load 

and its impact on the environment. 

Details  regarding  impact  of  transportation  of 

mined out materials with respect for the road as 

per  the  Indian  Road  congress  has  been 

incorporated in this Final EIA/EMP Report. 

Chapter –XI ‐ 

5. Impact of mining on existing land use in 

the study area. 

The  proposed  project  is  for  extraction  of  river 

bed materials. There will be no major changes in 

existing  land  use  as  excavated  pits  will  get 

replenished annually in monsoon itself & will be 

replenished as usual. 

‐ 

6. Impact of mining on aquatic life.  There  is  no  existence  of  breeding  ground  of 

species  like  fishes,  turtles  etc.  so  there will be 

not much impact on aquatic life in the area. 

However, following impact may occur‐ 

In‐stream  mining  lowers  the  stream 

bottom,  which  may  lead  to  bank 

erosion.  Degraded  stream  habitats 

result  in  loss  of  fisheries  productivity, 

biodiversity, and recreational potential. 

Mining  on  the  streambed  may  hinder 

the movement/migration of fishes. 

Chapter‐ IV ‐ 
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As the proposed mining will be carried out  in a 

scientific manner, not much significant impact is 

anticipated,  however, mitigation measures will 

be  taken  to  further minimize. Details  regarding 

mitigation measure  are  incorporated with  this 

Final EIA/EMP Report. 

7. NOCs from HoD/competent authority of 

Irrigation  and  Flood  Control Dept.  and 

Fisheries Dept. should be obtained and 

submitted while applying for EC. 

NOCs  from  HoD/competent  authority  of 

Irrigation  and  Flood  Control  Dept.  &  Fisheries 

Dept.  are  incorporated with  this  Final EIA/EMP 

Report. 

Annexure‐IX 

8. The quantification of river bed material 

be  based  on  excavation  only  upto  a 

maximum depth of  1 m  in  the  riverbed 

or  1  m  above  water  table  whichever 

comes  first  to  safeguard  ecological 

conditions  in view of non‐availability of 

replenishment data in DSR. 

The  quantification  of  river  bed material  based 

on excavation only upto a maximum depth of 1 

m  in  the  riverbed  keeping  in  view  of  non‐

availability of replenishment data in DSR. 

‐ 

9. A  digitalized  surface  plan  showing 

coordinates,  physical  measurements, 

river  gradient  and  inter‐cross  sections 

at  different  intervals  should  be  a 

mandatory part of mining plan. 

Copy of Mining Plan showing digitalized surface 

plan  showing  coordinates,  physical 

measurements,  river  gradient  and  inter‐cross 

sections  at  different  intervals  has  been  under 

process with concern Authority. 

10. Specific measures  to be undertaken  to 

mitigate  the  impact  of mining  activity 

on  the habitat and migration of  fish  in 

the  river/stream  and  concurrence 

thereof from the Fisheries Department 

As the proposed mining will be carried out  in a 

scientific manner, not much significant impact is 

anticipated. No mining will be carried out during 

the  monsoon  season  to  minimize  impact  on 

aquatic  life which  is mainly breeding season for 

many of the species. 

Chapter‐IV 
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11. The  Photography  and  videography  of 

the  mining  block  shall  be  part  of  the 

Terms of Reference. 

Photography  and  videography  of  the  mining 

block  will  be  submitting  at  the  time  of 

submission of Final EIA/EMP Report. 

12. The maps shall be submitted on a scale 

of  1:  3000  and  1:  1500 within  10  kms. 

Radius 

The maps  submitted  are  on  a  scale  of  1:  3000 

and 1: 1500 within 10 kms. Radius area. 

13. The shortest extraction route leading to 

the  main  road  but  with  minimum 

interference  with  human  settlements 

should  be  identified  and  described  in 

detail. This along with  the map and  its 

KML file be part of an exclusive chapter 

in the EMP. 

Transportation  route  map  with  minimum 

interference with human  settlements has been 

identified &  incorporated  in  this  Final  EIA/EMP 

Report. 

Chapter‐IV 

14. Dust  suppression  measures  should  be 

prescribed in the EIA/EMP. 

Dust  suppression  measures  has  been 

incorporated in this Final EIA/EMP Report. 

Chapter‐II 

15. Post project monitoring plan should be 

included in the study. 

Post  project  monitoring  plan  has  been 

incorporated in this Final EIA/EMP Report. 

Chapter‐VI 

16. Occupational health  impacts  should be 

assessed  and  plan  for  implementation 

of COVID‐19 SOPs  in the mining activity 

should be detailed. 

Occupational health impacts should be assessed 

and plan  for  implementation of COVID‐19 SOPs 

in  the mining activity has been  incorporated  in 

this Final EIA/EMP Report. 

Chapter‐VI 

17. The  Consultant  while  presenting  field 

data  in  the  EIA  report,  should  ensure 

that  the  site‐specific  date‐wise 

datasheets  duly  attested  by  the  local 

panchayat  head  with  his  name, 

signatures  and  stamp  and  attested  by 

Sir, due  to  this pandemic  situation we weren’t 

be  able  to  get  attested  site‐specific  date‐wise 

datasheets  by  the  authorities,  and  hereby 

request that the same will be submitted as soon 

as we obtain the same. 
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District  Mineral  Officer  with  seal  and 

signature are included in the EIA report. 

18. The  impact  of  mining  activity  on  the 

neighboring villages need to be studied 

and  extraction  road  need  to  be  such 

that it has least crossing through village 

settlements. 

Impact of mining activity has been incorporated 

in this Final EIA/EMP Report. 

Chapter‐IV 

19. The  data  displayed  on  air  quality 

monitoring stations should be captured 

with digital camera displaying  the date 

on  the  photograph  so  captured  and 

same should be submitted in support of 

the date‐wise data sheets. These digital 

photographs  should  be  submitted  in 

soft  as well  as  appended with  the  EIA 

report. 

Data displayed on air quality monitoring stations 

has  been  incorporated  in  this  Final  EIA/EMP 

Report. 

Chapter‐III 

20. Mining  shall  be  proposed  manually 

minimally  supported  by  semi 

mechanized methods. 

Mining  will  be  done  manually  minimally 

supported by semi mechanized methods 

Chapter ‐II 

21. The mining plan be  approved de  novo 

by  the  competent  authority,  after  it  is 

technically  reviewed  by  the  Irrigation 

and  Flood  Control  Department  and 

should  be  based  on  the  technical 

feasibility report of I&FC Dept. 

Mining Plan has been approved by Department 

of Mines & Geology, J &K. 

As per condition stipulated of above Point No.: ‐

3  regarding  “Excavation  schedule &  sequential 

mining  plan with  a maximum mine  depth  of  1 

mtr.”  in  this  regard Modified Mining  Plan  has 

been  submitted & under Process with  concern 

Authority. 
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22. The prescribed TORs would be valid for 

a period of four years for submission of 

the EIA/EMP reports, as per the S.O. No. 

751(E) dated 17th Feb., 2020. 

Noted &agreed

Besides, the TORs are recommended without prejudice to the standing court orders, if any, w.r.t 

the concerned mining project or  final outcome of writ petitions/LPAs pending disposal before 

any competent court of law w.r.t the concerned mining block. 

After preparing the EIA/EMP (as per the generic structure prescribed  in Appendix‐ III of the EIA 

Notification, 2006) covering the above‐mentioned issues, the proponent will apply for EC on the 

Parivesh Portal of the MoEF&CC and submit all the relevant documents including Public Hearing 

report in accordance with the procedure prescribed under the EIA Notification, 2006. 
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CHAPTER–I 

INTRODUCTION 

1.1 Purpose of the report 

The  sole  purpose  of  the  Environmental  Impact  Assessment  report  is  to  assess 

beneficial and adverse  impacts of the project on existing environmental system and 

to  propose  appropriate  pollution  control  measures.  Thus,  the  EIA  report  is  a 

summarized presentation of environmental consequences of  the project activity  so 

that all the factors are considered before making a decision 

Economic,  social  and  environmental  change  is  inherent  to  development.  Whilst 

development aims to bring about positive change it can lead to conflicts. In the past, 

the promotion of economic growth  as  the motor  for  increased well‐being was  the 

main  development  thrust with  little  sensitivity  to  adverse  social  or  environmental 

impacts. The need to avoid adverse  impacts and to ensure  long term benefits  led to 

the  concept of  sustainability.  This has become  accepted  as  an  essential  feature of 

development  if  the aim of  increased well‐being and greater equity  in  fulfilling basic 

needs is to be met for this and future generations. 

Mankind,  as  it  is  developed  today,  cannot  live  without  taking  up  developmental 

activities  for  his  food,  security  and  other  needs.  Consequently,  there  is  a  need  to 

harmonize developmental activities with the environmental concerns. Environmental 

Impact Assessment (EIA) is one of the tools available with the planners to achieve the 

above‐mentioned goals. 

An Environmental Impact Assessment (EIA) may be defined as: 

“A  formal  process  to  predict  the  environmental  consequences  of  human 
development  activities  and  to  plan  appropriate  measures  to  eliminate  or  reduce 
adverse effects and to augment positive effects”. 

EIA  is  an  assessment  of  the  possible  impact—positive  or  negative—that  a  project 

may  have  on  the  environment,  together  consisting  of  the  natural,  social  and 

economic aspects. 

The  purpose  of  the  assessment  is  to  ensure  that  decision  makers  consider  the 

ensuing environmental  impacts when deciding whether to proceed with a project or 

not. 

EIA, thus, has three main functions: 

 To predict problems/impacts

 To find ways to avoid them, and

 To enhance positive effects.

Law requires that every project proponent must take Environmental Clearance from 

MoEF  &  CC,  New  Delhi/State  Environment  Impact  Assessment  Authority  (SEIAA) 

before starting up any project. The environmental clearance is also mandatory for the 

expansion, modernization  projects.  The  conditions  are  applicable  as  per  the  SEAC 

guidelines and EIA notifications issued and amended from time to time. 
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To keep the environment congenial for better standard of living, the provisions have 

been made  in  the  constitution of  India and many Enactments have  taken place,  so 

that,  industrialization may not have adverse  impact on  the environment. There are 

many Acts  / Rules  / Notifications  issued by SEAC, J & K  few of  them are mentioned 

below: ‐ 

 Environment (Protection) Act, 1986;

 Environment (Protection) Rules, 1986;

 Water (Prevention & Control of Pollution) Act, 1974;

 Air (Prevention & Control of Pollution) Act, 1981;

 Environmental  Impact  Assessment  (EIA)  Notification,  dated  14th  September
2006 amended time to time.

 Enforcement & Monitoring Guidelines  for Sand Mining  issued by MoEF & CC,
Jan. 2020.

As per  the EIA Notification dated  14th September 2006,  it  is mandatory  to have  the 

Environmental Clearance for any new  industry or the expansion of the industry from 

Ministry  of  Environment,  Forests&  Climate  Change &  SEIAA, Government  of  India, 

New Delhi.  

The process  involves an analysis of the  likely  impacts on the environment, recording 

those effects and appropriate control measures and management to ensure a secure, 

hale and healthy environment in a report, undertaking a public consultation exercise 

on  the  report,  taking  into account  the comments and  the  report when making  the 

final decision and informing the public about that decision afterwards. 

The sole purpose of the EIA report is to provide a coherent statement of the potential 

impacts of  a proposal  and  the measures  that  can be  taken  to  reduce  and  remedy 

them. It contains essential information for:  

 The proponent  to  implement  the proposal  in  an environmentally  and  socially
responsible way;

 The  responsible  authority  to  make  an  informed  decision  on  the  proposal,
including  the  terms  and  conditions  that must  be  attached  to  an  approval  or
authorization; and

 The public to understand the proposal and its likely impacts on people and the

environment.

1.2  IDENTIFICATION OF PROJECT & PROJECT PROPONENT 

1.2.1  Identification of the Project 

A.   Project Proposal 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta proposedRBM (River Bed Mineral) 

Minor  Mineral  Block  Mining  Project,  Block‐3;  8.41  ha.  Production  Capacity‐  
85,920  TPA,  at  C‐Nehama  Bridge Upstream Vishu Nalla District Kulgam, Jammu 

& Kashmir. 

As per SEAC, J & K stated that “the active water channel be excluded while 
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calculating the minable minerals”   

Block  Area (ha)  Area(ha)after 

reducing  safety 

Zone 

Production 

Capacity (TPA) 

Block‐3  8.41  5.72  85,920 
B.   Screening Category 

As per EIA Notification dated 14th September, 2006, as amended time to time; 

the project falls under S. No. ‘1’ (Mining of Minerals), Project or Activity ‐1(a) (4), 

Category “B1”. 

C.   Mining Status 

Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta  has  proposed  RBM  (River  Bed  
Mineral)   Minor   Mineral   Block   Mining   Project   Block‐3;   8.41 ha. Production 
Capacity‐  85,920  TPA,  at  C‐Nehama  Bridge  Upstream  Vishu  Nalla  District 

Kulgam, Jammu & Kashmir. 

Letter  of  Intent  has  been  issued  in  favor  of  Shri  Amit  Gupta  S/o  Shri  Ashok 

Kumar Gupta, R/o: H.No.‐ 21, Trikuta, Nagar, Jammu & Kashmir by Directorate of 

Geology  & Mining,  Government  of  Jammu  &  Kashmir  under  Rule  55  (9)  of 

Prevention  of  the  Jammu  &  Kashmir  Minor  Mineral  Concession  Storage, 

Transportation  of  Minerals  &  Illegal  Mining  Rules,  2016  vide  letter  no.  

730/MCC/DGM/B‐1/KUL/20/1580‐87 dated: 16/07/2020. (Copy of the said  letter  is 

annexed  as  Annexure‐I).  which    is  extended  up  to  31/8/2021(annexed  as 

Annexure‐II) 

As per  condition  stipulated of ToR Point No.:  ‐3  regarding “Excavation 

schedule & sequential mining plan with a maximum mine depth of 1 mtr.” 

in this regard Modified Mining Plan has been submitted & under Process 

with concern Authority. 

Mining Plan with Progressive Mine Closure Plan has been approved by Deputy 

Director (C), (Member Secretary), Mining Plan Approval Committee, Geology & 

Mining  Department,  J  &K  vide  letter  No.:  8‐MPA/DGM/KUL/303‐307  dated 

14/09/2020. (Copy of the same Letter is annexed as Annexure‐II). 

As per  condition  stipulated of ToR Point No.:  ‐3  regarding “Excavation 

schedule & sequential mining plan with a maximum mine depth of 1 mtr.” 

in this regard Modified Mining Plan has been submitted & under Process 

with concern Authority. 

1.2.2 Introduction of Project Proponent 

Applicant  :  Shri Amit Gupta S/o Shri Ashok Kumar Gupta 

R/o: ‐H.No.‐ 21, Trikuta, Nagar, Jammu & Kashmir 

Shri Amit Gupta S/o Shri Ashok Kumar has proposed RBM  (River Bed Mineral) Minor 

Mineral  Block  Mining  Project  Block‐3;  Area:  ‐ 8.41  ha.  Production Capacity‐ 85,920 
TPA, at C‐Nehama Bridge Upstream Vishu Nalla  District  Kulgam,  Jammu  &Kashmir  
under  the  guidance  and  supervision  of 
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trained,  qualified  and  experienced  staff  with  improvement  in  environmental 

parameter  and  socio‐economic  conditions  of  Tehsil  &  District  Kulgam under  the 
guidance  and  supervision  of  trained,  qualified  and  experienced  staff  with 

improvement  in environmental parameter and socio‐economic conditions of villages 

in study area. 

1.3  BRIEF  DESCRIPTION  OF  NATURE,  SIZE,  LOCATION  OF  THE  PROJECT  AND  ITS 

IMPORTANCE TO THE COUNTRY, REGION 

TABLE‐1.1 

S. No.  Particulars  Details 

A. 
Nature of project  

RBM  (River  Bed  Mineral)  Minor  Mineral  Block  Mining 
Project  

B.  Size of project  

(i)  Mining area   8.41 ha.  
(ii)  Proposed Production capacity   85,920 TPA 

C.  Project Location 

(i)  Block No.  3 

(ii)  River  Upstream Vishu Nalla 

(iii)  Bridge  C‐Nehama Bridge 

(iv)  Tehsil& District  Kulgam 

(v)  State  Jammu & Kashmir 

(vi)  Latitude &Longitude 

Geographical Location: ‐Block A 

Pillar  Latitude (N)  Longitude (E) 

A  33038’02.69’’  74052’25.55’’ 

B  33038’00.04’’  74052’23.87’’ 

C  33037’58.21’’  74052’22.32’’ 

D  33037’58.47’’  74052’20.81’’ 

E  33037’57.68’’  74052’19.40’’ 

F  33037’56.79’’  74052’16.96’’ 

G  33037’56.36’’  74052’15.52’’ 

H  33037’55.81’’  74052’13.18’’ 

I  33037’58.01’’  74052’12.08’’ 

Geographical Location: ‐Block B 

Pillar  Latitude (N)  Longitude (E) 

A  33038’03.21’’  74052’27.05’’ 

B  33038’04.04’’  74052’29.40’’ 

C  33038’04.16’’  74052’35.16’’ 

D  33038’03.33’’  74052’37.44’’ 

E  33038’02.89’’  74052’39.37’’ 

F  33038’02.80’’  74052’41.57’’ 

G  33038’01.98’’  74052’41.45’’ 

H  33037’57.90’’  74052’23.87’’ 

(vii)  Toposheet No.  Restricted 

D.  Environmental Settings of the Area (with distance & direction from mine site) 

(i)  Nearest City   Asnur at a distance of ~2.5km in SW direction.
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(ii) 

Nearest Highway 

Particulars  Distance (km)  Direction 

Manzgam Nihama Road  ~0.89  East 

Nihama Shopian Road  ~1.35  North‐
East 

Nihama Kulgam Road  ~ 0.91  North‐
East 

Aharbal Manzgam Road  ~ 2.00  SW 

DH‐ Pora ‐Chemar Road  ~ 2.38  SW 

(iii)  Railway Station   Sadura Railway Station/Railway  line  at  a distance of
~24.2  Km  towards  East  direction  from  mine
boundary.

(iv)  Airport   Awantipur Airport, Jammu & Kashmir at ~29.0 km
towards NNE direction from mine boundary

 Sheikh  UL  Alam  Airport,  Srinagar  at  ~42.10  km
towards North direction from mine boundary.

(v)  Ecological  Sensitive  Areas 
(National  Park,  Wild  Life 
Sanctuaries, Biosphere Reserves, 
Wildlife  Corridors,  Tiger/ 
Elephant Reserves) 

None, within 10 km radius area of the mine boundary. 

(vi)  Reserved / Protected Forest 
within 10km radius  

None, within 10 km radius area of the mine boundary. 

(vii)  Water bodies within 10 km radius  Vishu Nalla lies on location. 

(viii)  Seismic Zone  Zone – IV as per IS: 1893 (Part‐I): 2002  

E.  Cost Details 

(i)  Total Project Cost   Rs. 117.0 Lacs 
(ii) 

Cost  for  Environmental 
Management Plan Cost  

 Capital cost –  12.0lac

 Recurring cost –  12.00 lac per annum/‐.

Source: Site Visit &Approved Mining Plan with Progressive Mine Closure Plan 
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Figure 1.1: Location Map
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Figure 1.2: Map showing 10 km radius Study area of mine site
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Figure 1.3: Map showing Superimposed Pillar coordinates on google image
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Figure 1.4: 3 D View on the satellite image of study area 
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1.3.1   Site Selection 

The selection of site is based on the following considerations: 

 No alternate site has been selected as mining is a site‐specific project.

 The  site  selection  based  on  the  past  geological  records  of Mine  &  Geological

department,  in  which  availability  of  River  Bed  Mineral  Mining  Project  was

indicated within the mine area.

1.3.2  Location and Approach to the Mine 

The  site  is well  connected with  communication  facilities  like  telephone,  fax, wireless 

&as such, no constraints are envisaged in this respect as District: ‐Kulgam a distance is ~ 

13.1 km. East  from  the proposed mine boundary as well as  the site  is well connected 

with Manzgam‐  Nihama  road  is  0.89  Km  East.  Post  and  Telegraph,  Hospital,  Bank, 

Education  and  all  market  facilities  are  available  at  these  places.  Nearest  airport  is 

Awantipur Airport, Jammu & Kashmir at ~29.0 km towards NNE Sheikh ul Alam Airport, 

Srinagar at a distance of ~40.5 km in North‐west direction from mine boundary. 

1.3.3  Importance to the Country and Region 

This is a proposed (RBM) River Bed Minor Mineral Mining Project. Demand of RBM, will 

be fulfilled by this project in the local nearby market.  

Considering the demand of mineral and sufficient availability of the mineral in the area, 

it  is  essential  to have  (RBM) River Bed Minor Mineral Mine  to  sustain  the  supply of 

mineral for various purposes. 

Besides  this,  the  project  will  improve  beneficial  in  terms  of  socio‐economic 

development as it will be provided employment to locals. Further, the average income 

level, which  is  the  indicator of  socio – economic  status of house hold  is expected  to 

increase, which ultimately result in the better standard of living of the people. 

1.4  SCOPE OF EIA STUDY 

The disciplines covered under the study are prerequisite  information of the proposed 

mine site, mining operation details, waste generation and  its proper disposal,  impacts 

and management plan. This  report contains performance  testing data of ambient air 

monitoring as well as the ecological studies, noise environment, biological environment 

study, socio‐economic study carried out during Post Monsoon Season, 2020 (October 

to December). 

On‐line Application (Appendix‐I / Form‐I / ToR and Pre‐Feasibility Report) for obtaining 

Environmental Clearance from SEIAA, J & K for this mining project has been submitted 

on 6.11.2020. 

ToR  letter has been  issued by SEAC; J & K. vide  letter No.:  ‐ JKEIAA/2020/349/1608‐11 
dated: ‐ 06/01/2021. 

The Final EIA/EMP Report has been prepared as per ToR issued by SEAC, J & K. 

The  reply  /  clarification  of  all  the  points  suggested  as  per  ToR  letter  have  been 

incorporated in this Final EIA/EMP Report at respective places. 
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CHAPTER–II 

PROJECT DESCRIPTION 

2.1 TYPE OF THE PROJECT 

Proposed RBM (River Bed Mineral) Minor Mineral Block Mining Project Block‐3, 

of  area  8.41  Ha.,  production  capacity  85,920  TPA,  at  C‐Nehama  Bridge 

Upstream Vishu Nalla District Kulgam, Jammu & Kashmir. 

2.2 NEED FOR THE PROJECT 

Shri Amit Gupta  S/o  Shri Ashok Kumar Gupta  has  proposed RBM  (River  Bed 

Mineral) Minor Mineral Block Mining Project.  

Demand of River Bed Material will be fulfilled by this project in the local nearby 

market.  

The mineral River Bed Material  is self sufficient to meet quality requirement  in 

the  industries  mentioned  above.  Therefore,  its  exploitation  to  fulfill  the 

demand of market, this project will be essential. 

Besides  this,  the  project will  improve  beneficial  in  terms  of  socio‐economic 

development  as  it  will  provide  employment  to  locals.  Further,  the  average 

income level, which is the indicator of socio – economic status of house hold is 

expected to  increase, which  is ultimately result  in the better standard of  living 

of the people. 

2.3 LOCATION 

Location details are given  in chapter‐1:  ‐ Table‐1.1 and Location Map  is given  in 

Figure‐1.1. 

2.4 REQUIREMENTS FOR THE PROJECT 

2.4.1  Land Requirement 

The  Mining  area  is  8.41  ha.,  Comprising   of   Govt.   land.   No   forest   land  
involved   within   the   mine   area. Certificate has been under process from the 
competent authority.  

The occupancy of the proposed land of the area is given below: 

Table: 2.1Land Use Pattern 

S. No.  Land Use Pattern  Area (ha) 

1.  Govt. land   8.41 

Total  8.41 

Source: Approved Mining Plan with Progressive Mine Closure Plan 
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2.4.2 Water Requirement 

Water requirement for the proposed mining project will be 3.0 KLD. The break‐

up of water requirement and its source is given in the following table: 

Table: 2.2Break‐up of Water Requirement 

Water Requirement  Quantity (in KLD)  Source 

Dust suppression and Mining Activity  2.0  Water will be 

sourced from 

tanker by 

nearby village 

Drinking  0.5 

Green Belt/ Plantation  0.5 

Total  3.0 

Source: Approved Mining Plan with Progressive Mine Closure Plan 

2.4.3 Man Power Requirement: ‐ 

For safe and systematic mining, adequate technical & supervisory staffs will be 

employed  at  the  mine  site.  Local  Peoples  will  be  preferred  for  direct 

employment. 

The man power  required  for  the mining project will be  above10persons.  The 

break‐ up of man power requirement is given in table below: 

Table: 2.3Man Power Requirement 

S. No.  Category  No. of persons 

1.  Skilled  2 

2.  Semi‐Skilled  4 

3.  unskilled  4 

Total  10 

    Source: Approved Mining Plan with Progressive Mine Closure Plan 

2.4.4 Power Requirement: ‐ 

Power will not be used in mining operations as mining will be carried out in day 

time only with diesel operated mine machineries. 

2.4.5 Extent of Mechanization: ‐ 

Table: 2.4Machinery & Equipment 

S. No.  Type of Machineries  Capacity  Number 

1  Loader ‐  1 

2  Tractor trolley   ‐  1 

3  Water tank (trolley mounted) ‐ 1 

Source: Approved Mining Plan with Progressive Mine Closure Plan 
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2.5  GEOLOGY OF THE AREA 

2.5.1     Regional Geology: ‐ 

District  Kulgam  forms  the  southeastern  part  of  Kahsmir  basin  wherein 
Paleozoic  to  Quaternary  rocks  of  diverse  origin  are  exposed.  The  main 
geological formation constituting the bed rocks & the surrounding mountains 
include  the Gugaldar,  Lidder, Pir Panajal &Vihi Group  covered by Quaternary 
Karwas &  alluvium  deposits.  A  generalized  regional  stratigraphic  succession 
are as follows: 

2.5.2  Local Geology 

The instant lease areas falls in the fluvial bed of Vishu nalla represented by the 

quaternary  sediments  bounded  by  upper  Karewas.  Upper  Kerewas  mainly 

comprised yellow silt, grey clay, calcarieous layers and sand with conglomerate 

in  the  lower part and  continental  loess and  reworked  loss  in  the upper part. 

This formation was disposed horizontally and  is reportedly devoid of fossial or 

presence  of  lignite.Vishunalla  along  with  its  tributaries  are  involved  in 

weathering  of  catchment  lithologies  and  finally  transport  and  deposit  its 

sediment  load  in  the  form  of  boulder  and  bajri  at  convenient  locations  like 

meanders etc. the deposits represent recent geological formation and contain 

several mater  thickness of sediments of basalt,  limestone, quartzite with  fine 

nature of sand, slit and clay. 

Surface Geological Plan along with sections is enclosed herewith. 

2.6  TOPOGRAPHY & DRAINAGE PATTERN 

Topography– 

The mine area  is almost flat  land characterized with upper Karewas & Alluvial 

Plains. The highest contour  is 2004 mRL and  lowest  is  1985 mRL. The general 

slope of the area is towards West to North East. 

Group  Formation  Lithology  Age 

Quaternary  Unconsolidated clay, slit,sand and 
pebble 

Holocene 

Karewn  Naugam  Sand, clay, Marl, conglomerate and 
loess sediments 

Pliocene to 
pleistocene 

Hirpur  Clay intercalated with silt, sand, 
conglomerate and lignito 

Triassic 
Limestone 

Limestome, shale, siliceous limestone, 
sand stone, quartzite 

Triassic 

Pirpanjal  Panjal 
Volcanic 

Light and dark color amygdaloidal 
andesitic to basaltic lava flow 

Early Permian 
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Drainage Pattern: 

Vishnu  nalla  is  the main  left  bank  tributary  of  River  Jhelum  with  dendritic 

pattern  is  the main drainage of  the area. The nalla originates  from  the high‐

altitude Glacial Lake  i.e Kausarnag  in the Pir Panjal Range and represents one 

of  the main  sources  of water  for  drinking  and  irrigation  facilities.  The  nalla 

Vishnu mainly  flows  in  the mountainous  region and has  short course of  flow 

within the district which does not allow it to sort the material carried by it. 

2.6.1  PROJECTCOSTESTIMATES: 

Mine  lease will be executed after getting Environment Clearance from the 

concerned authority and progressive closure plan will be submitted  in due 

course of time. 

  PROJECT COST 

 CER TABLE 

Sr. No.  Project activity  Activities  Estimated Cost 

/annum 

1.  Health  Free Distribution of medicines, health 

check‐up 

90,000 

2.  Electrification  Solar Lamp distribution & Solar Street 

light 

installation 

1,00,000 

3.  Sanitation  Construction of ladies’ toilets in the 

primary 

School nearby village. 

50,000 

4.  Education  Renovation work (floor/ walls/ roofs 

repairing 

nearby at Nearby Schools 

1,50,000 

5.  Rain water 

harvesting 

Construction of Rain water harvesting 

structure 

60,000 

S. No.  Description  Total (Rs.) 

1.  Laborers charge (Excavation & loading)  12,95,000/‐ 

2.  Equipment’s/Tools/Machineries  14,24,000/‐ 

3.  Jeep and Water Tanker  16,05,000/‐ 

4.  Royalty Charges paid to Govt. (Bid Amount)  53,56,000/‐ 

5.  Processing & Consultancy Fees  40,000/‐ 

6.  Surveillance  2,80,000/‐ 

Total  1,17,00,000/‐ 

6.  CER Cost  5,00,000/‐ 

6.  EMP Cost  12,00,000/‐ 
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structure  in the primary School nearby village. 

6.  Improvement 

of 

local 

Environment 

Development / maintenance of 

Recreation 

Park/green space 

50,000 

Total  5,00,000/‐ 

EMP TABLE 

Sr.  No.  Particulars  Capital Cost 
(In Rs. Lac)  

1st Year  
(Rs. Lac) 

2nd Year 
(Rs. Lac) 

3rd Year 
(Rs. Lac) 

1.  Pollution monitoring – Air, 
Water, Noise and Soil  

1.50  1.50  1.50  1.50 

2.  Pollution  control  (Water 
Sprinkling)  

1.00  1.00  1.00  1.00 

3.  Green  Belt  development 
(Tree  guards,  plantation 
and its maintenances etc.)  

3.00  3.00  3.00  3.00 

4.  Construction  & 
Maintenance  of  approach 
road 

5.00  5.00  5.00  5.00 

5. 

TOTAL EXPENDITURE UNDER CER & EMP PER YEAR:  (CER= 5,00,000 + EMP= 12,00,000) = 17,00,000/- PER YEAR 

0.50  0.50  0.50  0.50 

6.  Occupational  Health  & 
safety of mine workers 

1.00  1.00  1.00  1.00 

Total  12.00  12.00  12.00  12.00 

                BUDGET FOR SURVILIENCE 

Sr.  No.  Particulars  Capital Cost  
(In Rs. Lac)  

Recurring Cost 
(In Rs. Lac) 

1.  Transport Permit  2.00 ‐

2.  CCTV Camera  1.00  0.10 

3.  Weight Bridge  10.00  1.00 

4.  Personal  Computer  with  power 
backup 

0.50  0.05 

5.  Mobile  Application  Barcode 
scanner 

0.50  0.05 

6.  Radio  Frequency  Identification  1.00  0.10 
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Tag (RFID) and GPS 

7.  Annual Audit of lease ‐ 0.70 

8.  Security Guard ‐  0.80 

Total  15.00  2.80 

2.7  DETAILS OF MINING  
2.7.1  Method of Estimation of Reserves 

Geological reserves are estimated by following formula: 

  Volume of mineral = Area of Section x Sectional influence length 

  Mineral in tonnes= Volume of mineral x Recovery percentage x Bulk density 2.0 

tonnes per cu. Meter). 

  The reserves are computed for proved, probable and possible categories. 

Proved category (111+211): 

The mineral is exposed in the applied area up to below 1 mtr. and is continuing 

in depth. The working mines are also observed in nearby area. 

   Reserve: ‐ 

  Geological Reserve: ‐ 

 Reserves have been considered up to the depth of 1.0 m. 

Area  of Minor 
Mineral Block 

(ha.) 

Depth 
(mtr.) 

Mineralized Area of 
Minor Mineral Block 

(Sq/m.) 

Bulk Density 
factor 

Production 
Capacity 
(TPA) 

8.41  1  71600  2.0  1,43,200 

 Mineable reserves have been considered after reduction of safety barrier of 7.5 

buffer zone and active water channel up to the depth of 1.0 m.  

Area of 
Minor Mineral 
Block (ha.) 

Depth 
(mtr.) 

Area of Minor 
Mineral Block 

(Sq/m.) 

Bulk Density 
factor 

Production 
Capacity (TPA) 

4.296  1  42960  2.0  85,920 

2.7.2  Anticipated Life of Mine  

As per above paragraph  the mineable  reserve of  the minerals 85,920  tonnes. 

Around 85,920 tones is expected to excavated during the period of mining Plan 

with PMCP.  

2.7.3 Use of Mineral 

Minor minerals  are mainly  consumed by  Infrastructure  and  housing projects. 

Main use of Bajri is in construction work & making slabs for bridges. Bajri is also 

used for filtration and foundry industries. 

2.8   METHOD OF MINING 

Mining will be done manual open cast method.  
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RBM will be  scrapped manually with  conventional  hand  tools. Mining  depth 

will be  restricted up  to  1.0 meter. Over  all pit  slope  shall be maintained  less 

than 16 degree. 

Mining shall be carried out without adoption of drilling& blasting. 

The working period for mining will be restricted to 270 days (nine) months & 

during three months of rainy season, no mining shall be undertaken.  

The mining operation in the area will be confined day light hours from 7 a.m to 

5 pm. Due to scarcity of workers proposed that 30% of total RBM production 

shall  be  achieved  manually  while  balance  70  %  RBM  production  shall  be 

achieved by machinery.  It  is proposed  that  light  excavation will be  used  for 

digging &  loading of mineral  in  tippers. Ultimate depth of pit will be  1.0mtr. 

From surface. 

Loading of the mineral into trucks is done through Loader. 

Transportation of mineral & overburden will be done by trucks from pit mouth 

to the destination. 

Flow chart showing the mining process is given as under: ‐ 

 

 

 
 

Table: 2.5 Mining Details 

S. No.  Particulars  Details 

1. Method of Mining  Manual  cum  semi‐mechanized   
Opencast Mining Project  

(No drilling & Blasting) 

2.   Mineable Reserves (Tonnes)  85,920 

3.   Proposed Production Capacity  85,920 TPA 

4.   Elevation Range  2004 mRL to 1985 mRL 

5.   General Ground level  1995 mRL 

COLLECTION OF BAJRI  

From River Bed 

LOADING 

By Loaders & Manually 

TRANSPORTATION OF BAJRI 

From River bed face to consumers by  

trucks etc. 
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6.   Ground Water Table  2.5 m bgl 

7.   Ultimate Working Depth of Pit  Up to 1mtr. 

Reference:  ‐ As per ToR Point No.:‐3 of Specific Terms Of Reference given by SEAC, J & K(i.e. considered Ultimate working 

depth :‐ 1 mtr.) 

8.  Number of Working Days/ Year  270 days 

9.  Number of shifts per day  1 Shift of 8 hours 

10.  Total  OB/SB/IB  generation  at 
the end of fifth year 

100 % recovery, therefore no question 
arises for waste generation. 

Source: Approved Mining Plan with Progressive Mine Closure Plan 

2.8.1  Drilling& Blasting 

The overburden & mineral is soft & easily mineable so no drilling & blasting will 

be required. 

2.9          LOADING & TRANSPORT  

A) Haulage within the Mining Hold

Mineral  will  be  excavated  by  manually  simple  tools.  Hired  Trucks  and 

tippers will be used to carry mineral to stack yard from where it is loaded by 

buyers. 

B) Haulage from Mine to Destination

The mineral will be  loaded  into hired  tippers/Trucks Manually  for  further 

transportation to the various destinations. 

2.10 PROPOSED PRODUCTION 

TABLE: 2.6 
Year wise Production& Waste Generation  

Year  Production  Capacity 
(Tones) 

Required Productivity (%) 

1st  85,920  100 

2nd  85,920  100 

3rd  85,920  100 

4th  85,920  100 

5th  85,920  100 

Total  4,29,600 

Reference:‐ As per ToR Point No.:‐3 of Specific Terms Of Reference given by SEAC, J & K(i.e. considered Ultimate working 

depth :‐ 1 mtr.) 

2.11 DISPOSAL OF WASTE& ITS MANAGEMENT: ‐ 

Total  excavated material  has  sale  value  and  therefore  no  question  arises  for 

generation of waste & its management. 

2.12 CONCEPTUAL PLAN 
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At  the  conceptual  stage  total  excavated  area will  be  4.296  ha which will  be 
converted  into Replenished area, 2.864 ha area will be undisturbed area. Green 
Belt  /Plantation will be done outside  the  lease area on  land  identified by DFO 
Social Forestry concerned in consultation with village panchayat.  

 Table: ‐2.7 
          Post‐Mining Land Use of Core Zone with 

 Environment Management                                Area (hectares)+ 

S. 
No. 

Description  
Land Use (In ha) 

Plantation  Water Body  Public Use  Undisturbed  Total 

1.  Top Soil Dump  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

2.  Waste Dump  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

3.  Excavation (Voids)  ‐‐  ‐‐  ‐‐  ‐ 

4.  Road  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

5.  Built Up Area  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

6.  Township Area  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

7.  Afforestation  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

8.  Replenished area  ‐‐  4.296  ‐‐  ‐‐  4.296 

9.  Mineral Storage  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

10.  Undisturbed Area 
(Safety Zone) 

‐‐  ‐‐  ‐‐  4.114  4.114 

11.  Active‐Water Channel  ‐‐  ‐‐  ‐‐  ‐  ‐‐ 

Total 
‐‐ 

4.296   ‐‐ 
4.144  8.41 

Conceptual plan annexed here with. 

2.13  SITE SERVICES: ‐ 

Following miscellaneous site services will be provided for smooth operation of 

the mine. 

(i) Mine Office: Temporary Mine office will be constructed outside the mine 

area. 

(ii) First Aid: Primary first aid facility will be provided within mine site. 

(iii) Water Supply: Water will be supply from a well near the mining area and 

a  tractor‐mounted  tanker  is  proposed  for  supply  of  water  to mining 

work, spraying, watering the plants and drinking purpose. 

(iv) Rest Shelter: Temporary rest shelter will be provided near mining area. 

2.14  MITIGATION MEASURES 

2.14.1  Air Pollution Control Measures 

Following measures will be taken to control air/fugitive emission during mining 

operation: 

 No drilling & Blasting will be carried out during mining operation.

 Regular water spraying on the haul roads will be done.
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 Workers will be provided with suitable PPEs as and when required.

 Green Belt will be developed outside the mine boundary.

 Plantation will be carried out at the approach road, river bank and vicinity

area.

 Same practice will be continued in future.

2.14.2   Water Quality Management 

 No waste water will be generated during the mining activities.

 Waste water will not be generated during mining operations as  it  involves

only collection of bajri.

 Garland drains will be provided around the working pits.

 Excavation  will  be  carried  out  up  to  a  maximum  depth  of  1  mtr.  from

surface of bajri deposit from the water level of the River channel whichever

is earlier.

 The  rain  water  collected  in mining  pit  will  be  used  for  plantation,  dust

suppression requirements.

 Toilets will be made available near mine’s office away from the river.

 Same practices will be continued in future.

2.14.3  Noise Pollution Control  

 Proper maintenance of all machineries will be carried out which will be help

in reducing generation of noise during operations.

 Ear muffs, mask& all  required PPE’s will be provided  in view of COVID‐19

while working on mining equipment’s.

 Social distancing norms and other operating procedure relating to COVID‐19

will be followed.

 Adequate silencers will be provided in all the diesel engines.

 Green  belt  &  Plantation  will  be  developed  approach  road,  river  bank

&around the mine boundary to minimize noise propagation.

 Periodic noise level monitoring will be done.

 Same practices will be continued in future.

2.14.4  Riverbank & River Course Protection 

 The  minerals  will  be  mined  out  in  a  uniform  way  so  that  the  river

flow/course shall not get disturbed.

 No mining will be done within 1 mtr. from the either side of river banks to

maintain its protection.

 Mining will proceed  along  the  river  in  the direction  from downstream  to

upstream in each block. No. mining will be done across the river‐nalla.

 Collection of minerals/working shall be started from the centre towards the

bank uniformly so that the river course does not get affected.

 No  mining  will  be  done  on  curves  of  the  rivers‐nalla  to  avoid  the

meandering effect.

 Every mining block will have clearly  identified approach road/ entry points

into the rivers‐nalla & similarly the exit points.
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 Mining will not be done in proximity of any bridge, culvert, embankment or

any water works  setup  etc.  Appropriate  safety  zone will  be  left  and  no

mining will be carried out in the safety zone.

 Suitable mitigation measures will be adopted  so  that conditions of water

logging will not arise.

2.14.5 Green Belt Development / Plantation: ‐ 

 At the conceptual stage total excavated area will be 4.296 ha. which will

be  converted  into Replenished area,  2.864 ha. area will be undisturbed

area. Green Belt/ Plantation will be done outside  the  lease area on  land

identified by DFO Social Forestry concerned  in consultation with village

panchayat. The trees will be planted @2500 saplings per hectare of land

species will  be  like:  Azadirachta  indica  (Neem),  Ficus  religious  (Peepal),

Ficus  benghalensis  (Bargad),  Tamarindus  indica  (Imli),  Terminalia  arjuna

(Arjun).

 The same will be maintained & enhanced in future.

 The plant species will be selected in consultation with forest department.
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CHAPTER–III 

DESCRIPTION OF THE ENVIRONMENT 

3.1  INTRODUCTION  

The knowledge of present environment of the study area (10 km buffer area) of the 

proposed mining area  is  important to assess the  impact of various project activities 

on  environment.  The  knowledge  of  present‐day  environment  is  also  helpful  in 

management  of  environment  and  planning  of mitigation measures.  To  assess  the 

base  line  environmental  quality  of  the  area,  field  assessment  has  been  conducted 

considering  following  components of  the  environment,  viz.  land, meteorology,  air, 

noise, water, soil, biological and socio‐economic conditions:  

The  relevant  information and data  (both primary and  secondary) were  collected  in 

core  as  well  as  buffer  zone  during  Post‐Monsoon  Season  (Oct.  to  Dec.,  2020)  in 

accordance  with  the  guidelines  of MoEFCC  &  approved  ToR  by  SEAC,  J  &  K  for 

preparation of EIA / EMP Report). 

3.2  STUDY AREA AT A GLANCE 

Study  Area:  ‐The  study  area  is  an  area  of  10  km  radius  (aerial  distance)  from  the 

proposed project site of mine which  is also referred as buffer zone. The area within 

the marked project site (within mine boundary) is considered as core zone. 

Core Area: ‐ 0.0841 Sq.km. 

Buffer Area: ‐333.4799 Sq.km.

Demography (10 km radius from the project site): ‐ 

 Total Population :  33,928 (as per 2011 Census) 

 Number of Households    :  5,760 

 Scheduled Castes    :  16

 Scheduled Tribes    :  1318 

 Literacy rate    :  59.10 % 

 Workers :  11,914 

Meteorology 

During study period (Post‐Monsoon Season, 2020) 

i) Maximum Temperature  : 26.66C 

ii) Minimum Temperature   : 0.0C 

iii) Relative Humidity (%)

o Minimum :  0.0 % 

o Maximum :  94.0% 

iv) Pre dominant Wind Direction:  North East 



Proposed RBM (River  Bed  Mineral) Mining  Project,  Block  No.:  ‐3,  Area: 8.41  ha . At C‐Nehama Bridge 
Upstream Vishu Nalla District: Kulgam, Jammu & Kashmir 

Final EIA/EMP Report 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta 22  Gaurang Environmental Solution Pvt. Ltd.

3.2.1  BASELINE DATA COLLECTION: ‐ 

Baseline  environmental  data  of  various  components  within  the  study  area  were 

collected  during  Post‐Monsoon  Season  (Oct.  to  Dec.,  2020)  to  assess  the  present 

scenario of the area.  

Environmental 

Component 

Primary Data  Secondary data 

Parameters  Methodology 

Land  Land use and 

land cover 

Field Survey 
Satellite imagery 

from 
NRSC,Hyderabad 

Air  PM10, PM2.5, Sox, NOx 

& CO 

Sampling: CPCB 
Guidelines/NAAQS/ IS5182 
and Instrument Manual 
Analysis: CPCB 
Guidelines / IS 5182 

‐ 

Meteorology  Temperature, 

Relative 

Humidity, 

Wind Speed, 

Wind 

Direction& 

Rainfall 

‐ 
IMD book 

(Climatological  
1981 – 2010) 

Noise  Equivalent 

noise levels 

dB (A) 

Sampling: IS 9989 Analysis: 

CPCB Guidelines/IS 9989 

‐ 

Water  Parameters as per IS 

10500 – 2012 

Sampling: CPCB Guideline 

& APHA 22nd edition 2012 

Analysis: IS 10500‐2012/ IS 

3025/APHA 22nd edition 

2012 

‐ 

Soil ‐ Sampling: USDA 

Analysis: As per IS 

2720/USDA 

‐ 

Biological 

Environment 

Flora &Fauna  Quadrate method/ random 

sampling 

Forest Working 

Plan 
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Socio‐ Economic 

Environment 

Socio Economic status  Field survey through 

questionnaire, group 

discussion and random 

sampling 

Census data, 2011 

3.3  LAND USE/LAND COVER STUDY  

3.3.1   Objective 
 To comply the ToR issued by SEAC, J & K.

 ToR Point no.10: Land use of the study area delineating forest area, agricultural

land,  grazing  land,  wildlife  sanctuary and  national  park, migratory  routes  of

fauna, water bodies, human settlements and other ecological  features should

be indicated.

3.3.2  Data Used 

Current  vintage  data  of  Indian  Remote  Sensing  Satellite  RESOURCESAT‐2  (L4FMX) 

digital FCC (False Color Composite) has been used for preparation of Land use & Land 

cover thematic map of study area. Satellite  image has been procured from National 

Remote Sensing Centre, Hyderabad.  

Technical details of Data  

 Satellite Image     ‐  RESOURCESAT‐2 (L4FMX) 

 Satellite Data Source     ‐   NRSC, Hyderabad

 Sensor ‐   L4FMX 

 Software Used  ‐   Arc GIS 9.2 and Google Earth Software 

3.3.3   Methodology 

 Preliminary/ Primary Data Collection of the Study Area

 Satellite data procurement from NRSC Hyderabad

 Secondary Data Collection from Authorized Bodies: ‐

 Survey of India Toposheet No.: ‐Restricted

 Google Image;

 Approved Mining Plan with PMCP;

 Copy of Letter of Intent;

 GPS Coordinates of Proposed Mining area.

 Processing  of  satellite  data  to  prepare  the  land  use &  land  cover maps  (e.g.

Forest, agriculture, settlements, wasteland, water bodies etc.) by digital  image

processing (dip) techniques.

 Geo‐Referencing of the Google Image;

 Geo‐Referencing  of  Satellite  Imagery  with  the  help  of  Geo‐Referenced

Google Image;

 Enhancement of the Satellite Imagery;
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 Base  Map  Layer  Creation  (Roads,  Railway,  Village  Names  and  others

Secondary data etc.);

 Data Analysis and Classification using Digital Interpretation Techniques;

 Ground Truth Studies or Field Verification.

 Error Fixing / Reclassification

 Final Map Generation

 Identification / prediction of impacts on land use due to project activity

 Recommendation

3.3.4   Details of LU/LC 

3.3.4.1   Land Use & Land Cover Classes 

These are the following Classes: ‐ 

River/Canal, Water Bodies, Ponds/Reservoir, Human Settlement, Industrial Area, Mine 

Quarry, Scrub Land, Plantation, Railway Line, Road Network, Forest Land, Open Land 

etc. as per NRSC Guide Line. 

3.3.4.2 Generation & Analysis of Data 

 Geo‐Referencing of the Satellite Imagery

Geo‐Referenced  ResourceSat‐2  satellite  Imagery  is  used  for  Land  Use  Land

Cover Mapping.

 Enhancement of Satellite Image

Satellite data  is composed of substantial noise and haze errors due to various

environmental  factors, which  affect  the  amount  of  reflectance  (information)

that can be deciphered. Since mapping of satellite  images  is based on spectral

signatures,  it  is  necessary  to  normalize  the  redundant  values  into  near  true

values.  This  process  of  deriving  true  reflectance  values  is  known  as

normalization.  This  enhances  interpretability  of  the  satellite  image  thereby

facilitating  better  identification  of  land  features  viewed  on  satellite  imagery.

Histogram equalization and  radiometric correction has been used  for  satellite

image enhancement.

 Base Map Layer Creation

Base map has been prepared using Google Image as a reference map on 1:3000

scale. In base layer linear and point feature like road, rail, canal, village location

and other secondary information have been created in vector data format with

the help of ArcGIS Software.
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 Data Analysis and Classification Using Digital Interpretation Technique

Image  interpretation  is  the  process  of  identifying  objects  or  conditions  in

images  and  determining  their meaning  or  significance.  Satellite  imagery  are

composed of array of grid, each grid has a numeric value that is known as digital

number. Smallest unit of this grid  is known as a pixel that captures reflectance

of ground features represented  in terms of Digital number, which represent a

specific  land  feature. Using  image classification technique, the satellite data  is

converted into thematic information map based on the user’s knowledge about

the ground area.

Hybrid  technique  has  been  used  i.e.,  visual  interpretation  and  digital  image

processing for  identification of different  land use and vegetation cover classes

based  on  spectral  signature  of  geographic  feature.  Spectral  signature

represents  various  land use  classes.  Image  interpretation  keys  are developed

for  better  Interpretation/Classification  scheme  which  is  Shape,  Size,  Color,

Tone,  Texture  Pattern,  Association  etc.  Based  on  the  Interpretation  key  and

Spectral  signature Entire  satellite  imagery  is  classified  in different  classes  like

River/Canal, Water Bodies, Ponds/Reservoir, Human Settlement, Industrial Area,

Mine Quarry, Scrub Land, Plantation, Railway Line, Road Network, Forest Land,

Open Land etc.

3.3.4.3  Final Map Generation: ‐

Final maps  are  generated  for  the  core  area  as well  as  buffer  area.  Pixels  are
filtered  using  clump  and  eliminate  process  after  ensuring  to maintain  crucial
classes of importance. base map layers are overlaid on the classified raster data
and then thematic maps  is generated on the  layout consisting of project name,
legend, source of data, index map, scale bar and north arrow.
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3.4.1  Land Use/ Land Cover Map 

Figure 3.1: Land Use / Land Cover Map of Buffer Zone
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The land use/land cover details of the Buffer Zone are given in Table 3.1: 

Table – 3.1 

Land Use / Land Cover Details of Study Area 

LU/LC Class  Area in Hectare  %Area 

River/Canal  2230.99  6.69 

Ponds/Reservoir  118.62  0.35 

Open Land  223.54  0.67 

Stony Area  510.32  1.53 

Open Scrub Land  2750.54  8.25 

Forest Area  6221.34  18.66 

Plantation  1530.21  4.59 

Fallow Land  7930.14  23.78 

Crop Land  9365.21  28.08 

Human Settlement  2236.54  6.71 

Mine Quarry  230.54  0.69 

Total  33347.99  100 

Source: LU/LC Map for Buffer Zone 

3.3.5 Interpretation of LULC Data 

 The study area of the buffer zone mainly comprises of Crop Land Area with 28.08%.

The second  largest area  is covered by Fallow Land  i.e.,23.78 %. About 0.69% area  is

under Mine Quarries.

 There are River in the study area forming 6.69% of study area.

 There  is no National Park, Biosphere Reserve, Tiger Reserve, Wildlife Corridor, etc.

within 10 km radius.

3.4  SEISMICITY OF THE AREA 

Many  parts  of  the  Indian  subcontinent  have  historically  high  Seismicity.  Seven 

catastrophic earthquakes of magnitude greater than 8 (Richter scale) have occurred 

in the western, northern and eastern parts of India and adjacent countries in the past 

100 years. 

By contrast, peninsular India is relatively less seismic, having suffered only infrequent 

earthquakes of moderate strength. The main seismogenic belts are associated with 

the collision plate boundary between the Indian and Eurasian plates. 

The project site as well as study area lies in Zone‐IV of Seismic Zoning Map, and thus 

can  be  said  to  be  located  in  an  area  of  low  seismic  hazard  by  national  standards. 
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Hence  the  risk of earthquake  at  the  site  is minimal  and  so  the  site  is  safe.In  India, 

seismic zones are divided into four zonesi.e. II,III,IV and V. Details of the seismic zones 

are given in below Table 3.6 

Table 3.2 

Seismic Zones in India 

Sr. No.  Seismic Zone  Risk  Intensity of Earthquake (on 
Mercalli Intensity Scale) 

1. Zone – V  Very High‐Risk Zone  IX and above 

2. Zone – IV  High Risk Zone  VIII 

3. Zone – III  Moderate Risk Zone  VII 

4. Zone – II  Low Risk Zone  VI& below 

3.5  FLOOD HAZARD ZONATION OF THE AREA 

As  per  the  “Vulnerability Atlas  –  2nd Addition;  Peer Group, MoH & UPA;  based  on 

digitized data of SOI, GOI; Flood Atlas, Task Force Report, C.W.C., GOI”  the project 

site does not fall under “area liable to flood”. 
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Figure 3.2: Seismic Zone Map 

Mine Site at Visu 
Nalla 
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Figure 3.3: Flood Hazard Zonation Map 

3.6  INSTRUMENTS USED FOR ENVIRONMENTAL BASELINE DATA COLLECTION 

The  following  instruments were  used  at  the  site  for  environmental  baseline  data 

collection work by M/s. Noida Testing Laboratories (NTL). 

1. Respirable Dust Sampler with attachment for gaseous Pollutants, Envirotech

APM 460;

2. Fine Particulate Sampler (FPS), APM 550;

3. Hygrometer;

4. Sound Level Meter Model SL – 4010;

5. Micro Meteorological Station Model EnviroWM271;

6. Global Positioning System (GPS).

Apart  from  collecting  samples  of  air, water  and  soil  from  representative  sampling 

points given in proceeding sections, the data on land use, vegetation and agricultural 

crops were also collected by the field team through  interaction with a  large number 

of  local  inhabitants  of  the  study  area  and  different  Government  departments  / 

agencies. This provided an excellent opportunity to the members of the field team for 

obtaining clear scenario of the existing environment of the study area. 

3.7  CLIMATE&RAINFALL 

The climate of  the district  is classified as sub‐humid  to sub‐tropical  type of climate. 

The  summer  season  starts  from  April  and  lasts  till  June  is  followed  by  southwest 

Monsoon  that  has maximum  rainfall  of  the  year  spread  over  the months  of  July, 

August  and  September.  The  post monsoon  season  (October  and  November)  also 

experiences  some  rainfall  and  is  followed by winter  season  (December‐  February). 

The  nearest  meteorological  observatory  is  located  in  Water  Management  and 

Mine Site at Visu 
Nalla 
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Research  centre  (SKUAST)  at  Pounichak  and  taken  as  representative  of  the  study 

area.  The  sub humid  to  sub‐tropical district  receives normal  annual  rainfall of  1246 

mm.  June  is  the  hottest month  of  the  year with mean  daily  temperature  ranging 

between 24.90C and 41.70C and reached up to 470C. January is the coldest month and 

temperature comes as low as 4.0oC. Most of the rainfall is 

received through the southwest monsoon which  lasts from the  last week of June to 

end of September Rainfall data of the area for  last 10 years  is as mentioned  in Table 

Rainfall data of the area for last 10 years is as mentioned in Table 3.3. 

TABLE ‐ 3.3 Rainfall Data of Tehsil: Kulgam (J & K) 

S. No.  Year  Rainfall (in mm) 

1. 2011  890.5 

2. 2012  941.6 

3. 2013  792.7 

4. 2014  1237.0 

5. 2015  1120.0 

6. 2016  611.8 

7. 2017  1190.6 

8. 2018  969.2 

9. 2019  1446.4 

10. 2020  900.1 

Source: Hydromet Division, India Meteorological Department (Ministry of Earth Sciences) 

3.8  METEOROLOGY 

Meteorology plays a vital role  in determining the transport and diffusion pattern of 

air  pollutants  released  into  atmosphere.  The  principal  variables  include  horizontal 

convective  transport  (average  wind  speed  and  direction),  vertical  convective 

transport (atmospheric stability) and topography of the area.  

Meteorological  characteristics  of  an  area  are  very  much  important  in  assessing 

possible environmental impacts and in preparing environmental management plan.  

Since  meteorological  factors  show  wide  fluctuations  with  time,  meaningful 

interpretation can be drawn only from long‐term reliable data. Such source of data is 

India Meteorological Department (IMD), which maintains a network of meteorological 

stations at several important locations.  

The nearest IMD station to the study area is located at Jammu (approx. 30.0 km). The 

Meteorological data  i.e., wind  speed, and wind direction,  recorded at  two  synoptic 

hours  i.e., 8:30 and 17:30 hours this IMD station for Post‐Monsoon Season, 2020 and 

was used to study the meteorology of the area. 

3.8.1  Micro‐Meteorology at Site 

Meteorological station was set‐up at site to record surface meteorological parameter 

during Post‐Monsoon Season, 2020.  

Wind  speed and wind direction data  recorded during  the  study period has enabled 

identifying the  influence of meteorology on the air quality of the area. Based on the 

collected  meteorological  data,  relative  percentage  frequencies  of  different  wind 
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directions were calculated and plotted as wind roses for twenty‐four‐hour duration. 

Maximum and minimum  temperatures  including percentage  relative humidity were 

also  recorded  simultaneously.  It was observed  that  the predominant over  all wind 

patterns for the study period was from North East.

Table: 3.4Micro‐meteorology at site 

Study period –Post Monsoon Season (Oct. to Dec., 2020) 

Months  Temperature °C  Relative Humidity %  Wind Speed (m/s) 

Min.  Max.  Min.  Max.  08:30 hrs  17:30hrs 

Oct. 2020  1  26  56.4  69.4  0.0‐0.5  0.0–1.0 

Nov. 2020  0  20.55  61.5  88.0  0.0‐0.5  0.0–1.1 

Dec. 2020  ‐11  ‐5.16  71  100  0.0‐0.05  0.0–0.8 
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Source: Meteorological Station at Site

Figure 3.4: Wind Rose Diagram at Site 

3.8.2  Mixing Height & Inversion Height 
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Mixing  height  is  the  height  to which  significant mixing of  added pollutants occurs 

within the atmosphere. Mixing height depends on basic meteorological parameters, 

surface turbulent fluxes and physical parameters, and follows a diurnal cycle.  

Inversion may be defined as  the “departure  from  the usual  increase or decrease of 

atmospheric conditions with altitude.” It usually refers to an increase in temperature 

with  increasing altitude, which  is  in contrast  to usual decrease of  temperature with 

height. 

In  the  absence  of  onsite  data,  IMD  publication,  “Atlas  of Hourly Mixing Height  and 

Assimilative Capacity of Atmosphere in India”, has been used for the study area.  

3.9  AMBIENT AIR ENVIRONMENT 

Ambient  air  quality  monitoring  is  done  to  determine  the  general  background 

concentration  levels.  Samples were  collected  in  the  10  km  study  area  to  observe 

pollution  trends  throughout  the  region.  It  helps  in  providing  a  data  base  for 

evaluation  of  effects  of  a  project  activity  in  that  region.  It  will  be  also  useful  in 

ascertaining the quality of air environment in conformity to standards of the ambient 

air quality during operation of mine. 

3.9.1  Sampling Methodology 

The air quality monitoring was done during Post‐Monsoon Season, 2020 within 10 km 

radius study area. 

The samples were collected for the following air quality determinants: 

 Sulphur Dioxide (SO2)

 Oxides of Nitrogen (NOx)

 Particulate Matter (PM10) and (PM2.5)

 CO

 Free Silica

The  sources  of  air  pollution  in  the  region  are  dust  rising  from  unpaved  roads, 

domestic  fuel  burning,  vehicular  traffic,  agricultural  activities,  emission  from  other 

industries, etc. 

3.9.2  Sampling Schedule 

The  sampling was  done  for  every  8  hours  continuously  for  24  hours  for  SO2, NOx, 

PM2.5& PM10 with a frequency of twice a week for three months (24 observations for 

one location). 

3.9.3  Sampling Location  

In  order  to  know  the  baseline  ambient  air  quality,  in  and  around  the mine  sites, 

ambient air qualities were measured at nearby  sites and villages  in  the  study area. 

Tables showing the locations of the ambient air quality monitoring stations are given 

in below Table: ‐ 

Table: 3.5 
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Locations of Ambient Air Quality Monitoring Stations 

Study Period –Post Monsoon Season, 2020 

Station  Location 
Direction from 

Mine site 
Distance from 
Mine site (km) 

Selection Criterion 
For Mine site 

AAQ1  Near Mine Site 
Feri Pora 

‐  ‐   Core zone location

AAQ2  Village‐ Rai 
North East 

~5.92 km   Falls  in  Upwind  of  1st
dominant wind direction

 Most Populated Area

AAQ3  Village‐Koreal  South West  ~2.57 KM   Falls  in  Downwind  of  1st
dominant wind direction

AAQ4  Village‐Gopal 
pora  East  ~5.77 KM 

 Falls  in  Upwind  of  2st
dominant wind direction

 Habitation in buffer Zone

AAQ5  Village‐Asnoor 
West  ~3.47 KM 

 Falls  in  downwind  of  2st

dominant wind direction
 Habitation in buffer Zone

AAQ6  Village‐Tang 
Marg  South West  ~2.31 KM 

 Falls  in  downwind  of  1nd

dominant wind direction
 Habitation in buffer Zone

Source: Google Image 

It can be observed from the wind rose diagram, that the predominant wind direction 

during the study period was from North East. Villages/locations have been selected in 

the downwind direction as well as  in  the upwind direction  for AAQ monitoring  from 

the activity site. 
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Figure 3.4: Key Plan showing Monitoring Locations for AAQ, Noise Level, Soil & Water Location
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3.9.4  Ambient Air Quality Monitoring 

The  following  table  shows  the max. and min.  concentrations of  the air pollutants 

monitored  at  different  locations  during  the  study  period.  All  24  observations  of 

pollutants for each  location are detailed  in Ambient Air Quality Monitoring reports 

are enclosed here within this report. 

TABLE: 3.6 

Ambient Air Quality Monitoring 
Study Period –Post Monsoon Season (Oct. to Dec.) 2020 

(Unit in g/m3) 

Station  Sampling Location 
PM10  PM2.5  SO2  NOx 

Max.  Min.  Max.  Min.  Max.  Min.  Max.  Min. 

S1 
Near Mine Site  
(Core Zone) 

52.30  33.20  35.20  21.20  8.50  4.10  15.00  10.20 

S2  Village‐ Rai  48.00  33.00  31.10  21.20  5.60  4.20  13.00  10.12 

S3 
Village‐ 
Koreal 

56.00  38.20  40.00  22.20  9.10  5.60  16.20  11.20 

S4  Village‐Gopal pora  53.20  34.20  35.20  24.60  7.60  4.60  17.60  12.60 

S5  Village‐Asnoor  54.20  31.30  36.20  22.30  7.20  4.90  16.20  11.20 

S6  Village‐ Tang Marg  52.60  35.20  29.50  22.10  6.43  5.63  17.50  11.65 

Source: Ambient Air Quality Monitoring 

Figure No. 3.6: Graph showing concentrations of PM10 
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Figure No. 3.7: Graph showing concentrations of PM2.5 

Figure No. 3.8: Graph showing concentrations of SO2 

Figure No. 3.9: Graph showing concentrations of NOx 
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The following table shows the NAAQS prescribed by CPCB. 

TABLE: 3.7 

National Ambient Air Quality Standards 

S. 
No. 

Pollutant 
Time 

Weighted 
Average 

Concentration in Ambient Air 

Method of Measurement 
Industrial Area, 

Residential 
Rural & Other 

Areas 

Ecologically 
Sensitive Area 
(Notified by 
Central Govt.) 

(1)  (2)  (3)  (4)  (5)  (6) 

1 

Sulphur 
Dioxide 

(SO2), 

g/m3 

Annual 
Average * 

24 hours ** 

50 

80 

20 

80 

1. Improved  West  and  Gaeke
Method.

2. Ultraviolet fluorescence.

2 

Oxides of 
Nitrogen as 

NOx,g/m3 

Annual 
Average * 

24 hours ** 

40 

80 

30 

80 

1. Modified  Jacob  &  Hochheiser
(Na‐Arsenite) Method.

2. Chemiluminescence (Gas 
phase).

3 

Particulate 
Matter (size 
less than 

10m) or 

PM10,g/m3 

Annual 
Average * 

24 Hours ** 

60 

100 

60 

100 

1. Gravimetric,

2. TOEM,

3. Beta attenuation.

4 

Particulate 
Matter (size 
less than 

2.5m) or 

PM2.5,g/m3 

Annual 
Average* 

24 Hours ** 

40 

60 

40 

60 

1. Gravimetric,

2. TOEM,

3. Beta attenuation.

5 
Ozone (O3), 

g/m3 

8 Hours ** 

1 Hours * 

100 

180 

100 

180 

1. UV Photometric,

2. Chemilminescence,

3. Chemical Method.

6 
Lead (Pb), 

g/m3 

Annual 
Average * 

24 Hours ** 

0.50 

1.0 

0.50 

1.0 

1. AAS/ICP  Method  after
sampling  on  EPM  2000  or
equivalent filter paper.

2. ED‐XRF using Teflon filter.

7 

Carbon 
Monoxide 

(CO), 
mg/m3 

8 Hours** 

1 Hours 

02 

04 

02 

04 

Non‐Depressive Infrared (NDIR) 
Spectroscopy. 

8 

Ammonia 
(NH3), 

g/m3 

Annual 
Average* 

24 hours ** 

100 

400 

100 

400 

1. Chemiluminescence (Gas 
phase).

2. Indophenol blue method.
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9 

Benzene 
(C6H6), 

g/m3 

Annual 
Average* 

05  05 

1. Gas  Chromatography  based
continuous analyzer,

2. Adsorption  and  Desorption
followed by GC analysis.

10 

Benzo(α) 
Pyrene 
(BaP) – 

Particulate 
Phase only, 

ng/m3 

Annual 
Average* 

01  01 
Solvent extraction followed by 

HPLC’GC analysis. 

11 
Arsenic 

(As), ng/m3 
Annual 

Average* 
06  06 

AAS/ICP Method after sampling 
on EPM 2000 or equivalent filter 

paper. 

12 
Nickel (Ni), 

ng/m3 
Annual 

Average* 
20  20 

AAS/ICP Method after sampling 
on EPM 2000 or equivalent filter 

paper. 

* Annual arithmetic means of minimum 104 measurements in a year at a particular site

taken twice a week 24 hourly at uniform intervals.

**   24  hourly  or  08  hourly  or  01  hourly  monitored  values,  as  applicable,  shall  be 

complied with 95% of the time in a year.  5% of the time, they may exceed the limits 

but not on two consecutive days of monitoring. 

Note:  Whenever  and  wherever  monitoring  results  on  two  consecutive  days  of 

monitoring exceed the limits specified above for the respective category, it shall be 

considered  adequate  reason  to  institute  regular  or  continuous  monitoring  and 

investigation. 

3.9.5  Discussion of Results 

Ambient Air Quality Monitoring reveals that the concentrations of PM10 for all the 

06  AAQM  stations were  found  between  31.00  to  56.00g/m3and  of  PM2.5 were 

found to be between 21.20 to 40.00 g/m3. 

As far as the gaseous 0pollutants SO2 and NOx are concerned, the prescribed CPCB 

limit of g/m3 has never surpassed at any station. The concentrations of SO2were 

found to be in range of 9.10 to 4.10g/m3. The concentrations of NOx were found to 

be in range of 10.12 to 17.60 g/m3. 

3.10  NOISE ENVIRONMENT 

Noise  often  defined  as  unwanted  sound,  interferes with  speech  communication, 

causes annoyance, distracts from work, disturb sleep, thus deteriorating quality of 

human environment. 

3.10.1    Source of Noise  

At Mine  ‐ Many mine workers  are  exposed  not  only  to  loud  but  sustained  noise 

levels. At mines, most of  the  large excavation equipment utilized  in open pits are 

not said to be responsible for the excessive noise levels as they are mostly equipped 

with noise‐protected operator cabins. However, excavators with lower capacity and 
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mobile diesel ‐ powered machines have been accepted as the primary noise sources 

in surface mining activities.  

Study Area  ‐ There are  several  sources  in  the  study area, which  contribute  to  the 

local  noise  level  of  the  area. Ambient  noise  sources  in  the  vicinity  of  the  project 

include  the  noise  from  traffic  from  rail  and  road,  human  activities  in  villages  and 

agricultural  fields. Noise  level measurement  is  therefore  essential  to  assess  noise 

pollution. 

3.10.2  Ambient Noise Level  

In order to know the baseline noise levels, in and around the mine sites, noise levels 

were measured at nearby  sites and villages  in  the  study area. Tables  showing  the 

locations of the noise monitoring stations are given in below Table no.3.8 & 3.9. 

Table: 3.8 
Locations of Ambient Noise Level Monitoring Stations 
Study Period –Post‐Monsoon Season (Oct. to Dec.) 2020 

Station  Location 
Direction from 

Mine site 

Distance 
from Mine 
site 

Selection Criterion 
for Mine site 

NQ1  Near Mine Site 
Feri Pora 

‐  ‐   Near Core zone location

NQ 2  Village‐ Rai  North‐
East 

~5.92 km   Falls in Upwind of 1st
dominant wind direction

 Most Populated Area

NQ 3  Village‐Koreal  South‐West  ~2.57 KM   Falls in Downwind of 1st
dominant wind direction

NQ 4  Village‐ Gopal pora  East  ~5.77 KM   Falls in Upwind of 2st
dominant wind direction

 Habitation in buffer Zone

NQ 5  Village‐Asnoor  West  ~3.47 KM   Falls in downwind of 2st

dominant wind direction
 Habitation in buffer Zone

NQ 6  Village‐ Tang Marg  South‐West  ~2.31 KM   Falls in downwind of 1nd

dominant wind direction
 Habitation in buffer

Zone

 Source: Google Image 

3.10.3       Ambient Noise Level Monitoring Result. 

Table: 3.9 
Ambient Noise Level Monitoring Result ‐Study Period Post‐Monsoon Season (Oct. to Dec.) 

2020 

S.No.  Locations  Noise level Leq.dB(A) 

Daytime  Nighttime 

NQ1  Near Mine Site Feri Pora 
49.20  39.20 

NQ2  Village‐ Rai  51.20  41.20 
NQ3  Village‐Koreal  56.20  45.00 
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NQ4  Village‐Gopal pora  52.20  44.20 
NQ5  Village‐Asnoor  52.70  47.30 
NQ6  Village‐ Tang Marg  55.20  46.30 

Source : Ambient Noise Level Monitoring 

Figure No.3.10: Graph Showing Noise Level at Day Time 

Figure No.3.11: Graph Showing Noise Level at Night Time 

Table: 3.10 CPCB Noise Standards 

Area Code  Category of Area  Limits In Leq. dB (A) 

Day Time  

06.00 am–10.00 pm 

Night Time 

10.00 pm–6.00 am 

(A)  Industrial Area   75  70 

(B)  Commercial Area   65  55 

(C)  Residential Area  55  45 
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(D)  Silence Zone  50  40 

1. Day Time is from 6.00 AM to 10.00 PM.

2. Night Time is reckoned between 10.00 PM to 6.00 AM

3. Silence  Zone  is  defined  as  an  area  up  to  100m  around  premises  of  Hospitals,

Educational  Institutions and Courts. Use of vehicle horn,  loudspeaker and bursting of 

crackers is banned in these zones.  

Note:  Mixed  categories  of  areas  be  declared  as  one  of  the  four  above mentioned 

categories by the competent Authority and the corresponding standards shall apply 

Source: Central Pollution Control Board Norms 

3.10.4  Discussion of Results 

Ambient  noise  levels were measured  at  6  locations  around  the Mine  site.  Noise 

levels varies from 49.20 to 56.20 Leq dB (A) during day time and during night time 

noise levels range from 39.20 to 47.30 Leq dB (A). 

3.11  WATER ENVIRONMENT 

3.11.1  Surface Water  

The study area is having water body like Vishu Nalla. Sampling of surface water has 

been carried out in upstream as well as downstream of the river during study period. 

TABLE: 3.11 

Locations of Surface Water Sampling 

Study Period‐Post‐Monsoon Season, 2020 

Station  Location 
Direction from 

Mine site 
Latitude(N)  Longitude(E)  Distance from 

Mine site(km) 

SW1  Vishu Nalla 
(Upstream)  NE 

33°38'29.25"  74°51'27.96" 
~2.9 

SW2  Vishu Nalla 
(Downstream)  SW 

33°37'49.50"  74°54'4.48" 
‐6.50 

Source: Google Image 

Table: 3.12 

Quality Analysis of Surface Water  

Study Period‐Post‐Monsoon Season, 2020 

S. 
No 

Parameters  Unit 
Rambiara Nalla 
(Upstream) 

Rambiara Nalla 
(Downstream) 

1  pH value  ‐  7.8  7.7 

2 
Color  Hazen 

Unit 
Hazen  Hazen 

3  Total Dissolve Solid(TDS)  mg/l  406  403 

4  Total Suspended Solid(TSS)  mg/l  17  18 

5  Chloride(asCl)  mg/l  6.7  6.7 

6  Fluoride(asF)  mg/l  <0.01  <0.01 
7  Sulphate(asSO4)  mg/l  19.20  18.1 
8  Calcium(asCa)  mg/l  24.0  32.0 
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9  Magnesium(asMg)  mg/l  29.0  27.5 
10  BOD(asO2)  mg/l  BDL  BDL 
11  COD  mg/l  8.00  7.65 
12  Turbidity  mg/l  191  195 
13  Total Hardness(asCaCO3)  mg/l  236  223 
14  Dissolve Oxygen(asO2)  mg/l  8.8  8.7 
15  Electrical Conductivity  mg/l  180.5  175.0 

3.11.2  Remarks 

A review of the above‐mentioned chemical analysis of surface water samples reveals 

that  there  is  not much  variation  in  chemical  composition  of water  samples  from 

hand pump & bore wells from nearby villages.  

Analysis results of ground water reveal the following: ‐ 

 pH: ‐7.80.

 TDS varies from 403 mg/l to 406 mg/l

 Total Hardness vary from 223.0 mg/l to 236.0 mg/l

The  surface water  from  all  sources  remains  suitable  for  drinking purposes  as per 

drinking water standards IS: 10500‐2012 

3.11.3  Ground Water Quality 

The  sources  of  potable  water  are  the  tube‐wells,  dug‐wells,  tap  water  &  Hand 

pumps  in  the  area.  Samples  were  collected  from  the  available  water  resources 

around the mine area. The samples were collected & tested from different sites.  

The  quality  of  ground  water  was  studied  by  collecting  4  water  samples  from 

representative hand pumps and tube wells. The water sampling locations are shown 

below: 

Details of ground water sampling locations and their distance & directions are given 

in the below Table 3.13. 

Table:  3.13  Locations  of  Ground  Water  Sampling  Study  Period‐Post‐Monsoon 
Season, 2020 

Station  Location 
Direction 
from Mine 
site 

Latitude(N)  Longitude(E)  Distance from 
Mine site 

GW1  Near Mine Site 
Feri Pora   

‐  33°38'19.18"  74°52'47.47"  ‐ 

GW 2  Village‐Gopal pora  East  33°38'21.67"  74°55'28.20"    ~5.77 KM 

GW 3  Village‐Koreal  South 
West 

33°36'45.80"  74°51'21.94"  ~2.57 KM 

GW 4  Near Rai  North East  33°39'53.00"  74°54'14.01"  ~5.92 km 

Source: Google Image 
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TABLE: 3.14 
Ground Water Quality Analysis 

Study Period –Post‐Monsoon Season, 2020 
S. 
No 

Parameters Unit  Near Mine 
SiteFeri Pora 

Near Rai  Near Koreal 
Near Gopal Pora  Desirable 

Limit 
1  pH  ‐  7.55  7.22  7.80  8.00  6.0 – 9.0 

2 
Colour  Hazen 

Unit 
<5.00  <5.00  <5.00  <5.00  5 

3  Odour  ‐  Agreeable  Agreeable  Agreeable  Agreeable  ‐ 
4  Taste  ‐  Agreeable  Agreeable  Agreeable  Agreeable  ‐ 
5  Turbidity  NTU  <1.00  <1.00  <1.00  <1.00  5 

6 
TotalHardness 
(asCaCO3) 

mg/l 
125  125  141  131  200 

7  Chloride(asCl)  mg/l  63.3  65.20  66.0  66.0  250 
8  Calcium(asCa)  mg/l  98.00  76  95.0  81.0  75 
9  Iron(asFe)  mg/l  0.07  0.09  0.07  0.04  1 
10  Nitrate(asNO3)  mg/l  2.30  2.90  17  2.50  45 

11 
TotalDissolved 

Solid 
mg/l 

255.00  236.00  250.0  231.0  500 

12 
TotalSuspended 

Solids 
mg/l 

1  20  3  4  ‐ 

13  Sulphate(asSO4)  mg/l  38.60  35.60  35.60  36.20  200 

14 

DissolvedPho

sphatesas 
PO4 

mg/l 
Nil  Nil  Nil  Nil  ‐ 

15  MagnesiumasMg  mg/l  28  29  38  41  30 

16 
Ammonical 
Nitrogen 

mg/l 
Not Traceable  Not Traceable  Not Traceable  Not Traceable  ‐ 

17  SodiumasNa  mg/l  56  53  52  55  ‐ 
18  PotassiumasK  mg/l  4.3  4.3  4.3  3.6  ‐ 
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19 

Phenolic 
compoundsasC6

H5OH 
mg/l 

Not Traceable  Not Traceable  Not Traceable  Not Traceable  0.001 

20  CyanideasCN  mg/l  Not Traceable  Not Traceable  Not Traceable  Not Traceable  0.05 
21  COD  mg/l  6.1  6.3  6.4  6.3  ‐ 

22 
BODat27˚Cfor3 

days 
mg/l 

<5.0  <5.0  <5.0  <5.0  ‐ 

23  FluorideasF  mg/l  0.41  0.39  0.42  0.44  1.5 

24 
Hexavalent 
Chromium 

mg/l 
Not Traceable  Not Traceable  Not Traceable  Not Traceable  0.05 

25  SeleniumasSe  mg/l  Not Traceable  Not Traceable  Not Traceable  Not Traceable  0.01 
26  Zinc  mg/l  Not Traceable  Not Traceable  Not Traceable  Not Traceable  5 

Source:GroundWater Quality Analysis Report
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3.11.4  Remarks 

A review of the above‐mentioned chemical analysis of ground water samples reveals 

that there is not much variation in chemical composition of water samples from hand 

pump & bore wells from nearby villages.  

The  ground water  from  all  sources  remains  suitable  for  drinking  purposes  as  per 

drinking water standards IS: 10500‐2012. 

3.12  SOIL ENVIRONMENT

3.12.1  Soil Quality and Characteristics 

The  information on  soil quality has been arrived at by  collecting data  from various 

secondary sources and supplemented by collection and analysis of soil samples from 

representative locations. 

In  order  to  assess  the  base  line  characteristics  of  soil  profile  of  the  project  area 

representing  project  and  nearby  areas,  the  samples  were  analyzed  for  key  and 

chemical parameters.  

The sampling locations were finalized with the following considerations: 

 To enable information on baseline characteristics.

 To determine the impact of mining activities on soil characteristics.

Representative  soil  samples  were  collected  from  following  different  specified 

locations within the study area of the mine site. Standard operating procedures were 

followed for the sampling and analysis of physio – chemical parameters. Below table 

3.16 shows the location of soil sampling stations. 

Table: 3.15 
Soil Sampling Locations 

Study Period – Post‐Monsoon Season, 2020 

Stati
on 

Location 
Direction 
from 
Mine site 

Distance from 
Mine site 

Latitude(N)  Longitude(E) 

SQ1  Near Mine Site 
Feri Pora 

‐  ‐  33°38'19.18"N  74°52'47.47"E 

SQ2  Village‐ Rai 
NE  ~5.92 km 

33°39'53.00"N  74°54'14.01"E 

SQ3  Village‐Koreal  SW  ~2.57 km  33°36'45.80"N  74°51'21.94"E 

SQ4  Village‐Gopal pora 
East  ~5.77 km 

33°38'21.67"N  74°55'28.20"E 

SQ5  Village‐Asnoor  West  ~3.47 km  33°37'59.20"N  74°49'59.44"E 

SQ6  Village‐ Tang Marg 
SW  ~2.31 km 

33°36'7.54"N  74°50'26.42"E 

Source: Google Image 



Proposed RBM (River Bed Mineral) Mining Project, Block No.: ‐3, Area: 8.41 ha . At C‐Nehama Bridge Upstream Vishu Nalla 
District: Kulgam, Jammu & Kashmir 

Final EIA / EMP Report 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta 48Gaurang Environmental Solution Pvt. 

Table: 3.16 

Soil Quality Analysis Report 

Study Period – Post‐Monsoon Season, 2020 

S. 

NO. 
PARAMETERS 

Unit 

Sampling Locations 

Near Mine Site 

Feri Pora  

Village‐ Rai 
Village‐Koreal  Village‐

Gopal pora 
Village‐ 
Asnoor 

Village‐ Tang 
Marg 

1. pH ‐  7.5  7.9  7.6  7.4  7.9  7.5 

2. Conductivity µmhos/cm  265.00  245.00  253.00  251.00  263.00  248.00 

3. 
Sodium(asNa)
(mg/kg)

mg/kg 
165.00  125.00  145.00  132.00  160.00  142.00 

4. 
Waterholding
capacity

(%) 
36.12  38.23  38.00  42.00  45.20  46.30 

5. Potassium(asK) mg/kg  245.00  241.00  238.00  243.00  238.00  239.20 

6. Texture

Sand(%bymass)  60.12  64.30  62.10  62.00  63.20  60.20 
Clay(%bymass)  17.90  18.20  18.80  18.60  19.80  18.70 
Silt(%bymass)  16.80  19.20  19.00  20.10  15.00  18.60 

7. CalciumasCa mg/kg  3520.00  3562.00  3435.00  3610.00  3320.00  3865.00 
8. MagnesiumasMg mg/kg  860.20  871.00  870.00  899.00  821.00  890.00 
9. Cadmium mg/kg  BDL  BDL  BDL  BDL  BDL  BDL 
10. CEC meq/100gm  22.65  23.40  28.50  27.50  22.50  24.50 

11. 
Available
Phosphorus(asP)

mg/kg 
7.60  7.50  7.88  7.65  8.10  8.30 

12. Organiccarbon (%) 0.51  0.46  0.53  0.47  0.48  0.50 
13. Porosity %bymass  40.92  40.56  41.53  45.62  42.53  41.20 
14. Permeability cm/hr  2.31  2.80  2.30  2.60  3.10  2.99 
15. BulkDensity kg/cm3  1.50  1.62  1.52  1.35  1.41  1.52 
16. TKN (%) 0.03  0.03  0.04  0.02  0.01  0.02 
17. Cadmium mg/kg  BDL  BDL  BDL  BDL  BDL  BDL 

Source: Soil Quality Analysis Report 
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MONITORING PHOTOGRAPHS 

Study Period – Study Period‐ Post‐Monsoon Season, (Oct. to Dec. 2020) 

Ambient Air Quality Monitoring 

Station  Location 
Direction from 

Mine site 

Distance from 
Mine site (km) 

Selection Criterion 
For Mine site 

AAQ1  Near Mine Site 
Feri Pora 

‐  ‐   Core zone location

AAQ2  Village‐ Rai 
North East 

~5.92 km   Falls  in  Upwind  of  1st
dominant wind direction

 Most Populated Area

AAQ3  Village‐Koreal  South West  ~2.57 KM   Falls  in  Downwind  of  1st
dominant wind direction

AAQ4  Village‐Gopal 
pora  East  ~5.77 KM 

 Falls  in  Upwind  of  2st
dominant wind direction

 Habitation in buffer Zone

AAQ5  Village‐Asnoor 
West  ~3.47 KM 

 Falls  in  downwind  of  2st

dominant wind direction
 Habitation in buffer Zone

AAQ6  Village‐Tang 
Marg  South West  ~2.31 KM 

 Falls  in  downwind  of  1nd

dominant wind direction
 Habitation in buffer Zone

10-12-2020 24-12-2020
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Locations of Ambient Noise Level Monitoring Stations 
Study Period –Post‐Monsoon Season (Oct. to Dec. 2020) 

Station  Location 
Direction from 

Mine site 

Distance 
from Mine 
site 

Selection Criterion 
for Mine site 

NQ1  Near Mine Site 
Feri Pora 

‐  ‐   Near Core zone location

NQ 2  Village‐ Rai  North‐
East 

~5.92 km   Falls in Upwind of 1st
dominant wind direction

 Most Populated Area

NQ 3  Village‐Koreal  South‐West  ~2.57 KM   Falls in Downwind of 1st
dominant wind direction

NQ 4  Village‐ Gopal pora  East  ~5.77 KM   Falls in Upwind of 2st
dominant wind direction

 Habitation in buffer Zone

NQ 5  Village‐Asnoor  West  ~3.47 KM   Falls in downwind of 2st

dominant wind direction
 Habitation in buffer Zone

NQ 6  Village‐ Tang Marg  South‐West  ~2.31 KM   Falls in downwind of 1nd

dominant wind direction
 Habitation in buffer

Zone

02-12-2020 02-12-2020
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Soil Sampling Locations 
Study Period –Post‐Monsoon Season (Oct. to Dec. 2020) 

Stati
on 

Location 
Direction 
from 
Mine site 

Distance from 
Mine site 

Latitude(N)  Longitude(E) 

SQ1  Near Mine Site 
Feri Pora 

‐  ‐  33°38'19.18"N  74°52'47.47"E 

SQ2  Village‐ Rai 
NE  ~5.92 km 

33°39'53.00"N  74°54'14.01"E 

SQ3  Village‐Koreal  SW  ~2.57 km  33°36'45.80"N  74°51'21.94"E 

SQ4  Village‐Gopal pora 
East  ~5.77 km 

33°38'21.67"N  74°55'28.20"E 

SQ5  Village‐Asnoor  West  ~3.47 km  33°37'59.20"N  74°49'59.44"E 

SQ6  Village‐ Tang Marg 
SW  ~2.31 km 

33°36'7.54"N  74°50'26.42"E 

13-12-2020 12-12-2020
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         Locations of Ground Water Sampling  

Study Period –Post‐Monsoon Season (Oct. to Dec. 2020) 

Station  Location 
Direction 
from Mine 
site 

Latitude(N)  Longitude(E)  Distance from 
Mine site 

GW1  Near Mine Site 
Feri Pora   

‐  33°38'19.18"  74°52'47.47"  ‐ 

GW 2  Village‐Gopal pora  East  33°38'21.67"  74°55'28.20"    ~5.77 KM 

GW 3  Village‐Koreal  South 
West 

33°36'45.80"  74°51'21.94"  ~2.57 KM 

GW 4  Near Rai  North East  33°39'53.00"  74°54'14.01"  ~5.92 km 

   Locations of Surface Water Sampling 

Station  Location 
Direction from 

Mine site 
Latitude(N)  Longitude(E)  Distance from 

Mine site(km) 

SW1  Vishu Nalla 
(Upstream)  NE 

33°38'29.25"  74°51'27.96" 
~2.9 

SW2  Vishu Nalla 
(Downstream)  SW 

33°37'49.50"  74°54'4.48" 
‐6.50 

Ground Water Surface Water 

21-12-2020 14-12-2020
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APPRAISAL NOTE 

Our Project situated At C‐Nehama Bridge Upstream Vishu Nalla District: Kulgam, Jammu & Kashmir 

We have conducted the monitoring in Post Monsoon Season (October to December 2020). 

AMBIENT AIR ENVIRONMENT 

Ambient air quality monitoring is done to determine the general background concentration levels. 

Samples were collected in the 10 km study area to observe pollution trends throughout the region. 

It helps in providing a data base for evaluation of effects of a project activity in that region. It will 

be also useful  in ascertaining  the quality of air environment  in  conformity  to  standards of  the 

ambient air quality during operation of mine. 

NOISE ENVIRONMENT 

Noise  often  defined  as  unwanted  sound,  interferes  with  speech  communication,  causes 

annoyance, distracts from work, disturb sleep, thus deteriorating quality of human environment. 

WATER ENVIRONMENT 

The study area  is having water body  like Vishu Nalla (Perennial). Sampling of surface water has 

been carried out in upstream as well as downstream of the river during study period. 

Soil Quality and Characteristics 

The  information on  soil quality has been  arrived  at by  collecting data  from  various  secondary 

sources and supplemented by collection and analysis of soil samples from representative locations. 

In order to assess the base line characteristics of soil profile of the project area representing project 

and nearby areas, the samples were analyzed for key and chemical parameters.  

The sampling locations were finalized with the following considerations: 

 To enable information on baseline characteristics.

 To determine the impact of mining activities on soil characteristics.

Representative soil samples were collected from following different specified locations within the 

study area of the mine site. Standard operating procedures were followed for the sampling and 

analysis of physio – chemical parameters.  
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Table: 3.17 
Standard Soil Classification 

S.No.  Parameters  Classification 

1.  pH  <4.5 extremely acidic 
4.51 – 5.0 very strong acidic 
5.01 – 5.5 strongly acidic 
 5.51‐6.0 moderately acidic 
6.1 – 6.5 slightly acidic 
6.51‐7.3 Neutral 
7.31‐7.8 slightly alkaline 
7.81‐8.5 moderately alkaline 
8.51 – 9.0 strongly alkaline 
>9.0 Very strongly alkaline 

2.  Salinity Electrical Conductivity 
(mS/cm) 

Up to 1.0 average 
1‐2 harmful to germination 
2‐3 harmful to crops 

3.  Phosphorus (kg/ha)  Up to 15 very less 
15 – 30 less 
31‐50 medium 
51‐65 on average sufficient 
66‐80 sufficient 
>80 more than sufficient 

4.  Potassium (kg/ha)  0‐120 very less 
120‐180 less 
180‐240 medium 
241‐300 average 
301‐360 better 
>360 more than sufficient 

Samples  collected  from  identified  locations  indicate pH  value  ranging  from  7.40  to 

7.90,  which  shows  that  the  soil  is moderately  alkaline  in  nature.  Organic  Carbon 

ranges  from 0.46 %  to 0.53%  in  the  soil  samples. Phosphorous  is  in very  less  to  less 

amount  i.e.,  from  7.50  kg/ha  to 8.30  kg/ha,  respectively, whereas  the Potassium  is 

ranging from 238.00 kg/ha to 245.00 kg/ha. 

3.13  BIOLOGICAL ENVIRONMENT 

3.13.1  Introduction 

An  ecological  study  of  the  ecosystem  is  essential  to  understand  the  impact  of 

industrialization  and  urbanization  on  existing  flora  and  fauna  of  the  study  area. 

Studies on various aspects of ecosystem play an important role in identifying sensitive 

issues for under taking appropriate action to mitigate the impact, if any. 

The biological study was under taken as a part of the EIA study report to understand 

the present status of ecosystem prevailing in the study area, to compare it with past 

condition  with  the  help  of  available  data,  to  predict  changes  in  the  biological 

environment as a result of present activities and to suggest measures for maintaining 

its health. 
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A  survey was  conducted  to  study  the  flora &  fauna  in  10  km  radius.  Some  of  the 

information  was  gathered  from  the  local  habitants.  All  the  collected  data  were 

classified to  interpret the  impact of pollution on the  flora and  fauna of that region. 

Survey  of  the wild  plants  as well  as  cultivated  crop  plants was made  and  all  the 

available information was recorded. 

3.13.2  Flora 

A general floral survey was carried out  in the study area. The plant species found  in 

the area are mentioned below. 
Table ‐ 3.18 

INVENTORY OF FLORAL DIVERSITY IN THE CORE & BUFFER ZONE OF MINE SITE 

Based on Actual Sighting, base on inputs from locals and Perusal from Secondary Literature 

S. No.  Scientific Name  Local Name  Family 

1. Cedrus Deodara  Deodar  Pinaceae 

2. Quercus leycitruchophora  Banjih Oak/Banj Oak  Fagaceae+5 

3. Albies Pindrow  Fir  Pinaceae 

4. (Picea smithiana)   spruce  Pinaceae  

5. Lyonia Ovalifolia  Angeri  Ericaceae 

6.   Juglans regia  (Walnut) Akhrot  Juglandaceae 

7.  Cornus macrophylla  Large Leaf Dogwood  Cornaceae 

8. Rhus Succedanea  Wax Tree  Anacardiaceae 

9. Litsea umbrosa  Nees  Lauraceae 

10. Betula utilis  Bhurj  Betulaceae 

11. Taxus baccata  Birmi  Conifer/Taxaceae 

12. Grewia Optiva  Bhimal/Bihul/Dhaman     Tiliaceae 

13. Prumus Cormuta  Janmin  Rosaceae 

(Rose family 

14. Pyrus Pashia  Tangi/Mahal Mol  Rosaceae 

15. Pisacia Intergerrima  Karkatshringi  Anacardiaceae 

16. Celtis australis  Kharak/European 

Nettle Tree 

Cannanaceae 

17. Acaia Nilotica  Babul  Fabaceae 

18. Quercus dilatata  Mohru  Fagaceae 

19. Ficus roxburghii  Anjeer/Himalayan Fig 

Tree 

Moraceae 

20. Terminalia arjuna  Arjun  Combretaceae 
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21. Acacia Nilotica  Kikar  Leguminosae 

22. Saccharum 

Bengalense 

Khar  Poaceae 

23. Senna Sulfurea  Cassia  Leguminosae 

24. Phyllanthus emblica  Amla  Phyllanthaceae 

25. Pinus roxbhurghii  Chir  Pinaceae 

26. Bombax Ceiba  Simba  Malvaceae 

27. Platamus  Orientalis  ChInar  Platanaceae 

3.13.3  Faunal Inventory of the Core and Buffer Zone 

The species of fauna generally found in the area are given in Table 3.19:  

Table No. 3.19 

INVENTORY OF FAUNAL DIVERSITY IN THE CORE & BUFFER ZONE OF MINE SITE 

Based on Actual Sighting, base on inputs from locals and Perusal from Secondary Literature 

S. No.  Scientific Name  Common Name  Status 

Mammals 

1. Presbytis  Entellus  Common  Langur  II 

2. Nemorhaedus  Goral  Grey Himalayan Goral  III 

3. Ursus  Thibetanus   Himalayan Black Bear  II 

4. Cuon Alpinus  Wild Dog  II 

5. Canis aureus  Jackal  II 

6. Herpestes Javanicus  Small Indian Mangoose  II 

7. Felis chaus  Jungle cat  II 

Reptiles 

1. Amphiesma stolatum  Buffed Striped  IV 

2. Ptyas mucosa  Rat Snake  II 

3. Oligodon amensis  Banded Kukri Snake  IV 

4. Calotes Versicolor  Common Garden 
Lizard 

IV 

5. Chamaleo  zeylanicus  Indian Chameleon  II 

6. Hemidactylus Frenatus  Common House Gecko  III 

7. Mobuya dissimilis  Striped Grass skink  IV 

8. Mabuya  Maculoria  Bronze Grass Skink  IV 

9. Bungarus Caeruleus  Common Krait  IV 
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Aves 

1.  Monticola Solitaries Bulbul  Blue Rock Thrush  IV 

     2.  Phoenicurus ochruros sparrow  Black Redstart  IV 

     3.  Bubulcus ibis  Cattle Egret  IV 

     4.  Corvus Splendens  Common Crow  V 

     5.  Turdoides Candate  Common Babbler  IV 

6.  Ardea cinerea   Grey Heron   IV 

IUCN Status =LC: Least Concern,NE: Not Evaluated, EN:Endangered, NT:Near 
Threatened ,VU: Vulnerable 

. 

(Ursus thibetanus) Himalayan Black Bear (Cuon alpines) Wild Dog 

 (Canis aureus)  Jackal (Presbytis entellus ) Common Langur
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Nemorhaedus  Goral Grey Himalayan Goral  Amphiesma Stolatum (Buffed Striped) 

(Ptyas Mucosa )Rat Snake  Cedrus Dedara (Deodar) 

(Quercus Leucotrichophora) Banjh Oak/Banj 
Oak 

  (  Lyonia Ovalifolia )Angeri 
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 Acaia Nilotica    (Babul )  Platanus orientalis (Chinar) 

    Monticola Solitaries Bulbul( Blue Rock Thrush)    Corvus Splendens(Common Crow) 

Fig:‐3.12 Photographs Showing Biological Environment of the area 

3.13.4 Cropping Pattern of the Study Area 

The  climatic  conditions  of  a  region  affect  the  agricultural  cropping  pattern  and 

different  areas,  thus,  produce  different  crops.  Amongst  a  host  of  climatic  factors, 

rainfall,  temperature,  humidity,  wind  velocity,  snow  and  duration  of  sunshine  etc. 

affect the cropping pattern in a significant way. Annual rainfall and its distribution over 

the entire year, and  the  regimes of diurnal and annual  temperatures are, by  far,  the 

prominent factors affecting agriculture and the life style of the people. 

The main crop grown in the district is Paddy followed by Maize. Other crops grown in 

the district are Wheat, pulses (Moong), Mustard seed, Potatoes ,chilies 

Cropping systemare as follows: ‐ 

Crop  Periods of 

Sowing  Harvesting  Peak Marketing 

1  2  3  4 
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Paddy  20th April‐20th May  September October  October 

Maize  1st April‐30 th may  August‐September  October 

Wheat  October  June  August 

Moong  June  October  November 

Mustard seed  September ‐October  15 th May ‐15 June  July 

Potatoes  March – April  July ‐August  December 

chillies  April  September October  December‐January 

Others if any  March ‐November  April‐ December

Source: census 2011 & District Agricultural Officer 

3.14  SOCIO‐ECONOMIC ENVIRONMENT 

3.14.1  INTRODUCTION 

An  essential  part  of  environmental  study  is  socio‐economic  environment 

incorporating various  facts  related  to  socio‐economic  conditions  in  the area, which 

deals with the total environment.  

Socio economic study  includes demographic structure of the area, provision of basic 

amenities  viz.,  housing,  education,  health  and medical  services,  occupation, water 

supply, sanitation, communication, transportation, prevailing diseases pattern as well 

as feature of aesthetic significance such as temples, historical monuments etc. at the 

baseline  level. This helps  in visualizing and predicting the possible  impact depending 

upon the nature and magnitude of the project.  

Socio‐economic  study of  an  area provides  a good opportunity  to  assess  the  socio‐

economic condition and possibly makes a change in living and social standards of the 

particular  area benefitted due  to  the Project.  In  the nearby  areas, gross  economic 

production has increased substantially due to the existing mining projects in the area.  

3.14.2  OBJECTIVES OF THE STUDY 

The objectives of this socio‐economic report consist of:  

 To conduct socio‐economic assessment study in Study Area.

 To  know  the  current  socio‐economic  situation  in  the  region  to  cover  the  sub

sectors of education, health, sanitation, and water and food security.

 To recommend practical strategic interventions in the sector.

 To help in providing better living standards.

 To provide employment opportunities.

3.14.3  SCOPE OF WORK 

 To study the Socio‐economic Environment of area from the secondary sources

 Developing a questionnaire for SIA Survey

 Data Collection and Analysis
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 Identification of impacts due to the mining projects

 Mitigation Measures.

3.14.4  METHODOLOGY 

 Collection of Data

Data for this project were collected via a combination of secondary source (i.e.,

Government department, maps, literature research etc.) and relevant documents.

 Presentation of Data & Analysis

The data collected were presented in a suitable, concise form for further analysis.

The  collected  data were  presented  in  the  form  of  tabular  or  diagrammatic  or

graphic form. These tabulated data were  interpreted and analyzed with the help

of various qualitative techniques and ideographic approaches.

3.14.5  BACKGROUND INFORMATION OF THE AREA 

Kulgam  is  located  at  33°38'24"  N  75°01'12"  E.  It  has  an  average  elevation  of  1739 
metres  (5705  feet). Now  it has become a  separate district of  Jammu and Kashmir. 
Kulgam  is known  for a  religious  saint  (Sayed Simnan Sahib), who gave  it  the name 
"Kulgam"  ("Kul" means  "stream"  in  kashmir;  "gam"  in  kashmiri means"village")  as 
the area has a  lot of streams. Syed Simnan came from a place called Simnan  in  Iran. 
Travelling  in  the  Kashmir  valley,  he  came  to  Kulgam  and  liked  the  spot  on  a  cliff 
overlooking the Nalla Vishu 

Table: 3.20 Social Profile of the Area 

Particulars  J & K  Kulgam  Study Area 

Area (sq. km.)  2,22,236  1,067km2  333.4799sqm 

No. of households  21,04,533  10,869  5760 

Population  1,25,41,302  2,51,076  33,928 

ST  14,93,299  7,582  1,318 

SC  9,24,991  3  16 

Literacy Rate  67.16 %  59.23  59.10 

Sex Ratio  880  951  961.25 

Source: Census of India, 2011 
Detailed profile of the study area is given in table below: 
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Table – 3.21 
Socio‐Economic Profile of Study Area 

S. 
No. 

Name  No. 
Househ

old 

Total 
Populati

on 

Sex 
Ratio 

Total 
SC 

Total 
ST 

Literacy 
Rate (%) 

Male 
Literacy 

(%) 

Female 
Literac
y (%) 

Total 
Workers 

Main 
Workers 

Marginal 
Workers 

Non‐
Workers 

0 ‐ 3 KM 

1. Autoo 766  4371  975  16  95  60.55  70.23  50.22  1915  450  1465  2906 

2. Ansur 471  2473  955  0  386  61.45  68.02  49.36  1134  228  906  1339 

3. Yaroo 164  840  944  0  0  62.11  67.22  48.33  376  202  174  464 

4. Wati Gam 147  808  923  0  0  57.45  63.31  59.48  444  79  365  443 

5. Bathi Pora 153  745  885  0  0  58.31  62.20  57.13  281  100  181  464 

6. Chogal Pora 268  1500  880  0  0  56.54  61.36  58.22  443  264  179  1057 

SUB‐TOTAL  1969  10737  927  16  481  59.40  65.39  53.79  4593  1323  3270  6673 

3‐5 KM 

7  Gopal Pora  219  1,223  982  0  0  60.39  70.10  50.39  430  124  306  917 

8. Adigan
Dewsar 

240  1,582  953  0  1  45.69  52.74  38.77   524  350  174  1408 

9  Samnoo  213  1278  945  0  8  49  53  39  394  199  195  884 

10. Tengam 64  399  920  0  0  43  47  34  228  69  159  171 

SUB‐TOTAL  736  4482  950  0  9  49.52  55.71  40.54  1576  742  834  3380 

5 ‐ 7 KM 

11. Amsi Pora 268  1,712  909  0  828  59.31  68.96  48.66  369  230  139  1343 

12. Shamshi
Pora 

212  1228  1020  0  0  73.23  80.36  66.34  257  249  8  971 

13  Kach Dorah  250  1,363   999   0  0  70.89  78.61  63.37  397  359  38  966 

14  Ratni Pora  163  993  1035  0  0  73.48  83.84  63.17  232  223  9  701 

15  Bimini Pora  154  1054  930  0  0  63.31  71.63  54.70  227  224  3  827 
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S. 
No. 

Name  No. 
Househ

old 

Total 
Populati

on 

Sex 
Ratio 

Total 
SC 

Total 
ST 

Literacy 
Rate (%) 

Male 
Literacy 

(%) 

Female 
Literac
y (%) 

Total 
Workers 

Main 
Workers 

Marginal 
Workers 

Non‐
Workers 

16  Wari Pora  173  965  994  0  0  46.78  55.75  38.06   224  168  56  741 

17  Kakran  96  622  932  0  0  52.58  61.29   43.35  334  271  63  288 

18  Pambi  186  1,191  982  0  0  55.66  63.67  47.87  306  254  52  1139 

19  Gadi Hama  94  537   891  0  0  64.29  72.58  54.67  219  118  101  436 

20  Seh Pora  162  850  950   0  0  61.71  68.97  54.14  340  225  115  510 

21  Chatri Pora  144  738  892  0  0  73.14  83.64  62.14  380  171  209  358 

SUB‐TOTAL  1902  11253  958  0  828  63.13  71.75  54.22  3285  2492  793  8280 

7‐10 KM 

22  Gano Pora  211  1,270  1019  0  0  59.51  69.43  49.82  290  207  83  980 

23  Sharat Pora  77  649  937  0  0  55.68  65.04  46.18  136  129  7  513 

24  Kani Pora  137  880  991  0  0  68.72  74.80  63.04   205  184  21  675 

25  Rawal Pora  168  1,034  1000  0  0  57.68  66.14  49.20  238  236  2  762 

26  Narwaw  47  289   1035  0  0  81.86  90.43  73.77  58  56  2  231 

27  Herman  513  3,334  1076  0  0  62.60  72.44   53.66  1533  792  741  1801 

SUB‐TOTAL  1153  7456  1010  0  0  64.34  73.05  55.95  2460  1604  856  4962 

TOTAL  5760  33928  961.25  16  1318  59.10  66.48  51.13  11914  6161  5753  23295 

Source: Census of India, 2011 
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3.14.6  Baseline Data & Analysis 

The  socio‐economic  study was conducted on  the basis of questionnaires prepared 

including  Demography,  Education,  Medical  &  Health,  Occupation,  Agriculture  & 

Cropping pattern, Basic Amenities and Religious Rituals details. The primary  study 

was conducted within 10 km radius study area from the proposed mine site. 

The  study  area  (buffer  zone) was  categorized on  the basis of  the distance of  the 

villages  from mine  site.  Primary  zone was  identified  from  0  to  3  km  radius  area, 

Secondary zone in 3‐5 km, Tertiary zone 5‐7 km and Outer zone in 7‐10 km radius area 

from the proposed mine site. 

3.14.7      Population Distribution 

On  the  basis  of  secondary  data,  the  total  population  of  study  area  is  33,928  and 

comprises  of  5760  households.  The  population  distribution  varies  from  place  to 

place. 

3.14.8   Vulnerable Group  

While developing an Action Plan,  it  is very  important to  identify the population who 

fall  under  the marginalized  and  vulnerable  groups  and  special  attention  has  to be 

given towards these groups while making action plans. Special provisions should be 

made for them.  

 In the Study Area, Schedule Caste (SC) population is 3 (0.0% of total population) and 
Schedule Tribe  (ST) population  is 7582  (3.00% of  the  total population)  in study area 
(Table–3.24). 243491 (97.0%) population observed as others. SC & ST population varies 
village to village. The village in which ST population is most dominant is Amsi pora 

Figure 3.13– SC / ST Population in the Study Area 

0%3%

97%

SC

ST

Others
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3.14.9     Religion 

The religion of the majority of the population in the Study Area is Hindu & Muslims. 

3.14.10  Literacy Rate 

Literacy Rate is the amount of people in a country with the ability to read and write. 

The analysis of  the  literacy  levels  is done  in  the  study area. The  10 km  radius  study 

area demonstrates a literacy rate of 59.10% as per census 2011. The male literacy rate 

in  the  study  area works  out  to  be  66.48% whereas  the  female  literacy  rate  51.13%, 

which is an important indicator for social change. This indicates that there is a need to 

focus in sociological aspect in the region and enhance further development. 

In the present study, the  literacy rate  is quite moderate  in the study area. Male and 

Female literacy rate of villages are varying place to place. Although Female literacy an 

alarming situation. 

3.14.11  Economic Activities 

The economy of an area  is defined by the occupational pattern and  income  level of 
the people  in  the area. The occupational structure of  residents  in  the study area  is 
studied with reference to work category. The population  is divided occupation wise 
into  three  categories,  viz., main workers, marginal workers  and  non‐workers.  The 
workers  include  cultivators,  agricultural  laborers,  those  engaged  in  household 
activities and other services. 

The marginal workers are those workers engaged  in some work for a period of  less 
than 180 days during the reference year. The non‐workers  include those engaged  in 
unpaid household duties,  students,  retired persons, dependents, beggars, vagrants 
etc. besides  institutional  inmates or all other non‐workers who do not fall under the 
above categories. Table‐ 3.22 shows the distribution of workers  in the villages  in the 
study area. 

Table – 3.22 Work Forces of the Villages 

S. N.  Name  Workers Classification 

Total Workers  Main 
Workers 

Marginal 
Workers 

Non‐
Workers 

1.  Autoo  1915  450  1465  2906 

2.  Ansur  1134  228  906  1339 

3.  Yaroo  376  202  174  464 

4.  Wati Gam  444  79  365  443 

5.  Bathi Pora  281  100  181  464 

6.  Chogal Pora  443  264  179  1057 

7.  Gopal Pora  430  124  306  917 

8.  Adigan Dewsar  524  350  174  1408 

9.  Samnoo  394  199  195  884 

10.  Tengam  228  69  159  171 

11.  Amsi Pora  369  230  139  1343 

12.  Shamshi Pora  257  249  8  971 

13.  Kach Dorah  397  359  38  966 

14.  Ratni Pora  232  223  9  701 
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S. N.  Name  Workers Classification 

Total Workers  Main 
Workers 

Marginal 
Workers 

Non‐
Workers 

15.  Bimini Pora  227  224  3  827 

16.  Wari Pora  224  168  56  741 

17.  Kakran  334  271  63  288 

18.  Pambi  306  254  52  1139 

19.  Gadi Hama  219  118  101  436 

20.  Seh Pora  340  225  115  510 

21.  Chatri Pora  380  171  209  358 

22.  Gano Pora  290  207  83  980 

23.  Sharat Pora  136  129  7  513 

24.  Kani Pora  205  184  21  675 

25.  Rawal Pora  238  236  2  762 

26.  Narwaw  58  56  2  231 

27.  Herman  1533  792  741  1801 

TOTAL  11914  6161  5753  23295 

Source: Census 2011 

3.14.12  Educational Facilities 

According to census 2011, educational facilities are good in the villages. Approx. all the 

villages have schools up to middle school  level but are  lacking  in higher educational 

facilities like colleges etc.  

Table – 3.23 
Educational Facilities in the Study Area 

S.N 
Village 

Name 

Primary 

School 

Middle 

School 

Sec. 

School 

Sr.sec. 

School 
College 

Training 

School 
Adult 

Literacy 

centre 

Anganbadi 

1. Autoo 4    4  1  1  1  1  0  0 
2. Ansur 2  2  2  1  1  1  0  0 
3. Yaroo 1  2  1  1  1  1  0  0 
4. WatiGam 2    5  1  1  1  1  0  0 
5. Bathi Pora 3  1  1  1  1  1  0  0 
6.  Chogal 

Pora 

1  1  1  1  1  1  0  0 

7. Gopal Pora 2  1  1  1  1  1  0  0 
8
. 

Adigan

Dewsar 

1  1  1  1  1  1  0  0 

9 Samnoo  1  1  1  1  1  1  0  0 
10. Tengam 1  1  1  1  1  1  0  0 
11 AmsiPora  0  0  0  0  0  0  0  0 
12. Shamshi 0 0 0 0 0 0 0 0
13.  Kach

Dorah 

0  0  0  0  0  0  0  0 

14. Ratni Pora 0  0  0  0  0  0  0  0 
15. Bimini Pora 0  0  0  0  0  0  0  0
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16. Wari Pora 1  1  1  1  1  1  0  0 
17. Kakran 1  2  1  1  1  1  0  0 

18. Pambi 2  1  1  1  1  1  0  0 

19. GadiHama 2  1  1  1  1  1  0  0 
20. She Pora 2  1  1  1  1  1  0  0 
21. Chatri Pora 1  1  1  1  1  1  0  0 
22. Gano Pora 0  0  0  0  0  0  0  0 
23.  Shart 

pora 

0  0  0  0  0  0  0  0 

24. Kani Pora 2  3  2  1  1  1  0  0 
25. Rawal Pora 0  0  0  0  0  0  0  0 

26. Narwaw  0  0  0  0  0  0  0  0 

2 Herman  0  0  0  0  0  0  0  0 

Total  29  29  19  16  16  16  0  0 

Source: Census, 2011 

Figure 3.14–  : Educational Facilities in the Study area 

3.14.13 Health Facilities  

In the study area, health  facilities are not satisfactory. People have to go to about  17 to 10 km 
from  their  place  to  avail medical  facility.  There  are  9  Primary Health  Centres,  7  Primary  sub–
Health  Centres &  4  dispensaries  in  the  study  area.  The  available  health  facilities  are  given  in 
following Table.  

S.No. 
Village 

Name 

Primary 

Health 

Centre 

PrImary 

Health 

Sub ‐

Centre 

Maternity 

& Child 

Welfare 

Centre 

TB 

Clinic 

Dispensary  Veterinary 

Hospital 
Family 

Welfare 

Centre 

1. Autoo 1  1  0  0  1  0  0 

2. Ansur 1  0  0  0  0  0  0 

3. Yaroo 0  0  0  0  0  0  0 

4. WatiGam 1  1  0  0  0  0  0 

5. BathiPora 0  0  0  0  0  0  0 
6.  Chogal 

Pora

0  1  0  0  0  0  0 

7. Gopal Pora 1  1  0  0  0  0  0 
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8.  Adigan

Dewsa

0  0  0  0  0  0  0 

9. Samnoo 1  1  0  0  1  0  0 

10. Tengam 1  0  0  0  1  0  0 

11. Amsi Pora 0  0  0  0  0  0  0 
12.  Shamsh 

Pora

0  0  0  0  0  0  0 

13.  Kach 

Dorah 

0  0  0  0  0  0  0 

14. Ratni Pora 0  0  0  0  0  0  0 

15. Bimini Pora 0  0  0  0  0  0  0 

16. Wari Pora 0  0  0  0  0  0  0 

17. Kakran 0  0  0  0  0  0  0 

18. Pambi 0  0  0  0  0  0  0 

19. GadiHama 0  0  0  0  0  0  0 

20. Seh Pora 0  0  0  0  0  0  0 

21. Chatri Pora 0  0  0  0  0  0  0 

22. Gano Pora 0  0  0  0  0  0  0 
23.  Shara 

Pora 

0  0  0  0  0  0  0 

24. Kani Pora 0  0  0  0  0  0  0 

25. Rawal Pora 0  0  0  0  0  0  0 

26.  Narwaw  0  0  0  0  0  0  0 

27. Herman 3  2  0  0  1  0  0 

Total  9  7  1  0  4  0  0 

Source: Census 2011 

3.14.14  Water  resources and Facilities. 

Water resources and facilities  i.e., Tap water, Well, Tube well, Hand Pump, River etc. of 

the in the Study area is given below Table. 

TABLE – 3.24 

Water resources and Facilities in the Study area 

S.No.  Village Name  Tap  Well/Tube Well  Hand 
Pump 

River 

1  Autoo  A  NA  NA  NA 

2  Ansur  A  NA  A  NA 

3  Yaroo  A  NA  A  A 

4  Wati Gam  A  NA  A  A 

5.  Bathi  Pora  A  NA  A  A 

6.  Chogal  Pora  A  NA  A  A 

7.  Gopal  Pora  A  NA  A  A 
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8.  Adigan  Dewsar  A  NA  A  A 

9.  Samnoo  A  NA  A  A 

10  Tengam  A  NA  A  A 

Source: Census 2011 
A: Available 
NA: Not Available 

3.14.15   OTHER AMENITIES:   

 Transport Facilities

The  study  area  is  served by  road  transport. Most of  the  villages  are  connected by

bus/other transport services. The area has a moderate road network, which  includes

National highway, major District Roads and other  roads. Within  10 km  radius of  the

mining  lease  boundary. NH‐1 A  at  a  distance  of  ~23.0  km  in  East  direction. Niham
Sophian  Road 1.35 KM   East direction. Manzgam   Niham road at a distance of ~0.89

km. in East direction.

 Post and Telegraphs

The study area has a Moderate level of post services. Altogether there are some Post

Offices in the study area. The study area is served by adequate telephone and mobile

network.

 Electrification in the area

Villages  in  the  study  area  are  electrified.  Electricity  is  available  for  domestic,  non‐

domestic, industrial agricultural and public lighting purposes.

3.14.15    POTENTIAL IMPACTS OF THE PROJECT 

Project  potential  impacts  are  summarized  below  and  categorized  either  as 

positive/beneficial or negative/adverse impacts. 

    Positive impacts 

 Employment:

Employment  is  created  due  to  the  mining  in  the  area.  Employment

opportunities  provided  by  Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta

provides a sustainable and improved living standard to the locals.

 Community welfare activities:

The nearby  local’s benefits  from  the CER activities  to be carried out by Shri

Amit Gupta S/o Shri Ashok Kumar Gupta on fronts of Education, water Supply,

Social welfare activities. Details of the same are given in Chapter VIII.

3.14.16  CONCLUSION: 

 The  female  literacy  rate  (51.13%)  of  the  study  area  is  comparatively  lower

than  the  male  literacy  rate  (66.48%),  which  is  quite  alarming.  Therefore,

there is an urgent need for proper education facilities for girl child along with

General  Awareness  Programs  to  eliminate  gender  discrimination which  is

being a general practice.
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 Education  Awareness  program  can  be  conducted  to make  the  population

aware and better treatment for livelihood.

 Vocational training session can be organized to provide self‐employment to

the women and unemployed youth.

 Education and public awareness campaigns must be put in place to curb the

pollution of water sources to promote the conservation of fresh water.

 Some  of  the  techniques  include  incentives  for  installation  of  rainwater

collection.

 Challenge  of  the  lack  of  education  must  remain  focused  on  creating

competencies and learning achievements.

 Health  care  center  and  ambulance  facility  can  be  provided  to  make  the

population get easy medical facilities.

 Natural Resource Management and Environmental Conservation.

 On the basis of qualification and skills local youths can be employed.

 Long term and short‐term employments can be generated.

 Basic  amenities  and  facilities  should  be made  available  to  the  people  and

there should be proper maintenance of the facilities already provided  in the

study  area  through  various  CER  activities  conducted  in  the  study  area  by

company of the proposed mining projects.

 Maternity  facility  can  be made  available  to  avoid  going  far  off  places  and

unnecessary risks to get treatment at Tehsil headquarters.
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CHAPTER–IV 

ANTICIPATED ENVIRONMENTAL IMPACTS AND MITIGATION MEASURES 

4.1 ENVIRONMENTAL IMPACT ASSESSMENT  

The environmental parameters  likely  to be  affected by mining  are  related  to many 

factors,  i.e.  physical,  social,  economic,  agriculture  and  aesthetic.  Opencast mining 

involves extraction of underneath minerals and dumping of waste along with other 

operations  and  other  vehicular  movements.  All  the  operations  can  disturb 

environment  of  the  area  in  various  ways  such  as  removal  of  mass,  change  of 

landscape, displacement of human settlement, impact on flora and fauna of the area 

and on   surface drainage and change in air, water and soil quality. While for purpose 

of development and economic upliftment of people, there  is need for establishment 

of  industries and mining, but these have to be environment friendly. Therefore,  it  is 

essential  to  assess  the  impacts  of mining  on  different  environmental  parameters, 

before starting the mining operations, so that abatement measures could be planned 

in advance for eco‐friendly mining in the area. 

4.2  ENVIRONMENTAL IMPACT ASSESSMENT & MITIGATION MEASURES 

The mining  activities  cause  environmental  problems  such  as  degradation  of  land, 

deteriorating air, water and soil quality, affecting  the biological and socio‐economic 

environment of the area. The impacts of mining on various environmental parameters 

were assessed and are given below: ‐ 

 Impact on Air Quality & Mitigation Measures: ‐

Surface mining,  including  opencast  sand mining  has  always  been  a  source  of  dust 

generation.  The  various  pollutants  like  PM,  SO2 & NO2  are  not  expected  to  have 

considerable variation from the existing  levels within study area which are generally 

below  the  limits  specified  for  ‘residential  and  rural  use  areas.  The  pollutant  levels 

within  lease  area  will  rise  considerably  but  are  expected  to  conform  to  the 

permissible limits for ‘industrial use’ with proper mitigation measures. 

In  the  river  bed  mining  project  the  only  source  of  emission  is  excavation, 

transportation,  loading,  hauling operation  and  handling of mineral bajri. Operation 

that cause addition    to the load of ambient air in   the area are: ‐ 

 Operation  of  diesel‐based  equipment’s ,  loader,  truck,  tractors trolley &

dumpers etc;

 Transportation of mineral;

 The  collection  of  bajri  will  be  done  by   loader  which  generate dust. The

transportation  of  mineral  bajri  will  be  carried  out  in  the  same  way  as is

generally   done   in   opencast   mining   i.e.   trucks,   tractors   trolley   etc.   Dust

generation by this  is anticipated. Material handling by trucks, tractors trolley

will release similar amounts of dust if action is not taken for suppressing it at

source and also preventing it from becoming airborne by water sprinkling.
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Air Pollution due to Mining 

In opencast  semi‐mechanized mining,  activities  such  as  excavation, handling,  storage  and 

transportation of mineral  in  the mining activities are prone  to generation of high  levels of 

fugitive dust depending upon  the size of mine, production capacity and nature of mineral 

that may  increase the  levels of PM10 and PM2.5. The probable sources of pollution due to 

mining activities are shown in Table 4.1. 

TABLE 4‐1: PREDOMINANT SOURCES OF AIR POLLUTION 

Sr. No.  Source  Type of Pollutant 

1.  Mining activity (Excavation)  PM 10 and PM2.5 

2.  Operation of diesel driven equipment  Gaseous Emissions 

3.  Transportation of product  PM 10 and PM2.5 

Deposits  of  sand  and  gravel,  the  unconsolidated  granular  materials  resulting  from  the 

natural disintegration of rock or stone, are generally found  in near‐surface alluvial deposits 

and  in  subterranean  and  subaqueous  beds.  Sand  and  gravel  are  siliceous  and  calcareous 

products of  the weathering of  rocks and unconsolidated or poorly consolidated materials. 

Such deposits are common throughout the country. 

Base line data reveals that ambient air quality in the study area for the parameters PM, SO2 

&  NO2,  are well within  the  permissible  limits  as  prescribed  by  the  National  Ambient  Air 

Quality Standards (NAAQS) for  Industrial Area, Residential, Rural & Other areas. The major 

air  pollution  sources  from  the  mining  operations  are  DG  sets,  mining  activities  like 

excavation and transportation. The DG set will be provided with stacks of adequate height 

to disperse  the emanating  flue gases containing  suspended particulate matters, oxides of 

sulphur  and  nitrogen  without  affecting  the  ground  level  concentrations.  The  emissions 

mainly  generated  from  the  mining  activities  are  Excavation,  Loading,  Unloading,  and 

transportation etc.  

 Source  strength  estimation 

An  emissions  factor  is  a  representative  value  that  attempts  to  relate  the  quantity  of  a 

pollutant  released  to  the  atmosphere with  an  activity  associated with  the  release of  that 

pollutant. The general equation for emissions estimation is: 

E = A x EF x (1‐ ER/100)Where; 

 E = emissions in (gm/sec); A = activity rate (Tonnes/Hr); 

 EF = emission factor, and ER = Overall emission reduction efficiency, % 

Predictions  are  carried  out  for  the  worst  case  scenario  of  simultaneous  operation  of 

excavators (area sources) and dumpers/tippers for transportation from mine pit to  loading 

point  and  from  there  the mineral  is  transported  to  buyers  point.  The  proposed mining 

activity,  include  various  activities  like  ground  preparation,  excavation,  handling  and 

transport of mineral. Hence for the predictions of impacts, the emissions due to handling of 

the said mineral have been considered. These activities have been analyzed systematically 

basing  on  USEPA‐Emission  Estimation  Technique Manual,  for Mining  AP‐42,  to  arrive  at 

possible emissions to the atmosphere. 
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Details of Emissions 

Mining of River Bed Mineral will results  in  formation of pits. Dust within the pits  is carried 

over  and  adds  to  the  particulate matter  in  the  ambient  air.  The  emission  rates  for  the 

different  sources  in  the mining  area were  calculated  primarily  based  on  emission  factor 

equation given in latest USEPA‟s AP‐42 guidelines as mentioned in Table 4.3. 

Emissions  from  the  production  of  sand  and  gravel  consist  primarily  of  particulate matter 

(PM)  and  particulate matter  less  than  10 micrometers  (PM‐10)  in  aerodynamic  diameter, 

which  are  emitted  by  many  operations  at  sand  and  gravel  processing  plants,  such  as 

conveying, screening, crushing, and storing operations. Generally, these materials are wet or 

moist when handled,  and process emissions  are often negligible. A  substantial portion of 

these  emissions  may  consist  of  heavy  particles  that  settle  out  within  the  plant.  Other 

potentially significant sources of PM and PM‐10 emissions are haul roads.  

With the exception of drying, emissions from sand and gravel operations primarily are in the 

form  of  fugitive  dust,  and  control  techniques  applicable  to  fugitive  dust  sources  are 

appropriate. Some successful control  techniques used  for haul  roads are dust suppressant 

application, paving,  route modifications, and soil stabilization;  for conveyors, covering and 

wet  suppression;  for  storage  piles,  wet  suppression,  windbreaks,  enclosure,  and  soil 

stabilizers; for conveyor and batch transfer points, wet suppression and various methods to 

reduce  freefall distances (e. g., telescopic chutes, stone  ladders, and hinged boom stacker 

conveyors); and for screening and other size classification, covering and wet suppression. 

 As the proposed mine development will be undertaken  in environmentally friendly manner 

as  per  the  stipulated  guidelines,  activity  specific  control  factors  have  been  considered  in 

calculation the final emission rates. 

Impact Identification through Mathematical Modeling 

In  the  present  case,  United  States  Environmental  Protection  Agency  (USEPA–42  series) 

approved mathematical equations have been used  to predict  concentrations  for different 

operations in mining including the mineral transportation. In order to predict the particulate 

emissions, AERMOD CLOUD an interface based as per USEPA guidelines was used to predict 

changes  in air quality  i.e. maximum ground  level concentration (GLC’s) of PM10 due to the 

proposed mining  activity. Air Quality Prediction  estimation  for  increase  in PM10  in  the  air 

environment of the study area has been done with the help of the above‐mentioned model. 

The  dust  emissions  from  the mining  activity  have  been  estimated  using USEPA  Emission 

factors as per AP 42 and taking into account capacity of the production 85,920 TPA (ROM). 

Resultant  ground  level  concentrations  for  the  prevailing meteorological  conditions  using 

above  said  mathematical  model  is  estimated.
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   Model Options Used for Computations 

The model uses rural dispersion and regulatory defaults options as per guidelines on air quality 

models. The options used for short‐term computations are; 

 Hourly meteorological data

 Source data

 Receptor data

 Programme control parameters

 Wind profile exponents is used by default,

 Flat terrain is used for computations;

It  is  assumed  that  the pollutants do not undergo  any physico‐chemical  transformation  and 

that  there  is  no  pollutant  removal  by  dry  deposition; Washout  by  rain  is  not  considered. 

Meteorological  inputs  required  are hourly wind  speed  and direction,  ambient  temperature, 

stability class, and mixing height. 

    Model Input Data  

Area  Emission  Source:  The  emissions  in  the  present  case  have  been  computed  using 

empirical  factor  given  in  “Indian  Mining  and  Engineering  Journal”.  The  details  of 

emissions computed  from mining operations are given below: Total River Bed Mineral 

Handling  in  the mine will  be max.  318.22  TPD  on  the  basis  of  270 working  days  per 

annum. Per hour handling of River Bed Mineral (on the basis of 8.0 hr/day operation) is 

39.77  t/hr.  Rate  of  emission  being  23.6  kg/  hr,  for  handling  1000‐ton  material,  the 

emission  rate  shall  be:  (39.77  X  23.6)  /1000  =  0.93  kg/hr  or  0.25  gm/  sec  The  above‐

mentioned emission rates are uncontrolled emissions. Due to  installation and operation 

of dust control measures at mining site,  the emissions will be one  third of established 

emissions. This is based on experience and literature. The emission rates and conditions 

have been summarized in table below:‐ 

    TABLE‐ 4.2 RIVER BED MINERAL MINING EMISSIONS 

River Bed Mineral  TPA  85,920 

Working Days Number  Number  270 

Activity rate  t/hr  39.77 

Uncontrolled emission 

Emission factor  gm/t  23.6 

Emission Rate  g/sec  0.25 

Area of influence  Sqm  71600 

Area Source Emission rate  gm/sec/sqm  0.0000059 

Controlled Emissions  gm/sec  0.0000019 

Stability Classification 

Hourly  stability  as determined by wind direction  fluctuation method  as  suggested by Slade 

(1965) and recommended by CPCB (PROBES/70/1997‐1998). 

σa = Wdr/6 

σa, is standard deviation of wind direction fluctuation, Wdr is the overall wind direction  
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fluctuation or width of the wind direction in degrees. The table for stability classes is given in 

Table 4.2. 

TABLE NO. 4.3: STABILITY CLASSIFICATION 

Stability Class  Frequency of Occurrence 

A  > 22.5 

B  22.4 – 17.5 

C  17.4 – 12.5 

D  12.4 – 7.5 

E  7.4 – 3.5 

F  < 3.5 

Dispersion Parameters 
Dispersion  parameters  σy  and  σz  for  open  country  conditions  (Briggs,  1974)  are  used. 
Atmospheric dispersion coefficients vary with downwind distance (x) from emission sources 
for different atmospheric stability conditions. (CPCB –PROBES/70/1997‐98) 

TABLE NO. 4.4 RURAL CONDITIONS 

Stability Class  σy  σz 

A  0.22x(1+0.0001x)‐.5  0.20x 

B  0.16x(1+0.0001x)‐.5  0.12x 

C  0.11x(1+0.0001x)‐.5  0.08x(1+0.0002x).5 

D  0.08x(1+0.0001x)‐.5  0.06(1+0.0015x).5 

E  0.06x(1+0.0001x)‐.5  0.03x(1+0.0003x)‐1 

F  0.04x(1+0.0001x)‐.5  0.16x(1+0.0003x)‐1 

Mixing Height 
As site specific mixing heights were not available, mixing heights based on CPCB publication, 
“Spatial  Distribution  of  Hourly Mixing  Depth  over  Indian  Region”,  PROBES/88/2002‐03  has 
been considered for model to establish the worst case scenario. The details of mixing height 
are given in below Table 4.5. 

TABLE 4.5: MIXING HEIGHT FOR POST MONSOON SEASON 

Hour of the Day (IST)  Mixing Height (m) 

700  100 

800  100 

900  700 

1000  700 

1100  100 

1200  100 

1300  200 

1400  400 

1500  600 

1600  600 

1700  500 

1800  600 

1900  600 
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Source:  CPCB publication, “Spatial Distribution of Hourly Mixing Depth over 
Indian Region”, PROBES/88/2002‐03 

Meteorological Data 

Micrometeorological data  recorded at  the continuous weather monitoring  stations on wind 

speed, wind direction, temperature and rainfall at one hour interval for the monitoring period 

from 1st Oct 2020 to 31st Dec 2020 (Post‐Monsoon Season) was used as meteorological input. 

     Presentations of results 

In the present case short term model simulations were carried to estimate concentrations at 

the receptors to obtain an optimum description of variations in concentrations over the site in 

10 km radius covering 16 cardinal directions. 

Impact due to Individual Mining Activity 
Mining operation and associated activities  is potentially air polluting and  the major air 

pollutants are PM10 and PM2.5. Most of the air pollution problems will be due to fugitive 

dust emission. The values of resultant GLC at different  locations are given  in Table 4.5. 

Isopleths were drawn for the distribution of particulate matter in the area and shown in 

Figure 4.1. For PM10, the maximum 24‐hour GLC is estimated to be 16.7227 μg/m3 within 

the mine site at X: 559118m and Y: 360798 m and 1.3625 μg/m3 near mine site at C‐Neham 
Bridge 

    FIGURE 4.1: Isopleths Showing Incremental Concentration of PM10 from Area Source 
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TABLE 4.6: PREDICTED HIGHEST GLCs OF PM10 WITHIN 10 KM RADIUS OF THE STUDY 

AREA 
Sr.No.  Location  Direction 

from mine 
site 

Distance 
from 
mine site 
(Km) 

Baseline 
Concentration 
of PM10 
(μg/m3) 

Predicted 
Incremental 
Conc. 
(μg/m3) 
PM10 

Cumulative 
concentration 
of PM10 
(μg/m3) 

1.  Near Mine Site  ‐  ‐  52.30  1.36  53.66 

2.  Village‐ Rai  North East  ~5.92 km  48.00  ‐  48.00 

3.  Village‐Koreal  South 
West 

~2.57 KM  56.00  0.08  56.08 

4.  Village‐Gopal  
pora  

East  ~5.77 KM  53.20  0.00  53.20 

5.  Village‐Asnoor  West  ~3.47 KM  54.20  0.01  54.21 

6.  Village‐ Tang 
Marg 

South 
West 

~2.31 KM  52.60  0.50  53.10 

Source: ‐ Modeling result 

From  the  above  table  it  can  be  seen  that  the  maximum  incremental  ground  level 

concentration  of  PM10  is  near  to  the Mining  Lease  Area  and  second  incremental  is 

observed at Village‐Tang Marg. This shows  that  the adverse  impact of mining outside 

the lease area will be marginal and will not have any adverse effect on health of human 

and animals and also on the flora of the area. 
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Figure: ‐ 4.2 Transportation Route Map
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4.3  Prevention and Control of Air Pollution 

A. Dust Pollution 

One of  the main pollutants  in air will be particulate matter  (PM), which will be 

generated  during  various  activities  of  mining  such  as  extraction  of  mineral, 

movement  of  mining  machinery  and  vehicles.  Following  measures  will  be 

adopted to minimize air pollution: ‐ 

 No drilling & blasting will be carried out during mining operation.

 Regular water spraying on the haul roads will be done.

 Green belt development/plantation will be done around the lease boundary

to control dust pollution.

 Periodical monitoring will be carried out.

B. Prevention and control of Gaseous pollutants 

 In mining activities, the only source of gaseous emissions is the diesel engines

of vehicles and equipments.

 Proper maintenance of machine will be done, which minimizes the pollutants.

4.4          IMPACT OF NOISE & MITIGATION MEASURES 

4.4.1   Impact of Noise on Working Environment 

Noise level will be increase due to excavation and transportation of mineral.  

However, the expected noise  levels are not  likely to have any adverse effect from the 

occupational health point of view.  

1. Noise Generated due to Excavation and Transportation

Some  noise  will  be  generated  due  to  light  weight  tools which  will  be

deployed for Extraction of mineral and movement of truck/tippers on hire basis.

Earplugs will be provided to operator and mine workers.

2. Noise Generated Due to Blasting

No blasting will be done in this mining project.

4.4.2  Noise Abatement and Control 

4.4.3  Mitigation Measures to Reduce Ambient Noise Levels 

The following control measures will be adopted to keep the ambient noise  levels well 

below the limits: 

 Proper maintenance of all machines will be carried out which will help in reducing

generation of noise during operations.

 Ear muffs, mask & all required PPE’s will be provided  in view of COVID‐19 while

working on mining equipment’s.

 Social distancing norms and other operating procedure relating to COVID‐19 will

be followed.
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 Adequate silencers will be provided in all the diesel engines.

 Green  belt  will  be  done  on  around  the  lease  boundary  to  minimize  noise

propagation.

 Periodical monitoring of noise level in and around mine site will be carried out &

records are maintained.

 Periodic monitoring will be done.

4.5 Impact on Water Environment & Mitigation Measures 

4.5.1 Impact on Surface Water 

 The minerals will be mined out in a uniform way so that the river flow/course shall

not get disturbed.

 Mining will proceed along the river in the direction from downstream to upstream

in each block. No mining will be done across the river‐nalla.

 Collection of minerals/working shall be started  from the centre towards the bank

uniformly so that the river course does not get affected.

 No mining will be done on curves of the rivers‐nalla to avoid the meandering effect.

 Mining block will have clearly identified approach road/ entry points into the rivers‐

nalla and similarly the exit points.

 Mining will not be done  in proximity of  any bridge,  culvert, embankment or  any

water works setup etc. Appropriate safety zone will be  left and no mining will be

carried out in the safety zone.

 Suitable mitigation measures will be adopted so  that conditions of water  logging

will not arise.

4.5.2  Waste Water Generation 

 No waste water will be generated during mining lease operation.

 Waste water generated from rest shelter will be disposed in soak pits.

 Truck tyres will be washed before going into the River/nalla.

 Excavation will be carried out upto a maximum depth of 1 m from surface of Bajri

deposit and not  less  than one meter  from  the water  level of  the River  channel 

whichever is reached earlier. 

4.6  IMPACT ON SOIL AND LAND USE PATTERN & MITIGATION MEASURES 

i) Impact on Soil

In the mining lease area, the soil cover is negligible over the Bajri deposit.

(ii) Landscape and Land Use pattern   

At  the  conceptual  stage  total  excavated  area  will  be  4.296  ha  which  will  be 

converted  into Replenished area, 2.864 ha area will be undisturbed area. Green 

Belt/  Plantation will  be  done  outside  the  lease  area  on  land  identified  by  DFO 

Social Forestry concerned in consultation with village panchayat.  
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Land  use  of  the  mine  area  will  not  be  changed  permanently.  Natural 

replenishment of bajri during  rainy days will be  there. Adequate width as safety 

margin will be left on both sides of river banks during collection of bajri to permit 

unhindered flow of water. 

Following measures will be adopted for  land reclamation during riverbed mining 

of Bajri: 

 Protection of river banks to permit unhindered flow of river;

 Mining will be carried out in downstream to upstream direction of river, to

maintaining the uniform surface;

 There will be replenishment of bajri every year during and after monsoon;

 Access  roads/ramps  to  river  bed  will  be  breached  before  onset  of

monsoon to permit unhindered flow of river;

 Plantation will be developed along  the  river  ‐nalla banks, approach  road

and transportation routes and in nearby villages and vicinity area;

    Land  use  plan  of  the  lease  area  in  pre‐operational,  operational  and  post     

operational phases are as per table 4.1. 

TABLE: 4.7 Land: Stage Wise Land Use and Reclamation Area (ha) 

S. No.  Land use Category 
Pre‐Operational 

Phase 
Operational 

Phase 

Post 
Operational 

Phase 

1  Top Soil Dump ‐ ‐  ‐

2  Waste Dump (External) ‐ ‐ ‐

3  Excavation (Voids Only) ‐ ‐ ‐

4  Road ‐  ‐ ‐

5  Built up Area  ‐  ‐  ‐ 

6  Township Area  ‐  ‐  ‐ 

7  Afforestation  ‐  ‐  ‐ 

8  Replenished area  4.296  4.296 

9  Mineral stack  ‐‐  ‐‐ 

10  Processing (Crushing)  ‐‐  ‐‐ 

11  Undisturbed Area  8.41  4.114  4.114 

12  Active water channel  ‐‐  ‐‐ 

Total  8.41  4.114  4.114 

Source: Approved   Mining   Plan with Progressive Mine Closure Plan 

 (iii)  Impact due to change of land use 

The proposed mining lease area is Government land (River Bed). 
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Following practices shall be carried out to  increase the productivity of the study 

area:  

 Awareness  for  new methodologies  of  the  agricultural  practices  viz. mixed

farming, crop rotation and agricultural cropping pattern suitable for the lease

area will be created;

 Providing seeds, manure and fertilizers from different sources

At  the  conceptual  stage  total  excavated  area  will  be  4.296  ha  which  will  be 

converted  into Replenished area, 2.864 ha area will be undisturbed area. Green 

Belt/  Plantation will  be  done  outside  the  lease  area  on  land  identified  by DFO 

Social Forestry concerned in consultation with village panchayat. The trees will be 

planted @2500 saplings per hectare of land species will be like: Azadirachta indica 

(Neem),  Ficus  religious  (Peepal),  Ficus  benghalensis  (Bargad),  Tamarindus  indica 

(Imli), Terminalia arjuna (Arjun) to preserve the aesthetic look of the area.  

There will be no adverse impact on land of study area due to mining activities as 

adequate  pollution  control  measures  will  be  adopted.  Proper  resources 

assistance will be provided  to  the  farmers  to develop  their  land. The  following 

practices will be carried out to increase the productivity of the study area 

Mining  activity will  be  confined  to  the mineralized  zone &  adequate  pollution 

control measures will be adopted to restrict the pollution  load within the active 

zone  in order  to prevent any negative  impact on nearby crop  fields. Therefore, 

there will be no adverse impact on agriculture field envisaged in the study area. 

4.7   SOCIO ‐ ECONOMIC ENVIRONMENT  

4.7.1      Socio‐ Demographic Profile 

The  social demographic profile of  the area  is not  likely  to be affected. Mining  in  the 

area will create  rural employment. Thus, mining  in  the area will open new sources of 

employment.  

Depending on vacancies and qualifications of the individuals, workers will be employed 

from the surrounding villages  in the mine. Thus, the mining activities will  improve the 

economic  status  of  the  area.  The mining  will  also  benefit  the  local  people  due  to 

development  of  infrastructure  facilities  in  the  area.  The  applicant  has  a  social 

commitment which may result  in an all‐round welfare of the  local population  in terms 

of medical, education etc. The lessee will also assist in overall development of the area 

as entrepreneur social commitment. 

4.7.2  Health Care Facilities 

Sufficient fund will be allocated to provide proper health care facilities for employees 

of mine along with their families.  

4.7.3  Impact on Human Health 

The most common diseases  in  the  region are common cold and cough, malaria,  flue, 

Oral  disease,  enteric  fever  like  typhoid  which  will  be  prevalent  amongst  the  mine 

workers. None of these can be related to the project and allied activities of the project. 
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The  quality  of  ground water  is  potable  per  drinking water  standards  IS:  10500‐2012. 

Such water analysis will be carried out at periodical intervals.  

The PM10, PM2.5 and SO2, NOx has been observed to be below the prescribed limit.   Noise 

levels  have  also  been  found  to  be  below  the  permissible  limits.  Further  the  noise 

generated  in  the  lease  area will get  attenuated due  to plantation  and green belt  all 

around the lease area. 

All the employees when inducted will be medically examined. Further, they will also be 

medically examined at periodical interval. 

4.7.4  Impact on Human Settlement 

Mostly local inhabitants are reported to be economically poor. The local people mainly 

depend  on  agriculture.  The mining  operations will  create  employment  for  the  local 

inhabitants.   Local persons will be preferred  for direct employment. Besides,  indirect 

employment will also get generated. 

The overall impact of mining industry on socio‐economic condition of local villagers will 

be positive. Better medical  facility, better  education  facility,  communication  etc. will 

improve the standard of life of the local people of the area. 

4.7.5   Impact on employment Growth: 

About 10 persons will be employed from the nearby surrounding villages which will be 

help in uplifting their living standard.  

4.7.6  Impact on Civic Amenities 

With improved basic amenities like transport, education health, welfare etc the impact 

of proposed mining on the civic amenities is being positive. 

4.7.7  Impact on Historical Monuments 

There  is no historical monument  in  the  core  zone  /  lease  area.    So,  there will be no 

impact on the historical monument due to proposed mining activity in the area 

4.8  IMPACT ON LOCAL TRANSPORT INFRASTRUCTURE   

The  mine  area  is  about  ~51.0  km  away  from  the  Srinagar  district.  Sadura  Railway 

Station/Railway  line  at  a  distance  of  ~24.2  Km  towards  East  direction  from  mine 

boundary. Manzgam – Nihama road is 0.89 Km East,  

Transportation of mineral from pit face to the destination will be done by trucks/tripper 

on hire basis. Material handled per day will be 318.22 TPD will be required. 

Major transportation will be done via Manzgam – Nihama road  is 0.89 Km East away 

from mine site and Present Road network  is enough to bear the  load  for this project 

therefore no adverse impact on local transport infrastructure. 

However, the following measures are adopted: 

 All transportation vehicles have PUC certificate.

 Mineral transportation through vehicles will not be overloaded.

 Dust suppression will be done properly by regular sprinkling of water on haul roads.
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 Proper maintenance of transportation vehicles helps will reduce fugitive emissions.

 Same practice will continue in future.

4.9  IMPACT ON BIOLOGICAL ENVIRONMENT 

4.9.1  Impact on Wildlife 

There  is  no National  Park, Wildlife  Sanctuary,  Biosphere  Reserve, Wildlife  corridors, 

Reserved/Protected Forest and Tiger/Elephant Reserve  found within  10 km  radius of 

the mine boundary.  

4.9.2  Impact on Flora  

The area is devoid of vegetation. 

Plantation  will  be  developed  in  the  proposed  mining  lease  area  as  per  plantation 

programme.  These  activities will  help  to  improve  the  floral  cover  of  the  area.  The 

greenery and plantation development will eventually attract micro  fauna, birds etc  in 

the area. 

Assistance will be taken from  local forest department  in selection of species of plants 

so  that  green  coverage may  improve  fast.  The  varieties would  include  those plants, 

which are suitable to the area.    

4.9.3  Impact on Fauna  

The proposed mining  lease area  is  in non‐forest  land where presence of fauna  is very 

rare. As such, there will be no adverse  impact of the mining activity on fauna around 

the mining lease area.  

4.9.4 Measures for Minimizing Impact on Fauna 

Following  measures  will  be  adopted  to  minimize  the  impact  of  mining  on  faunal 

environment of the area. 

 Measures  will  be  taken  to  curb  pollution  due  to  air,  water,  land  &  noise

environment.

 Green belt development will help in creating habitats for local faunal species and

to create better environment for various fauna.

4.9.5  Measures for Minimizing Impact on Flora 

Green Belt Development 

 At  the  conceptual  stage  total  excavated  area  will  be  4.296  ha  which  will  be

converted into Replenished area, 2.864 ha area will be undisturbed area. Green Belt/

Plantation  will  be  done  outside  the  lease  area  on  land  identified  by  DFO  Social

Forestry concerned in consultation with village panchayat. The trees will be planted

@2500 saplings per hectare of  land species will be  like: Azadirachta  indica (Neem),

Ficus  religious  (Peepal),  Ficus  benghalensis  (Bargad),  Tamarindus  indica  (Imli),

Terminalia arjuna (Arjun).

 The same will be maintained & enhanced in future.

 The plant species will be selected in consultation with forest department.
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4.9.6  Impact on Aquatic Life: ‐ 

As no direct impact found on Aquatic life, as mining operation will be carried out during 

monsoon season to minimize impact on aquatic life. 

4.9.7  Measures for Minimizing Impact on Fauna: ‐ 

 No mining will be  carried out during  the monsoon  season  to minimize  impact on

aquatic life which is mainly breeding season for many of the species.

 Prior to closure of mining operations / during the rainy season the eroded bank will

be restored / reclaimed to minimize negative impacts on aquatic habitats.

4.10  Occupational Health and Safety 

Occupational  health  and  safety  (OHS)  is  a  cross‐disciplinary  area  concerned  with 

protecting the safety, health and welfare of people engaged  in work or employment. 

The  goal  of  all  occupational  health  and  safety  programs  is  to  foster  a  safe  work 

environment. 

Occupational Health Hazards at mine site: 

Excessive dust, noise and vibration are the chief health hazards for the miners. Some 

examples of such hazards are: 

 Exposure to dust and

 Noise exposure;

 Vehicular movements and accidents

 Physical Hazards.

A. Exposure to Dust 

Exposure  to  fine  particulates  is  associated  with  work  in  most  of  the  dust‐

generating  activities  notably  from  excavation,  mineral  handling,  and 

transportation.  

Workers  with  long  term  exposure  to  fine  particulate  dust  are  at  risk  of 

pneumoconiosis, emphysema, bronchitis, and fibrosis. 

Methods to prevent and control exposure to dust include the following: 

 Control of dust through water spraying,

 Maintenance of machineries.

 Use of PPE, as appropriate (e.g., masks and respirators) to address residual

exposures.

B. Noise and Vibration Exposure 

Some  noise  will  be  generated  due  to  light  weight tools which  will  be  

deployed for extraction of removal and movement of tippers/truck on hire basis. 

Control  of  noise  emissions  includes  the  use  of  silencers,  noise  barriers,  and  

personal hearing protection (ear plugs/muffs).  

C. Physical hazards 
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Injuries during mine operation are typically related to slips and falls; contact with 

falling  / moving objects; and  lifting  / over‐exertion. Other  injuries may occur due 

to  contact  with,  or  capture  in,  moving  machinery  (e.g.,  dump  trucks,  front 

loaders).  

Implementation of Occupational Health and Safety Measures 

Occupational Health & Safety measures result will be improving the conditions under 

which workers are employed and work. It improves not only their physical efficiency, 

but also provides protection  to  their  life and  limb. The proposed mining  in  the area 

will be done  systematically as per provisions of Mines Act,  1952, Mines Rules,  1955, 

MMR,  1961  and MCDR,  1988 which will  take  care  of  all  health &  safety  aspects  of 

employees  and  also  the  neighboring  community.  Management  will  consider  the 

following safety measures. 

 To depute dedicated qualified supervisors

 Inspection and maintenance of equipments and accessories

 Pre placement and periodic health check up

 Removal of unsafe conditions and prevention of unsafe acts

 Detailed analysis of each and every incident, if any

 To provide standard PPEs and ensure their use

 Medical facilities & first aid boxes will be provided in the mine premises.

 Pits, Sumps etc. which may be a source of danger will be securely fenced in such a

way that it ceases to be a source of danger.

Besides, following points will also be taken care of during mine operation for assuring 

safety of workers: 

 Health Awareness Programmes and camps will be organized

 The mine workers will be provided all necessary PPEs, especially dust masks for

their safe guard  from dust, Ear Plugs/Ear Muffs  for noise, helmets, safety belts,

boots etc. and measures for other hazards. The employees when inducted will be

thoroughly examined medically. After initial medical examination, the employees

will continue  to be examined periodically. The examination  includes apart  from

the  general  observation,  the  Chest  X‐ray,  Lung  Function  Test,  Spirometry,

Audiometry  and  the medical  records of  the  employees will be maintained  and

submitted to the concerned authorities.

The Occupational Health  Surveillance Programme: A  team of qualified  doctors

and nurses will visit periodically for health check up of all the workers, team and

its records will be maintained properly.
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CHAPTER – V 

ANALYSIS OF ALTERNATIVES (Technology & Site) 

5.1 GENERAL 

A  comparison of alternatives helps  to determine  the best method of achieving  the 

project  objectives  with  minimum  environmental  impacts  or  indicates  the  most 

environment friendly and cost‐effective options.  

Every  mine  needs  to  be  planned  in  a  way  that  the  mineral  is  extracted  to  the 

maximum extent without causing severe irreversible environmental damages. 

5.2  ANALYSIS OF SITE 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta has proposed RBM (River Bed Mineral) 

Minor  Mineral  Block  Mining  Project,  Block‐  3;  Area:  ‐    8.41  ha.  At  C‐Nehama  Bridge  
Upstream   Vishu   Nalla   District:   Kulgam,  Jammu  &  Kashmir  Production  Capacity‐  
85,920  TPA,  at  C‐Nehama  Bridge  Upstream  Vishu Nalla District: Kulgam, Jammu & 

Kashmir. 

Letter of  Intent has been  issued  in  favor of Shri Amit Gupta S/o Shri Ashok Kumar 

Gupta, R/o: H.No.‐ 21, Trikuta, Nagar, Jammu & Kashmir by Directorate of Geology & 

Mining, Government  of  Jammu & Kashmir  under Rule  55  (9)  of  Prevention  of  the 

Jammu & Kashmir Minor Mineral Concession Storage, Transportation Of Minerals & 

Illegal  Mining  Rules,  2016  vide  letter  730/MCC/DGM/B‐1/KUL/20/1580‐87  dated: 

16/07/2020. (Copy of the said letter is annexed as Annexure‐I). 

Mining  Plan  with  Progressive Mine  Closure  Plan  has  been  approved  by  Deputy 

Director  (C),  (Member  Secretary),  Mining  Plan  Approval  Committee,  Geology  & 

Mining Department, J & K vide letter No.: 8‐MPA/DGM/KUL/303‐307 dated 14/09/2020. 

(Copy of the same Letter is annexed as Annexure‐II).  

As per  the exploration carried out  in  the  lease area,  the nature & extent     of      the 

deposit,  the  reserves  &  the  quality  have  been  proved  with  adequate  degree  of 

reliability.  As  the  proposed  mining  project  is  a  site‐specific  project,  therefore  no 

alternate site has been selected.  

5.3    ANALYSIS OF TECHNOLOGY 

Mining will be done manual open cast method.  

RBM will be scrapped manually with conventional hand tools. Mining depth will be 

restricted up to 1.0 meter. Over all pit slope shall be maintained less than 16 degrees. 

Mining shall be carried out without adoption of drilling & blasting. 

The working period for mining will be restricted to 270 days (nine) months & during 

three months of rainy season, no mining shall be undertaken.  

The mining operation in the area will be confined day light hours from 7 am. to 5 pm. 

Due  to  scarcity  of workers  proposed  that  30%  of  total  RBM  production  shall  be 

achieved  manually  while  balance  70  %  RBM  production  shall  be  achieved  by 

machinery. It  is proposed that  light excavation will be used for digging &  loading of 

mineral in tippers. Ultimate depth of pit will be 1.0 mtr. from surface. 

Loading of the mineral into trucks is done through Loader. 
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Transportation of mineral & overburden will be done by trucks from pit mouth to the 

destination.   

5.4  CONCLUSION 

The  River  Bed  Mining  Project  is  a  proposed  mine.  Minor  minerals  are  mainly  

consumed   by   Infrastructure   and   housing   industries.   Main   use   of   Bajri   is   in 

construction. Bajri is used for making slabs for bridges. Bajri is also used for filtration. 

Bajri  is  used  in  foundry  industries.  Conventional  method  of  manual  cum  semi‐  

mechanised   mining   with   light   weight tools,   loading   and   transportation. 

Considering  the  demand  of  mineral  and  sufficient  availability  of  the  mineral  in  the  

area, it is essential to have River Bed Mining Project to sustain the supply of mineral for 

various purposes. 
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CHAPTER–VI 

ENVIRONMENTAL MONITORING PROGRAMME 

6.1 INTRODUCTION 

Post Project Monitoring is considered as an essential part to check the impact of any 

project  activities.  Hence  monitoring  of  various  environmental  parameters  will  be 

carried out on a regular basis to ascertain the following: 

 To know the status of Pollution within the mine site and in its vicinity.

 To generate data for predictive or corrective purpose in respect of pollution.

 Examine the efficiency of pollution control system adopted at the site.

 To ascertain environmental impacts.

Monitoring will be carried out at the site as per the norms of CPCB/SPCB. 

Environmental Monitoring Programme will be conducted  for various environmental 

components as per the conditions stipulated in EC issued by SEIAA, J & K and Consent 

to Operate issued by SPCB.  

Six  monthly  compliance  reports  will  be  submitted  on  regular  basis  to  concern 

authorities  on  1st  of  June  &  1st  of  December.  Quarterly  compliance  Report  for 

conditions  stipulated  in  Consent  to Operate will  be  submitted  to  SPCB  on  regular 

basis.  The  various  environmental  components  and pollution  sources, which will be 

monitored  under  environmental  monitoring  programme,  are  ambient  air  quality 

domestic/industrial effluents and noise levels.  

6.2  FORMATION OF   EMC (ENVIRONMENTAL MANAGEMENT CELL) 

In  order  to  maintain  the  environmental  quality  within  the  standards,  regular 

monitoring  of  various  environmental  components  is  necessary.  Applicant  will  be 

employ competent environment consultant for compliance and monitoring purpose.  

The lessee will conduct the following activities: ‐ 

The responsibilities of the Lease will be as follows:  

i. Environmental monitoring of the surrounding area.

ii. Commissioning of pollution control equipment.

iii. Specification  and  regulation  of  maintenance  schedules  for  pollution  control

equipment.

iv. Ensuring that standards are maintained.

v. Developing the green belt.

vi. Ensuring water use is minimized.

vii. Carrying out the Environmental Management Plan.
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6.3  MEASUREMENT METHODOLOGIES 

6.3.1  Instruments to be used 

The  following  instruments will  be  used  for  data  collection work  in  the monitoring 

schedule: 

1. Fine  particulate  Samplers,  Respirable  Dust  Sampler  with  attachment  for

gaseous Pollutants, Envirotech APM 460.

2. Hygrometer

3. Sound Level Meter

4. Global positioning system (GPS)

In addition to the above instruments, the data on land use to be collected by the field 

team  by meeting with  a  large  number  of  local  inhabitants  in  the  study  area  and 

different government departments / agencies.  

6.3.2  Monitoring Programme 

The post project Monitoring will include details of any major/ minor impact in the core 

zone and area within buffer zone for the following parameters: ‐ 

 Ambient Air Quality Monitoring

 Noise Level Monitoring.

 Land  use  pattern  within  core  zone  and  buffer  zone  including  the  cropping

pattern.

 Monitoring of agricultural crops of the area (on yearly basis)

 Demography and  socio‐economic analysis based on  last available  census data

for entire study area.

 Medical Check‐up

6.3.2.1  Monitoring Schedule  

Details  of  the  Environmental  Monitoring  schedule,  which  will  be  undertaken  for 

various environmental components as per conditions  stipulated by EC conditions & 

Consents are detailed below: 

TABLE: 6.1 

Post Project Monitoring 

S.No.  DESCRIPTION  FREQUENCY OF MONITORING 

1.  Ambient Air Quality at mine site  Quarterly/ Half Yearly 

2.  Water Quality  Quarterly/ Half Yearly 

3.  Noise Level Monitoring   Quarterly/ Half Yearly 
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4.  Soil Quality  Half Yearly/yearly 

6.3.3  Methodology Adopted 

Post  project  monitoring  will  be  carried  out  as  per  conditions  stipulated  in 

Environmental Clearance Letter  issued by SEIAA, J & K, Consent  issued by SSPCB as 

well as according to CPCB guidelines. The Mine site is considered as core zone and the 

area lying within 10 km radius from the mine site is considered as buffer zone where 

some impacts may be observed on physical and biological environment.  

The following table is showing details of Post Project Monitoring programme: 

TABLE: 6.2 

Attributes  Sampling  Measuremen

t Method 

Test Procedure 

A.  Air Environment  Network  Frequency 

Meteorological 

 Dry bulb

temperature 

 Wet bulb

temperature 

 Relative

humidity 

 Rainfall

Minimum  

1 site  

in the project 

impact area 

Regularly in one 

season by 

Weather 

Monitoring 

Station 

Mechanical/a

utomatic 

weather 

station 

‐ 

Pollutants 

 PM10

4 to 6 locations 

in the project 

impact area 

(Minimum 2 

locations in 

upwind side, 

more sites in 

downwind side 

/ impact zone) 

Revised  National 

Ambient  Air 

Quality Standards 

(NAAQS)  vide 

MoEF 

Notification, 

dated 16.11.2009 

Gravimetric 

method  ‐ 

 PM2.5 Gravimetric 

method 
‐ 

 SO2 EPA Modified 

West & Gaeke 

method 

Absorption  in 

Potassium  Tetra 

Chloromercurate 

followed  by 

Colorimetric 

estimation  using  P‐

Rosaniline 

hydrochloride  and 

Formaldehyde (IS: 5182 

Part ‐ II). 

 NO2 Arsenite 

modified 

Absorption  in  dill 

NaOH  and  then 
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Jacob & 

Hochheiser 

estimated 

calorimetrically  with 

sulphadiazine and N (I‐

Nepthyle)  Ethylene 

diamine 

Dihydrochloride  and 

Hydrogen  Peroxide 

(CPCB Method). 

 CO Non‐

Dispersive 

Infra Red 

(NDIR) 

Spectroscopy 

‐ 

B.  Water Environment 

pH,  Turbidity, 

Colour,  Odour, 

Taste,  

TDS,  Total 

Hardness,  Calcium 

hardness, 

Magnesium 

hardness,  Chloride, 

Fluoride,  Sulphate, 

Nitrates, Alkalinity,  

Iron,  Copper, 

Manganese, 

Mercury, Cadmium,  

Selenium,  Arsenic, 

Cyanide, Lead, Zinc, 

Chromium, 

Aluminum,  Boron, 

Phenolic 

compounds  

Set  of  grab 

samples  during 

pre  and  post‐

monsoon  for 

ground  and 

surface  water 

for  10  km 

distance  

Diurnal and 

Season wise 

As per IS 10500‐  Samples  for  water 

quality  should  be 

collected and analyzed 

as per: 

IS:  2488  (Part  1‐5) 

methods  for  sampling 

and  testing  of 

Industrial effluents 

Standard methods  for 

examination  of  water 

and  wastewater 

analysis  published  by 

American Public Health 

Association. 

C. Noise 

Noise  levels  at Day 

&  night  time  ‐Leq 

dB (A) 

Project 

boundary, High 

noise 

generating 

areas within the 

Quarterly / 

Half yearly 

As per CPCB 

norms 

As per CPCB norms 
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core zone 

D. Soil 

pH,  Bulk  Density, 

Soil  texture, 

Nitrogen,  Available 

Phosphorus, 

Potassium, 

Calcium, 

Magnesium, 

Sodium,  Electrical 

Conductivity, 

Organic  Matter, 

Chloride 

4 to 6 locations 

in the project 

impact area 

Yearly/half 

yearly 

As per USDA 

Method 

As per USDA Method 

E. Socioeconomic 

Status 

Network  Frequency  Measurement 

Method 

Test Procedure 

 Demographic

structure

 Infrastructure

resource base

 Economic

resource base

 Health status:

Morbidity pattern

 Cultural and

aesthetic

attributes

 Education

Socio‐economic 

survey is based 

on 

proportionate, 

stratified and 

random 

sampling 

method 

Minimum for 

two phases of 

the project 

Primary data 

collection 

through 

questionnaire 

Secondary  data  from 

census  records, 

statistical  hard  books, 

topo  sheets,  health 

records  and  relevant 

official  records 

available  with  Govt. 

agencies 

6.4  LOCATION OF MONITORING STATIONS  

The  location  of  the monitoring  stations will  be  selected  on  the  basis  of  prevailing 

micro  – meteorological  conditions  of  the  area  like  wind  direction  &  wind  speed, 

Relative Humidity,  Temperature.  4  to  6  AAQM  stations will  be  selected  (including 

minimum  1  location  in  predominant  side,  1  direction  in  500 mtr.  & more  sites  in 

downwind side  /  impact zone)  to assess ambient air quality of  the area. Noise  level 

monitoring will  be  carried  out  on  lease  boundary &  in  high  noise  generating  area 

within  the  lease. Water &  soil monitoring  locations will be decided on  the basis of 

general  slope  of  the  area  &  drainage  pattern.  Location  for  the  post  project 

monitoring will be as under: 

TABLE NO.: 6.3 
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LOCATION OF POST PROJECT MONITORING SAMPLING LOCATIONS 

S. No.  Description  Location 

1.  Ambient Air Quality   Mine site, Villages  in downwind direction from the 

Mine site 

2.  Noise Level 

Monitoring 

Mine Boundary, High noise generating areas within 

the Mine boundary 

3.  Water Level & 

Quality 

Nearby Surface & Ground water sources 

6.5 DATA ANALYSIS 

Monitoring  data  analysis  will  be  done  as  per  CPCB  guidelines  by  EPA  approved 

laboratory & will be submitted to the concerned authority (specified  in Environment 

Clearance Letter issued by SEIAA, J & K. 

6.6 DETAILED BUDGET 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta has proposed RBM (River Bed Mineral) 

Minor  Mineral  Block  Mining  Project  Block‐3;  Area:  ‐    8.41  ha     Production  
Capacity‐   85,920   TPA,   at   C‐Nehama   Bridge Upstream  Vishu Nalla District: 

Kulgam, Jammu & Kashmir. 

Cost details for the proposed project are given as under: ‐ 

Total Cost of the Project  :  Rs. 117.0 Lacs 

Cost for EMP 

:   Capital cost –  12.0lac

 Recurring cost –  12.00 lac per annum/‐.
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CHAPTER–VII 

ADDITIONAL STUDIES 

7.1 INTRODUCTION 

As per EIA Notification dated 14th September, 2006, as amended from time to time, 

the First Technical Presentation (for ToR approval) for mining project was held before 

SEAC, J & K. The committee has suggested various Terms of Reference (ToRs) for the 

preparation  of  the  Environmental  Impact  Assessment  (EIA)  Report  and 

Environmental  Management  Plan  (EMP).  The  following  Additional  Studies  were 

carried out as per Terms of Reference: 

1. Public Hearing

2. Risk Assessment & Disaster Management Plan

3. Hydro‐geological Study

7.2 PUBLIC CONSULTATION  

EIA Notification 2006 of MoEF & CC vide S.O.1533 dated 14th Sept. 2006, the project 

falls at serial no. 1(a) Category B requires Environmental Clearance from MoEF & CC. 

The  Public  Hearing  is  the  part  of  Environmental  Clearance  process.  Public 

consultation  is considered and  incorporated  into the EIA final report under standard 

guideline as discussed in MoEF & CC notification 2006 and amendments. 

The  public  hearing  was  conducted  on  8.05.2021.  The  issues  raised  during  public 

hearing were appropriately answered and concerned raised were commitment made 

during the public hearing will be implemented.  

Particular  Description 

Notice issued date  Issued   by   J&   K   Pollution   Control   Board   on   dated 

8.04.2021 

Date/Time of Public Hearing  8.05.2021 at 3.00 PM 

Venue  Town Hall, Kulgam (J& K) 

Members  1. Additional District Magistrate, Kulgam.
2. Regional Director, JK Pollution Control

Board, Kashmir.
3. District Mineral Officer, Department of

Geology & Mining, Shopian.
4. Divisional Officer, Pollution Control Board,

Kulgam.

Approx  75  Locals  including  Sarpanches,  ex  sarpanches,  Panchayat members 
and prominent citizens of the area attended the public hearing of the proposed 
project. The entire public hearing proceedings have been duly photographed 
and videographer. 
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1. The Public Hearing started with inaugural welcome speech of Sh. Basir Ahmad
Wani,  District  Officer,  Pollution  Control  Committee,  Kulgam  wherein  he
welcomed the General Public gathered to attend the Public Hearing besides the
officers who were present for the purpose. He explained to the audience the
need and Procedure of conducting the public hearing and ensured that opinion
of public whether in favour or opposition of proposed project shall be put forth
before  authorities  in  letter  and  spirit.  He  also  urged  the  audience  to  freely
express their concerns without fear or favour.

2. Sh. Amit Kumar, Consultant of M/s Gaurang Environmental Solutions Pvt. Ltd.
Jaipur, Rajasthan gave a detailed account of  the proposed project  for 3 mining 
Block whereas Sh. Varun Bardvaj, Consultant presented the account details of the 
project  proposal  for  Blocks‐19,20,23,27  before  the  general  public  present  there 
and the panel for conducting public hearing and the same details in the shape of 
pamphlets  were  also  distributed  among  the  dignitaries  present  there.  The 
Consultants laid emphasis  in the socio‐economic benefits which would accrue on 
the coming up of the said activity. 

Public hearing Photographs 

Consultant Briefing the Project   Attendant Person 
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Sn. 

No 

Name and address 

of Stakeholder 
Question  Reply 

Action plan and 

Budget 

Time Line 

1. 

2. 

Abdul  Rashid  R/o 

Nihama  

Fayaz  Ahmad  R/o 

Nihama 

He  gave  his  opinion  that  irrigation 

points  should  be  protected  during 

excavation  in  these  blocks.  Further  if 

these  projects  shall  start  functioning 

they  shall get  job and hence  they have 

no  objection  as  stated  by  Mr.  Abdul 

Rashid. 

He  stated  that  the  projects  should  be 

started immediately because their stone 

crushers  have  become  defuncy  due  to 

non availability of raw material. 

Sh. Amit Kumar , 

Environment consultant 

(from M/s Gaurang Enviro 

Services Pvt. Ltd., Jaipur 

(Rajasthan) Informed that  

Proper Measures will be 

taken to protect irrigation 

and most of the employment 

will be given to local people. 

Consultant also agreed   to 

complete environmental 

process as soon as Possible 

,so the mining will be started 

early. 

 Mining  will  be  done 

in  allotted  area  only 

to  the  concerned 

panchayats.  There  is 

no irrigation. 
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7.3  RISK ASSESSMENT AND DISASTER MANAGEMENT PLAN 

7.3.1  Definition 

A major emergency in a work is one, which has the intensity to cause serious injury or 

loss of  life.  It may cause extensive damage  to property and serious disruption both 

inside and outside the work.  It would normally require the assistance of emergency 

services to handle it effectively.  

7.3.2  Scope 

An  important  element  of  mitigation  is  emergency  planning  i.e.,  recognizing  that 

accidents are possible, assessing the consequences of such accidents and deciding on 

the  emergency  procedures,  both  on  site  and  off  site  that  would  need  to  be 

implemented in the event of an emergency. 

Emergency planning is just one aspect of safety and cannot be considered in isolation. 

7.3.3  Objective 

The overall objectives of the emergency plan are: 

(a)  To localize the emergency and, if possible, eliminate it; and  

(b)  To minimize the effect of the accident on people and property. 

Elimination  requires  well  planned  process/technology  and  its  effective 

implementation,  so  that  such  situation  should either not arise or  if  it  comes, a pre 

warning  is  received  for  timely  action  in  built  or  by  preparedness  for  zeroing  the 

effects. 

Minimizing  the effects may  include prompt action,  rescue,  first aid, and evacuation, 

firefighting and also passing on information promptly to people living nearby. 

7.3.4  Identification of Hazards 

The possibility of the following may be there for such projects: 

(a) Inundation of pit during excessive rains. 

(b) Falling of the persons in the pit. 

(c) Accidents due to machinery. 

(d) Fire in the machinery explosives related explosions. 

7.3.5  Disaster Management 

 This is a proposed mine and will be worked in day shift only.

 No drilling & blasting will be carries out during mining operation.

 The bench height is proposed 1 meter and width will be 1meter considering semi

mechanized workings.

 The mines manager will make the arrangements to deal with disaster.
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 If the disaster is of higher magnitude, he will inform the same to Police, District

Collector,  DGMS  and  IBM.  The  following  arrangements will  be made  at  the

mine.

(a) Availability of high‐capacity pumps, firefighting equipment, ambulances etc.

(b) Formation of team to deal with the hazards.

(c) Arrangements for removal of employed persons from disaster site.

(d) Telephone Nos. of District Collector, Police and Hospital.

7.3.6  Post Disaster Analysis and Evaluation  

When  the emergency  is over,  the  team will carry out a detailed analysis of cause of 

accident/occurrence,  evaluate  the  influence  of  various  factors  and  find  out  the 

procedures  to  minimize  them  in  future.  At  the  same  time  adequacy  of  disaster 

management plan will be evaluated and shortcomings will be rectified to improve the 

plan.  

7.3.7  On Site Emergency Plan

To  avoid  the  accident  at  working  place  and  to  minimize  their  effects  following 

precautions shall be taken and arrangement shall be made at the working place. 

(i) Periodical maintenance of mine machineries. 

(ii) The persons shall be trained properly to handle the situation. 

(iii) Detailed warning system,  implementation procedure, emergency control centre 

shall be maintained at the mine with names of trained persons. 

(iv) Details  and  availability  of  heavy  machinery,  fire‐fighting  equipment  shall  be 

available at the site. 

(v) Proper arrangements shall be made for treatment of injured person, if any. 

(vi) All the safety equipment shall be available at the mine. 

(vii) Telephone Nos.  of District  Collector,  Police,  Fire  station  and Hospital  is  given 

below:  

Sr. No.  Particulars   Contact Number 

1. Dy.SP Head quaters Kulgam  01931‐260221 

2. Irrigation  And  flood  control, 
Shopian 

0914‐2311834 

3. District Hospital, Kulgam  01931‐260398 

4. Fire Station, Kulgam  01931 260 222 

7.3.8    Off‐Site Emergency Planning 

7.3.8.1   Introduction 

The off‐site emergency plan is an integral part of any hazard control system. It would 

be based on those accidents identified by the works management, which could affect 
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people  and  the  environment  outside  the  works.  Thus,  the  off‐site  plan  follows 

logically from the analysis that took place to provide the basis for the on‐site plan and 

the two plans should, therefore, complement each other. The key feature of a good 

off‐site emergency plan is flexibility in its application to emergencies other than those 

specifically included in the formation of the plan. The roles of the various parties that 

may be  involved  in the  implementation of an off‐site plan are described below. The 

responsibility  for  the  off‐site  plan  will  be  likely  to  rest  either  with  the  works 

management or with the local authority. 

Either way, the plan must identify an emergency coordinating officer who would take 

overall  command  of  the  off‐site  activities. As with  the  on‐site  plan,  an  emergency 

control center will be required within which the emergency coordinating officer can 

operate. An early decision will be required in many cases on the advice to be given to 

people  living “within  range” of  the accident –  in particular whether  they should be 

evacuated  or  told  to  go  indoors.  Consideration  of  evacuation  may  include  the 

following factors: 

a. In the case of a major fire but without explosion risk (e.g., an oil storage tank),

only persons close to the fire are  likely to need evacuation, although a severe

smoke hazard may require this to be reviewed periodically.

b. But if the fires collate it might be necessary to evacuate people nearby, but only

if  there  is  time;  if  insufficient  time  exists,  people would  be  advised  to  stay

indoors and shield themselves from the fire while measures are taken by those

outside to do use fire.

7.3.8.2  Aspects tobe Included in An Off‐Site Emergency Plan 

Some of the aspects to be included in off‐site emergency plan are as follows: 

a) Organization

Details of  command  structure, warning  systems,  implementation procedures,

emergency control centers, name and appointments of incident controller, site

main controller, their deputies and other key personnel.

b) Communications

Identification of personnel involved, communication center, call signs, network,

list of telephone numbers.

c) Special Emergency Equipment

Details  of  availability  and  location  of  heavy  lifting  gear,  bulldozers,  specified

fire‐fighting equipment, fireboats.

d) Voluntary Organizations

Details of organizers, telephone numbers, resources, etc.

e) Meteorological information

Arrangements for obtaining details of weather conditions prevailing at the time

and weather forecasts will be made.
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f) Humanitarian Arrangements

Transport,  evacuation  centers,  emergency  feeding,  treatment of  injured,  first

aid, ambulances, temporary mortuaries.

g) Public Information

Arrangements for: ‐

(i) Dealing with the media‐press office 

(ii) Informing relatives, etc. 

h) Assessment

Arrangements for: ‐

(i) Collecting information on the causes of the emergency

(ii) Reviewing the efficiency and effectiveness of all aspects of the emergency

plan. 

7.3.8.3  Other Aspects due to River Bed Mining Project: ‐ 

Mining Operation will be done Manual cum Semi‐Mechanized Method. There  is no 

land degradation due to mining activities as mining is done only on river bed surface. 

There will be no Over Burden (OB) or waste generation as the river bed material  is 

exposed in the river bed. 

 Accident during river bed material loading, transportation and dumping

 Accident due to vehicular movement

 Inundation/ Flooding

 Quick Sand Condition

Mitigation Measures: ‐ 

Measures to prevent accidents during loading: ‐ 

 At  the  time  of  loading  no  person  will  be  there  within  the  swing  radius  of  the

loader.

 The  dumpers/  trucks will  stand  near  the  loading  equipment  and  fully  braked

when the muck is filled in it.

 The truck would be brought to a lower level so that the loading operation suits

to the ergonomic condition of the workers.

 The workers will be provided with gloves and safety shoes during loading.

 Opening of the side covers (pattas) should be done carefully and with warning

to prevent injury to the loaders.

 Mining activities in daylight only.

Measures to prevent accidents during vehicular movement &transportation: ‐ 

 The truck will be covered with tarpaulin and maintained to prevent any spillage.

 To  avoid  danger  while  reversing  the  trackless  vehicles  especially  at  the

embankment  and  tipping  points,  all  areas  for  reversing  of  Lorries  should  be

made man free as far as possible.
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 The vehicles must be maintained in good conditions and checked thoroughly at

least once in a week.

 All transportation within the main working will be carried out directly under the

supervision and control of the management.

 Overloading should not be permitted and the maximum permissible speed limit

should be ensured.

 The truck drivers should have proper driving license.

 A  statutory provision of  the  fences, constant education,  training etc. will go a

long way in reducing the incidents of such accidents

Measures to prevent incidents during Inundation/ Flooding: ‐ 

 During monsoon months and heavy rains, the mining operations are ceased.

 There should be mechanism/ warning system of heavy rains and discharges from

the Up‐stream of water.

 Inundation of flooding is expected and beneficial for these mines as during this

time only the mineral reserve gets replenished

Precautionary Measure for Sudden Release of Water from Upstream: ‐ 

 Mining activities should be avoided during monsoon season.

 Exist zones should be clearly marked and made aware to the mine workers.

 Deep water areas must be identified.

 Measures to prevent sudden increase in water level

Following activities will be done to minimize the risk are: ‐ 

 The mining activities will be restricted to 1.0 m depth from river bed surface.

 Mining activities will be avoided during monsoon season.

 Mining will be done as per the approved Mining Plan and  it will be ensured to

avoid the pounding effect

7.3.8.4 Role of The Emergency Coordinating Officer 

The various emergency  services will be  coordinated by an Emergency Coordinating 

Officer  (ECO)  who  is  likely  to  be  a  senior  police  officer  but,  depending  on  the 

circumstances, could be a senior fire officer. The ECO will  liaise closely with the site 

main  controller. Again, depending on  local arrangements,  for very  severe  incidents 

with major or prolonged off‐site consequences,  the external control may pass  to a 

senior local authority administrator or even an administrator appointed by the Central 

or State Government. 

7.3.8.5 Roles of Major Hazard Managements 

Where  the  local  authority  has  the  organization  to  formulate  the  plan,  the  role  of 

management  in  off‐site  emergency  planning will  be  to  establish  liaison with  those 

preparing  the plans and  to provide  information appropriate  to  such plans. This will 

include  a  description  of possible  on‐site  accidents with  potential  for  off‐site  harm, 

together with their consequences and an  indication of the relative  likelihood of the 

accidents. 
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Advice  should be provided by works managements  to all  the outside organizations 

which may become  involved  in handling the emergency off‐site and which will need 

previously to have familiarized themselves with some of the technical aspects of the 

works activities, e.g., emergency services, medical departments, etc. 

7.3.8.5.1 Role of The Local Authority 

In  some places  the duty  to prepare  the off‐site plan  lies with  the  local  authorities. 

They may have appointed an emergency planning officer  (EPO)  to carry out all  this 

duty  as  part  of  the  EPO’s  roles  in  preparing  for  a  whole  range  of  different 

emergencies  within  the  local  authority  area.  The  EPO  will  need  to  obtain  the 

information to provide the basis for the plan. 

Rehearsals for off‐site plans are  important for the same reasons as on‐site plans and 

will need to be organized by the EPO. 

7.3.8.5.2 Role of The Police 

The police normally assume the overall control of an emergency, with a senior officer 

designated as emergency coordinating officer. 

Formal duties of the police during an emergency include protecting life and property 

and controlling traffic movements. 

The  functions  include  controlling bystanders,  evacuating  the public,  identifying  the 

dead and dealing with casualties and informing relatives of dead or injured. 

7.3.8.5.3 Role of The Fire Authorities 

The  control of a  fire  is normally  the  responsibility of  the  senior  fire brigade officer 

who would  take  over  the  handling  of  the  fire  from  the  site  incident  controller  on 

arrival at the site. The senior fire brigade officer may also have a similar responsibility 

for other events. Fire authorities having major hazard works in their area should have 

familiarized themselves with the location on site of all stores of flammable materials, 

water and foam supply points and fire‐fighting equipment’s. 

7.3.8.5.4 Role of The Health Authorities 

Health  authorities,  including  doctors,  surgeons,  hospitals,  ambulances  and  so  on, 

have a vital part to play following a major accident and they should form an  integral 

part of any emergency plan. 

For major  fires,  injuries will  be  the  result  of  the  effects  of  thermal  radiation  to  a 

varying degree and the knowledge and experience to handle this in all, but extreme, 

cases may be generally available in most hospitals. 

7.3.8.5.5 Roles of The Government Safety Authority 

The  Inspectors of Director General of Mines Safety may want  to satisfy  themselves 

that  the organization  responsible  for  including  the off‐site plan has made adequate 

arrangements for handling emergencies of all types including major emergencies. 
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In  the  event  of  an  accident,  local  arrangements  regarding  the  role  of  the  factory 

inspector will apply. In the aftermath, factory inspectors may wish to ensure that the 

affected areas are rehabilitated safely. 

7.4 DISASTER MANAGEMENT PLAN 

This should deal with action plan for high‐risk accidents like Landslides, Earthquakes, 

subsidence, Avalanches & Snow Blizzards, Drought, Wind Strom, Cloudburst,  flood, 

inundation,  fire,  seismic  activities,  tailing  dam  failures  etc.  and  emergency  plan 

proposed for quick evacuation, ameliorative measures to be taken etc. The capability 

of lessee to meet such eventualities and the assistance to be required from the local 

authorities should be described. 

The  shallow  depth  of  activities  in  river  bed  mining  will  not  involve  any  high‐risk 
accident due to side falls/collapse. 

The  complete  mining  operation  will  be  carried  out  under  the  Management  and 

control  of  experienced  and  qualified  Mines  Manager  having  Certificate  of 

Competency to manage the mines granted by DGMS. 

o All the provisions of Mines Act  1952, MMR 1961 and Mines Rules 1955 and other

laws applicable to mine will strictly be complied with.

o During heavy rainfall the mining activities will be closed.

o All persons  in  supervisory capacity will be provided with proper communication

facilities.

o Proper coordination with Irrigation Department will be maintained so that at the

time of releasing water, if any, from the dam suitable warning/information is given

in advance.

o Disaster Warning System” as developed will be strictly implemented

7.5 REPLENISHMENTSTUDY: ‐ 

Sedimentation‐ In the geological sciences is a process of deposition of a solid material 
from a state of suspension or solution in a fluid (usually air or water). Broadly defined 
it  also  includes  deposits  from  glacial  ice  and  those materials  collected  under  the 
impetus of gravity alone as  in talus deposits, or accumulations of rock debris at the 
base of cliffs. The  term  is commonly used as a  synonym  for  sedimentary petrology 
and sediment  logy. Sedimentation  is generally considered by geologists  in  terms of 
the  textures,  structures,  and  fossil  content  of  the  deposits  lay  down  in  different 
geographic and geomorphic environments. 
As per District Survey Report there is non‐availability of Replenishment data. 
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CHAPTER–VIII 

PROJECT BENEFITS 

8.1   INTRODUCTION  

Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta  is  a  individual  conscious  of  his 

obligations to the society at large. It will help in overall socio‐economic development 

of  the area. He helps  in overall socio‐economic development of  the area. This mine 

has  been  provided  direct  &  indirect  employment  opportunities  as  an  additional 

employment to the  local residents. Hence earning of the people has been  increased 

and helped a lot towards upliftment of socio‐economic status of the area, which has 

been  improve   their  living standard. This mine has also been provided help  in higher 

education, health care, drinking water, infrastructure etc.  

8.2  PROMOTION OF SOCIAL & ECONOMIC STATUS 

Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta  will  undertake  activities  for  the 

upliftment of the social community through community development in various ways 

as under: 

a) Education

 Assistance in construction and repairing of schools.

 Promotion of education programmes and Vocational Training & Skills

 Promotion of Adult Education programme.

b) Water

 Repairing of wells and hand pumps.

 Support for water harvesting schemes.

 Awareness programmes on safe drinking water.

c) Health

 Periodic medical check‐up of employees

 Preventive medical care and health services  for rural population shall be

promoted.

 Awareness to improve health and hygiene standards.

d) Employment Avenues

 Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta will  generate  direct  and

indirect employment. Preference will be given to the local population for

employment based on their educational qualifications and experience.

e) Others

 Supplementing Govt.  efforts  in health monitoring  camps,  social welfare

and various awareness programmes among the rural population.

 Assisting social forestry programme.
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 Improvement in livelihoods by rain water harvesting and land leveling.

8.3  Socio‐Economic: ‐ 

There  will  be  positive  impact    in  socio‐economic   area   due  to  increased economic 
activities creation of new employment opportunities, infrastructural development and 
better educational and health facilities. 
Benefit under CER Policy: ‐ 

Corporate  social  responsibility  (CSR)  refers  to  responsibility  of  a  company  to  ensure 

positive  impact on environment, consumers, employees, communities, stakeholders and 

all other members of public sphere to contribute fund from project benefit for the causes 

of poverty and social development. It is a new concept sector and the companies are still   

going  through  the  learning curve. The CSR activities are  increasingly being  taken up by 

the project proponent not only as fulfilling of mandatory but also for the formation and 

or enhancement of brand image. 

  CORPORATE ENVIRONMENTAL RESPONSIBITIES (CER) FOR PROJECT  

Shri Amit Gupta S/o Shri Ashok Kumar Gupta will continue to undertake activities for the 

upliftment of the social community through community development in various fields like 

education, community health care, water supply and water resource management, social 

welfare  and  infrastructure  development  etc.  Proposed  budget  for  CER  activities  is 

mentioned in below table: 

Table 8.1 

Sr. No.  Project activity  Activities  Estimated Cost 
/annum 

1.  Health  Free Distribution of medicines, health 
check‐up 

90,000 

2.  Electrification  Solar Lamp distribution & Solar Street 
light 

installation 

1,00,000 

3.  Sanitation  Construction of ladies’ toilets in the 
primary 

School nearby village. 

50,000 

4.  Education  Renovation work (floor/ walls/ roofs 
repairing 

nearby at Nearby Schools 

1,50,000 

5.  Rain water 
harvesting 
structure 

Construction of Rain water harvesting 
structure 

in the primary School nearby village. 

60,000 

6.  Improvement 
of 

local 
Environment 

Development / maintenance of 
Recreation 

Park/green space 

50,000 

         Total  5,00,000/‐ 
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8.4  CONCLUSION  

Shri Amit Gupta S/o Shri Ashok Kumar Gupta has supported the  local Panchayat and 

provide  other  form  of  assistance  for  the  development  of  public  amenities  in  this 

region.  

Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar  Gupta  will  recruit  semi‐skilled  &  unskilled 

workers from the nearby villages. The overall effect will improve the buying power of 

employees and thus a higher standard of living viz. better education, improved health 

and  sanitation  facilities,  housing  and  acquisition  of  consumer  durable.  Housing, 

transport, medical, educational and other civic amenities will get a boost  in  future. 

This is envisaged as a major positive benefit. 
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CHAPTER–IX 

ENVIRONMENTAL COST BENEFIT ANALYSIS 

9.0  ENVIRONMENTAL COST BENEFIT ANALYSIS 

As per EIA Notification dated  14thSept.,  2006,  the Chapter on  the  ‘Environmental Cost 

Benefit Analysis’ is applicable only if the same is recommended at the Scoping stage.  

As per the ToR letter issued by SEAC, J & K for mining project activity, the ‘Environmental 

Cost Benefit Analysis’ is not required. 
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CHAPTER – X 

ENVIRONMENTAL MANAGEMENT PLAN 

10.1  INTRODUCTION  

The environmental management plan consists of a  set of mitigation, management, 

monitoring  and  institutional  measures  to  be  taken  during  implementation  and 

operation of the project, to eliminate adverse environmental impacts or reduce them 

to  acceptable  levels.  The  environmental  management  plan  addresses,  the 

components  of  environment,  which  are  likely  to  be  affected  by  the  different 

operations in a mine. 

The Objectives of EMP are:  

 Overall conservation of environment.

 Minimization of waste generation and its proper use.

 Judicious use of natural resources and water.

 Safety, welfare and good health of the work force and others.

 Ensure effective operation of all control measures.

 Vigilance against probable hazards and risk assessment.

 Monitoring of cumulative and long‐term impacts.

 Ensure effective operation of all control measures.

Environmental  Management  Plan,  which  is  to  be  implemented  in  the  project,  is 

detailed under the following heads: 

 Air Pollution Control

 Noise Mitigation

 Water Management

 Land Reclamation

 Greenbelt Development

10.2  AIR ENVIRONMENT  

In order to minimize impacts of mining on different environmental parameters and to 

keep  air  and  water  quality  within  prescribed  limits  of  CPCB,  an  Environmental 

Management  Plan  (EMP)  has  been  prepared.  This  will  help  in  resolving  all 

environmental and ecological issues due to mining in the area.  

The  environmental management  plan  includes  all  preventive  as well  as mitigation 

measures  to  minimize  impact  on  environment  along‐with  reclamation  and 

rehabilitation measures for mined out land. 

The  individual  operations  which  will  generate  particulate  matter  are  excavation, 

loading, unloading and transportation etc. The general air pollution in case of mining 
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operation  includes dust, smoke, Sulphur dioxide, nitrates etc. Gaseous emission due 

to blasting and exhaust from diesel engines of the machinery deployed also pollute 

the  atmosphere marginally.  These  can  have  adverse  effects  on  the  human  health 

conditions, depending upon the concentration, particle size and duration of exposure 

with the above pollutants. 

However, proper precautions will help  in minimizing  the adverse  impact due  to air 

pollution. 

10.2.1  Prevention and Control of Air Pollution     

A.   Dust Pollution 

One of the main pollutants  in air will be particulate matter (PM), which will be 

generated during various activities of mining  such as  removal of overburden, 

extraction of mineral, movement of mining machinery and vehicles. Following 

measures will be adopted to minimize air pollution: ‐ 

 No drilling and blasting will be carried out.

 Regular water spraying on the haul roads will be done.

 Green  belt  development  will  be  done  periphery  of  the  lease  area  to

control dust pollution.

 Periodic  air  quality  monitoring  will  be  carried  out  to  ensure  that  the

concentration of pollutants is within prescribed limits.

B.   Prevention and Control of Gaseous Pollution 

Proper maintenance of machine will be done, which minimizes the pollutants. 

10.3  NOISE & GROUND VIBRATION MITIGATION  

10.3.1  Noise Abatement and Control 

 Proper maintenance of all machineries will be carried out which will be help  in

reducing generation of noise during operations.

 Ear muffs, mask & all required PPE’s will be provided in view of COVID‐19 while

working on mining equipment’s.

 Social distancing norms and other operating procedure relating to COVID‐19 will

be followed.

 Adequate silencers will be provided in all the diesel engines.

 Green  belt will  be  developed  around  the  lease  boundary  to minimize  noise

propagation.

 Periodic noise level monitoring will be done.

 Same practices will be continued in future.
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10.4 WATER MANAGEMENT 

10.4.1  Surface Water Management 

 No mining  will  be  done within  10 m  from  the  either  side  of  river  banks  to

maintain its protection.

 Mining  will  proceed  along  the  river  in  the  direction  from  downstream  to

upstream in each block. No mining will be done across the river‐nalla.

 Every mining block will have clearly  identified approach road/ entry points  into

the rivers‐nalla and similarly the exit points.

 Mining will not be done in proximity of any bridge, culvert, or any water works

setup etc. Appropriate safety zone will be left and no mining will be carried out

in the safety zone.

 No mining will be done on curves of  the  rivers‐nalla  to avoid  the meandering

effect.

10.4.2 Ground Water Management 

 The proposed Mining  in  the  area will be  above ground water  table.  The water

table is 3‐6 mtr., while ultimate working depth is proposed up to 1.0 m bgl.

 There  is  no  toxic  element  in  the mined‐out material, which may  contaminate

ground/ surface water.

 There will  be  no  significant  impact  on  groundwater  resources  of  buffer  zone

envisaged due to mining activity, as  it  is confined to a very small area and above

water table

10.4.3 Waste Water Management 

 No waste water will be generated during the mining activities.

 Domestic  sewage water generated  from  rest  shelter will be disposed  in  soak

pits.

10.4.3.1  Water Conservation Measures 

 Optimum utilization of ground water

Initially, Water for drinking purpose, mining work, spraying and for plantation will

be  purchased  from  nearby  villages.  But  later  on, when  the mine  sump will  be

developed,  rain water accumulated  in  sump  is being used  for dust  suppression,

plantation etc.

 Water  Recycling  –  In  this mine,  recycling  of water will  not  be  possible,  as  no

waste water treatment is proposed.

10.5 Solid Waste Management 

 No waste will be generated.
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10.6   LAND ENVIRONMENT  

10.6.1     Reclamation Plan for Land 

At the conceptual stage total excavated area will be 4.296 ha which will be converted 

into Replenished area, 2.864 ha area will be undisturbed area. Green Belt/ Plantation 

will  be  done  outside  the  lease  area  on  land  identified  by  DFO  Social  Forestry 

concerned in consultation with village panchayat. 

TABLE: 10.1 

Post‐mining land use of core zone with Environment management 

S. 
No. 

Description  

Land Use (In ha) 

Plantation 
Water 
Body 

Public Use  Undisturbed  Total 

1.  Top Soil Dump  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

2.  Waste Dump  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

3.  Excavation (Voids)  ‐‐  ‐‐  ‐‐  ‐ 

Road  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

4.  Built Up Area  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

5.  Township Area  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

6.  Afforestation  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

7.  Replenished area  ‐‐  4.296  ‐‐  ‐‐  4.296 

8.  Mineral Storage  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

9.  Undisturbed Area (Safety 
Zone) 

‐‐  ‐‐  ‐‐  4.114  4.114 

10.  Active Water Channel  ‐‐  ‐‐  ‐‐  ‐‐ 

Total 4.296  4.114 8.41 

Source: Approved Mining Plan with Progressive Mine Closure Plan 

10.7 ENVIRONMENTAL MONITORING PROGRAMME 

The details of the same are given in Chapter‐ VI. 

10.8  GREENBELT DEVELOPMENT & PLANTATION PROGRAMME 

Green belt development programme will be designed within the natural constraints 

of the site and  in particular species selection reflects flora known to be resistant to 

the local conditions. A Greenbelt development is necessary for: 

1. Landscaping and providing shelter.

2. Surface  air purification by providing oxygen  and  letting SPM  to  settle on  the

leaves.

3. To attenuate noise generation by movement of vehicles and other machinery.

4. To check soil erosion.
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5. At  the  conceptual  stage  total  excavated  area will  be  4.296  ha which will  be

converted into Replenished area, 2.864 ha area will be undisturbed area. Green

Belt/ Plantation will be done outside  the  lease area on  land  identified by DFO

Social Forestry concerned in consultation with village panchayat. The trees will

be planted @2500 saplings per hectare of land species will be like: Azadirachta

indica (Neem), Ficus religious (Peepal), Ficus benghalensis (Bargad), Tamarindus

indica (Imli), Terminalia arjuna (Arjun).

6. The same will be maintained & enhanced in future.

The plant species will be selected in consultation with forest department. 

The  following  characteristics will  be  taken  into  consideration while  selecting  plant 

species for green belt development and tree plantation. 

I. They should be local indigenous and drought resistant species. 

II. They should be fast growing and tall trees.

10.8.1  Plantation Programme 

TABLE: 10.2 
Ecology: stage wise cumulative plantation 

Requirements for plants for afforestation and reclamation 

Year  Outside the mine 
site 

Waste Dump  Worked out Area 
(Backfilling) 

Along & 
Peripheral 

Road 

Total 

Area 
(ha) 

No. of 
Trees 

Area 
(ha) 

No. of 
Trees 

Area 
(ha) 

No. of 
Trees 

Area 
(ha) 

No. of 
Trees 

Area 
(ha) 

No. of 
Trees 

Existing  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐ 

I  0.472  1180  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  0.472  1180 

II  0.472 1180 ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  0.472 1180 

III  0.472 1180 ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  0.472 1180 

IV  0.472 1180 ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  0.472 1180 

V  0.472 1180 ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  0.472 1180 

VIth year 
Onward

s 

‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐   ‐‐   ‐‐  ‐‐ 

Total  2.36  5900  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  ‐‐  2.36  5900 

Source: Approved Mining Plan with Progressive Mine Closure Plan 

10.8.2      General Guidelines for Green Belt Development 

i. Trees  growing  up  to  5  m.  or  more  in  height  will  be  planted  around  the

installation.

ii. Plantation of trees will be done outside the lease periphery.
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iii. Trees  will  be  planted  along  roadsides,  to  arrest  auto‐exhaust  and  noise

pollution,  and  in  such  a way  that  there  is no direct  line of  sight  to  the mine

when viewed from a point outside the foliage perimeter.

In  order  to  facilitate  the  proper  growth  of  vegetation,  limited measures  involving 

preparation  of  seedbed  with  suitable  amount  of  fertilizers  and  treatment  with 

mulches  will  be  taken.  The  topsoil  will  be  used  for  green  belt  development  / 

plantation. 

Vegetation covers in and around the mine workings generally helps in: 

 Stabilizing erodible slopes to minimize pollution.

 Control of dust.

 Enhancement of aesthetic value.

 Maximizing evapo‐transpiration, which helps minimizing run off.

 Reducing noise.

For  revegetation,  the  plants  and  saplings  suitable  for  the  existing  soils  and  site 

conditions may be considered. It is recommended to plant fast growing local species, 

which can adapt to the local climate. 

This will be done in consultation with local government horticulturist. 

10.9  INDUSTRIAL HYGIENE, OCCUPATIONAL HAZARDS AND SAFETY  

The working  conditions  in  the mines will  be  governed  by  the  enactments  of  the 

Director General of Mines Safety (DGMS). As per the guidelines of the Mines Act, the 

management will  take  all  necessary  precautions.  Normal  sanitary  facilities will  be 

provided within the lease area. The management will carry out periodic health check 

up of workers.  

All necessary first aid and medical facilities will be provided to the workers. The mine 

will  be  well  equipped  with  proper  fire  protection  and  firefighting  equipment.  All 

operators and mechanics will be trained to handle  fire‐fighting equipments. Further 

all the necessary protective equipments such as helmets, shoes, safety belts, safety 

goggles, earplugs, earmuffs, etc. will be provided to persons working in mines as per 

Mines Rules, 1955. 

10.10.1  Occupational Health  

A. Pre‐Placement and Periodical Health Status 

Pre  /post‐employment  checkup will be  carried out and  following  tests will be 

conducted. 

Periodical medical  checkup  of  employed  persons will  be  got  done  ones  in  a 

year. 

B. Personal Protective Devices and Measures 

 Face Mask for prevention of dust

 Ear Muff

 Safety Helmets

 Welder equipment for eye and face protection
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 Leather Hand Gloves

 Asbestos Hand Gloves

 Safety Shoes

C. Anticipated Occupational & Safety Hazards 

 Heat Stress and Heat Stroke

 Dehydration

 Cardiac Disease

 Dust Exposure

 Deafness

10.10 CONCLUSION 

As discussed, it is safe to say that the project will not be likely to cause any significant 

impact on the ecology of the area, as adequate preventive measures will be adopted 

to  contain  the  various  pollutants within  permissible  limits.    The  project  proponent 

commits  that  he will  be  bound  to  comply with  stipulation  as will  be  imposed  by 

according in EC by SEIAA J & K.  The compliance report of the stipulation of EC will be 

submitted  to  regional  office MoEF &  Climate  Change  and Quarterly  report  to  the 

RSPCB  J  &  K  as  per  the  guidelines  of  the  respective  authorities.  Green  belt 

development around the area will also be developed as an effective pollution control 

technique, as well as to control the pollutants released due to proposed mining. 
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CHAPTER–XI 

TRAFFIC STUDY 

Traffic study measurements were per  formed at one  location at Kacha  road which connects Manzgam‐ 

Nihama Road to assess  impact on  local transport  infrastructure due to this mining project. Traffic study 

measurements were  performed  at  two  locations  of  these  stations  is marked  on  the map  below.  The 

monitoring was performed in Oct. to Dec. The Typical Haul Road which is connected to village linked road 

for Transportation of river bed material connected to the Transportation will be done through unmetalled 

road which simultaneously connected with Astore Valley Road which  leading  to  the main  road but with 

minimum interference with human settlements. Traffic data collected continuously for 24 hours by visual 

observation  and  counting  of  vehicles  under  three  categories,  viz.,  heavy motor  vehicles,  light motor 

vehicles  and  two/three wheelers. As  traffic  densities  on  the  roads  are  high,  two  skilled  persons were 

deployed simultaneously at each station during each shift‐one person on each of the two directions for 

counting  the  traffic.  At  the  end  of  each  hour,  fresh  counting  and  recording  was  undertaken.  Total 

numbers of vehicles per hour under the three categories were determined. The Project Site is connected 

by 890 meter of kaccha road from the Manzgam‐ Nihama Road. 

\ 

11.1 Route Map 
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Table: 11.1 Input Details for Calculating Emissions 

S.No.  Input Details  Unit  Values 

1  Silt Content  % ‐‐

2  No. of wheels to truck (Wv)  nos  10 

3  Empty weight of Vehicle  Tons  10 

4  Loaded weight if Vehicle (Mv)  Tons  20 

5  Average speed of the Vehicle (Vv)  Miles/hr  13 

6  Total Number of working days (Tw)  days  270 

7  Total number of rainy days/ppt 

0.01m(Dp) 
days 

90days 

8  Mineral Production capacity  TPA  85,920 

11  No. of working hours(transportation)  hrs  12 

12  No. of vehicle per hour  Nos /hr  1.5Say 2 

Table: 11.2    DETAILS OF PRODUCTION&DISPATCHES 

Total Mineable Reserve MT  85,920 

Capacity of Production MT/Annum  85,920 

No. of working ay  270 

Capacity of Dumper  20Tonne 

Daily production  85,920/270= 318TPD 

No.  of  Dumper/Trippers  required  as  per 

production 

318/20= 15.9 

No. of Trips  2 

Since 1 dumper will make 2 trips per day hence No. of 

required dumper 

16/2= 8  

Table:11.3 Existing Passenger Car Unit(PCU)on Manzgam Nihama Road 

S. 
No. 

Vehicles 

Number of 
Vehicles 

Distribution/Day 

PCU 
Factor 

Total Number of 
Vehicle in PCU 

1.  Three wheelers  600  1.50      900 

2. 
Two Wheelers (Motor Cycle or 
Scooter) 

1000 
0.50 

  500 

3. 

Four Wheelers (Passenger 
Car, Pick Up, Van Or Auto 
Rickshaw Cars) 

3000 

1.00 

    3000 

4.  Truck/dumpers  1500  3.0  4500 
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5.  Heavy Vehicles (Truck trailer)  1500  4.50     6750 

Total  7600  ‐  15650 

11.1 Post Project  Increase  in Traffic Density Post Project  incremental Passenger Car Units  (PCU) 

Manzgam Nihama Road are given in below. 

Table: 11.4 Proposed Passenger Car Unit (PCU) on Manzgam Nihama Road 

S.No. 
Vehicles 

Number of 
Vehicles 

Distribution/Day 

PCU 
Factor 

Total Number of 
Vehicle in PCU 

1.  Three wheelers  600  1.50  900 

2. 
Two Wheelers (Motor Cycle or 

Scooter) 
1000  0.50  500 

3. 
Four Wheelers (Passenger Car, 
Pick Up, Van or Auto Rickshaw, 

Cars) 

3000  1.00  3000 

4.  Truck/dumpers  1500+10  3.0  4530 

5. 
Heavy Vehicles 

(Truck trailer) 

1500  4.50  6750 

Total  7615  15680 

11.2CARRYING CAPACITY OF THE ROADS: ‐ 

The Impact on local transport and infrastructure due to the project will be on positive 

side as Post project PCU will be 15680 PCUs (15650 PCUs Existing + 30 PCUs Post) on 

Manzgam Nihama Road.
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Table: 11.5 Carrying Capacity of Roads 

Project site to NH 
Vol. of vehicle in 
PCU/day 

Capacity of Roads in 
PCU/day 

LOS 

National Highway‐1A  15680PCUs  4000 
4.0 

Good/Average/
Fair 

*LOS‐Level of Services

V/C  LOS  Performance 

0.0‐0.2  A  Excellent 

0.2‐0.4  B  Very Good 

0.4‐0.6  C  Good/Average/Fair 

0.6‐0.8  D  Poor 

0.8‐0.10  E  Very Poor 

Note:  Capacity  as  per  IRC 
:64‐1990 

11.3 CONCLUSION 

Not much impact will be there on the local transport. The LOS value from the proposed mine 

may be “Good/Average/Fair” for Nihama‐Kulgam road. So, the additional load on the carrying 

capacity of the concern roads is not likely to have any significant adverse effect. 
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CHAPTER–XII 

SUMMARY & CONCLUSION 

12.1  INTRODUCTION 

Shri Amit Gupta S/o Shri Ashok Kumar Gupta has proposed RBM (River Bed Mineral) 

Minor  Mineral  Block  Mining  Project,  Block‐3;  Area:  ‐   8.41  ha   Production   Capacity‐  
85,920   TPA,   at   C‐   Nehama   Bridge Upstream Vishu Nalla District: Kulgam, Jammu 

& Kashmir. 

Letter  of  Intent  has  been  issued  in  favor  Shri  Amit  Gupta  S/o  Shri  Ashok  Kumar 

Gupta, R/o: H.No.‐ 21, Trikuta, Nagar, Jammu & Kashmir by Directorate of Geology & 

Mining, Government  of  Jammu & Kashmir  under Rule  55  (9)  of  Prevention  of  the 

Jammu & Kashmir Minor Mineral Concession Storage, Transportation of Minerals & 

Illegal Mining  Rules,  2016  vide  letter  no.    730/MCC/DGM/B‐1/KUL/20/1580‐87  dated: 

16/07/2020. 

As per  the  EIA Notification dated  14th  September,  2006,  as  amended  from  time  to 

time; the project falls under S. No. ‘1’ (Mining of Minerals), Project or Activity ‐1(a) (4) , 

Category “B1”. 

12.2 JUSTIFICATION FOR THE PROJECT 

The following points show the justification for the implementation of the project: 

 No Wildlife Sanctuary / National Park, Biosphere Reserve, Wildlife Corridors and

Tiger/Elephant Reserve within the 10 km radius of the mine boundary.

 Mining  will  be  done  in  a  scientific  manner  with  adequate  prevention  /

abatement measures to ensure clean and green environment.

 No drilling / blasting will be done.

 The project will be generating direct &  indirect  employment opportunities  in

the proposed enhancement project of mine. Preferences are given to the local

people based on their skill and educational qualification.

 No waste water will be generated during mining operation.

 Green  belt will  be  developed  around  the  lease  boundary  as  dust  preventive

barrier.

 No R & R plan will be involved.

 No court case/ litigation are pending against this project.

12.3  PROJECT DETAILS 

TABLE: 12.1 

S. No.  Particulars  Details 

A. 
Nature of project  

RBM  (River  Bed  Mineral)  Minor  Mineral  Block  Mining 
Project  

B.  Size of project  
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(i)  Mining area   ‐ 8.41 ha 
(ii)  Proposed Production capacity   85,920 TPA 

C.  Project Location 

(i)  Block No.  3 

(ii)  River  Upstream Vishu Nalla 

(iii)  Bridge  C‐Nehama Bridge 

(iv)  Tehsil & District  Kulgam 

(v)  State  Jammu & Kashmir  

(vi)  Latitude &Longitude 

Geographical Location: ‐ Block A 

Pillar  Latitude (N)  Longitude (E) 

A  33038’02.69’’  74052’25.55’’

B  33038’00.04’’ 74052’23.87’’

C  33037’58.21’’ 74052’22.32’’

D  33037’58.47’’ 74052’20.81’’

E  33037’57.68’’ 74052’19.40’’

F  33037’56.79’’ 74052’16.96’’

G  33037’56.36’’ 74052’15.52’’

H  33037’55.81’’ 74052’13.18’’

I  33037’58.01’’ 74052’12.08’’

Geographical Location: ‐Block B 

Pillar  Latitude (N)  Longitude (E) 

A  33038’03.21’’  74052’27.05’’

B  33038’04.04’’ 74052’29.40’’

C  33038’04.16’’ 74052’35.16’’

D  33038’03.33’’ 74052’37.44’’

E  33038’02.89’’ 74052’39.37’’

F  33038’02.80’’ 74052’41.57’’

G  33038’01.98’’ 74052’41.45’’

H  33037’57.90’’ 74052’23.87’’

(vii)  Toposheet No.  Restricted. 

D.  Environmental Settings of the Area (with distance & direction from mine site) 

(i)  Nearest City   Asnur at a distance of ~2.5 km in SW direction.

(ii) 

Nearest Highway 

Particulars  Distance (km)  Direction 

Manzgam Nihama Road  ~0.89  East 

Nihama Shopian Road  ~1.35  North‐
East 

Nihama Kulgam Road  ~ 0.91  North‐
East 

Aharbal Manzgam Road  ~ 2.00  SW 

DH‐ Pora ‐Chemar Road  ~ 2.38  SW 

(iii)  Railway Station   Sadura Railway  Station/Railway  line  at  a  distance  of
~24.2 Km towards East direction from mine boundary.

(iv)  Airport   Awantipur Airport, Jammu & Kashmir at ~29.0 km
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towards NNE direction from mine boundary. 

 Sheikh  UL  alam  Airport,  Srinagar  at  ~42.10  km
towards North direction from mine boundary.

(v)  Ecological  Sensitive  Areas 
(National  Park,  Wild  Life 
Sanctuaries, Biosphere Reserves, 
Wildlife  Corridors,  Tiger/ 
Elephant Reserves) 

None, within 10 km radius area of the mine boundary. 

(vi)  Reserved / Protected Forest 
within 10km radius  

 None, within 10 km radius area of the mine boundary

(vii)  Water bodies within 10 km radius  None, within 10 km radius area of the mine boundary. 

(viii)  Seismic Zone  Zone – V as per IS: 1893 (Part‐I): 2002  

E.  Cost Details 

(i)  Total Project Cost   Rs. 117.0 Lacs 
(ii) 

Cost  for  Environmental 
Management Plan Cost 

 Capital cost –   12.0 lac

 Recurring cost –   12.00 lac per annum/‐.

Source: Site Visit & Approved Mining Plan with Progressive Mine Closure Plan  
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12.4  MINING DETAILS 

TABLE: 12.2 

Mining Details 

S. No.  Particulars  Details 

1. Method of Mining  Manual sum semi‐mechanized   
Opencast Mining Project (No drilling & 
Blasting) 

2. Mineable Reserves (Tonnes)  85,920 Tonnes 

3. Proposed Production Capacity  85,920 TPA 

4. Elevation Range  2004 mRL to 1985 mRL 

5. General Ground level  1995 mRL      

6. Ground Water Table  2.5 m bgl 

7. Ultimate Working Depth of Pit  Up to 1 mtr. 
Reference :‐ As per ToR Point No.:‐3 of Specific Terms Of Reference given by SEAC, J & K(i.e. considered Ultimate working 

depth :‐ 1 mtr.) 

8.  Number of Working Days/ Year  270 days 

9.  Number of shifts per day  1 Shift of 8 hours 

10  Total OB/SB/IB generation at 
the end of fifth year 

100 % recovery, therefore no question 
arises for waste generation. 

Source: Approved Mining Plan with Progressive Mine Closure Plan 

12.5  MITIGATION MEASURES 

12.5.1  Air Pollution Control Measures 

Following measures will be taken to control air/fugitive emission during mining 

operation: 

 No drilling & Blasting will be carried out during mining operation.

 Regular water spraying on the haul roads will be done.

 Workers will be provided with suitable PPEs as and when required.

 Green Belt will be developed around the mine boundary.

 Plantation will be carried out at the approach road, river bank and vicinity area.

 Same practice will be continued in future.

12.5.2  Water Quality Management 

 No waste water will be generated during the mining activities.

 Waste water will not be generated during mining operations as  it  involves only

collection of bajri.

 Garland drains will be provided around the working pits.

 Excavation will be carried out upto a maximum depth of  1 mtr.  from surface of

bajri deposit from the water level of the river channel whichever is earlier.
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 The rain water collected in mining pit will be used for plantation, dust suppression

requirements.

 Toilets will be made available near mine’s office away from the river.

 Same practices will be continued in future.

12.5.3  Noise Pollution Control  

 Proper maintenance of all machineries will be  carried out which will be help  in

reducing generation of noise during operations.

 Workers will be exposed to high noise levels provided with ear muffs/plugs & will

be persuaded to use the same.

 Adequate silencers will be provided in all the diesel engines.

 Green belt & Plantation will be developed approach road, river bank & around the

mine boundary to minimize noise propagation.

 Periodic noise level monitoring will be done.

 Same practices will be continued in future.

12.5.4  Riverbank & River Course Protection: ‐ 

 The minerals will be mined out in a uniform way so that the river flow/course shall

not get disturbed.

 No  mining  will  be  done  within  1  mtr.  from  the  either  side  of  river  banks  to

maintain its protection.

 Mining will proceed along the river in the direction from downstream to upstream

in each block. No. mining will be done across the river‐nalla.

 Collection of minerals/working shall be started from the center towards the bank

uniformly so that the river course does not get affected.

 No mining will  be  done  on  curves  of  the  rivers‐nalla  to  avoid  the meandering

effect.

 Every mining block will have  clearly  identified  approach  road/ entry points  into

the rivers‐nalla & similarly the exit points.

 Mining will not be done  in proximity of any bridge, culvert, embankment or any

water works setup etc. Appropriate safety zone will be left and no mining will be

carried out in the safety zone.

 Suitable mitigation measures will be adopted so that conditions of water logging

will not arise

12.5.5  Green Belt Development / Plantation  

 At  the  conceptual  stage  total  excavated  area will  be  4.296  ha which will  be

converted into Replenished area, 2.864 ha area will be undisturbed. Green Belt/

Plantation will be done outside the  lease area on  land  identified by DFO Social

Forestry  concerned  in  consultation with  village  panchayat.  The  trees will  be

planted @2500  saplings  per  hectare  of  land  species will  be  like:  Azadirachta

indica (Neem), Ficus religious (Peepal), Ficus benghalensis (Bargad), Tamarindus

indica (Imli), Terminalia arjuna (Arjun).

 The same will be maintained & enhanced in future.
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 The plant species will be selected in consultation with forest department.

12.6  CONCLUSION 

The project will improve beneficial in terms of socio‐economic development as it will 

provide employment  to  locals. There will be  increase  in  revenue generation  to  the 

government by way of royalty, excise and other taxes. Further, the average  income 

level, which  is the  indicator of socio – economic status of house hold  is expected to 

increase, which will ultimately result in the better standard of living of the people. 
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Mining Projects, Block-3; Area: 8.41 ha Production Capacity- 85,920 TPA, at C-Nehama 

Bridge Upstream Vishu Nalla District: Kulgam, Jammu & Kashmir by Shri Amit Gupta S/o Shri 

Ashok Kumar Gupta. 

I hereby, certify that I was a part of the EIA team in the following capacity that developed 

the above report 

EIA Coordinator 1 (a) Mining 

Name Mr. Vidya Bhushan Trivedi 

Signature & Date 

Period of involvement 

Contact Information 

Address Gaurang Environmental Solutions Pvt Ltd. 

#102, SNG, Shri Ratna Apartment 

Near Tambi petrol pump, Peetal 

factory, Jhotwara Road, 

Jaipur- 302016 

Phone No. 0141-4029115 

E-mail gaurangenviro@gmail.com 
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AP* 
• Ms. Ginni Barotia
-FAA 

• Site visit

• Selecting parameters for monitoring.

• Suggesting measures of reducing
fugitive emission.

• Identifying and assessing quantum of
emissions

• Identification of probable impacts of
the different air emissions from the
proposed project

• Identification of suitable pollution
control device

WP* • Mr. Pradyumna 
Arvind Deshpande

• Ms.   Pooja   Bunker-
FAA

• Designing of water balance and
developing schemes for cascading use
(recycle, reuse) of water

• Evaluation of water pollution control
management

• Identification of probable impacts of
effluent/ waste water discharges in to
the receiving environment/ water
bodies

SHW* • Ms. Ginni Barotia • Computation and evaluation of solid
waste as per applicable Rules:

• Construction & Demolition waste
Management Rules, 2016

• Solid Waste Management Rules,
2016 

• Hazardous & Other Waste
Management Rules, 2016 (earlier
Hazardous Waste Management
Rules, 2008)

• Bio-Medical Waste Management
Rules, 2016

• Suggesting   measures   for   handling,
treatment and disposal of waste

SE* • Mr. Vinod Kumar
Verma-FAA

• Conducting b a s e l i n e  s o c i o -
economic survey

• Secondary data collection



• Evaluation of socio-economic status
of study area

• Assessment of the possible changes
to socio economic issues arising out
of the proposed expansion project.
Conduct social needs assessment
studies

• Preparing need-based CSR plan.

EB* • Ms. Ginni Barotia • To survey flora – fauna.

• To   identify   ecologically   important
areas around project location.

• To identify threatened species in the
project area.

• To identify impact of proposed
project on flora – fauna.

• To recommend mitigations /
greenbelt development

Geo • Mr.  Vidya  Bhushan
Trivedi

• Field Survey for assessing t h e
regional and local geology of the
area.

HG* • Mr.  Vidya  Bhushan
Trivedi

• Analysis of surface hydrological data

• Computation of ground water
recharge, flow rate and direction.

SC* • Mr. Pradyumna 
Arvind Deshpande

N.A - 

AQ* • Mr. Mallikarjun 
Guttula

• Analyzing micro meteorological data
for use in modeling

• Collecting and using secondary data
on meteorology like cloud cover,
inversion related data, mixing heights
etc., for modeling

• Application of relevant air quality
models in prediction of dispersion of
pollutants,

• Plotting of isopleths of GLCs
representing incremental pollution
levels,  on   suitable   maps   showing



both, the sources of pollution as well 
as the environmentally sensitive 
receptors. 

NV* • Mr. Pawan Sut
Sharma

• Identification of the noise generation
sources

• Mitigation measures for the impact

LU* • Mr. Vinod Kumar
Verma-FAA

• Generation and analysis of data related
to land use pattern

• Integration of land use related data/
information for assessing
environmental impacts of 
developmental projects

• Assessment of land use and land
cover.

RH* • Ms. Ginni Barotia • Assessment and mitigation of
probable impacts.

• Suggesting PPE for workers.

• Measures for risk assessment.

Declaration by  the  Head  of  the  accredited  consultant  organization/authorized 

person 

I, Vipul Khandelwal, hereby confirm that the above-mentioned experts prepared   the Project 

Proposed River Bed Material (RBM) Mining Projects, Proposed River Bed Material (RBM) 

Mining Projects, Block-3; Area: 8.41 ha Production Capacity- 85,920 TPA, at C-Nehama Bridge 

Upstream Vishu Nalla District: Kulgam, Jammu & Kashmir by Shri Amit Gupta S/o Shri Ashok 

Kumar Gupta. I also confirm that the consultant organization shall be fully accountable for any 

misleading information mentioned in this statement. 

Signature: 

Name : Mr. Vipul Khandelwal 

Designation : Director 

Name of the EIA consultant organization : Gaurang Environmental Solutions Pvt Ltd 

NABET Certificate no. & Issue Date : NABET/EIA/2023//RA 0192 dated 19/01/2023: 

******* 
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SITE APPRECIATION NOTE FOR RBM PROJECTS 
(Executive Summary of the proposed project) 

Project Name: RBM (River Bed Mineral) Minor Mineral Mining Project Production Capacity:  
85,920 TPA, Block No.: - 03; Area: 8.41 ha. At C-
Nehama Bridge Upstream Vishu Nalla District: Kulgam, Jammu & Kashmir 

Project type (whether lease or STP or Transfer case under G.O.76(JK)-FST): Proposed  

Project Category (Whether B1 or B2): B1 
Proposal No.: - SIA/JK/MIN/58158/2020 
Consultant Company Name: GAURANG ENVIRONMENTAL SOLUTIONS PVT. LTD 
Consultant validity date:19/01/2023 
Project details: 

PROJECT EVENT DATES 

STATUS OF DOCUMENTATION 

Status 
(New / Existing) 

Area 
(Ha) 

Bid cost 
(in lacs) 

Project cost 
(in lacs) 

Revised EMP cost proposed (in lacs) CER budget 
proposed 

(lacs/annum) 
Capital Recurring for 2 

years 
New 8.41 117.00 53.56 12.00 12.00 5.00 

Mine Closure plan 
proposed 
(in lacs) 

Mining depth 
proposed 

 (mts.) 

Haulage 
Route 
(Kms) 

Bulk density 
proposed 

Cluster situation 
(Yes/No) 

Total Water 
demand 

5.0 1 0.89 2.00 No 3.0

Date of Letter of 
Intent  
(LoI) 

LoI –Date of 
Extension, if any 

LoI  
Date of Validity 

Date of Mining Plan 
approval 

ToR s granted on, if 
applicable 

21/07/2020 15/04/2021 31/08/2021 14/09/2020 08/12/2020

Previous Project 
proponent name, if 

applicable under G.O 
No.76JK-FST of 2020 

dated 29/07/2020 

Period of baseline data 
Collection by previous 
project proponent, if 

applicable 

Public 
Hearing 

held on, if 
applicable 

Case discussed by 
JKEAC earlier on, if 

applicable 

Additional details 
sought on, if applicable 

NA NA NA NA NA

S. No. Document Status 
Submitted/ 

Not submitted 
1 Form1/Form 1M/ Form 2 as per applicability Submitted 

2 PFR Submitted 

3 EMP, CER and Mine Closure Plan Submitted 

4 EIA document, if applicable Submitted 

5 Public Hearing Report, if applicable with soft copy on DVD Submitted 

6 Approved Mine Plan  Submitted 

7 District Survey Report Submitted 

8 Joint affidavit by PP & Consultant as per prescribed format Submitted 

9 No Objection Certificates  Submitted 

9.1 Irrigation Dept. Submitted 

9.2 Flood Control Dept. Submitted 
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FEATURES WITHIN 500MTS OF THE SITE 
(If yes, attach photographs and submit videos) 

S. 
No. 

Features Remarks 
(Yes/No) 

File Names of emailed 
photographs and videos 

1 Illegal mining activity, if any within the mining site and /or 
within 500mts 

No NA 

2 Bridge with midstream piers, if any, located within mining 
area/ within 500 mts. from the ends of mining block.

No NA 

3 Bridge with only abutments, if any, located within mining 
area/ within 500 mts. from the ends of mining block.

No NA 

4 Foot bridge with only abutments on two banks, if any located 
within mining area/ within 500 mts. from the ends of mining 
block. 

No NA 

5 Green patch (Cropland / trees /orchard etc. if any located 
within mining block/adjacent to mining block 

No NA 

6 Structures of any kind (buildings /Flood control/ protection 
works/ electric installations, if any located within/adjacent/ in 
close vicinity to mining block or within 500 mts. of the 
mining block. 

No 
NA 

7 Irrigation canal headworks/ khul inlets, if any located within 
mining block or within 500 mts. of the mining block.

No NA 

8 Active water channels, if any crossing the mining block. Yes Active water channel 
crossing the mining 
block 

9 National Park/Wildlife Sanctuary/ESZ, if any located in close 
vicinity of the mining block and distance thereof from the 
mining block. 

No NA 

10 Forest land, if any located in close vicinity of the mining 
block. If yes, the distance thereof from the ends of mining 
block. 

No NA 

11 Haulage route passing through villages / habitation or crop 
land/ orchard 

No NA 

12 Haulage route passing through active water channel No                NA 

Authorized signatory of consultant with seal 
Note: 

i. The digital photographs should be in jpej format and named in the following manner;
For example, for photographs of agenda 1 of 34th meeting captured from North-South-East and West
Direction and inside RIVER BED Mining block, the name of photograph files should be A01-
34JKEAC-NP1, A01-34JKEAC-SP2, A01-34JKEAC-EP3, A01-34JKEAC-WP4, A01-34JKEAC-
RBM-5

ii. Similarly for naming of videos captured from North-South-East and West Direction and inside River
Bed w.r.t agenda 2 of 40th meeting for example should be named as:
A02-40JKEAC-NV1, A02-40JKEAC-SV2, A02-40JKEAC-EV3 AND A02-40JKEAC-WV4

9.3 Public Health Engineering Dept (Jalshakti) Submitted 

9.4 Fisheries Dept. Submitted 

9.5 Forest Dept, if in close vicinity of the Forest Boundary NA 

9.6 Wildlife Protection Dept., if within 1000mts from the sanctuary/ 
National Park

NA 

9.7 Revenue Dept. Submitted 

9.8 PWD/PDD/RDD etc., if any departmental asset is within 500mts from the site NA 
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