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CHAPTER ï 1 

EXECUTIVE SUMMARY 

This PFR is for the Tarali Pumped Storage Project) of 1500MW (4X 300 MW + 2X 150 MW) / 9000 

MWH storage capacity, located on Tarali River near village Dangistewadi in PatanTaluka, Satara Dist, 

Maharashtra State. The Tarali PSP will comprise of two reservoirs of which lower reservoir is an existing 

reservoir already constructed as part of Irrigation Project and Upper Reservoir will be constructed new 

across a small stream on nearby high ground  for creating the desired gross storage capacity of 10.73 

MCM  by constructing a concrete dam across the stream . Out of total 10.73 MCM, the live storage 

capacity is 10.1 MCM and the dead storage capacity is 0.63 MCM  by keeping FRL & MDDL at EL 

1101.00m & EL 1060.00m respectively. For creating this storage, it is proposed to construct concrete / 

Colgrout masonry dam for the average height of around 30.00m (with maximum height of 60m) for the 

length of 650m. The lower reservoir will be an existing large reservoir constructed for irrigation 

purposes. It has a gross storage capacity of 165.7 MCM and live storage of 165.44 MCM which is more 

than adequate to serve as lower reservoir with a requirement of 10.1 MCM storage for the proposed 

Pumped Storage Scheme. The runoff from the catchment of Upper Reservoir will be adequate for first 

filling of the Upper Reservoir. Total Annual Seepage and Evaporation losses in subsequent years, 

which will be in the range of 15 % to 20 % of total storage will be recouped by the run off from the 

catchment of the stream and small quantity in  dry months will be met with from Lower Reservoir. This 

Project envisages non-consumptive re-utilization of 10 MCM of water for recirculation among two 

proposed reservoirs. The geographical coordinates of the proposed upper reservoir are at Latitude 

17°30' 16.76" North and Longitude is 73°53'10.77" East and that of lower reservoir are at 17°32'0.7" 

North and 73°53'30.51" East. Proposed rating of Pumped Storage Project is 1500 MW. The cycle 

efficiency of the project is expected to be 75.68%. The project is less than 6 km from the proposed 

5,400 MW Koyna Aral PSH. Hence a common 765 / 400 kV 8500 MVA pooling station (PGCIL) is 

proposed between Koyna Aral PSH & Tarali PSH. From this pooling station, three numbers Double 

Circuit quad moose (DCQM) or high ampacity 400 kV lines will connect to 6480 MVA Koyna Aral PSH, 

a  DCQM or high ampacity 400 kV lines will interconnect the Tarali PSH to common pooling station. 

The outgoing lines will be 4* quad bersimis 765 kV lines to PGCIL Kolhapur, 4*400 kV LILO of existing 

Karad ï Koyna lines & 2 lines to wind farm s/s at 400 kV 15 km away. The decision on this proposed 

transmission line configuration will be during the DPR stage after system study by including other 

potential resources. The total land required for the construction of various components including land 

required for infra items like road, job facilities, muck disposal area etc. are tentatively estimated to be 

about 108.95 ha out of which 63.1 ha is forest land and 45.85 ha is non forest land. It is proposed to 

construct the project within a period of 42 months following a period of 18 months for all pre-construction 

activities including full feasibility study, design, procurement, financing, licensing and arrangements for 

utilization of the existing reservoir. Total cost at present cost level is estimated at Rs. 6010 crores 

including grid connection, all charges and interest during construction which is equivalent to Rs. 4.01 
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crores/MW. Annual consumption and injection of energy is estimated to be 4082.19 MUs and 3123 

MUs, respectively.  Assuming cost of energy for pumping at 3.00 Rs./kWh, the levelised tariff according 

to CERC guidelines becomes 7.53 Rs./kWh. 

 

Suggested next steps: 

 Shall lobby for reducing the GST for PSH works, to existing Wind & Solar project levels 

 Common 400 kV/ 765 kV 8400 MVA pooling station for 5400 MW Koyan Aral PSH & 1500 MW 

Tarali PSH including proposed 2 numbers DCQM 765 lines to Kolhapur, 400 kV LILO of existing 

Karad ï Koyna lines & lines to wind farm s/s shall be in the scope of PGCIL. A power transfer MoU 

needs to be signed with PGCIL 

 While Adani Green approaches Govt of Maharashtra and Government of Maharashtra Irrigation 

Department (GoMID), following shall be highlighted and mutually agreed in the MoU. 

The reservoir drawdown, all outage/maintenance of lower reservoir (TARALI) related equipment 

impacting water level and contents shall be planned and coordinated with Adani Green. 

GoMID should allocate 27 MCM of water needed for PSH operation in dry season by maintaining 

the current low-level water of 675.25 m in Tarali reservoir. The quantity of water used for 

Generation, Pumped water, evaporation losses (upper pond) and water balance will be accounted 

monthly 
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CHAPTER ï 2 
 

BACKGROUND INFORMATION 
 

2.1  Introduction 

 
At the 26th UN Climate Change Conference of the Parties (COP26) in Glasgow in November 2021, 

India announced its intention to achieve 500GW of its installed power generation capacity through non-

fossil fuels and 50% of its energy requirement from renewable energy by 2030.  As the current capacity 

of renewable energy is about 100 GW, this means a very ambitious investment in 400 GW of renewable 

capacity over the next 10 years. Thermal plants will be replaced by wind and solar based generation 

which offers the lowest cost of new energy. However, their inherent unpredictable and variable output 

presents a huge challenge for providing sufficient and stable supply of electricity at all times.  As long 

as storage of large quantities of energy in batteries is in its infancy and an extremely expensive option, 

storage of energy in hydropower reservoirs is the only viable option to convert non-firm renewable 

energy to firm energy. Pumped storage hydropower, whereby water is pumped by reversible pump 

turbines from a lower reservoir to an upper reservoir during times of cheap surplus energy and is 

turbined during times of energy shortage, is a unique and viable solution to overcome the timing and 

reliability shortcomings of wind and solar energy generation. At present, pumped storage projects 

present the lowest cost of energy storage, grid management, frequency regulation and renewable 

energy integration. 

 

The existing TARALI Reservoir located near village Dangistewadi in Patan Taluka of Satara District in 

Maharashtra offers an excellent opportunity for development of a pumped storage project.  The 

escarpment to the southwest of the reservoir allows for a head in the order of 400 m over a very short 

distance between the TARALI reservoir and an upper reservoir to be created in the valley above Tarali 

reservoir. 

 

 

Figure 1: Project Location 
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TARALI Preliminary estimates indicate an economic storage volume equivalent to about 9 GWh.  The 

peak demand in the Indian grid in the foreseeable future extends for about 6 hours.  Approximately 

10.1 MCM will suffice to meet generation of 1,500 MW for 6 hours. Hence the installed generation 

capacity should be about 1,500MW in order to fully utilize the available storage.  The pumping capacity 

should be sufficient to take advantage of cheap or surplus power. For practical purposes, due to 

upcoming high RE penetration and due to the variability of wind and solar energy, it is recommended 

to install all seven units as reversible pump turbines. 

 

2.2  SCOPE OF WORK 
 

TARALI PSH envisages construction of Upper reservoir and use the existing TARALI reservoir as lower 

reservoir and the required quantum of water for power generation will get stored in the upper reservoir 

through seasonal flow of water in the tributary/nala whenever it is available. 

 

 

The Pumped Storage Project envisages construction of: 

 50 m long approach channel from Upper reservoir terminating at intake structure at 1060 m RL. 

Approach channel 70 m wide, will accommodate two intake structures, one each for the two Head 

Race Tunnels 

 From intake to Surge shaft two Head Race Tunnels (HRT) 460 m long, one of 10m dia, for Units 1 

to 3 and the other of 8 m diameter for Units 4 to 6 will be constructed with appropriate stop logs and 

gates. From intake the tunnel drops down to EL 1030m 

 Each HRT will terminate into its own Surge shaft. Each surge shaft will be 90m height but with 

different diameters, as per hydraulic requirement 
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 From the Surge shaft, pressure shafts will take off. Pressure shaft for Units 1 to 3 (combined) will 

be of 8.3m diameter and that for Units 4, 5 & 6(combined) will be 6.8 m in diameter. The pressure 

shafts, because of internal water pressure, will be steel plate lined. Because of structural design 

requirements, Pressure shafts will bifurcate into smaller diameter branches, as they slope down 

towards the powerhouse. Total length of each pressure shaft, from each Surge shaft to the 

powerhouse, will be about 1690m long. Normally in hydro the numbering of units start from left bank 

to right bank as seen in the direction of water flow. Since here it is about pump turbines, the 

numbering can be any way. 

 Well shaft and cavern type Powerhouse. 

 TRT 2 X 8.7m dia about 200 m long from DT gallery to Lower reservoir 

 An Approach Channel 70 m wide and 1000 m long in Tarali reservoir to carry water to TRT Outfalls 

(Pump Intakes) during pumping mode operation. 

 Alternate layouts as given annexure VI and other potential cost effective layouts like buried and 

concertized penstocks, if any, will be evaluated in detail during DPR 

 

2.3  JUSTIFICATION OF THE PROJECT: 
 

The intention to increase wind and solar based generation to 500 GW by 2030, and further to become 

carbon neutral by 2050, is not only an ambitious resource mobilization goal, but also a significant 

operational challenge in order to provide a safe and reliable supply of electricity. As stated above, wind 

and solar based energy is weather dependent and therefore variable and unpredictable. Hence, 

hydropower, gravity and pumped storage, are at present the only alternatives to ensure reliable supply 

when the sun is down and the wind is not blowing. In addition, hydropower offers spinning reserve 

capacity which can mitigate sudden load changes and maintain stable voltage and frequency. Several 

outages with serious consequences have been recorded due to lack of spinning reserve capacity, 

notably a recent incident on 9th August 2019 in Great Britain* which affected over 1 million customers 

with knock-on effects for several days. 

 

(*Source- GB POWER SYSTEM DISRUPTION ï 9 AUGUST 2019 Energy Emergencies Executive Committee: Interim Report 

from Department of Business, Energy and Industrial strategy) 

 

The energy output in terms of plant factor from solar and wind generation is low as compared to 

conventional generation plants, typically 25% to 40%. Plant factors of pumped storage projects are also 

low because of the pumping period and normally a very short generation period. Pumped storage plants 

also consume more energy than they produce, typically the generation is 75% of consumption. It is 

therefore estimated that with 50% wind and solar capacity in a power system with a continuous demand 

of 100 MW will require 345.45 MW renewable capacity (PLF @ 23% for solar & 30% wind) and 100 

MW pumped storage capacity (6 hours generation) in order to maintain quality supply. 
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Given the ambitious renewable goals, there is hence an enormous demand for pumped storage 

projects. On the above assumptions 500 GW renewable will require 144.7 GW conventional 

or pumped storage hydropower. The Project is therefore well justified. 

 

Supply Load Balance 

 

Table 2.1 shows the supply balance for the year 2020/21 from Load Balance Report 20-21 of CEA. The 

country has surplus capacity at 9.1% and surplus energy at 2.7%. For the Western Region, the surplus 

is 5.8% and 3.3%, respectively. Projections for 2026-27 show an increase in peak demand of 73 GW 

for the country and 24 GW for the Western Region as shown in Table 2.2. 

 

The Western Region comprises Goa, Daman and Diu, Gujarat, Madhya Pradesh, Chhattisgarh, 

Maharashtra,Dadra and Nagar Naveli. The installed capacities and generation mix of the Western 

States is shown in Table 2.3 and the demand projections for 2026-27 in Table 2.4. 

 

According to CEAôs National Electricity Plan of 2018, 42 GW thermal plants will be retired by 2027. 

Further, 4 GW gas plants are currently idle due to high gas prices. While new clean coal plants of 32 

GW capacity are under planning, there is hence an urgent need for additional 14 GW to replace existing 

capacity in addition to meet the projected demand increase of about 73 GW by 2027. 

 

An updated report of CEA on Load Generation Balance Report 21-22 is available now at File No.CEA-

GO-12-31/1/2021-GM Division of CEA. The updated report is on similar lines as the 20-21 report. 

 

The intention to increase wind and solar based generation to 500 GW by 2030, and further to become 

carbon neutral by 2070, is not only an ambitious resource mobilization goal, but also a significant 

operational challenge in order to provide a safe and reliable supply of electricity.  As stated above, wind 

and solar based energy is weather dependent and therefore variable and unpredictable.  Hence, 

hydropower, gravity and pumped storage, are at present the only alternatives to ensure reliable supply 

when the sun is down and the wind is not blowing.  In addition, hydropower offers spinning reserve 

capacity which can mitigate sudden load changes and maintain stable voltage and frequency.  Several 

outages with serious consequences have been recorded due to lack of spinning reserve capacity, 

notably a recent incident on 9th August 2019in Great Britain* which affected over 1 million customers 

with knock-on effects for several days. 

(* Source- GB POWER SYSTEM DISRUPTION ï 9 AUGUST 2019 Energy Emergencies Executive Committee: Interim Report from 

Department of Business, Energy and Industrial strategy) 
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Table 2.1: India Peak Power and Energy Demand 2020-21 

Region Peak Power (MW) Energy (MU) 

Demand Availability Surplus(+)/ 

Deficit (-) 

Requirement Availability Surplus(+)/ 

Deficit (-) 

Northern 70,200 74,543 4,343 6.2% 4,21,300 4,41,030 19,730 4.7% 

Western 61,310 64,888 3,578 5.8% 4,02,799 4,16,164 13,364 3.3% 

Eastern 26,404 28,501 2,098 7.9% 1,74,925 1,70,464 -4,461 -2.6% 

North-Eastern 3,094 3,242 148 4.8% 18,542 19,054 513 2.8% 

Total 1,99,348 2,17,507 18,160 9.1% 14,07,527 14,45,085 37,558 2.7% 

Source CEA - Load Generation Balance Report 2020-21 

  

Table 2.2: India Peak Load and Energy Demand Projections 

Region Energy Demand (MU) Peak Demand (MW) 

2021-22 2026-27 2021-22 2026-27 

Northern 4,68,196 6,16,345 73,770 97,182 

Western 4,81,501 6,27,624 71,020 94,825 

Southern 4,20,753 5,50,992 62,975 83,652 

Eastern 1,71,228 2,17,468 28,046 35,674 

North-Eastern 23,809 34,305 4,499 6,710 

A and N Islands 475 632 97 129 

Lakshadweep 62 73 11 13 

All India 15,66,023 20,47,434 2,25,751 2,98,774 
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Table 2.3: Western Region Installed Capacity, Peak Power and Energy Demand 

 

State Thermal Hydro Renewables* Nuclear Total Peak Power Energy 

  

(MW) (MW) (MW) (MW) (MW) Demand 
(MW) 

Availability (MW) Requirement 
(MU) 

Availability 
(MU) 

Goa 559.94 2.00 7.83 0.00 595.77 722.00 740.00 4,492.00 4,705.00 

Daman and Diu 208.08 0.00 40.55 7.00 255.63 365.00 365.00 2,631.00 2,642.00 

Gujarat * 23,359.78 772.00 12,530.96 559.00 37,221.74 19,400.00 19,996.00 116,447.0 120,131.0 

Madhya Pradesh 16,787.09 3,223.66 5,205.57 273.00 25,489.32 16,560.00 17,000.00 80,878.00 83,269.00 

Chhattisgarh 12,246.89 233.00 573.38 48.00 13,101.27 5,504.00 5,800.00 32,544.00 34,179.00 

Maharashtra 29,876.9 3,331.84 10,266.8 690.00 44,165.62 24,160.0 25,000.0 156,648.0 162,073.0 

Dadra and Nagar 

Haveli 

494.33 0.00 5.46 9.00 508.79 873.00 874.00 6,851.00 6,854.00 

Central- 
unallocated 

2,968.59 0.00 0.00 228.00 3,196.59 0.00 0.00 0.00 0.00 

Total 86,501.61 7,562.50 28,630.60 1,840.0 124,534.70 61,310.00 64,888.00 402,799.0 416,164.0 

 
*Classic case of weak grid with high RE penetration and low grid inertia. Source: Energy Emergencies Executive Committee: Interim Report  from Department of Business, Energy 
and Industrial strategy 
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Table 2.4: Western Region Peak Demand and Energy Projections 

Region Energy Demand (MU) Peak Demand (MW) 

2021-22 2026-27 2021-22 2026-27 

Goa 5593 6932 858 1096 

Gujarat 136159 178693 21429 28387 

Chhattisgarh 37840 51088 6208 8518 

Madhya Pradesh 99871 125394 15676 19682 

Maharashtra 189983 249628 28866 39828 

Dadra and Nagar Haveli 9343 12373 1291 1798 

Daman and Diu 2712 3517 426 553 

Eastern Region 4,81,501 6,27,624 71020 94825 

 

2.4  Hydrology 

 The month-on-month contents for the past 11 years have been considered. In all but two years 

the content has remained >27 MCM. Hence the Pumped Storage plant will reliably work. There 

is also frequent overflow from the lower reservoir towards east into Krishna river. The upper 

pond has a catchment area of 1.824sq.km and @ 6000 mm rainfall per will have around 10 

MCM inflow. 

 Upper Dam catchment, situated on eastern slopes of Western Ghats, falls under a high rainfall 

zone with average annual precipitation is around 6000 mm. No records of hour wise rainfall 

are available to estimate a peak design storm. However, considering the hilly region in the 

high rainfall zone, a storm of 150 mm in one hour, has been adopted, at this stage of study, 

as Design Storm. The valley has steep slopes -longitudinal 1 in 2 and cross slope 1 in 1.5. 

Hence, infiltration rate is low and time of concentration is also low, resulting in high runoff 

coefficient and high peak inflow. For the present study with assumed runoff coefficient of 0.9 

under saturated condition, a peak flood by a storm of 150 mm/ hour over a catchment of 1.824 

sq km, is estimated to be136.8 cumecs. 
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2.5  Installed Capacity 
 

The TARALI Pumped Storage Project is proposed with a rating of 1,500 MW and with a storage 

capacity of 9,000 MWh. This Project comprises 4 units of 300 MW (+10% overload) each & 2 

units of 150 MW (+10% overload) each. The installed capacity of a pumped storage scheme is 

influenced by the requirements of daily peaking power requirements, flexibility in efficient 

operation of units, storage available in the reservoirs and the area capacity characteristics. The 

Project will generate 1,500 MW by utilizing a design discharge of 450.61 Cumec and rated head 

of 380.26 m. The TARALI PSH will utilize 1676MW @ 0.95 pf to pump 9.73 MCM of water to the 

upper reservoir in 7 hours. The Key parameters of TARALI   PSH are as follows: 

Sl. No. Parameter Unit Value 

1 Energy Storage Capacity MWh 9,000 (6 hrs) 

2 Rating MW 1,500 @ 0.85 pf 

(+10% overload) 

3 No. of Units Nos. 6 

4 Rated Net Head in Turbine mode meter 380.26 

5 Total Design Discharge Cumec 450.61 

6 Design Discharge per unit of 300 MW / 150 MW Cumec 90.13 / 45.06 

7 Water Requirement MCum 9.73 

8 Generation Duration Hrs 6 

9 Generator Capacities MW 4 X 300 MW + 2 X 
150 MW 

(+10% overload) 

10 Annual Energy Generation @ 95% availability 
considering transformation loss 

MU 3123 

11 Pump Capacities MW 4*1336 @0.95 pf 

2*668 @ 0.95 pf 

12 Rated Head in Pump mode meter 392.36 

13 Pumping Duration Hrs. 7 hrs 

14 Expected Cycle Efficiency % 75.58 % 

 

 
The volume of water required for Pumped turbine operation is 9.73 MCM plus evaporation and 
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seepage losses. The anticipated inflow from its own catchment area of around 1.824sq.km is 

10MCM. This will be able to compensate for this. Annual energy generation in Turbine mode is 

3123 MU, @95% machine availability, after considering transformation loss 

2.6  Power Evacuation 

 
The project is less than 6 km from the proposed 5400 MW Koyna Aral PSH. Hence  a common 

765 / 400 kV 8500 MVA pooling station (PGCIL)is proposed between Koya Aral PSH & Tarali 

PSH. From this pooling station, three numbers Double circuit quad moose (DCQM) / high 

ampacity 400 kV lines will connect to 6480 MVA Koyna Aral PSH & a DCQM / high ampacity 

400 kV lines will interconnect the Tarali PSH. The outgoing lines will be 4* quad bersimis 765 

kV lines to PGCIL Kolhapur, 4*400 kV LILO of Karad ï Koyna lines (existing), 2 lines to windfarm 

s/s at 400 kV 15 km away. 

 

2.7  Environmental Aspects 
 

Hydel Projects are categorized as an óAô Category as per the EIA Notification and will call for a 

comprehensive Environmental Impact Assessment and appropriate Environment Management 

Plan.  The process as laid down under the EIA notification will be followed by applying for the 

Terms of Reference (TOR) for the EIA study, by filling in the Form 1 and providing the requisite 

project details.  Based on the TOR the EIA Study will be done, followed by Public Consultation 

and due process of securing the Environment Clearance.  In case there is a requirement of 

Forest land, the requisite Forest Conservation Act will be complied with.  India has an elaborate 

legal framework with a number of laws relating to environmental protection, as applicable to 

Industrial projects.  Key national Acts that are created and implemented for the control of 

polluting the Environment are tabulated below.  Based on the project and its specific location, 

some of these statutes may be applicable or not applicable.  Additionally, there could be some 

additional statutory requirements, based on the project criteria. 

 

This project is proposed in the Western Ghat and already has an existing lower reservoir. The 

use of the existing lower reservoir significantly reduces the amount of land required. Although 

this project is in the Western Ghats, the location selected is not in any close proximity of 

Sanctuary or national park etc. The project does not require land that comes under the Forests. 

Overall the siting and environmental impacts of the project will have the least impact on the 

region and could be a boon to the region with proper planning and implementation.  Based on 

the secondary information and satellite sightings, the proposed Tarali PSH site seems to have 

minimal vegetation and hence may have low fauna diversity too.  
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2.8  Construction Planning and Schedule 
 

It is proposed to construct the project within a period of 42 months for construction work and 18 

months for pre construction work, which includes investigation, DPR preparation and getting 

clearances. Hence the total construction period will be 60 months to CoD. 

 

2.9  Project Cost Estimate 
 

The capital cost of the project includes all costs associated with investigations, design, 

construction and maintenance during construction period of the project. 

For preparation of cost estimates of civil works, the unit costs of labor, materials and equipment 

necessary to perform the work designated in the various pay-items for the proposed construction 

are determined based on escalated Schedule of Rates for the year 2020-21 of Maharashtra 

Irrigation and Water Resources Department and for items for which the rates are not available, 

the accepted schedule of rates of similar ongoing/recently executed projects adopted. The rate 

is also compensated for remote site lead. The quantities of Civil Works are estimated based on 

designs and drawings prepared for various components of the project. 

The total project cost works out as given below: 
 

S.NO Description of Item Cost in Crores 

1 Cost of Civil Works 2,803 

2 
Cost of Power Plant Electro-Mechanical Equipment including 

Transmission lines to common pooling station. The pooling station 

will be PGCILôs. 

2124 

3 Land & Infra development, Establishment 260 

4 Total Hard Cost 5,187 

5 Interest during Construction 823 

6 Total cost of the Project 6,010 
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CHAPTER ï 3 

PROJECT DESCRIPTION 

 

3.1  Salient features of the project 
  

TABLE 1 -1500 MW (4 X 300 MW + 2*150 MW) Tarali PSH - Salient Features 

Item   Lower Reservoir Upper Reservoir 

Status   Existing - for Irrigation Proposed New 

Location   

On Tarali River near 

village Dangistewadi 

in Patan Taluka, 

SataraDist, 

Maharashtra, 

  

17°32'0.57"N 

73°53'30.51"E 

In a valley adjacent to 

and Southwest of 

Tarali Reservoir on 

Western Slopes, 

  

17°30'16.76"N 

73°53'10.77"E 

Catchment area sq km - - - - - 1.824 

Estimated Average Annual Rainfall mm 1,378 6,000                     

Estimated Annual Runoff MCM - - - - - 10 

Type of dam   Masonry dam with 

Gated Spillway 

Concrete dam with 

Ungated Spillway 

Excavation in reservoir MCM ð----- 0.7 

Gross Storage capacity MCM 165.7 10.73 

Dead storage MCM 0.26 0.63 

Live Storage including excavated 

volume 

MCM 165.44 10.1 

Spillway Design flood cumecs 1721 136.8 
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FRL m 711.3 1101 

MWL m   1103 

Top Of Dam m   1103.5 

Proposed MDDL for PSH Operation m 675.25 1060 

Dead storage wrt PSH pumping/ 

generation 

MCM 27 0.63 

Length of Dam m 1096 410 

Height of dam above riverbed level m 73.41 59.5 

Spillway Length m 60 (12 X 5) 35 

Spillway Energy Dissipation Structure 

a) Type m Existing Horizontal Stilling 

Basin 

b) Width (Along length of Dam) m   35 

c) Length of Stilling basin along 

River channel 

m   35 

Proposed Rated Lake Level m 699.40 (Two thirds of 

Total Storage capacity) 

1086.66 (50% of Total 

Storage Capacity) 

Machine details & operational 

parameters 

Generator / Turbine Motor / Pump 
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Generator / Motor capacities MW 

4*300 MW @ 0.85 pf 

2*150 MW @ 0.85 pf 

1765 MVA 

4*334 MW @ 0.95 pf 

2*117 MW@0.95pf 

1765 MVA 

Turbine efficiency  % 0.915 0.915 

Generator Efficiency  % 0.985 0.985 

Transformer Efficiency  % 0.99 0.99 

Overall Efficiency  % 0.893 0.893 

    UNITS 1,2, 3 Units 4,5,6 

Approach Channel to Turbine Intake Combined for 6 Units ( two Tunnels ) 

   a) Length m 200 

   b) width m 70 

   c) Bed Level EL 1040 

Head Race Tunnel       

   a) Length m 460 460 

   b) Diameter m 10 8 

  c) Rated flow cumecs 270.40 181.22 

  d ) Rated velocity of flow m/sec 3.44 3.59 

Surge Shaft 
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   a) Location   At GL around 1110 m At GL around 1110 m 

   b) Top of Surge Shaft   EL 1115 m EL 1115 m 

  c) Depth m 90 90 

  d) Diameter       

    i) Top  15 m height m 19 16 

   ii) Bottom 70 m depth m 17.5 14 

Pressure Shaft 

Total Length from Surge shaft to PH m 1696 1710 

   a) Length   253 mï Up-to 240 m 

static water head 

342 m -Up to 300 m 

Static water head 

   b) Diameter m 1 X 8.3 1 X 6.8 

  c) Rated flow cumecs 270.40 181.22 

 d) Rated velocity of flow m/sec 4.95 5.00 

Pressure Shaft branches  For Single 

Unit 

      

   a) Length m 3 X 1443 m 2 X 1368 m 

   b) Diameter m 4.8 4.8 m for 300 MW and 

3.4 m for 150 MW. 
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   c) Velocity of flow m/sec 4.98 4.98 

TailRace Tunnels Combined for 6  Units from Collection 

Gallery 

   a) Length m 200 

  b) Number   2 

  b) Diameter m 8.7 

Total Rated flow during Pumping cumecs 386.09 

  c) Rated flow / tunnel cumecs 193.05 

  d) Rated velocity of flow m/sec 3.25 

Loss of head due to friction during 

pumping 

m 5.1 5.1 

Approach Channel to Pump Intake Combined for 6 Units (Two TailRace 

Tunnels) 

   a) Length m 1000 

   b) width m 70 

  c) Bed Level EL 673 m 

 

  Rated Min net Head Max net Head 

  Generator Pump Generator Pump Generator Pump 

Gross head in m 387.26 387.26 375.36 375.36 411.41 411.41 



 

19 
Pre-feasibility by Splash Power  

Head Loss in m 7 5.1 7.3 5.3 6.75 5 

Net H in m 380.26 392.36 368.06 380.66 404.66 416.41 

Discharge  in 

cumecs 

450.61 386.09 465.47 397.83 423.49 363.85 

Operating time in 

hrs 

6 7 6 7.04 6 6.99 

 MUs produced / 

consumed 

3085.4 4082.1

9 

3085.4 4093.86 3085.4 4065.86 

Cycle eff % 75.68 75.47 75.79 

Volume of 

reservoir in MCM 

9.73 10.05 9.15 

 

  Instantaneous lowest  

min head operation 

Instantaneous highest max 

head operation 

Gross H in m 348.7 425.75 

Turbine Discharge  in m3/s 502.99 408.26 

Pump Discharge in  m3/s 427.19 397.11 

Instantaneous Power in MW 1681.82 1348.29 

Overload needed 12% on turbine side   
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POWER EVACUATION 

Voltage Level (kV) 400 kV & 765 kV 

No. of Transmission 

Lines 

The project is less than 6 km from the proposed 5400 MW Koyna Aral 

PSH. Hence it is proposed that a common 765 / 400 kV 8500 MVA 

pooling station (PGCIL)is proposed between Konya Aral PSH & Tarali 

PSH. Three numbers DCQM/ high ampacity 400 kV lines will connect 

the pooling station  to 6480 MVA Koyna Aral PSH & a DCQM 400 kV 

lines will interconnect the Tarali PSH to  pooling station. The outgoing 

lines will be 4* quad bersimis 765 kV lines to PGCIL Kolhapur, 400 

kV LILO of Karad ï Koyna lines (existing), 2 lines to windfarm s/s at 

400 kV 15 km away. The decision on this proposed transmission line 

configuration & a  pooling station for both the Koyna Aral PSH & Tarali 

PSH will be considered during DPR stage. 

  

  

  

Total Length 

PGCIL scope: 400 kV lines: 160 circuit km to Kharad, 30 circuit km to 

wind farm s/s, 12 circuit km of interconnecting lines between Tarali & 

Koyna Aral PSH, 30 circuit km to LILO excising Kharad ï Koyna lines. 

765 kV lines: 440 circuit km to Kolhapur. 

Project scope: 3 km to 6 km long double circuit 400 kV quad moose 

lines to the common pooling station from Tarali PSH 

Estimated Cost 

Civil and Other works 2,803 

Land & Infra 

development, 

Establishment 

260 

E & M Works incl. 

transmission lines to 

PGCILôs common 

pooling station. 

2124 

IDC 822.63 

Total Project Cost 

with IDC 

6,010 
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3.2  Hydrology and Power Potential Studies 
 

The month-on-month contents for the past 8 years have been tabulated in Annexure 2. In all 

years the content has remained > 27 MCM. Hence the Pumped Storage plant will reliably work. 

There is also frequent overflow from the lower reservoir towards east into Krishna river. The upper 

pond has a catchment area of 1.824sq.km and @6000mm rainfall per will have around 10 MCM 

inflow. 

UpperDam catchment, situated on eastern slopes of Western Ghats, falls under a high rainfall 

zone with average annual precipitation is around 6000mm. No records of hour wise rainfall are 

available to estimate a peak design storm. However, considering the hilly region in the high rainfall 

zone, a storm of 150 mm in one hour, has been adopted, at this stage of study, as Design Storm. 

The valley has steep slopes -longitudinal 1 in 3 and cross slope 1 in 1.5. Hence, infiltration rate is 

low and time of concentration is also low, resulting in high runoff coefficient and high peak inflow. 

For the present study with assumed runoff coefficient of 0.9 under saturated condition, a peak 

flood by a storm of 150 mm/ hour over a catchment of 1.824 sq km, is estimated to be 

136.8cumecs. 

The Key parameters of proposed TARALI PSH Lower Reservoir (existing) are as follows: 

 

Sl. No. Parameter Unit Value 

1 Full Reservoir Level (FRL) EL - M 711.3 

2 Minimum Draw Down Level (MDDL) EL - M 675.25  

3 Revised Live Storage MCM 138.70 

4 Dead Storage MCM 27 

5 Gross Storage MCM 165.70 

 

The Key parameters of the proposed TARALI PSH upper reservoir are as follows: 

Sl. No. Parameter Unit Value 

1 Full Reservoir Level (FRL) EL - Meter 1101 
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2 Minimum Draw Down Level (MDDL) EL - Meter 1060 

3 Live Storage MCM 9.4 

4 Excavation MCM 0.7 

5 Dead Storage MCM 0.63 

6 Gross Storage MCM 10.73 

7 Maximum Height of Concrete/Colgrout masonry dam above river 
bed  

M 59.5 

3.2.1  Discharge Series 

Based on the storage capacity of the proposed lower reservoir, power potential study was carried 

out to assess the installed capacity. The TARALI PSH is envisaged to utilize 9.82 MCM of water 

for power generation and will get stored in the reservoir through seasonal flow of water in the 

tributary /nala whenever it is available. The project is a pumped storage scheme and hence, no 

consumptive utilization of water is required for its operation. 

 
3.2.2  Operation of TARALI Pumped Storage Project 

 

The TARALI PSH is proposed with a Storage Capacity of 9,000 MWh with Rating of 1,500 MW. 

This project consists of 4 units of 300 MW each and 2 Units of 150 MW each. The Project will 

generate 1,500 MW by utilizing a design discharge of 450.61 Cumecs at the rated head of 

387.26m. The TARALI PSH will utilize 1676 MW to pump 9.73 MCM of water to the upper reservoir 

in 7 hours. The generation simulation is enclosed in Annexure III. 

 

3.2.3 Interstate River water treaties: 

This project falls entirely in the east side of western ghats and is one of the sources of Krishna 

River. However since there is no consumption of water in this project and since it falls entirely in 

the state of Maharashtra, only intimation to the river riparian states is adequate. 

 

3.3  DESIGN FEATURES OF MAJOR COMPONENTS 

 
    3.3.1  Alternate Designs: 

 

The site selection process of Pumped Hydro Storage is based on following approaches: 

ƀ Proximity to WildLife Sanctuary / Tiger reserve, 

ƀ Potential R & R issues, 
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ƀ Geology, 

ƀ Interstate issues, 

ƀ Head & low variation in net head, 

ƀ Water conductor system length vs head, 

ƀ Hydrology, 

ƀ Constructability & approach available, 

A broader area for the project is identified. Possible locations and alternative locations of 

Reservoirs and powerhouse are identified in the proposed area and their suitability is examined 

with respect to technical parameters. 

 

3.3.1.1 Alternatives for the Upper reservoir : 

 

Alternative 1: The natural depression bound by the dam axis 17030ô35.82òN, 73052ô35òE was 

evaluated. It was discarded due to, 

ƀ High wind speeds (flanked by wind turbines) which could lead to hi evaporation, 

ƀ Very less storage (0.7 MCM). Will need a much higher dam and excavation. 
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Alternative 2: The natural depression bound by the dam axis 17030ô23.76òN, 73053ô23.35òE was 

evaluated. This was selected due to, 

ƀ Shorter water conductor system 

ƀ Sufficient storage (10.73 MCM) 

ƀ No wind turbines indicating less wind speeds 

 
 

 Alternatives for Powerhouse Layout: 

Alternative - 1: Layout with cavern Powerhouse and other components of this scheme are Upper 

reservoir, Intake structure, Penstock / Pressure Shaft, Cavern powerhouse, Tail Race Tunnel, 

Tail Race Outlet, Tail Race Channel and Lower reservoir. The underground powerhouse requires 

Adits viz., Main Access Tunnel to Powerhouse service bay and Transformer Hall, Adit to 

Powerhouse cavern top, Adit to Transformer cavern top, Bus duct tunnels etc. Most of the 

components of this alternative are underground except for reservoirs, intake and outfall structure. 

 

Considering the works involved as mentioned above, the investigation time and completion of 

DPR for this alternative will take about 18 months. The total physical construction time for the 
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project is estimated to be around 42 months after completion of DPR. Further the cost of the 

project will be higher because of most of the components being underground. The construction 

duration and the cost of the scheme is very important which will impact the overall financial 

viability of the project adversely. 

 

Alternative -2: Layout with underground Powerhouse accessible with two access shafts directly 

leading to two service bays. These will also carry power cables, ventilation ducts, lifts, emergency 

staircase, drainage & dewatering outlet, etc. The shaft and cavern powerhouse involves 

minimum excavation because the main access tunnel and other tunnels are not there. 

Investigation time and preparation of DPR will also take about 18 months and construction time 

for completion of this alternative is estimated to be around 42 months. The advantage of this 

scheme are, 

ǒ The risks will be less due to less underground activities. 

ǒ Easier reuse of the muck with reduced excavation. 

 

Conclusion: Based on the above analysis, alternative 2 for upper reservoir and alternative 2 

for powerhouse is chosen. 

3.3.2. Design Consideration: 

 Installed capacity - Installed capacity at a PSH depends upon : 

 Storage potential of Upper and Lower reservoirs 

 Head offered by the site (Level difference between Upper and Lower reservoirs ) 

 What power grid, to which it will be connected to, requires and can absorb. 

In the present case, Lower reservoir (Tarali reservoir) has very large storage capacity (165.46 

MCM). But the Upper reservoir site has a limited storage potential of 10.73 MCM even with an 

almost 60 m high dam because the valley is narrow and steep. Hence, considering a 6 hour 

generation operation and the rated head of 387.26 m offered by the site, a 1500 MW installation 

is possible and is justified. 

Rainfall ï Both Upper and Lower reservoir regions fall under relatively high rainfall zones.  Patan 

Taluka, wherein the Tarali dam is situated, receives average annual rainfall of 1378 mm and the 

Upper reservoir site located at high altitude on western slopes receives more than 6000 mm in a 

year. However, rainfall has no direct bearing on performance of the Pumped Storage Scheme, 

where no consumptive use of water is involved except small percentage requirement towards 

evaporation and seepage losses. Historical records show that Tarali dam fills up completely and 

overflows in most of the years and hence, maintaining minimum required storage for PSH 
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operation will be a non-issue. 

Upper Reservoirï As indicated above, Upper Reservoir is proposed to be located at higher 

altitude in a valley adjacent to and south-west of Tarali river valley, vide Exhibit Location Map. 

The location of the Upper Reservoir is such that it will offer the shortest possible water conductor 

system from the reservoir spread of the lower reservoir. Elevation wise storage capacity contents 

of the proposed Upper Reservoir are presented in Table 2 . 

Table 2 -Upper Reservoir -Storage Capacity  

 

Level 

Incremental 

volume 

Cumulative 

Volume 

Gross 

Storage 

Live 

Storage  

 
m thousand cum thousand cum MCM MCM  

 
1045.35 0 0 0.000 0.000  

 
1050.35 44.651 44.651 0.045 0.000  

 
1052 54.00417 98.65517 0.099 0.000  

 
1055.35 208.3 252.951 0.253 0.154  

 

1060.35 412.864 665.815 0.666 0.567 

MDDL 

1060 

 
1065.35 602.79 1268.605 1.269 1.170  

 
1070.35 781.949 2050.554 2.051 1.952  

 
1075.35 943.801 2994.355 2.994 2.896  

 
1080.35 1092.456 4086.811 4.087 3.988  

 

1085 1231.38684 5318.19784 5.318 5.220 

Rated 

Level 

 
1085.35 1241.844 5328.655 5.329 5.230  
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1090.35 1386.12 6714.775 6.715 6.616  

 
1095.35 1519.715 8234.49 8.234 8.136  

 
1100.35 1639.654 9874.144 9.874 9.775  

 
1100.95 199.679 10073.823 10.074 9.975  

 
1101 10.000 10083.823 10.084 9.985 FRL 

 

As can be seen from the above Table, the required 10.1 MCM storage is available with FRL at 

1101.0 m with an excavation of 0.7 MCM. This will entail a 59.5 m high dam above riverbed level. 

Computations of Free board and MWL indicate that the top of the dam should be at EL 1103.5 

m and a one metre high parapet wall on the reservoir water side. 

Since the entire dam will get emptied and fully filled up during 6 hour generation and 7 hour 

pumping operations daily, such rapid drawdown for full height will make an embankment dam 

susceptible to slippages on upstream surface of an embankment dam (either earthen or a Rockfill 

dam). Hence, a gravity dam constructed of concrete or of Colgrout masonry would be more 

appropriate. However, a gravity dam presupposes availability of good quality rock foundation at 

shallow depth. 

The catchment area of Upper reservoir, though ad measures only as 1.824 sq km, receives 

annual rainfall of around 6000 mm and expected annual runoff will be around 10 MCM. Thus the 

runoff is sufficient for the first filling of the reservoir after completion of construction and minor 

losses due to evaporation and seepage in subsequent years. Thus the proposed PSH is self-

supporting without causing any impact on the utilization pattern of the existing Tarali reservoir 

which will serve as lower reservoir. 

Since the proposed upper reservoir will be constructed on east flowing stream on Western ghats 

and will sustain its operations entirely on its own catchment runoff and since the scheme does 

not involve any diversion of water from east flowing river to west, It does not fall under the ambit 

of KWTDA. 

Spillway of the Upper reservoir dam is proposed to be an ungated overflow weir as a failsafe 

arrangement without involving any gate operation. There are no records available of peak storms 
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in that area for the design of the spillway. But since the dam site comes under high altitude of 

western ghats, a very severe storm of 150 mm in one hour has been considered, in the present 

case, as a design storm. The resultant peak flood works out to 136.8 cumecs for which a 35 long 

spillway ( 38 m gross allowing for bridge piers) has been proposed. The corresponding depth of 

flow is estimated to be 1.5 m for an Ogee shaped spillway crest. Though FRL of the dam is 

proposed as EL 1101.0 m , spillway crest , being ungated, has been suggested 0.5 m above FRL 

to avoid continuous splashing of water due to waves even with small wind velocity. 

Horizontal stilling basin has been proposed as Energy dissipation structure at the toe of spillway. 

A Roller bucket or a ski jump bucket can be more economical compared to stilling basin structure. 

However, the other two types presuppose: 

 A good non erodible hard rock in the river bed at shallow depth 

 Certain Tail water relationships vis a vis Flood water depth of flow in river channel. 

During the DPR stage, the concerned field data will be collected and then a final decision can be 

made on the type of Energy dissipation structure. 

Lower Reservoir ï As indicated above, the existing Tarali Reservoir constructed for Irrigation of 

downstream areas through Lift Irrigation Schemes, constructed enroute, is proposed to be 

utilized as Lower Reservoir for the Tarali PSH. The reservoir has a live storage capacity of 165.44 

MCM which is more than 16 times the daily recycling volume of water of PSH. Design wise, the 

MDDL storage is only 0.26 MCM and is grossly inadequate for operation of the proposed PSH. 

It should be more than 10 MCM. However, if we go by historical records of daily lake level data 

since 2013, we find that the lake level has never gone below EL 675.25 m which corresponds to 

a storage capacity of 27 MCM. This is more than adequate for a proper operation of PSH and 

has been proposed as MDDL of Tarali Reservoir for PSH. M/S AG should ensure while signing 

MOU with Maharashtra Government, that the Water Resources department of Maharashtra 

Government agrees to this proposal. 

Analysis of the historical lake level records indicates that the Global average of Tarali Reservoir 

Lake level is EL 701 m (24.75 m above proposed MDDL). EL 699.40, corresponds to two thirds 

of total storage capacity. The same is proposed to be adopted as Rated Lake Level of lower 

reservoir for deciding Rated head on Turbines and Pumps. 

Lower reservoir level will fluctuate daily between FRL 1101 m to MDDL 1060 m. A level 

corresponding to 50 % storage capacity of Upper Pond is EL 1085 m and is proposed to be 

adopted as Rated Lake Level of upper reservoir for deciding Rated head on Turbines and Pumps. 
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Water Conductor System ï Schematic layout plan of the proposed scheme, from Upper 

Reservoir to Lower Reservoir, is presented in Fig 2. 

Water conductor system will start from Turbine Intakes on Head Race Tunnels at Upper 

Reservoir and end at Pumping Intakes at exit ends of Tail Race tunnels in Lower Reservoir (Tarali 

Reservoir ).and will include : 

 Head Race tunnels to carry water from Upper Reservoir 

 Head race tunnel will terminate into Surge shaft 

 Pressure shafts will take off from surge shaft and will carry water down to Turbines in the 

powerhouse 

 Turbine exit flow will be carried by draft tubes which will discharge into a common collection 

galley 

 Tailrace tunnels will carry water from the collection gallery to Tarali Reservoir. 

During pumping mode, the same system, in reverse mode, will carry water from Lower Reservoir 

to the upper reservoir. 

Head Race Tunnels ï It is proposed to construct two tunnels: Tunnel no 1 will carry water  for 

three Generating units of 300 MW each , thus catering to 900 MW generation. It will be a concrete 

lined tunnel of 10 m diameter and 460 m long tunnel. The second tunnel will cater to Units 4, 5 

& 6 which will be of 8 m diameter and of 460 min length. With the diameters so selected, velocity 

of flow in tunnels at full load will be around 3.5 m/sec and 3.85 m /sec at 10 % overload 

generation. Both the velocities are well within the normal permissible velocity for a concrete lined 

tunnel. Since loss of head due to friction depends upon velocity of flow. Optimum diameter of 

tunnel within a range of permissible velocity will depend upon Tariff for generation and for 

pumping and cost of tunnel construction with different diameters. This optimization study can be 

carried out at the DPR stage, when the tariffs will be finalized. 

Setting level of the tunnels will be dictated by the Setting level of HRT intakes. Hydraulic 

calculations indicate that if a horizontal intake is proposed, setting of the intake will have to be 

about 21 m below MDDL of the reservoir to prevent entry of air and vortex formation at the intake 

opening. Similar requirement for a vertical shaft intake will be only 10.3 m below MDDL. Though, 

as far as tunnels are concerned it is immaterial whether tunnels are set a few meters below or 

above. But the issue is the approach channel. Both the settings go below river bed level. Hence 

excavation of the approach channel will be about 10 m deeper with a horizontal setting. Also, the 

height of the trash rack operation structure will be higher by 10 m with a horizontal intake. Hence, 

vertical shaft type intakes are proposed in the upper reservoir for the Head Race Tunnels. 
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The tunnel intakes will be of bell mouth shape to minimize entry loss of head. The Bell mouth 

diameter will be 13 m for 10 m diameter tunnel and 10.5 m for 8 m diameter tunnel. Considering 

the clearances required between two intakes and side clearances with channel sides, the overall 

width will be about 70 m of the approach channel and bed level will slope down from river bed 

level 1046 m to EL 1040 m . Topographic details of river bed are not available at present, but the 

length of the approach channel is expected to be around 200 m. Since, at present there is no 

water impounded, excavation of the approach channel will be in dry open condition. The intakes 

will be located closer to a spot where ground levels are near FRL 1101 m so as to minimize the 

length of Access bridge to Trash rack operation platform and also minimize HRT lengths. 

Tentative locations of HRT intake are shown in Exhibit 3 & 4 

Head race tunnels are set about 21m below MDDL, considering setting level of intake and also 

to provide adequate water cover in the surge shaft at lowest down surge level in surge shaft. 

Surge shafts are proposed to be located after the tunnels cross the ridge and where the ground 

level is around 1105 m, so that the height of surge shaft structure above ground is not more than 

10 m. With locations of Intake and Surge shaft so selected, the length of HRT will be 460 m. It 

will be given a bed gradient of 1 in 300 towards the surge shaft for drainage and dewatering 

during inspection and maintenance. The tunnel will be circular shaped and finished with concrete 

lining; the excavation section will be of modified horseshoe shape for ease of movement of 

excavation equipment. 

Surge shaft at the end of HRT serves two purposes: 

 It intercepts and absorbs overpressure waves (water hammer) starting from turbines upon 

load rejection / acceptance and travelling upwards. It thus relieves the HRT from this 

overpressure wave. It also reduces the magnitude of the pressure wave by effectively 

reducing the length of the pressure conduit. 

 It supplies / accommodates the mass of water during mass oscillations of down surge and 

upsurge respectively. 

Thus it has certain volumetric requirements. Also to avoid instability (hunting) in oscillations of 

water surface in the surge shaft, it requires a certain minimum cross sectional area . A preliminary 

analysis indicates that : 

 The 10 m diameter tunnel will require a surge shaft of 19 m diameter from EL 710 m to 

715 m and of 17.5 m diameter below that up to tunnel level. 

 The 8 m diameter tunnel will require a surge shaft of 16 m diameter from EL 710 m to 715 

m and of 14 m diameter below that up to tunnel level. 
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The present analysis is for a simple surge tank. It may be possible to economize on the size of 

the surge shaft by adopting Restricted orifice type or a Differential surge tank after geotech 

studies during DPR. It also calls for physical as well as mathematical model studies.. 

Pressure Shaft ï Water from the surge shaft will be carried down to turbines by the pressure 

shaft. It will be a steel plate lined underground conduit. It is proposed to construct a 8.3 m 

diameter pressure shaft for Units 1,2,3 combined and a 6.8 m diameter conduit for units 4, 5 & 6 

combined so as to restrict velocity of flow to around 5 m / sec under full load generation. The 

steel plate lining will be designed for internal static water pressure plus 35 % increase to account 

for water hammer pressure rise. It is a general practice to consider water hammer transient 

pressure rise between 30% to 40 %. The pressure rise depends upon : 

 Closure time of turbine valve / wicket gates, smaller the time higher will be pressure rise. 

A closure time of 15 seconds is normally considered. 

 Total Length of pressure shaft from turbine to Surge shaft. 

 Velocity of flow in the pressure shaft. 

Turbine manufacturers desire to have fast closure of valve so as to minimize runaway speed and 

thereby keep low  inertia mass of turbine. Hence, it is a tradeoff between the cost of steel plate 

lining vis ï a- vis turbine cost. In the present case, a 35 % pressure rise has been considered for 

the design of steel plate lining. Thickness of steel plate lining can be reduced by assuming 

participation of surrounding rock in sharing the internal water pressure. Extent of Rock 

participation depends on the quality of surrounding rock and extent of rock cover depth. This can 

be assessed by extensive exploration through drilling and testing of collected samples for various 

tests : crushing strength, modulus of elasticity, joints ( spacing and crack widths ). Very often, a 

pilot drift is excavated at the level of pressure haft to carry out visual inspection and to carry out 

various in situ field tests such as Bulk modulus, Plate load test , improvement of quality of rock 

after grouting etc. This will be done partly during DPR and partly during actual construction. At 

this stage, no rock participation is assumed in absence of any tests and data. 

Preliminary analysis indicates that it will be possible to continue with a single pressure shaft for 

Units 1.2. 3 combined upto a point of 240 m static water head with 80 mm thick steel plate lining. 

For the pressure shaft of Units 4, 5 & 6, whose diameter is 6.8 m, a single shaft can continue up 

to 300 m static water head. Beyond that point , the single conduit shall branch out into smaller 

conduits of 4.8 m diameter separately for each unit right up to the power house. Up to branching 

into 4.8 m diameter shafts, angle of inclination is proposed as 42 degrees for self mucking. 

Experiments have shown that an angle of minimum 41 degrees is required for self mucking, that 

is where the basted tunnel rock can roll down on its own without requiring external help. After the 
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single pressure shaft of 8.3 m / 6.8 m , the branches of 4.8 m diameter will slope down to meet 

the power house . The lengths and slope of pressure shaft segments will be as below: 

 

 
Pressure Shaft Details 

 
Units 1, 2, 3 Units 4, 5 & 6 

 
Pressure shaft 

8.3 m Dia 

Pressure shaft 

4.8 m Dia 

Pressure shaft 

6.8  m Dia 

Pressure shaft 

4.8 m Dia 

Number 1 3 1 2 

Inclined Length 253 m 1349 m 342 m 1251 m 

Angle of 

Inclination with 

horizontal 

42 degrees 8.2 degrees 42 degrees 6.7 degrees 

Horizontal 

Length near PH 

- 90 - 90 

Total length 1692  m 1683 m 

Pressure shafts will join the turbines in the power house, vide exhibit 3 & 4. Topographic features 

are conducive to a shaft well type power house with cavern to accommodate the six units.  

Water released from turbines will flow down through draft tubes to a common collection gallery, 

vide Exhibit 3 and 4. Collection gallery will accommodate Draft Tube gate operation structure. 

Draft tubes for maintenance of TG units need to be dewatered and isolated from other units. 

Hence, set of stop log gates will be provided , total 2 number for 6 units, which will be operated 

from collection gallery, above maximum TWL i.e. MWL of Tarali reservoir. 

It is proposed to construct two concrete lined tail race tunnels, each of 8.7 m diameter, to carry 

the combined discharge of 6 Units. The total length of each tunnel is likely to be around 200 m. 

These tunnels will discharge into Tarali reservoir . The outfall structure of TRT at its exit end , will 

serve as pumping intake during pumping mode of operation. Hence, the outfall structure will have 

to be designed to take into consideration hydraulic requirements as pumping intakes. As per ANSI 
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guidelines, the minimum submergence below MDDL for pump intake, in the present case,  works 

out to 16.4 m. This requires that the approach channel bed level near the Pump Intakes should 

be around EL 677 m. 

Pump intakes that is TRT outfall structures will be located  at Ground level closer to Tarali 

reservoir FRL so as to : 

 Minimize lengths of TailRace Tunnels 

 Minimize lengths of Access bridge to Trash rack operation platform. 

Stop log gate on TRT can be either a vertical lift gate located on tunnel horizontal bend or at pump 

bellmouth intake in the form of drum gate. 

Approach Channel to Pump Intakes ï As stated above, the bed level of approach channel to 

pump intakes in Tarali reservoir, considering hydraulic requirement of minimum intake 

submergence of 16.4 m below MDDL, should be around EL 677 m. Approach channel will slope 

down from reservoir bed level 691 m to EL 677 m . Because the intakes are proposed to be 

located closer to shore, the length of the approach channel will be long and will be around 1000 

m. The channel width will progressively widen to be around 65 m to 70 m wide at intakes to 

accommodate the two intakes and to maintain required clearances all around. Excavation of the 

Approach channel can be undertaken during low lake level period but still it will be an underwater 

excavation by dredging and if required by blasting. 

Design Head for turbines and for pumps ï Head on turbines and on pumps will vary depending 

upon the lake levels of Upper and Lower Reservoirs. The maximum head for generation and for 

pumping will occur when the Upper reservoir is at FRL and Lower Reservoir at MDDL . Reverse 

is the case for minimum heads for generation and pumping. As indicated earlier, Rated lake level 

of Upper reservoir is considered corresponding to 50% storage capacity at lake level EL 699.40 

m. The friction loss for the rated head works out to 7 m during generation mode and 5.2m during 

pumping mode. Since water requirement will vary with head, more the head lesser the flow and 

vice versa, friction loss will also vary accordingly. Salient parameters of head and discharge for 

Turbines and Pumps are presented in Table below. 
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TURBINE / PUMP PARAMETERS 

  Upper Reservoir Lower Reservoir 

FRL m 1101 711.3 

MDDL m 1060 675.25 

Rated Lake Level m 1085 699.40 

  Rated Min net H Max net H 

  Generator Pump Generator Pump Generator Pump 

Gross head 387.26 387.26 375.36 375.36 411.41 411.41 

Head Loss 7 5.1 7.3 5.3 6.75 5 

Net H in m 380.26 392.36 368.06 380.66 404.66 416.41 

Discharge  in 

cumecs 

450.61 386.09 465.47 397.83 423.49 363.85 

Operating time in 

hrs 

6 7 6 7.04 6 6.99 

 MUs produced / 

consumed 

3085.4 4082.19 3085.4 4093.86 3085.4 4065.86 

Cycle eff % 75.68 75.47 75.79 

Volume of 

reservoir 

9.73 10.05 9.15 

Access Roads ï Upper reservoir will require an all-weather approach road to reach dam site 

plus Intake structures .It will also require access road to reach surge shafts during construction 

as well as afterwards. There is a village ring road along the ridge line connecting the villages 

which passes about half a kilometer from the dam site. The same will have to be upgraded. 

Pressure shaft will require a construction of adit tunnel and approach road to reach the adit. 

Lower reservoir, being an existing reservoir, is well connected by a road to reach Tarali dam. 

However, PSH structures viz powerhouse and intake tower are on the fringe of the reservoir 

south west of Tarali dam. But, there exists a ring road along the rim of Tarali reservoir which by 
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up-gradation can be used as access roads for power house and intake tower of TRT during 

construction as well as subsequently as permanent access roads. 

 

3.3.1  Powerhouse 
 

It has been proposed to have Powerhouse and all associated components on a well type of shaft 

powerhouse.  As the proposed Powerhouse involves little deeper excavation, in order to reduce 

excavation quantities and improve stability two shafts of 26 m dia are provided from surface to 

service bays on both ends of the -1 elevation.  A separate crane is planned for lowering materials 

from surface to -1 elevation. From the service bay two tandem operated cranes will be used for 

erection works.  

The project envisages the utilization of the Rated head of 387.26m. The Pumped storage plant 

comprises 5 units. The Key parameters of Storage Operation are as follows: 

 

Sl. No. Parameter Unit Value 

1 Energy Storage Capacity MWh 9,000 

2 Rating MW 1,500 

3 No. of Units Nos. 6 

4 Rated Head in Turbine mode M 387.26 

5 Total Design Discharge Cumec 450.66 

6 Design Discharge per unit of 300 MW 
Design discharge of 150 MW units 

Cumecs 
cumecs 

90.91 
45.45 

7 Water Requirement       MCM 9.82 

8 Generation Duration Hrs 6 

9 Generator Capacity ï 6 Units MW 1500 

10 Annual Energy Generation considering 
95% availability & transformation loss 

MU 3123 

11 Pump Capacity ï 6 Units MW 1676 

12 Rated Head in Pump mode M 389.2 

13 Pumping Duration Hrs. 7 
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14 Expected Cycle Efficiency % 75.23 

 

Pumping operation is proposed at 7 hours/day. Each day, the volume of water discharged through 

generation is equal to the Pumped volume. 

3.3.2  Machine Hall 
 

The internal dimensions of the powerhouse have been proposed with length 200.00 m and width 

24 m. The units have been kept at about 24.00 m spacing while the erection bay has been 

proposed as 40m long on both ends. For housing control room and various auxiliaries/offices, 4 

nos. floors have been proposed on the D/s side of the Powerhouse over the draft tube. The main 

inlet valve is proposed to be housed in the powerhouse just u/s of the turbine. 2 Nos. of EOT 

crane of suitable capacity shall be installed in erection bay and unit bay to facilitate erection and 

repair of heavy equipment including main inlet valves. 

The machine floor is designed to carry loads of machines, live load and thrust transferred through 

turbines, generators and other machinery. The machine floor is designed as an RCC raft with 

adequate openings as required for equipment foundations and cable trenches etc. 

The cranes from surface to the service bay will be used to lower / raise machine parts through a 

26 m dia shaft on both ends opening directly into the service bay. 

 

3.4  ELECTRO- MECHANICAL EQUIPMENTS 
 

The Electro-Mechanical equipment required for the proposed pumping scheme comprises of the 

following: 

(1) Spherical Valve for each Turbine. 

(2) Reversible Pump Turbine can be designed with a self-pumping lubricating system for its 

bearings and itôs auxiliaries like HP air compressor system for water depression, Forced 

lubricating oil system if needed, Jacking oil pump, Governor and itôs oil pressure unit and 

Cooling water system etc. Drainage and dewatering systems will be designed 

appropriately after checking on actual ground water leakages. 

(3) Generator/Motor for ternary machines & for variable speed machines (DFIM) and its 

auxiliaries like AC Excitation (VSI), DC excitation with SFC (Static Frequency Converter) 

for fixed speed machines and Automatic Voltage Regulation system, Cooling system, 

Brakes, PLC and Automation arrangement etc., 

(4) GCB: Generator circuit breakers with Phase reversal device and itôs accessories. 

(5) Current Limiting reactors with 24kV VCBs of Suitable current & short circuit current ratings 

for Fixed speed machines. 
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(6) Generator Step up Transformer: The generator step-up transformer will be oil filled, either 

three nos. single phase two winding rated approx 120 MVA,18kV/420/˪3 kV or one no. 3 

phase transformer rated approx. 360 MVA, 18 kV/420 kV per unit. The transformers will be 

complete with all accessories and sufficient mineral oil for first filling. The GT LV connection 

to generator through isolated phase type bus duct while HV will be connected with Gas 

insulated Busduct (GIB). 

The vector group of GT will be Ynd1 with HV neutral connected solidly to ground. GTs 

will be provided with On Load tap changer with taps of +5% to -5% in steps of 2.5%. 

Transformers will be protected with a firewall, N2 system and water spray system. One 

soak pit will be provided below each transformer that will be connected to a common 

burnt oil pit through double isolating valves. Transformers will be installed on rail tracks 

with eye hooks grouted at appropriate locations to facilitate easy movement. The 

transformers will be along with control and protective gear and breakers etc. 

(7) Bus duct (IPBD) shall be provided for connecting the generator to the generating 

transformer, SAT, LAVT (for variable speed machines this is part of Generator circuit 

breaker), NGT etc., for trouble free reliable operation. 

(8) Phase Reversing Isolators (PRI) is used whenever the system is operated in pumping 

mode for the motor operation. The equipment consists of two isolators kept in parallel with 

each other (cross connecting A & C phases) and one isolator for the B phase which just 

opens and closes with reverse phase sequence. 

(9) The main difference between the generating and pumping operating modes are changes 

in direction of the machine rotation and change of direction through reversal of phase 

sequence at the generator terminals with associated reversal of the active power flow. 

This rotation direction change is achieved by so-called phase reversal disconnect 

switches. These disconnect switches simply swap two phases in pumping mode in order 

to reverse the phase sequence to the machine. 

(10) 400 kV Gas Insulated Substation & Cables: 400 kV Gas Insulated switchgear (GIS) for 

the secondary side of the transformers. & GIB will be connected to a 400 kV cable 

pothead. Generator transformers will be connected to the 400 kV Gas insulated substation 

through GIB conductor. GIS will be a double bus switching scheme consisting of twin bus 

sections with Bus section breakers, five incoming circuits from transformer bays, one bus 

shunt reactor bay, 2 bus couplers, two outgoing line bays to common pooling station & 

two bus couplers. GIS substation will consist of the following: 

a)   400 kV Circuit breakers. 
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b)   400 kV Isolators and earth switches 

c)   400 kV Voltage and current transformers 

d)   360 kV Lightning Arrestor 

e)   400 kV Gas Insulated Bus bars (GIB) 

f)   Local control panels and operating mechanism cabinets 

g)   Control & Relay Panels 

h)   SCADA system for monitoring and control of GIS equipment 

i)   LV panels as required 

j)  Earthing, Lightning, Illumination system and other miscellaneous items. 

k)  Pothead yard for transmission line connection 

l)  EOT cranes 

The GIS layout is finalized with due consideration to the statutory safety requirement, 

ease of erection, maintenance, etc. 

 

(11) Power Evacuation 

A common 765 / 400 kV 8500 MVA pooling station (PGCIL)is proposed between Koyna 

Aral PSH & Tarali PSH. Three numbers DCQM 400 kV lines will connect to 6480 MVA 

Koyna Aral PSH & one DCQM  400 kV linewill interconnect the Tarali PSH to pooling 

station. The outgoing lines will be 4* quad bersmis 765 kV lines to PGCIL Kolhapur, 

400 kV LILO of Karad ï Koyna lines (existing), 2 lines to windfarm s/s at 400 kV 15 km 

away. As the power requirement for the pumping mode of PSH will be drawn from the 

same 400kV grid station, the adequacy of the gird station capacity shall be verified. 

However, the selection of substation, transmission line networks, voltage and adequacy 

check shall be ascertained by MSETCL / PGCIL by carrying out the detailed grid studies 

before finalisation of project. At grid station, 400kV bays with all the facilities shall be 

developed to accommodate the new lines from both PSHs. 

(12) Power requirement for pumping The power requirement for pumping will be 1676 

MW/1765 MVA 

The synchronous/DFIM machines will be operated as synchronous motors to pump 

water back from the lower reservoir to the upper reservoir. The power requirement for 

the pumping mode will be drawn through the same 400kV GIS substation and the 

400kV transmission lines by back-feeding the generator transformers. The power 

required for pumping shall be made available at 400kV grid by the developer during 

the pumping interval. 

Static Frequency Converter and DC Excitation System (For Fixed speed machine) 
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SFC can be used for starting a machine in Pumping mode. For starting of the machine 

in pump mode the Static Frequency Converter or Variable frequency Drive equipment, 

Starting Circuit Breaker panels and starting isolatorôs cubicles, DC link reactor along with 

associated equipment are envisaged. The machines will be started in Back-to-Back 

mode of starting and the last machine will be started with SFC equipment. 

The ceiling voltage of the excitation system will be at least 200% of the normal field voltage 

and response ratio will be about 2.0. Excitation system consists of a Dry type Excitation 

transformer, a set of thyristor converters, and a field flashing circuit during generation 

mode. 

Voltage Source Converter (AC Excitation System) and Control System (for Variable 
speed Machines): 
The excitation system shall enable the operation of the generator motor units in frequency 

regulation, voltage regulation modes within the capability diagram of the units. The 

excitation system shall manage the DFIM operating point parameters such as active 

power, reactive power or stator voltage, shaft or runner speed according to desired P, Q 

set points (given by operator through SCADA system) and optimizing rules. 

The excitation system shall include two types of controls: 

ǒ A guide vane regulation controlling the guide vane opening and thus the 

mechanical torque on the shaft. 

ǒ A rotor current regulation controlling the electromagnetic torque in air gap 

and the magnetizing current of the DFIM. 

The excitation system shall be connected to the SCADA system. 

 

The harmonic content injected into the neighboring power grids must comply with IEC 

61000-2-4 class 3 and IEC 61000- 3-6 standard. 

The excitation system shall include two control strategies which can switched from one 

to the other 

(a) Active and reactive loads are controlled by the voltage source inverter (VSI) while the 

speed of the shaft line is controlled by turbine governor. 

(b)  Speed and reactive load are controlled by the VSI while the active load is controlled 

by turbine governor. 

(13) Bus Shunt Reactor - Shunt reactor will be provided to limit over voltages during line energization 

/ load rejection. 

The shunt reactor will be of star connected winding, oil filled, rated either three nos. 

single phase 21 MVAR,400/ã3 kV or one no. 3 phase 63 MVAR, 400 kV with necessary 

switching & control arrangements. The reactor will be complete with all accessories and 
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sufficient mineral oil for first filling. The shunt reactor will be connected by Gas insulated 

Busduct (GIB) with 400kV GIS main bus. 

The shunt reactor rating shown is indicative value. The selection of shunt reactor type, 

rating and adequacy check shall be ascertained by PGCL/MSETCL by carrying out the 

detailed grid studies before finalisation of project. 

(14) Communication - Communication from PSH to grid station will be carried out using Fiber 

Optic media. Both ends of the transmission line will be provided with Fiber Optic 

Terminal Equipment. OPGW ground wire will be used which will serve dual purpose of 

ground wire and communication. Fiber optic communication is proposed to interconnect 

various site locations such as of power station, switchyard, and dam by establishing a 

fast Ethernet for voice, data and video communication between all the sites of the project 

and as required. 

The fiber optic system will be suitable for Phase Measuring units (PMUs), voice and 

data communication, power circuit Tele- protection signalling, Supervisory Control and 

Data Acquisition (SCADA), Building Management System( BMS), Security Management 

System (SMS) and CCTV application. Equipment required for load dispatch function 

shall be in line with MSETCL / POWER GRID specification and requirements. 

Microprocessor based digital EPABX system is proposed at a control room located in 

the power station and is planned for intercom purposes. EPABX system will cater to the 

voice communication requirement of the PSP covering various project areas such as 

power house along with all the associated floors and access galleries/areas to pothead 

yard and Upper Dam as required. In addition, Public address system is proposed and 

will be located in the control room of the powerhouse. The loud speakers, head 

microphones, call station connecting points & other telephone connecting points shall 

be located at various points of the powerhouse, pothead yard & dam. 

Remote SCADA, Joint Control mode for machines, Protection, metering, measurement, 

communication and annunciation panels for Turbine, synchronous generators, 

asynchronous generator-motor and 400kV feeders. 

(15) Control supply system consisting of a station battery, charger and its distribution 

system. 

(16) The station auxiliaries like EOT crane (2 levels), Air Compressor system, Dewatering 

and Drainage system, firefighting equipment, Air conditioning, Ventilation system and 

illumination system. 

(17) Power evacuation system consists of transmission line, protection/ metering 

equipment, CT's, PT's, LA's along with its supporting structures and Receiving end 

equipment including bay extension at the other end. 
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(18) Auxiliary Power supply system consisting of unit auxiliary transformers, station auxiliary 

transformer, D.G Set for alternative emergency supply and station/ unit auxiliary boards 

for station auxiliaries, unit auxiliaries. 

 

MECHANICAL EQUIPMENT: 

The Mechanical equipment consists of Turbine, Spherical Valve, Governor, Guide vane & 

guide vane servo motor, shaft seal and sleeve, Thrust & guide bearings, Bearing oil pumps 

and coolers, instrumentation and control system, HP/LP Air Compressor system, oil pumping 

system, cooling water system, Drainage, Dewatering system, crane etc. 

3.4.2.1  SPHERICAL VALVE: 

Each Turbine is provided with a Spherical valve to act as a main inlet valve to achieve quick 

closing to cut off the water supply for the Turbine in the event of any machine tripping on a 

lock out fault. The Spherical valve shall be normally opened and closed by hydraulic system 

and also have a backup closing system with counter weight for closing during emergency. 

Hydraulic operated Bypass needle valve is provided across the Spherical valve for smooth 

operation with pressure balance condition. It shall have a service seal and a maintenance 

seal. 

3.4.2.2  TURBINE/PUMP - Mode changes: 

In case of ternary machines the turbine will be high efficiency peloton / francis, The type of 

turbine will be reversible vertical shaft Francis type directly coupled to the vertical 

synchronous generator/asynchronous generator-motor. The turbine will have adjustable 

guide vanes for control of the flow.  The normal modes of operation are,               1. Hot 

Standby - With all aux on and primed up to start 

2. Synchronous condenser Generator mode - machine running with water depressurised in 

the direction of generation in synchronized condition. SV closed condition. 

3. Synchronous condenser Pump mode - machine running with water depressurised in the 

direction of generation in synchronized condition. SV closed condition. 

4. Pump mode 

5. Generator mode 

During peak demand hours the pump draws power from the grid and water gets pumped into 

the higher reservoir. When the peak hours arrive, and the demand is high, the machine 

reverses, using high pressure to generate electricity through the turbine. Design of the 

Turbine components would be tweaked for better efficiency if needed, after carrying out the 

Model Test of Turbine. 
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3.4.2.3  GOVERNING SYSTEM: 

The turbine will be controlled by an electronic governor. The Governor in general shall be 

designed in accordance with IEC 61362.The guide vanes will be actuated by guide vane 

servo motor through the governor. The system will be so designed that the main functions of 

speed control, power control are handled as separate program parts and shall be 

programmed to suit Francis turbines having adjustable guide vanes. Electrical Inertia as per 

the Indian Electricity Grid Code. A penstock pressure feedback loop will be provided to 

mitigate of S curve  impact. 

 

3.4.2.4  AUXILIARY SYSTEMS: 

i)  Air Conditioning System: 
 

Chiller units of adequate capacity shall be provided for air-conditioning of the important areas 

of the plant. Chiller units are to be placed in the transformer cavern. Detailed design of the 

same shall be done at the DPR stage. 

ii)  Ventilation System: 
 

In alternative 1, the two vertical shafts themselves act as cable raceways in grooved areas 

, house a lift & staircase and also has a ventilation duct running in another recess.. the 

vertical shaft acts as a return path for the air.   

In alternative 2, adequate ventilation tunnels have been proposed in this project, consisting 

of a Transformer cavern, Powerhouse and other areas. Air Handling units are to be placed 

in the transformer cavern. Detailed design of the same shall be done at the DPR stage. 

iii)  Crane and Hoists: 
 

Two nos. EOT cranes of suitable capacity each will be installed in the ground level and will 

be used for lowering equipment into the two vertical shafts of the well type power house. Two 

more tandem operated EOT cranes  are in the powerhouse building for handling equipment 

during erection and maintenance. For handling of intake and draft tube gates suitable 

electrically operated hoisting mechanisms will be provided individually. 

iv)  Dewatering, Drainage System and Flood water System: 
 

For Dewatering of turbine casing water up to the Tail race gate, a required number of 

submersible pumps with suitable capacity will be provided. The Dewatering sump will be 

located on the station below the draft tube level and a pipe from the submersible pump 

discharge will be taken up vertically towards the tail race above the max flood level. An 

isolation valve will be provided in this pipe which will be opened during Dewatering.     

Necessary level switches will be provided in the Dewatering sump to facilitate auto start / stop 
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of the pumps. Sizing of pumps will be done during preparation of DPR. The control panel for 

the same will be kept at surface level and not in the pit. 

v)  Fire Protection System: 
 

CO2 fire protection and water spray are provided for the generator which are activated by 

temperature and differential fault. 

The proposed fire protection system shall be designed to provide adequate safety measures 

in the area susceptible to fire in the power station. TAC classifies hydel power generating 

stations as ñLight hazard Occupancyò and hence the system shall be designed accordingly. 

This system is designed as per applicable requirements of NFPA 70.  

vi)  HP Air Compressor System for blow down 
 

The High-Pressure air system will cater to the needs of Tail water depression whenever the 

Machine is required for starting the unit in pump modes and to be operated in the Condenser 

mode from other modes or standstill. The runner and upper cone of the draft tube need to be 

blown out from water by depressing tail water level by feeding high pressure compressed air 

into the draft Tube, Runner and Bottom Ring for startup of Pump Turbine in Pump mode and 

commence condenser operation. 

Centralized redundant compressor station with common and unit dedicated air receiver tanks 

are envisaged. Each unit dedicated tank will be designed for 2 blow downs.  
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CHAPTER - 4 

PLANNING BRIEF 

General 

The TARALI PSH is proposed in between two reservoirs i.e. TARALI PSH Upper reservoir 

(to be constructed newly) and TARALI PSH Lower (already existing) and the required 

quantum of water for power generation will get stored in the reservoir through seasonal 

flow of water in the tributary /nala whenever it is available. 

In the generation mode, water will flow from the TARALI PSH upper reservoir through 

Power Intake and Penstock/Pressure shaft of 1,440 m long two parallel penstocks with 

one feeding four units and other feeding three units. The upper reservoir has a  storage 

Capacity of 9,000 MWh with Rating of 1,500 MW. This project comprises 3 units of 300 

MW each and 2 units of 150 MW each. The water after power generation will be conveyed 

to a lower reservoir through TRT. The total design discharge for the proposed scheme is 

450.66 Cumec with the rated head of 387.26 m. 

 

 Planning Concept 
 

The proper selection of construction methodology, project scheduling followed by strict 

monitoring during construction are the major tools available in the hands of developers 

for ensuring completion of projects within scheduled time and cost. The project 

implementation schedule of the scheme is divided in to five stages as follows: 

1. Preparation of DPR 
 

2. Clearances and Permits 
 

3. Pre-Construction Activities 
 

4. Construction Activities 
 

5. Testing and Commissioning 
 

Please refer to Annexure-I for timelines 
 
 
The preparation of Detailed Project Report including Topographic Survey and 

Geotechnical Investigation will be completed within 6-month time. The Clearances and 

Permits includes Forest land clearance, Environmental clearances, DPR approval and 

other permits and licences and all these activities will be completed within 18 months. 

Pre-Construction activity involves construction infrastructure works like access road to 

project site and construction of building for accommodating men and materials, Award of 

tender for design works, Preparation of tender for Civil, H&M and E&M works, floating of 
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tenders, Bid Evaluation, award of work and Mobilization to Site. This activity is proposed 

to be completed in 6 months. 

The main Construction activities will be taken up once Pre-Construction activities are 

completed. The Construction work for Civil, H&M and E&M will be carried out either by 

EPC contract or based on item rate contract. Quality control of civil, H&M and E&M works 

will be taken care through internal / external agencies. Based on the specific work of the 

project, equipment planning will be taken up and state of art equipment will be deployed 

at site during execution. It is proposed to get the Civil, Hydro-Mechanical and Electro- 

Mechanical works done through reputed contractors who have been doing similar kinds 

of works. 

The Testing and Commissioning including water filling in the system will be taken up 

once the construction works are completed. The total construction of the project including 

pre construction, testing and commissioning are proposed to be completed within 42 

months 
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CHAPTER - 5 

PROPOSED INFRASTRUCTURE 

General 
 

TARALI PSH is located near Dangistewadi Village, of Patan Taluka of Satara District of 

Maharashtra. It envisages construction of upper reservoir in Nivade Village in Patan Taula of 

Satara District and use the existing TARALI lake as Lower reservoir in Bamnewadi near Murud 

Village of Patan Taluka, Satara District.  Upper Dam location is about 25 Km from Patan and is 

accessible via Chalkewadi Patan Road. Nearest Railway station is Karad which is about 41 Km 

from Patan with an all-weather Road. Nearest airport is at Pune. The Installed capacity of the 

Project is proposed as 1,500 MW + 10% O/L. 

 

Access 
 

Roads to Project 
 

The project sites for upper Dam and lower Powerhouse are accessible from village roads near 

Nivade and Bamnewadi village respectively from where Project roads takes of and the 

distances to project sites shall be approximately about 1.5 km  

Existing Road and Bridge Improvements 
 

The conditions of Existing roads need to be improved. 
 

Roads in the Project Area 
 

The access road to the proposed Dam site takes off from Nivade village   and that for Power 

House shall take off from Kejalwadi Hall located on existing Patan - Tarale road The 

specification of site access roads has been kept in the equivalent category. 

The permanent colony, office and other temporary facilities are planned along the access road 

discussed above. Internal roads connecting different work fronts shall be of temporary nature. 

These shall be constructed  using available muck and material and shall be maintained during 

construction period. However roads reaching Dam and to Power House Adit  and permanent 

Colony shall be of permanent nature.  

Construction Power Requirement 

The requirement of construction power will be met from the existing transmission network in 

the area. The transmission network can be extended to meet the requirements. 
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Telecommunication 

 

Adequate provision required for telecommunications shall be provided including: 

 Development of the existing telephone system to provide sufficient capacity for both 

voice and data transmission. The bandwidth shall be adequate for transmission of A0 

detailed drawings  

 Provision of radio and microwave facilities. 

 Provision of VSAT connection at site for communication with head office 

 

Project Colonies / Buildings 

 

ǒ The contractors for Civil, Electro-Mechanical and Hydro-Mechanical works are planned to 

be hired for execution of this project. The skilled, semi-skilled and unskilled labor will be 

arranged by these contractors. Contractors shall themselves arrange for housing facilities 

for its work force in nearby villages. 

ǒ In addition, the developer will have his own staff or supervision of the works. Some of the 

existing houses in the nearby areas / villages will be hired on rent during construction 

period. It is proposed to construct residential as well as non-residential buildings for the 

project. Office buildings, guesthouses, security posts, dispensaries, etc. will also be 

constructed. These facilities shall be permanent in nature and shall also be used by O & M 

staff, once the construction is over. 

Job Facilities 
 

Workshop is proposed near all the components to facilitate the various preparatory works, 

batching plants, Crushing plants, steel liner plates bending etc. The major fabrication and 

assembling of hydro - mechanical equipment can be done in this workshop and later can be 

transported to the desired sites. Labor colonies, staff colonies will be provided nearer to the 

project components in non forest area. 

Water Supply 
 

The provision of adequate water supplies for both the construction purposes and the use of 

personnel shall be done. In order to avoid any deterioration in water quality and subsequent 

changes in the aquatic biota, a proper sewage disposal system in and around various labour 

colonies shall be planned to check the discharge of waste. 

Explosive Magazine 
 

One explosive magazine store has been proposed in the project area. Portable magazines 

shall be kept at the sites of work for day-to-day requirements. Location of the Magazine shall 
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be fine-tuned after taking advice from the Licenced Blaster and following statutory regulations  

Medical Facilities 
 

Medical facilities are   available at Patan and Karad by State. District Hospitals  are well 

equipped with almost all medical facilities. However a local Dispensary shall be maintained 

throughout the construction period at site 
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CHAPTER ï 6 

ENVIRONMENT AND ECOLOGICAL ASPECTS 

 
 

Introduction 

The proposed TARALI PSH is located near village Dangistewadi in Taluka Patan in Satara 

District in Maharashtra where the existing TARALI Reservoir is operational for irrigation 

purposes. Project consists of the upper reservoir, which will be constructed and the existing 

TARALI Reservoir in Satara district. The location of the project is as shown in figure 1.1: 

Project Location. 

Regulatory Environmental Clearance (EC) process involves three major steps as stipulated 

in EIA notification of September 2006, viz. Scoping (Terms of Reference), Public 

Consultation and Appraisal. 

Hydel projects cover a large area and hence will interfere with the environment in the 

proposed area and its surroundings. Proper assessment of environmental impacts and its 

mitigation measures during the planning stages of the projects will help in reducing the 

adverse impacts. A brief description of environmental impacts with the proposed Pumped 

Storage Project is presented in the chapter. However, detailed EIA and EMP Studies shall 

be carried out in the DPR stage. 

 

Study Area of the Project 

For collection of the baseline environmental data and prediction of impacts the environmental 

study will be delineated as Project area or the direct impact area within 10 km radius of the 

main project components like Powerhouse, Balancing reservoirs and approach road etc.  The 

Vankusawade Energy Park Road is in close proximity to the proposed reservoir location. 

 

Environmental Baseline Status 

Data on the existing environment quality is to be collected to understand the present setting 

of the environment at the project site. To complete the EIA study, it is important to collect 

baseline data for various physio-chemical and biological environmental components in the 

project study area comprising Vegetation Community Structure, Wildlife, Soil Quality, Noise 

levels, Ambient Air Quality, Traffic density, Socia-economic aspects of the project area. 

 

Physiography 

The project area is located in the Satara district of Maharashtra. The project area lies in the 

Krishna Basin. Satara district is part of the Deccan trap of Indian Peninsula. The physical 

setting of the district is divided in the hilly range, valley, tableland, plateau and plain area. 
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The physiographic landscape of the district influences the spatio-temporal climatic 

characteristics. The variation of relief height is 1426 meter in the Sahyadri range to the 405 

meter in the basin of the Nirariver in the Phaltantahsil above Mean Sea Level. However, the 

district can be broadly divided into major four morphological units, viz. The Sahyadries, 

Krishna vally, Niravally, and Mahadev hills and Eastern plateau. The physiography of the 

district is shown in the figure below. 

 

 River System 
 

The upper reservoir of the TARALI PSH will be built across the river Tarali, a tributary of river 

Krishna. The water from the existing lower reservoir is used for irrigation purposes. All other 

facilities will be constructed to build up the requisite infrastructure for the pumped Storage 

Project. 

In the district, the Sahyadri hill range and its subdivision divided the drainage network into 

four areas; the Nira in the northern zone, the Krishna in the west and south zone, the 

Manganga and Yerala in the east and south-east zone respectively. The major part of the 

district is covered by Krishna river drainage system as depicted in the figure. 
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 KRISHNA DRAINAGE SYSTEM 

The Krishna is the second largest east flowing river of the Indian Peninsula. Its length is 

about 1280 km and total drainage area is 243,610 km2. It rises 1364 meter above the Mean 

Sea Level in the Sahyadri range just north of Mahabaleshwar hill station of the district. 

Krishna is a main river in the district and drains 176km in the middle of the district. After 

origin, Krishna runs in Mahabaleshwar, Wai, Satara, Koregaon and KaradTahsils. Kudali, 

Urmodi, Venna, Vasana, Koyana and 

Tarali tributaries meet Krishna in the study region. The Dhom and Balkavadi dams are 

constructed on the Krishna near Wai. The annual water supply and fertile soil of Krishna 

drainage networks are providing a favorable situation for agricultural and economic 

development of the study region. Satara, Wai, Karad are situated on the bank of Krishna.  

The Tarali river rises on the east of Thoseghar-Chalkewadi village. It flows in Patan, Satara 

and Karadtahsils from the south east direction of Kelavali-Sonapur and north-east of Jalu-

Vasantgad hills. The length of Tarali is 35 km and it joins Krishna river near Umbraj.  

 
Meteorology 

The Indian Meteorology Department, Pune divided Satara district into four seasons. 

(i)Cold season -December to February 
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(ii)Hot season- March to May 

(iii)Southwest monsoon season -June to September 

(iv)Post monsoon or the retreating monsoon season - October and November 

Temperature, rainfall, humidity, evaporation and wind speed are important elements of the 

climate. The climatic condition of Satara district depends on geographical factors. 

Generally, the climatic conditions of India change latitude wise but in the district, it changes 

longitudinal. 

Rainfall: The rainfall ranges from the rainiest in the Mahabaleshwar region, which has an 

average annual rainfall of over 5805 mm to the driest in Man tehsil where the average 

annual rainfall is about 557 mm (Figure 2.3). Average annual rainfall of Satara district is 

1033 mm. The rainfall is received in the three seasons. 

June to September is the south west monsoon season whereas October to December 

constitutes the post-monsoon season or the retreating monsoon season. The pre monsoon 

or hot season is from March to the end of May. The normal rainfall trend in the district 

increases towards the east to west and reaches maximum around Mahabaleshwar. 

 

Humidity: In the rainy season, the air is highly humid (more than 75 percent) while during 

the winter and the summer season, the air is dry particularly in the afternoon. The eastern 

part of the district is drier as compared to western high range. 

 

Wind: Winds are strong particularly on the Sahyadri Mountain in the monsoon season. 

They are weak to moderate during the rest of the year but local wind is also creating dust 

storms. In the rainy season, the direction of wind is southwest or south and during summer, 

it is north and northeast. Thunderstorms hail occur in the post monsoon months of summer 

season (April and May). The Sahyadri hilltops are generally covered with clouds and fog 

during the monsoon month Fog also occurs occasionally in the Koyana valley and 

Mahabaleshwar tehsil in the winter season. Occurrence of haze and frost is recorded in 

some parts of Mahabaleshwar and Tapola area. 

Temperature: The mean minimum temperature is 11.6o C whereas the mean maximum is 

37.5o C. 

Water Quality 

The data on surface and ground water shall be collected to evaluate the quality of the water 

in the proposed area during the DPR stage. Based on secondary information, the TARALI 
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reservoir appears to have a good water quality as there are no major habitations in the vicinity 

of the reservoir. All the samples of surface water shall be collected and tested during the 

DPR stage as per the Water Quality standards of BIS and CPHEEO. 

Biodiversity 

The  geographical  area  of  Satara  district  is  10,480  km2  and  is  spread  over  11  talukas  

viz.  Satara, Koregaon,  Jaoli,  Mahabaleshwar,  Wai,  Khandala,  Phaltan,  Maan,  Khatav,  

Patan  and  Karad. The  recorded  forest  area  of  the  district  including  sanctuary  areas  is  

1570.51  sq.km  that  is 14.98%  of  the  geographical  area  of  the  district.  The  Satara  forest  

division  however  has  a  forest area  of  1,309.18  km2  that  is  spread  over  12  forest  ranges  

and  all  11  talukas  and  is  12.49  %  of the  geographical  area.   As  per  the  latest  óIndia  

State  of  Forest  Report  2009ô  published  by  Forest  Survey  of  India, Dehradun,  the  ótotal  

forest  coverô  of  Satara  district  is  1276  km2  that  is  12.18  %  of  the geographic  area  out  

of  which,  óVery  dense  forest  coverô  is  9.3  %  while  óModerately  denseô  is 44.60  %  of  

the  total  forest  cover.    The  óOpen  forest  coverô  constitutes  46.1  %  of  the  total  area 

under  forest  cover.  This  means  about  53.9  %  of  the  total  forest  cover  within  the  district  

is moderately  dense  to  very  dense. The  forest  area  of  Satara  forest  division  extends  

over  in  scattered  blocks  throughout  the  civil territories  of  Satara  district.  The  Satara  

division  is  bounded  to  the  North  by  Nira  River  and Pune  district,  to  the  East  by  

Sholapur  district;  to  the  South  by  Sangli  district,  and  to  the  west  by Raigad  and  

Ratnagiri  districts.  The  forest  area  lies  between  latitudes  170  05ô  N  and  longitudes 180  

05ô  N  and  longitudes  730 30ô  E  and  740 05ôE.  

Flora 

The Western Ghats region is considered as one of the eight 'hottest' biodiversity hotspots of 

the 34 identified biodiversity hotspots worldwide.  The region boasts of a tremendous diversity 

of plant and animal life.  The diverse natural wealth of the region is an important source of 

livelihood for a number of ethnic communities inhabiting the region.  For instance, local 

communities harvest nearly 150 uncultivated food plants and more than 500 medicinal plants 

from forests for food and medicine.  The forests are also a source of varied non timber forest 

products(NTFPs) and industrial raw materials. Nearly 2,227 species of plants belonging to 

1,023 genera of 182 families have been recorded for Kolhapur district.  The details of the flora 

in the area of interest will be assessed during the EIA Stage to identify any specific species 

of interest that need conservation.  However, the area of interest for this project appears to 

have minimal vegetation with a few patches of dense vegetation. 

 

           Wild Life 

The  wild  animals  are  mainly  confined  to  the  hilly  regions  of  the  Sahyadri  and  its  
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foothills.  Due to  natural  inaccessibility  and  scanty  population  in  Dhebewadi,  

Mahabaleshwar  and  Koyana catchment  areas  and  also  availability  of  water,  forest  

cover  and  protection,  the  wild  animals  are sighted  more  frequently.  The  common  wild  

animals  and  birds  found  in  the  tract  and  their general  distribution  are  as  under:  

Carnivora 1.  Tiger  (Pantheratigris) Tiger  has  become  very  rare  in  the  tract  and  found  

only  in  the  forests  near  Malokolna  towards south  of  Helvak  of  Patan  range  and  in  

some  portions  of  Dhebewadi  range. Panthers  (Pantherapardus) are  particularly  seen  

near  Mahabaleshwar  and  Pachgani  in  the  Koyana  catchment  and in  the  Warana  valley  

of  Dhebewadi  range.   The  Wild  cat  or  Ran  manjar  (Felischaus) is  one  of  the  smaller  

cats  and  is  found  in  large  numbers.  It  generally  lives  in  open  grassland and  scrub  

jungle  and  reedy  banks  of  river  and  marshes  and  is  a  serious  menace  to  poultry.  

The  Civet  or  Joswadimanjar  (Viverriculaindica) are  mostly  found  in  the  semi-evergreen  

forests  of  Patan,  Dhebewadi  and  Mahabaleshwar ranges.    The  common  palm  civet  is  

also  found  in  open  grassy  scrub  forests  but  is  rare. The  Hyaena  or  Taras  

(Hyaenahyaena) i.e. the striped  Hyaena  is  commonly  found  in  open  grasslands  and  in  

low  hills  around Mahabaleshwar  and  Panchgani  plateau  and  in  Phaltan,  Koregaontahsils  

of  Satara  district. The  Wolf  or  Landaga  (Canis  lupus) is  a  member  of  the  canine family  

and  is  a  powerful  animal  having  great  endurance  and  is found  in  the  hills  around  

Phaltan  and  Khatav  but  has  become  rare. The  Jackal  or  Kolha  (Canisaureus) is  found  

all  over  the  tract  in  grassy  open  woodlands. The  Fox  or  Khokad  (Vulpesbengalensis) 

is  commonly  found  in  the  open  grassy  plains  of  Satara  division. The  Wild  dog  or  

Dhole  (Cuonalpinus) is  one  of  the  remarkable  animals  and  always  moves  in  packs  

and  runs  at  a  tireless  trot.    They are  mostly  found  in  Koyana  valley. The  sloth  bear  

or  Aswal  (Melursusursinus) has  whitish  óVô  shaped  mark  on  his  breast,  a  pale  whitish  

grey  snout  and  long white  claws  and  are  confined  to  the  well  wooded  hilly  portions  

of  the  ghat  areas  of  Bamnoli and  Kas  but  are  not  numerous. The  Indian  grey  mongoose  

(Herpestesedwardsi) is  found  all  over  Satara  division  and  they  adapt  themselves  to  

their surroundings. The  Indian  Pangolin  (Maniscrossicaudata) is  a  peculiar  animal  which  

has  large  scales  and  is  light  yellowish  brown  in  colour,  found  on the  river  banks. The  

Bison  or  Gaur  (Bosgaurus) is  the  biggest  ox  in  the  world  and  are  essentially  animals  

of  deep  forests  in  the  hills  and are  rarely  found  in  the  forests  on  the  Mala  pass  hills  

and  in  the  South  of  Helvak  near  MalaKolna  and  at  Kirsule  in  the  forest  of  Koyana  

valley.  Indian  Gazelle  or  Chinkara  (Gazellagazella) is  an  antelope  found  in  small  

numbers  in  the  hills  of  Man  in  Satara  division,  but  now  has become  rare. The  barking  

deer  or  bhekad  (Muntiacusmuntajak) is a small  deer that makes a series  of  crackling  

barks  when  alarmed  or  in  flight. Sambar  (Cervus  unicolor) is  the  biggest  Indian  deer  

found  in  the  hilly  forests  of  Mahabaleshwar,  Satara,  Patan  (Koyana Valley)  and  
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Dhebewadi  ranges. The  Wild  boar  or  Ran  dukkar  (Susscrofa) is  usually  found  in  grassy  

and  bushy  forest  areas  as  well  in  hilly  forests  of  Satara  Division. The  Indian  hare  

(Lepusnigricollis) is  found  in  open  bushy  areas all  over  the  division  and  often  on  the  

banks  of  rivers. Squirrels  are  rodents  like  rats,  mice,  porcupines.    They  are  easily  

recognized  by  their  slender built,  bushy  tails  and  arboreal  habits.  The  Indian  giant  

squirrel  (Ratufaindica)  are  shy,  wary animals  keeping  mostly  to  the  canopy  and  are  

commonly  found  in  Mahabaleshwar  and Pachgani  plateau  forests  as  well  the  Western  

Ghat  region.    The  Indian  porcupine  or  sayal (Hystrixindica)  is  common  throughout  the  

forest  areas  of  Satara  division.    The  five-striped palm  squirrel  (FunambulusPennanti)  

is  also  common  throughout  the  tract. The  Indian  sandgrouse  (ptetroclesexustus),  Green  

Pigeon  are  commonly  found  in  the  eastern part  of  the  district.  Pond  heron,  Cattle  

egrets,  Stone  plover  (Ddicnemusindicus)  Bald  coots  are commonly  found  throughout  

the  district.    The  painted  partridge  (Francolonuspictus)  Common quail,  Jungle  bush  

quail,  Jungle  fowl,  Peafowl  are  found  in  the  forts  of  Mahabaleshwar, Dhebewadi  and  

Koyana.  The  Rain  Quail  breed  in  September  in  the  meadows  and  kurans   around  

Satara.  The  common  Grey  partridge  (Ortygornispondicerianus)  is  generally  found  in 

the  sugar  cane  fields  towards  Tasagaon.    The  Courser  (Cursoriuscoromandelicus)  is  

very common  in  the  Eastern  part  of  the  district. The  common  (Phalacrocoraxcarbo),  

the  Darter  (Anhinga  rufa),  Little  Green  bittern (Ixobrychusminutus),  the  Spoon  Bill  

(Platalealeucorodia),  the  White  Ibis  (Threskiornisaethiopica),  the  Common  teal  

(Anascrecca),  the  Whistling  teal  (Dendrocygnajayanica),  Pintail  Duck  (Anasacuta),  the  

Spot  bill  Duck  (Anaspoecilorhyncha),  the  Comb  Duck  or  Nakta (Sarkidiornismelanotos)  

are  found  in  large  rivers  of  Nira,  Krishna  and  Yerla  and  also  in  tanks and  lakes  near  

Mhasavad,  Mayani,  Kas,  Pingli  etc.  The  migrant  birds  viz  the  Demoiselle  crane 

(Anthropoidesvirgo)  Greater  Flamingo  (Phoenicopterusroseus)  Lesser  Flamingo 

(Phoeniconaias  minor),  the  Siberian  Ducks,  the  white  necked  stork  (Ciconiaepiscopus)  

the Black  necked  stork  (Ephippiorhynchusasiaticus)  the  Bar  headed  goose  

(Anserindicus)  are some  of  the  birds  seen  in  winter  season  in  large  rivers,  in  tanks  

and  lakes  at  Mayani,  Dahiwari, Mhasavad  etc.   Other  than  the  game  birds  mentioned  

above  the  common  birds  viz.  Indian  Roller,  Paradise  Fly catcher,  Pied  kingFisher,  

Koel,  Golden  Oriole,  Crow  Pheasant,  Parakeets,  Bulbul,  Doves, Woodpeckers,  Sun  

birds,  Magpie,  Hoopoe,  Tailor  Bird,  Rock  Pigeon,  Hawks,  Eagles  and Owls,  Green  

bee  eater  etc.  are  seen  in  the  district. 

Details of flora and fauna that exist in the study area of the project will be identified during the 

EIA studies to be taken up at DPR Stage.  It may be pertinent to note that the location of this 

project is quite a distance away from the nearest Sanctuary or any other national park. 

 



 

56 
Pre-feasibility by Splash Power  

SOCIO-ECONOMIC PROFILE 
 

Agriculture is the main occupation of the people. Agriculture is the main occupation of the 

people.  Out of the total population 37.20 % constitutes the working population and nearly 70 

% of this working population is farmers. Only 4% people have land holdings above 5 hectares 

while the majority 57% have holdings less than 1hectare. 22% are farmers and 10% are 

engaged as farm laborers. Nearly 1% are in the manufacturing and service sector while 13% 

are engaged in miscellaneous jobs. 

 

Out of the overall population of Satara district, 86% live in the rural areas and 14% in urban 

areas.  Around 9% population of the district belongs to scheduled castes whereas the 

percentage of scheduled tribes is less than 1%. The population density of the district is 268 

per sq. km. which is less than the state average of 315 per sq. km.  Karad taluka has the 

highest population density of 561 per sq. km. while Maan taluka has the lowest  density  of  

138  per  sq.  km.  The  district  has  sex  ratio  of  995  which  is  higher  than  the   state  

average  of  922.  The  average  literacy  rate  of  the  district  is  79%  comprising  88  percent  

for men  and  69  percent  for  women.    The  literacy  rate  in  the  rural  and  urban  areas  

is  around  77  % and  86  %  respectively.    

 

The  2003  livestock  census  estimated  15.79  lakh  domestic  cattle  in  the  district,  with a 

density  being 149  per  sq.  km.    Buffaloes  constitute  23.34%  of  cattle  population  

followed  by  cow/ox  as 22.85%,  while  sheep  and  goat  constitute  53%  of  the  total  

population.  There  is a decline  in  livestock  population  of  the  1997  livestock  census  by  

nearly  4%.  The  number  of  imported  jersey cows  has  increased  by  nearly  15%  in  

comparison  to  their  number  in  1997  thereby  leading  to an increase  in  milk  production.  

These  cattle  graze  both  in  forest  areas  as  well  as  in  gairan  land.   Majority  of  sheep  

and  goats  are  confined  to  Maan,  Khatav,  Phaltan  and  Khandala talukas which  are  

comparatively  drier  areas.  Being  a leading  producer  of  Sugarcane,  the  district  had  12  

sugar  factories  which  produced  1.52  lakh metric  ton  of  sugar  during  the  year  2004-

05.  The  district  is  amongst  leading  producers  of  milk. There  are  1,316  milk  cooperatives  

in  the  district  which  produced  4700  lakh  litre  milk  during the  year  2006-07,  collecting  

and  marketing  nearly  1.29  lakh  litres  of  milk  every  day.   In  all,  there  are  513  factories  

registered  in  the  district  out  of  which  394  are  working, giving employment  to  nearly  

22,000  laborers.  

 

The collection of data on the socio-economic status should be delineated within 10km radius 

of the main project components such as upper reservoir, lower reservoir, water conducting 

systems, power house, muck disposal area etc., the proposed area lies in the two districts of 
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Maharashtra. 

The socio-economic should include 
 

 Collection of baseline data on human settlements, health status of the community and 

existing infrastructure, educational facilities, source of livelihood, job opportunities and 

surrounding population. 

 Information on Agricultural practices, cultural and aesthetical sites. 

 Demographic profile, Ethnographic Profile, Economic structure and 

 Development profile. 

 Impact on socio-cultural and ethnographic aspects due to proposed project. 

 List of all the project affected persons with their names, education, land holdings, other 

properties, occupation, source of income, land etc. 

 
   PREDICTION OF IMPACTS 

Majority of the environmental impacts attributed to construction works are temporary in 

nature, lasting mainly during the construction phase and often do not extend much beyond 

the construction period. However, as the construction phase of the Pumped Storage Project 

is large and extends over some years, if these issues are not properly addressed, the impacts 

can continue even after the construction phase. Even though the impacts due to construction 

are temporary in nature, they need to be reviewed closely as they could be significant due to 

the nature and intensity of the impacts. 

Impact on Land 

The impact on the land mainly occurs due to the construction works, migration of laborers, 

vehicular and heavy machinery movement in the area. Extension of the construction timeline 

beyond the scheduled construction may have an impact for longer duration although which 

is temporary in nature. 

 

Impacts due to immigration of Construction Workers 

At the time of peak construction work in the project, Majority of people are required than the 

planned persons who have their permanent shelters in nearby villages or temporary homes 

constructed for the project purpose. Majority of the people will be migrating from other areas. 

Only the migratory manpower will stay at site camp. Immigration of such a large population 

for a long duration in remote areas can cause serious impact on various environmental 

resources including socio-economic profile of local population. 

The congregation of a large number of construction workers during the peak construction 

phase is likely to create problems of sewage disposal, solid waste management, tree cutting 
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to meet fuel requirements, spread of sexually transmitted diseases etc. Appropriate 

mitigating measures will be suggested in EMP, which needs to be implemented to minimize 

such impacts. This population is expected to reside in the vicinity of the project area during 

the construction phase. 

a) Impact due to Construction of Main Project Components 

For construction of main project components major activities are excavation and concreting. 

Excavation will have an impact in terms of muck generation and de-vegtation. Excavation 

and concreting process will require use of various construction equipment such as batching 

plants, aggregate processing plants, dumper trucks, excavators, dozers, shotcrete 

machines, jack hammers, generators, pumps, etc. leading to generation of pollution in terms 

of emissions, wastewater, noise and solid waste.  Further, based on the flora cover of the 

areas of interest, there will be an impact on the land due to vegetative clearing and 

accordingly the green cover will have to be compensated.  

b) Operation of Construction Plant and Equipment 

During the construction phase, various types of equipment will be brought to the site and 

construction plants and repair workshops will be set up. These include crushers, batching 

plants, drillers, earth movers, rock bolters, concrete mixing plants etc. The siting of these 

construction equipment would require a significant amount of space. In addition, land will 

also be temporarily acquired, i.e. for the duration of project construction; for storage of the 

quarried material before crushing, crushed material, cement, steel, explosives etc. 

The siting of these construction plants/equipment would require a clear piece of land, in the 

proximity of the project. Proper siting of these facilities will reduce the impact due to their 

location. Their locations will be identified, keeping in view the technical and economic criteria; 

however, same can be further refined during setup, keeping in view: 

ǒ Proximity to the site of use 

ǒ Sensitivity of forests in the nearby areas 

ǒ Wildlife, if any, in the nearby area 

ǒ Proximity from habitations 

ǒ Predominant wind direction 

ǒ Natural slope and drainage 

Such activities are planned on land that can be leased and completely avoiding the forest 

area; to minimize the impacts of tree cutting. Land will be restored to its near original status 

once the project construction is complete. 

Operation of construction plants and machinery will have an impact on ambient air quality 

due to fugitive emissions associated with material handling; emission due to operation of DG 



 

59 
Pre-feasibility by Splash Power  

sets to meet the power requirements and other equipment; impact on water quality due to 

waste water generation and impact on soil due to solid and hazardous waste generation. 

Management of such impacts with operation control and appropriate pollution control 

equipment is essential to minimize their effect on the surrounding environment including local 

population and wildlife and should be elaborated in the Environment Management Plan.  

Environmental Monitoring will also be required during the construction phase of the project.  

In case there is a need for blasting, then a proper Disaster Management Plan should be put 

in place taking into account the storage of explosive material, isolation and security of these 

materials from other consumables at the site. 

 

Muck Disposal 

Construction work would involve soil and rock excavation. The area designated for muck 

disposal should be sufficient enough to take into account the swelling factor. This muck would 

require disposal, with minimum environmental impacts. Muck, if not securely transported and 

dumped at pre-designated sites, can have serious environmental impacts, such as: 

ǒ Can be washed away into the natural water bodies which can cause negative impacts on 

surface and ground water quality and get deposited in low lying areas. 

ǒ Can lead to impacts on various aspects of the environment. Normally, the land is cleared 

before muck disposal. During clearing operations, trees are cut, and undergrowth perishes 

as a result of muck disposal. 

ǒ In many of the sites, muck is stacked without adequate stabilization measures. In such a 

scenario, the muck moves along with runoff and creates soil erosion like situations. 

ǒ Normally muck disposal is done at low lying areas, which get filled up due to stacking of 

muck. This can sometimes affect the natural drainage pattern of the area leading to a 

change in the natural hydrological pattern. 

ǒ A detailed Muck Disposal Plan will be prepared to minimize the impact and addressed in 

the Environmental Management Plan. 

c) Road Construction 

A network of roads would be required to approach various project components for construction, 

operation and maintenance. Proper planning for these roads needs to be done so that this is 

a one time activity.  As far as possible, develop the existing cart track for use of the project 

into project roads. As such, no adverse impact is envisaged with road construction, as long 

as these are planned properly and executed from a long term perspective.  The proposed 

lower reservoir is in the close proximity of the Vankusawade Energy Park Road. 

d) Impact due to Acquisition of Land 
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For the development of the TARALI PSH, Approximate land that would be required for 

construction of project components, reservoir area, muck dumping, construction camps and 

colony, etc are estimated below.  

Major impact of land acquisition is permanent change of land use, which is unavoidable. 

Additionally, land acquisition has impacts on local population by way of loss of their 

agriculture land and hence livelihood and also impact on flora and fauna by way of loss of  

forest land and clearing of vegetation on acquired land. These impacts will be mitigated by 

implementing Landscaping Restoration and Green Belt Development Plan and Biodiversity 

Conservation and Wildlife Management Plan, and the detailed study will be taken in EMP 

studies. For temporary land requirement during construction, the land can be leased and 

used for the construction and restored back to its original condition, before site evacuation. 

The total land requirement for the proposed project is about 108.95 ha; out of which 63.1 ha 

is forest land and 45.85 ha is non forest land. The details are given in Table 7.1 

 
Table 7.1: Details of Land Requirement 

 

LAND REQUIREMENT OF TARALI PSH (Ha) 

S/N Project Components Forest Non- Forest Total 

1 Site Office 0 0.05 0.05 

2 Concrete Batching Plan, Crusher, Cement 0 7 7 

3 Pipe Fabrication and Stack Yard 0 3.3 3.3 

4 Labour Camp For Dam 0 0.1 0.1 

5 Labour Camp For PH 0 0.1 0.1 

6 Labour Camp For E & M 0 0.1 0.1 

7 E & M Store 0 2 2 

8 Power Supply Transformer 0 0.7 0.7 

9 Muck Disposal Area 0 23 23 

10 Adit 0 2 2 

11 Upper Reservoir (new) 45 0 45 

12 Lower Reservoir (existing) 0 0 0 

13 Approach Road to Project Component 0 3.5 3.5 

14 WCS, PH 18.1 3.9 22 

15 Magazine 0 0.1 0.1 

 Total  63.1 45.85 108.95 
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The Non-forest (private) land identified for the project will be purchased directly from 

respective landowners through private negotiations on land price and completed on a 

mutual agreement. 

 

The private land if required for the project is proposed to be purchased through a voluntary 

sale with a willing buyer and seller process. The process is undertaken through direct 

negotiations between landowners and Project Proponent with no obligation on the seller. 

The landowners are informed in advance, and each landowner negotiates on the price of 

land as part of land take. 

 

The some of the steps in the land procurement process included the following: 

 Identification of land required for the project and due diligence of land through 

verification of Revenue Records. 

 Undertake consultation and negotiations with the landowners about the project and 

private land requirement. 

 After negotiations on all aspects of purchase the voluntary sale of land is completed 

through a registered sale agreement. 

 

e) Impact on Water Quality 

Sewage from Construction Sites due to worker Camps 

The disposal of untreated sewage can lead to water pollution, resulting in increase in 

coliforms and other various pathogens, which can lead to incidence of water borne diseases.  

In order to avoid any deterioration in water quality due to disposal of untreated sewage from 

labour camps, appropriate sewage treatment facilities shall be constructed in the labour 

camps.  As far as possible the treated wastewater should be used for horticulture and any 

greenbelt development. 

Effluent from Construction Plants and Workshops 

Discharge of untreated wastewater will adversely affect the water quality of the receiving 

water body. Turbidity and oil and grease levels will increase substantially in small tributaries, 

especially in lean season. To minimize the impact, such effluent needs to be treated in situ 

before discharge to any water body or for land application. 

Disposal of Muck 

The major impact on the water quality arises when the muck is disposed along the river bank. 

The project authorities should identify suitable muck disposal sites which are not located near 
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the river banks or in the path of monsoon run-off 

f) Impact on Terrestrial Flora 

 

Due to the increased level of human interference in and around the project area, there will 

be impact on the flora. Tree cutting for fuelwood, construction of houses, furniture by the 

workers to meet their requirements also impact the flora. Normally in such situations, a lot of 

indiscriminate use or wastage of wood is also observed, especially in remote or inaccessible 

areas. Thus, it is necessary to implement adequate surveillance to mitigate the adverse 

impacts on terrestrial flora during the project construction phase. 

g) Impact on Terrestrial Fauna Disturbance to Wildlife 

During the period of construction, a large number of machinery and construction workers are 

mobilized, which results in the disturbance of the wildlife population in the vicinity of the project 

area. The operation of various equipment will generate significant noise, especially during 

blasting which will have adverse impact on fauna of the area. The noise may scare the fauna 

and force them to migrate to other areas. Likewise setting of construction plants, workshops, 

stores, labour camps etc. could also lead to adverse impact on fauna of the area. During the 

construction phase, accessibility to the area will lead to an influx of workers and the people 

associated with the allied activities from outside will also increase. Increase in human 

interference could have an impact on the terrestrial ecosystem. 

The other major impact could be the blasting to be carried out during the construction phase. 

This impact needs to be mitigated by adopting controlled blasting and strict surveillance 

regime and the same is proposed to be used in the project. This will reduce the noise level 

and vibrations due to blasting to a great extent. 

h) Impact on Noise Environment 
 

Sources of noise will be from the vehicles, heavy machinery and equipment for excavation 

and stationary equipment, including concrete batch plant located at the construction sites, 

explosions, drilling machines and quarrying and crushing activities. 

i)  Impact on Air Quality 

 

The sources and activities that might affect the air quality in the project area are vehicular 

movement, dust arising from unpaved village roads and domestic fuel burning. The air 

environment around the project site is free from any significant pollution source as there are 

no industries in the vicinity and therefore, it is presumed that the ambient air quality is quite 

good in and around the project area. 

j)  Traffic Analysis 

Traffic analysis shall be carried out to understand the existing load carrying capacity of the 
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roads near to the project site and connecting main roads in the area.  Accordingly, the road 

infrastructure could be strengthened, based on the long term anticipation of increase in traffic. 

k) Impact on Socio-economic Environment Positive Impacts on Socio-Economic 

Environment 

The following positive impacts are anticipated on the socio-economic environment of the local 

people of villages of project area during the project construction and operation phases: 

ǒ A number of marginal activities and jobs would be available to the locals during the 

construction phase. 

ǒ Developers bringing large scale investment to the area will also invest in local area 

development and benefit will be reaped by locals. Education, medical, 

transportation, road network and other infrastructure will improve. 

ǒ The availability of alternative resources provided by developers in the rural areas will 

reduce the dependence of the locals on natural resources such as forest. 

ǒ There is an opportunity for  small-scale and cottage industries to develop in the area. 

Negative Impacts on Socio-Economic Environment 

Positive impact on the socio-economic environment may also bring a certain amount of 

negative impact due to influx of outside population. Workforce will reside in that area for the 

period of construction and also there will be an influx of drivers and other workers on a 

temporary basis. This influx of people in otherwise isolated areas may lead to various social 

and cultural conflicts during the construction stage. Developers need to take help from local 

leaders, Panchayat and NGOs to ensure minimum impact on this count. 

Increased incidence of Diseases 

Large scale activity in the area due to the proposed project may become a cause of spread 

different types of diseases in the project area due to following reasons: 

ǒ Project requires long-term input of labour from outside the area. 

ǒ Project requires that significant numbers of project employees be 

separated from their families for long periods of time 

ǒ Project involves the creation of large, temporary construction camp(s). 

ǒ Increases mobility of people in and out of the area (job seekers, formal 

and informal service providers). 

ǒ Requires participation / resettlement of the local population. 

 

l)  Impact During Operation Phase 

On successful completion of the construction, land used for construction activities will be 
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restored. Construction workers will move out of the project site. By ensuring all the mitigation 

and management measures to minimize the impact of the construction phase, a large part 

of the area will be restored to the pre-construction stage. However, there will be some 

permanent changes such as reservoir formation, powerhouse and project colony, and road 

infrastructure. The project is planned as a clean source of renewable energy as there is no 

significant pollution generation during project operation. There is no air and water pollution 

from the project operation. Similarly generation of solid and hazardous waste is also 

insignificant. 

Other impacts of the construction phase include formation of reservoirs impacting the water 

quality, pollution generation from colony and plant and positive as well negative impacts on 

socio-economic environment mainly due to improved infrastructure in the area. 

Proposed pumped storage project consists of an existing upper reservoir and new lower 

reservoir.  Water will remain in circulation from upper to lower during power generation and 

vice versa during non-generation hours on a daily basis. Reservoir water requirements will 

be met once and thereafter only small quantities will be added to compensate for evaporation 

losses/leakages. 

During the operation phase, due to absence of any large-scale construction activity, the 

cause and source of water pollution will be much different. Since, only a small number of 

O&M staff will reside in the area in a well-designed colony with sewage treatment plant and 

other infrastructural facilities, the problems of water pollution due to disposal of sewage are 

not anticipated. The treated sewage will be reused for gardening and green belt around the 

colony. 

ENVIRONMENTAL MANAGEMENT PLAN 

Biodiversity Conservation and Wildlife Management Plan 

Hydel projects, on account of large inundation of land have an impact on the biodiversity of 

the region.  Hence a Biodiversity and Wildlife management plan would be required to 

maintain the biodiversity culture of the region, even after the project is in operation.  In view 

of the anticipated impacts, the main objectives of biodiversity conservation and wildlife 

management plan shall be follows: 

ǒ Maintenance of ecological balance through preservation and restoration of wherever 

it has been disturbed due to project developmental activities, 

ǒ Conservation and preservation of natural habitats in catchment and project area 

ǒ Rehabilitation of critical species (endangered, rare and threatened species), with 

provisions for in situ or ex situ conservation.  This should be applied to the flora and 

fauna in the region of impact. 

ǒ Mitigation and control of project induced biotic and/or abiotic pressures/ influences 
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that may affect the natural habitats, 

ǒ Habitat enhancement in project area and catchment area by taking up afforestation 

and soil conservation measures, 

ǒ Creating all round awareness regarding conservation and ensuring peopleôs 

participation in the conservation efforts and minimizing man-animal conflict 

ǒ Compliance and restoration of the conversion of Forest land. 

Muck Dumping Plan 
 

The project would generate a substantial quantity of muck from the excavation of various 

structures and lower reservoirs. The total quantity of muck likely to be generated from 

excavation including construction of roads after the utilization of muck for different project 

components and after considering the swell factor of muck appropriate area will be allocated, 

keeping in mind secondary polluting aspects of run-off, siltation etc. 

Solid waste management from labour camps 
 

The territorial area of the project complex/ colony, shall be responsible for the implementation 

of the provision of Solid Wastes Management. Facilities for collection, conveyance and 

disposal of solid waste shall be developed. Any solid waste generated in the project complex/ 

project colony/ labour colony, shall be managed and handled appropriately. Various aspects 

of solid waste management include: 

ǒ Reuse/Recycling 

ǒ Storage/Segregation 

ǒ Collection and Transportation 

ǒ Disposal 

Since a lot of material comes in plastic wrapping, specific attention ought to be given to the plastic 

waste as this could have long term impacts on the environment and also on the project itself. 

 

Public Health Delivery System 
 

Medical services at secondary level play a vital and complementary role to the tertiary and 

primary health care systems and together form a comprehensive district based health care 

system. Following activities are proposed: 

ǒ Ambulances with all the basic Medicare facilities and small DG set, etc. to cater for 

villages in the project area 

ǒ Budget for running the ambulances including driver, fuel and maintenance 

ǒ First aid posts including sheds, furniture and basic equipment 

ǒ Budget for running the first aid post including cost of medico, para-medico/Nurses 

and attendant, consumables, etc. 
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ǒ Budget for strengthening existing medical facilities 

ǒ Budget for Health Awareness/ Vaccination Camps 

 

Energy Conservation Measures 
 

Fuel for cooking is an essential requirement and in the absence of adequate fuel availability 

the manpower may resort to tree cutting for use of fuel wood. Therefore, adequate 

arrangements such as Community kitchen, Supply of Kitchen fuel, efficient cooking facilities 

and Solar Lantern could be provided. 

Landscaping, Restoration and Green Belt Development Plan 

The proposed project would involve construction of artificial reservoir, power house, 

residential and staff colonies, roads, batching plants, etc. These activities will result either in 

the modification or destruction of the existing landscape of the area. Therefore, restoration 

work should be carried out in these disturbed landscapes to similar or near-similar pre-

construction conditions and land use. 

Green belt development will consist of plantations at various places like alongside roads, 

around the periphery of reservoir rim, and at different project offices and colonies. During the 

operation phase, regular plantation drives should be carried out in the catchment zones to 

increase the green cover and also avoid any run-off from silting the reservoirs. 

Air and Water Management Plan 
 

Various mitigation and management measures will have to be planned to reduce the impacts 

of air, noise and water pollution and implement safety measures to ensure that impacts on 

these counts are reduced to minimum possible during the entire construction phase. To 

implement such measures, it is important to prepare a budget of such measures and include 

in the project cost so that lack of funds should not constrain their implementation. 

Cost for mitigation measures and monitoring of Air, Water and Noise quality in the project 

area will be covered under the Environmental Monitoring Plan. 

Environmental Monitoring Plan 
 

Monitoring shall be performed during all stages of the project (namely: construction and 

operation) to ensure that the impacts are no greater than predicted, and to verify the impact 

predictions. The monitoring program will indicate where changes to procedures or operations 

are required, in order to reduce impacts on the environment or local population. The 

monitoring program for the proposed project will be undertaken to meet the following 

objectives: 

ǒ To monitor the environmental conditions of the project area and nearby villages; 
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ǒ To check on whether mitigation and benefit enhancement measures have actually 

been adopted and are proving effective in practice; 

 
REHABILITATION AND RESETTLEMENT 

 
As discussed, the landowner family may be losing part of their total land, none of the 

landowners is losing any house or any other assets such as borewell, Cattle shed, trees etc. 

None of the landowner family is displaced due to the proposed project. 

 

In view of the above it is noted that the total private land proposed to be purchased through 

private negotiations. If the total private land required exceeds the specified limits by the 

relevant rules notified by the State Government, if any related to rehabilitation and 

resettlement under RFCTLARR, 2013 shall apply for the proposed Project. 

 

The detailed requirements for the R&R plan, if applicable, will be based on the social-

economic survey and land utilization for the project.  Due consideration ought to be given to 

the societal requirements in developing the R&R plan. 
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CHAPTER - 7 
GEOLOGY 

 

The pumped storage project is proposed between the new upper reservoir (TARALI) and 

existing lower reservoir in Patan taluka of Satara district. The scheme comprises upper 

reservoir, lower reservoir, water con-ducting system, Pressure shaft, Surge shaft, Access 

tunnel, power house and tail race system. 

GEOLOGY 

The entire district is underlying by Deccan trap basaltic lava flow of Upper Cretaceous to 

Lower Eocene age. The shallow alluvial formation of recent age also occurs as narrow stretch 

along the major rivers flowing in the district however, they have limited areal extension. 

Bauxite also found at some spaces along with this type of rocks. Geology of the district is 

shown in the figure below. 

 

 

Hard rock (Deccan Trap Basalt) 

Deccan trap occupies about 95% of the area of the district. It occurs as basaltic lava flows 

which are normally horizontal and deposited over a wide stretch and give rise to tabular 

type of topography also known as plateau. These flows occur in layered sequences ranging 

in thickness from 4 to 66 m. 
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Flows are represented by a massive portion at bottom and vesicular portion at top and are 

separated from each other by marker bole bed. Thickness of weathering varies widely in 

the district from 5 m to 20 m bgl. The weathered and fractured flows occurring in 

topographic lows form the main aquifer in the district. 

The groundwater occurs under phreatic, semi ïconfined and confined conditions. 

Generally, the shallower zones down to depth of 20 m bgl form phreatic aquifer. The 

water bearing zones occurring between the depth of 20 m and 40 m are weathered 

interflow of shear zones and have water under semi-confined condition. Deep confined 

aquifers occur below the depth of 40m. The vesicular thickness of different lava flows 

varies from 8 to 10 m and forms the potential aquifer zones. However, the nature and 

density of vesicles their distribution, interconnection, depth of weathering and topography 

of the area are decisive factor for occurrence and movement of ground water in vesicular 

unit. The massive portion of basaltic lava flows are devoid of water but when it is 

weathered , fractured ,jointed or contains weaker zones, groundwater occurs in it. 

 Soft Rock (Alluvium) 

Alluvium occurs as narrow starches along banks and flood plains of major rivers like Nera, 

Man, Krishna, Yerla and their tributaries. In the alluvium, the coarse grained detrital material 

like sand and gravel usually occur as lenses form a good aquifer, However they have 

limited aquifer extent. The groundwater occurs in phreatic condition in floodplain alluvium 

deposits near the river banks. 

SOILS: 

The soil may be considered as an aggregate of solid particles of rock separated by 

weathering movement. Soils also determine climatic conditions of any region. Western 

portion of the Satara district falls under the Deccan trap. According to geological and 

geomorphological structure, the soil of the district is classified into following two types i.e. 

black soil and laterite soil. The representative map for soil is given below 

 

BLACK SOIL 

The black soil is found in the valley of Krishna, Nira, Yerala and Man rivers. It occupies 

more than 75 percent of the total geographical area of study. Black soil is derived from 

weathering of Basalt rock of Deccan trap. The black soils have different colours and texture 

with various depths. It is mainly brown to dark black in the different parts. Based on the 

colours and depth, the black soil is classified into three categories. 

(i)DEEP BLACK SOIL 
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The deep black soil is clayey and dark blackish in colour. This soil is rich in humus but poor 

in nitrogen. The pH value is higher as compared to other soils in this area. These soils are 

mainly found on the banks of Krishna, Nira and Yerala rivers. The deep soils have black 

colour due to titanium content. This soil has high water holding capacity and supports cash 

crop cultivation. 

(ii)MEDIUM BLACK SOIL 

The zone of medium black soils is found in the plain region of Krishna, Nira, Yerala and 

Man rivers. Except Sahyadri high range, this soil is observed everywhere in the study area. 

This type of soil is thinner, medium course and less fertile as compared to the deep black 

soil. It is suitable for cultivation by using proper fertilizers. In the Krishna valley, this soil is 

rich in line composition. The proper irrigation facilities increase the agriculture production in 

this soil. In the Phaltantahsil it is found in the belt of line composition in certain depth. The 

nitrogen and carbon content is fully saturated in this soil. The fallow land or dry spell of 

monsoon increased alkalization, which results in salty patches of this soil. Such salty 

patches of soil are observed in the southern part of Phaltantahsil. Other than Krishna valley, 

this soil is also found in Koregaon, Khandala, western part of Khatav and northern part of 

the Phaltantahsils. Medium black soil is suitable for the cultivation of groundnut, wheat, 

jowar, turmeric and sugarcane. 

(iii)SHALLOW BLACK SOIL 

The shallow black soil is found in the foothill zone of Mahadev hill range. It is found in 

Khandala, Phaltan, Khatav, Koregaon and Man tehsils. The shallow black soil is less fertile 

but ideal for the production of pulses. This zone mostly depends on monsoon rainfall. Dhom 

Canal provides limited irrigation facilities for agriculture production. 

LATERITE SOIL 

The belt of laterite soil is found in the heavy rainfall zone of Sahyadri high range. In the 

study area, Mahabaleshwar, Patan, Jaoli and Western part of Sataratahsils occupy this soil. 

The presence of excessive iron oxide in this soil is looking red to brownish colour. Laterite 

is locally known as Tambad/TambadiMati. These soils are acidic and low in phosphorus 

content. According to colour, depth and chemical composition this soil is classified as deep, 

medium and shallow laterite soil. 

(i)DEEP LATERITE 

The deep laterite soil is observed along the bank of Koyna River. This soil has a rich texture 

and is suitable for agriculture cultivation. It is mainly utilized for rice production. Deep laterite 
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soil is formed due to iron oxidation. 

(ii)MEDIUM LATERITE 

The medium laterite zone soil largely occurs in the Koyana river valley, on a gentle slope of 

mountain and top of plateau. This laterite soil has less depth and medium course in 

structure. This is suitable for agriculture but less as compared to the deep. The main crops 

taken on this soil are like ragi, vari, nachni and sava. At the high altitudes, especially around 

the Mahabaleshwar, this soil is used for strawberry and gooseberry cultivation. 

(iii)SHALLOW LATERITE 

The shallow laterite soil is found in western slope of Sahyadri range. Dense natural 

vegetation cover mostly occupies this soil. The small patches of this soil are used for 

óKumariô cultivation. 

 

Seismicity:The project area falls under Zone III as per IS-1893 (Part 1) 2002, Seismic Zoning 

Map of India. 

  



 

72 
Pre-feasibility by Splash Power  

CHAPTER - 8 
COST ESTIMATES AND ECONOMIC EVALUATION 

General 

Construction of TARALI PSH including erection of 6 generating units are planned to be 

completed in a period of 42 months including Pre-constructions works period of 18 months 

for creation of infrastructure facilities viz. additional investigations, improvement of road 

network, colonies etc. 

Two shift working is considered economical for surface works. Opting 25 working days in 

a month, shift wise scheduled working hours annually are proposed to be adopted. 

8.1  Target Schedule 
 

The Total Construction period is scheduled as follows.  

Preconstruction Period incl. Statutory Clearances : 18 months 

Construction Period (Main Works) : 42 months 

Total Construction Period : 60 months 

8.2  Cost Estimates 
 

The Civil Cost Estimates of the project has been prepared as per "Guidelines for 

preparation of estimates for the river valley projects" issued by CWC and Indian Standard 

IS: 4877 "Guide for Preparation of Estimate for River Valley Projects". 

Rates of major items of works have been prepared based on SoR of Maharashtra and 

local prevailing rates are adopted for the items not covered by the SoR wherever 

quantification has not been possible at the present stage of design, lump sum provisions 

have been made based on judgement / experience of other projects. 

8.3  Preparation Of Estimates 
 

The capital cost of the project includes all costs associated with investigations, design, 

construction and maintenance during construction period of the project. 

For preparation of cost estimates of civil works, the unit costs of labor, materials and 

equipment necessary to perform the work designated in the various pay-items for the 

proposed construction are determined based on Schedule of Rates for the year 2020-21, 

escalated to 21-22 (with an additional cost for long lead added) of Maharashtra Irrigation 

and Water Resources Department and for items for which the rates are not available, the 

accepted schedule of rates of similar ongoing/recently executed projects adopted. The 

rates of major items have been worked out by rate analysis. The quantities of Civil Works 

are estimated based on designs and drawings prepared for various components of the 

project. The total project cost works out as given below: 
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General 
Cost of project has been calculated as per ñGuidelines for Preparation of Estimates for 

the River Valley Projectsò issued by CWC and ñRecommendations of Committee on 

Cost Control on River Valley Projectsò. The cost of civil and hydro-mechanical works 

is based on preliminary quantity estimation for major items and modified Schedule of 

Rates issued by Government of Maharashtra for the year 2020-21. The unit rates for 

major items are furnished in Annexure - V 

 
The cost of Electro Mechanical equipment is based on budgetary quotations received 

from reputed Pumped Turbine Generator OEMs for similar PSH projects in India. 

 
Basis of Cost 
The basis of project cost under various heads as per the Guidelines for Preparation of 

Estimates for the River Valley Projects considered for the project is described herewith. 

 
 
A - Direct Cost 

 
a) I -Works 

Under this head, provision has been made for following works of project, as detailed 

hereunder: 

 
A - Preliminary 

The provision under this head covers the works relating to various investigations, 

Surveys, Model tests, ecological studies etc. This should be based on the actual cost 

likely to be incurred and should not exceed 2% of the total cost of I-Works. 

 
B - Land 

The provision under this head covers Acquisition of land, rehabilitation & resettlement 

including compensation for property, Interest charges, Solatium charges, demarcation 

& measurement charges etc. For the present study, cost of land has been assumed as 

Rs 4.0 Lakhs/Acre towards acquisition and Rs 40,000/annum/year towards land 

obtained on lease. 

 

C - Works 

This covers the cost of civil works of river diversion arrangement, RCC dam, spillway 

and their appurtenant works including provisions towards Hydro Mechanical Works i.e. 

Gates, Hoisting Equipments, Trash Rack, Stop logs etc. 
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J - Power Plant Civil Works 

This covers the cost of civil works of intakes, HRT, surge shaft, pressure shaft, 

powerhouse, tailrace tunnel etc., and their associated works including provisions 

towards Hydro Mechanical Works. 

 
K - Buildings 

Under this head, provision has been made for the expenditure to be incurred both on 

permanent and temporary residential and non-residential buildings. The non-

residential buildings include office buildings, testing laboratory, workshop, store, 

sheds, guesthouses and field hostels. 

 
M - Plantation  

Under this head provision has been made for plantation, for beautification in the area 

downstream of Dam and appurtenances, Powerhouse and other structures, colony, 

and along roads. 

 

O - Miscellaneous 

Under this head provision has been made to cover the capital cost, repair & 

maintenance electrification, Water Supply, Sewage disposal and drainage works, 

Recreation, Medical, Fire-fighting equipment, Inspection vehicles, School bus, Pay 

van, Visit of dignitaries, Welfare works etc. For projects with cost of I - Works greater 

than Rs 2000 Crores, Miscellaneous cost is estimated less than 1.5% of the cost of I-

Works greater than Rs.2000 crores limited to < Rs. 40 crores. 

 
P - Maintenance during Construction 

The provisions under this head covers the cost of maintenance of all works during the 

construction period. A provision of < 1% of the total cost under the heads of C-Works, 

J- Power House Civil Works and K-Buildings is made. 

 

Q - Special T&P 

The provisions under this head covers the Drilling & Grouting equipment, Transport, 

Compaction, Electrical equipment, Construction Plant & Earth Moving equipment and 

other miscellaneous equipment. Since the project is proposed to be developed by EPC 

mode of contract, the Contractor shall arrange for the necessary equipment. A token 

provision of < Rs. 1-2 crores under this head may be adequate to provide for essential 

equipment not covered under contract packages. 

 
R - Communications 



 

75 
Pre-feasibility by Splash Power  

Provision has been made under this head to cover the cost of project roads, approach 

roads, quarry roads, temporary roads in the work area, bridges and culverts, 

strengthening of existing roads, bridges, etc. 

 

S - Power Plant & Electrical System 

Provision under this head has been made to cover power plant equipment and 

electrical system to be installed at the power houses such as generating units and 

associated auxiliary equipment and Switchyard Equipment etc 

 

X - Environment & Ecology 

Provision under this head has been made to cover the expenditure on works relating 

to environmental ecological studies like EIA & EMP studies, compensatory 

afforestation, CAT plan etc. For the present study, cost towards the above works has 

been taken < 1.5% of cost of I-Works. 

 
Y-Losses on Stock 

A provision of < 0.25% of the total cost of C-Works, J-Power Plant Civil Works and K- 

Buildings has been made under this head. 

 
Establishment 

Provision under this head has been made as sum of the following: 

 Civil works - < Rs. 60.00 Crores plus 4.00% of cost exceeding Rs. 750 Crores and 

 E&M works - < Rs. 67.5 Crores plus 2.25% of cost exceeding Rs 1500Crores 

 
Tools & Plants 

The provisions under this head covers survey instruments, camp equipment, office 

equipment and others mall tools. A token provision of < Rs.1-2 crores under this head 

may be adequate. 

 
Indirect Charges 

Provision for 

i) Capitalization of abatement of cost of land revenue - A lump sum amount of < 

Rs 1 Crores has been made. 

 

ii) Audit & Accounts charges <0.25% of I-Work more than Rs.1000 crores 

subject to minimum of Rs. 5 crores 

 

Financing Charges 

A provision of 1% of I-Works has been made under this head towards the loan 
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processing charges levied by financial institutions. 

 
Allocation of Cost 
As explained earlier, it is not proposed to provide for the common pooling station for power 

evacuation required of both 6400 MVA Koyna Aral PSH and Tarali PSHs. This will be 

under PGCILôs scope. In order to optimize the overall project cost and land requirement 

for the above two projects, a common control center is proposed at Koyna Aral. 

Accordingly, the capital cost under various head has been apportioned as given below: 

 
Cost of Preliminary works, Buildings, O & M and Communication works chargeable to 

Tarali PSH has been reduced by about 25 % to account for rebates towards common 

development and O & M set up and proposed remote operation from Koyna Aral PSH. 

 
Cost provisions for other items have been made as per respective provisions 

recommended as per the prevailing norms. 

 

S.NO. Description of Item Cost in Crores 

1 Cost of Civil Works 2,803 

2 
Cost of Power Plant Electro-Mechanical Equipment including 

Transmission lines to common pooling station. The pooling 

station will be PGCILôs. 

2124 

3 Land & Infra development, Establishment 260 

4 Total Hard Cost 5,187 

5 Interest during Construction 823 

6 Total cost of the Project 6,010 

 
 

Input Parameters 

The proposed Pumped Storage Scheme (1500 MW) envisages peak annual energy 

generation of 3,089.54 MUs. The estimated project cost is Rs.6,010 Crores including IDC 

& FC at the 2020-21 price level.  

 

The Conversion Cost (which excludes the Cost of Pumping energy) has been calculated 

and financial analysis has been carried out for Return Equity on a ñpost-tax basisò 

i.e.,16.50 % for a period of 40 years. 
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The parameters considered in the economic evaluation of the project have been listed 

below and the tariff calculations are carried out as per CERC guidelines. 

 

 Input Parameters For Economic Valuation 

Parameter Unit Value Remarks 

Capacity MW 1,500  

Plant Life Years 40 as per the CERC guidelines 

Basic Project Cost Rs.Crores 5,187  

IDC Rs.Crores 823  

Total Cost Including IDC Rs.Crores 6,010  

Debt % 70%  

Equity % 30%  

Debt: Equity Ratio Ratio 70:30 as per the CERC guidelines 

Rate of O&M Charges % 3.50% as per the CERC guidelines 

Annual Increment in O&M Charges % p.a 4.77% as per the CERC guidelines 

Spares (as % of O&M Charges) % 15% as per the CERC guidelines 

Interest on Working Capital % 10.50% as per the NREDCAP 

Interest on Term Loan % 10.50% as per the NREDCAP 

Return on Equity (RoE) (Post-Tax) % 16.50% as per the CERC guidelines 

Rate of Depreciation % 5.28% as per the CERC guidelines 

Discounting Rate % 10.87% Calculated 

Annual Energy Generation MUs 3,123 Estimated 

Auxiliary Consumption (AUX) % 1.2% as per the CERC guidelines 

 

Phasing of Expenditure 

The Project is proposed to be completed in 5 years and the phasing of expenditure is given 

below. The phasing has been worked out based on the Proposed Construction Programme 

for the implementation of Civil and Electro-mechanical works which is based on past 

experience in similar Projects. 
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Project Cost Disbursement Total Year 1 Year 2 Year 3 Year 4 Year 5 

Infrastructure Works (Land & Site Dev)  100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Major Civil Works 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Plant & Equipment - Hydro-mechanical 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Plant & Equipment - Hydro-electrical 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Taxes & Duties 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Construction & Pre-commissioning 
expenses 

100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Overheads 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Financing Charges 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

Other Costs 100% 5.0% 10.0% 30.0% 35.0% 20.0% 

 

Interest During Construction 

The finance for the Project is planned to be raised through upfront 30% equity and the 

balance 70% would be met by obtaining a loan from financial institutions with an expected 

interest rate of 10.5%. The interest during construction and financing charges have been 

worked out considering the phasing of expenditure 

Construction 
Year>> 

1 2 3 4 5 Total 

IDC (Rs.Crores) 9.89 40.33 122.57 260.55 389.28 822.63 

 

Levelized Cost of Generation 

The levelized cost of generation for the proposed PSP has been estimated considering the 

cost of pumping as Rs 3.0/kWh as per the latest CERC guidelines applicable for hydroelectric 

projects. Accordingly, the levelized tariff has been estimated to be Rs 7.639/kWhr.  

The levelized cost of generation details of calculations are furnished in Annexure.  

In order to evaluate project viability against different parameters and to facilitate project 

developers in identifying the best suitable combination of financial parameters, a sensitivity 

analysis has been carried out considering the varying cost of pumping, rate of interest, and 

post-tax return on equity and the resulting levelized cost of generation considering a plant life 

of 40 years is furnished below 
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Cost of Pumping 
(Rs./kWh) 

Post-Tax RoE Levelized Tariff (Rs/kWh) 

 At Rate of Interest(%) 

   6.00% 8.00% 10.50% 

0.00 8.0% 2.756 2.857 2.999 

10.0% 2.896 3.002 3.166 

12.0% 3.032 3.144 3.314 

16.5% 3.338 3.465 3.650 

2.00 8.0% 5.394 5.496 5.657 

10.0% 5.556 5.662 5.825 

12.0% 5.691 5.804 5.973 

16.5% 5.997 6.124 6.310 

3.00 8.0% 6.730 6.833 7.005 

10.0% 6.886 6.992 7.155 

12.0% 7.021 7.133 7.303 

16.5% 7.327 7.454 7.639 

 

 

As seen from the above table, the levelized cost of generation is highly sensitive to the Cost 

of Pumping followed by Rate of Interest and Post-Tax Return on Equity. 
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CHAPTER ï 9 

RECOMMENDATIONS AND CONCLUSIONS 

 
This project is a good fit as,  

ǒ Independent PSH tied to discom 

ǒ Firm RE power (RE integration) 

ǒ Coupling with lower variable cost thermal to increase PLF 

ǒ Ancillary services 

ǒ The non-forest land is barren with no vegetation 

 

Hence Adani Green to go ahead with the PSH proposal for seeking clearances. 

 

While Adani Green approaches the Central Government, Govt of Maharashtra and 

Government of Maharashtra Irrigation Department (GoMID), following shall be highlighted 

and mutually agreed in the MoU. 

ǒ Shall lobby for reducing he GST to Wind & Solar project levels 

ǒ Common 400 kV/ 765 kV 8400 MVA pooling station for 5400 MW Koyan Aral PSH & 

1500 MW Tarali PSH including proposed 765 lines to Kolhapur, 400 kV LILO of 

existing Karad ï Koyna lines & lines to windfarm s/s shall be in the scope of PGCIL. 

A power transfer MoU needs to be signed with PGCIL. 

ǒ The reservoir drawdown, all outage/maintenance of lower reservoir (TARALI) related 

equipment impacting water level and contents shall be planned and coordinated with 

Adani Green 

ƀ GoMID should allocate 27 MCM needed for PSH operation in dry season by 

maintaining the current low-level water of 675.25 m in Tarali reservoir. 

ƀ The quantity of water used for Generation, Pumped water, evaporation losses 

(upperpond) and water balance will be accounted monthly. The quantity of water used 

for Generation, Pumped water, evaporation losses (upperpond) and water balance 

will be accounted monthly 

ǒ To avail Construction water from the same lake 

ǒ Even if this scheme lies entirely within the state of Maharashtra and there is no 

consumption per se, an intimation shall be given to the Riparian states and KWTDA 

committee



 

81 
Pre-feasibility by Splash Power  

 
Annexure I - LIST OF VARIOUS CLEARANCES 

 

Sr No Clearances Authorized Agency 

PREDEVELOPMENT 

Corporate 

1 Certificate of Incorporation, Commencement of Business Registrar of Companies 

2 Filing of Industrial Enterprise Memorandum Ministry of Commerce and Industry 

3 Sales Tax Registration Sales Tax Department 

4 IT PAN No. IT Department 

5 Offshore Financing Arrangements, Tax Confirmation, Insurance and IPO Ministry of Finance / CBDT / RBI / SEBI 

6 Mega Power Status Ministry of Power 

7 Memorandum of Understanding with State Govt. State Govt. 

Labour 

8 Registration under the State Employees Insurance Act 1948 Labour Department of State Government 

9 Registration under Minimum Wages Act Labour Department of State Government 

10 Registration under Labour Act Zonal Labor commissioner 

11 Registration under the Provident Funds Act Labour Department of State Government 

Land Acquisition / ROW / Connectivity 

12 Approval for land requirement State Govt. 

13 Stamp Duty Exemption State Investment Promotional Board 
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Sr No Clearances Authorized Agency 

14 Private Land Acquisition Ministry of Revenue / Industry / Energy / District Collector / State IDC / Local 
Grampanchayat and Private owners 

15 Allocation of Govt. Land State Industrial Development Corporation 

16 Allocation of Forest Land Chief Conservator of Forest (State Level) 

17 Conversion of Land use to Non agriculture purposes District Collector/ Revenue Department 

18 Allocation of Tribal Land State Govt. 

19 Allocation of Land for Fuel Transport (Railway siding) State Govt. 

20 Water intake Pipeline - Right of Way Individual Land Owners / Maritime Board if Coastal site 

21 Land acquisition for Water intake Pump house State Govt. / Individual Land Owners 

22 Construction Power line - Right of Way Individual LandOwners / State Electricity Distribution Co. (if subcontracted) 

23 Power Evacuation Line - Right of Way Individual LandOwners / State Electricity Transmission Co. (if subcontracted) 

24 Airstrip and helicopter landing pad, and use of helicopter and / or other aircraft Director General of Civil Aviation 

25 Provision of telecommunications and satellite facilities, Department of Telecommunication 

Coastal Regulatory Zone (CRZ) 

26 CRZ Clearance State Coastal Zone Management Authority 

27 Water drawal permission State Coastal Authority / MoEF (impact study ï type of cooling system) 

Water Linkage 

28 Approval for water drawal from Perennial River / Dam State Water Resources / Irrigation Department / Central Water Commission 

29 Approval for water intake system design State Water Resources Department / Irrigation Department 
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Sr No Clearances Authorized Agency 

30 Permission for use of ground water during construction State Water Resources Department / Irrigation Department 

Coal 

31 Coal Linkage / Supply Agreement / Application for allotment for coal block Ministry of Coal, New Delhi 

32 Permission for Railway siding / ROW for rail track Ministry of Railways 

33 Preparation and approval of Mining Plan State Govt. 

34 Fuel Transport Agreement  Ministry of Railways / Ministry of Coal  

35 Approval for usage of waterfront and construction of Jetty ( in case seafront is used 
for transport) 

State maritime Board / Port Trust 

Power Purchase Agreement (PPA) 

36 Power Purchase Agreement (PPA) Regulator / Discom 

Environmental Clearance 

37 No-objection Certificate / Consent to Establish  State Pollution Control Board (SPCB) 

38 Approval of Rehabilitation and Resettlement Plan MoEF 

39 EIA Study, Public hearing, submission of report SPCB / District Collector 

40 Receipt of Environment Clearance MoEF 

Miscellaneous Clearances 

41 Permission for various imports / spares pursuant to the Foreign Trade (Development 
and Regulation) Act 1992. 

Directorate General of Technical Development/ Director General of Foreign Trade 

42 Clearance for transportation of heavy material /machinery on roads / bridge State and National Transport Authority 
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Sr No Clearances Authorized Agency 

43 NOC for Construction Local Gram Panchayat 

44 No Objection Certificate for storage of construction Materials and chemicals, etc. Local Municipal Corporation 

45 Chimney / Stack Height Clearance Airport Authority of India  

46 Approval of proposed design and construction of the project pursuant to section 6 of 
the factories act,1948. 

Chief Inspector of Factories 

47 Defence Clearance Ministry of Defence 

48 Construction Power Approval State Electricity Distribution Company 

49 Approvals as per Explosives Act for blasting and allied activities for site preparation Chief Controller of Explosives 

Power Evacuation and Open Access  

50 Approval from transmission utility 

Central / State Transmission Utility 51 Execution of Bulk Purchase Transmission Agreement (BPTA) with concerned STU / 
CTU 

POST DEVELOPMENT 

52 Approval for Factories - Pre and Post installation Chief Inspector of Factories 

53 Essentiality certificate for import duty concession State Energy dept 

54 Approval for Electrical Layout - Pre and Post installation Electrical Inspectorate 

55 Approval and Registration of steam generator and allied pressure parts as per 
Indian Boiler Regulation 

Chief Inspectorate of Boilers 

56 Consent to Operate Plant Pollution Control Board / MoEF 
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Sr No Clearances Authorized Agency 

57 Customs Clearance for Capital Goods Import Customs Department 

58 Consent under the Factories Act 1948 relating to fire fighting capability  Fire Inspector 

59 CEIG  Clearance Chief Electrical Inspector to Govt. 

60 Approval of weigh bridge and weigh scales Inspector of weights and Measures 

61 Approval as per Indian petroleum Act and petroleum Rules for  storage and 
transport of petroleum product 

Chief Controller of Explosives 

62 Approval as per gas cylinder rules and handling and transport of compressed gases Chief Controller of Explosives 

63 Review the frequency used for Power Line Carrier Communication (PLCC) system 
to ensure no interference with other power line users 

Postal Telecommunication coordination Committee (PTCC) 

64 Commissioning and COD certification  State Authority 

65 Forest Conservation Act and Wildlife Protection Act Chief Conservator of Forests and Chief Wildlife Warden (State and Central) 
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Annexure II - TENTATIVE CONSTRUCTION SCHEDULE 

 

Project Details 
Year 1 Year 2 Year 3 Year 4 

Q 1 Q 2 Q 3 Q 4 Q 1 Q 2 Q 3 Q 4 Q 1 Q 2 Q 3 Q 4 Q 1 Q 2 Q 3 

 Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Project Timeline                                              

Pre-Construction 
Activities 

                                             

Main Construction 
Activities 

                                             

Concrete/ Colgrout 
masonry dam 

                                             

Intake Structure & Tunnel                                              

Pressure Shaft                                              

Power House                                              

Tail Race Tunnel/ Tail 
Race Channel 

                                             

Transmission Line                                              

Filling of Upper/Lower 
Reservoir 

                                             

Filling in Water Conductor 
System 

                                             

Testing and 
Commissioning of Units 

                                             

NOTES:  

1. This schedule covers all the site activities after LETTER OF INTENT/AWARD OF CONTRACT is issued which shall be  covered in CONTRACTORSô SCOPE.  
2.  Pre construction activities such as preparation of DPR, EIA reports Statutory permissions, Activities viz. Site investigation, Detail survey. exploratory boring, etc are NOT included 

in this schedule. This is PURELY CONSTRUCTION SCHEDULE 
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Generator  Efficiency 0.98

Operating Levels and Storage available at Reservoirs Turbine Efficiency 0.92 Scenario: Operating Levels considered for Operation Simulation of Pumping Mode 

Upper reservoir Lower reservoir Transformer Efficiency 0.99 Upper reservoir Lower reservoir

Overall efficiency 0.892584

Level Storage Level Storage Level Storage

(m) (MCum) (m) (MCum) (m) (MCum)

1101 10.084 FRL 711.3 165.7 FRL-PS Level 1101 FRL-PS Operation 711.3 165.7

Rated  Lake level 1085 5.22 Av Lake level 701 114 Operation (m) -

MDDL 1051 0.1 MDDL 675.25 27 MDDL-PS Level 1051 MDDL-PS Operation 675.25 27

Total Live Storage 9.984 Live Storage 138.7 Operation (m) Pondage for PS Operation 138.7

Rated  Gross head m 384 Rated Q cumecs 454.56

Rated friction loss m 7

Rated net head m 377

Interval 

No

Time 

Interval 

(Minutes)

Station 

Output 

(MW)

Initial 

Pond 

Level (m)

Initial 

Storage 

(MCum)

Initial Net 

head 

Outflow 

from Pond 

(MCum)

Final 

Storage 

(MCum)

Final Pond 

Level    

(m)

Average 

Pond 

Level   

(m)

Initial 

Pond 

Level (m)

Initial 

Storage 

(MCum)

Inflow into 

Pond 

(MCum)

Final 

Storage 

(MCum)

Final 

Pond 

Level   

(m)

Average 

Pond 

Level (m)

Energy 

Generatio

n (MWh)

Average 

Net Head  

( m )

Average  

Turbine 

discharge  

(cumecs )

Actual 

Friction 

loss of 

head (m)

Actual 

Average 

Head            

( m )

Actual 

Average 

Turbine 

Discharge  

cumecs

Actual 

Turbine 

Outflow 

mcm

Final 

Upper 

Pond 

Storage  

mcm

Final 

Upper 

Pond 

Level           

m  

Final 

Lower  

Pond 

Storage  

mcm

Final 

Lower  

Pond 

Level           

m  

1 10 1500 1101 10.084 393 0.262 9.82 1099.726 1100.363 701 114.000 0.262 114.26 701.534 701.267 250 392.096 436.899 6.467 392.629 436.305 0.262 9.822 1099.726 114.262 701.534

2 10 1500 1099.726 9.822 391.191 0.263 9.56 596.680 848.2026 701.534 114.262 0.263 114.52 -1298.111 -298.288 250 1139.491 150.336 0.766 1145.725 149.518 0.090 9.733 596.785 114.351 -1292.709

3 10 1500 596.785 9.733 1882.494 0.055 9.68 596.752 596.7687 -1292.709 114.351 0.055 114.41 -1294.413 -1293.561 250 1883.330 90.959 0.280 1890.049 90.636 0.054 9.678 596.752 114.406 -1294.406

4 10 1500 596.752 9.678 1884.158 0.055 9.62 596.719 596.7355 -1294.406 114.406 0.055 114.46 219.67 219.66 250 370.075 462.895 7.259 369.816 463.220 0.278 9.400 596.582 114.684 -1303.092

5 10 1500 596.582 9.400 1892.675 0.054 9.35 596.549 596.5655 -1303.092 114.684 0.054 114.74 219.71 219.7 250 369.865 463.158 7.267 369.598 463.493 0.278 9.122 596.412 114.962 -1311.809

6 10 1500 596.412 9.122 1901.220 0.054 9.07 596.378 596.3949 -1311.809 114.962 0.054 115.02 219.75 219.74 250 369.655 463.422 7.276 369.379 463.768 0.278 8.844 596.240 115.240 -1320.555

7 10 1500 596.240 8.844 1909.796 0.054 8.79 596.207 596.2237 -1320.555 115.240 0.054 115.29 219.8 219.78 250 369.444 463.687 7.284 369.160 464.044 0.278 8.565 596.069 115.519 -1329.332

8 10 1500 596.069 8.565 1918.401 0.054 8.51 596.035 596.052 -1329.332 115.519 0.054 115.57 219.84 219.83 250 369.222 463.965 7.293 368.929 464.333 0.279 8.287 595.896 115.797 -1338.139

9 10 1500 595.896 8.287 1927.035 0.053 8.23 595.863 595.8796 -1338.139 115.797 0.053 115.85 219.88 219.87 250 369.010 464.232 7.301 368.709 464.611 0.279 8.008 595.723 116.076 -1346.976

10 10 1500 595.723 8.008 1935.699 0.053 7.95 595.690 595.7067 -1346.976 116.076 0.053 116.13 219.93 219.91 250 368.797 464.500 7.310 368.487 464.891 0.279 7.729 595.550 116.355 -1355.843

11 10 1500 595.550 7.729 1944.393 0.053 7.68 595.517 595.5332 -1355.843 116.355 0.053 116.41 219.97 219.96 250 368.573 464.782 7.318 368.255 465.184 0.279 7.450 595.375 116.634 -1364.741

12 10 1500 595.375 7.450 1953.116 0.053 7.40 595.343 595.359 -1364.741 116.634 0.053 116.69 220.01 220 250 368.359 465.052 7.327 368.032 465.465 0.279 7.171 595.201 116.913 -1373.669

13 10 1500 595.201 7.171 1961.870 0.052 7.12 595.168 595.1843 -1373.669 116.913 0.052 116.97 220.06 220.04 250 368.144 465.324 7.335 367.809 465.748 0.279 6.891 595.025 117.193 -1382.627

14 10 1500 595.025 6.891 1970.653 0.052 6.84 594.993 595.009 -1382.627 117.193 0.052 117.24 220.1 220.09 250 367.919 465.609 7.344 367.575 466.045 0.280 6.612 594.849 117.472 -1391.617

15 10 1500 594.849 6.612 1979.466 0.052 6.56 594.817 594.8331 -1391.617 117.472 0.052 117.52 220.14 220.13 250 367.703 465.882 7.353 367.350 466.330 0.280 6.332 594.673 117.752 -1400.637

16 10 1500 594.673 6.332 1988.310 0.052 6.28 594.640 594.6565 -1400.637 117.752 0.052 117.80 220.19 220.17 250 367.487 466.156 7.362 367.125 466.616 0.280 6.052 594.496 118.032 -1409.687

17 10 1500 594.496 6.052 1997.183 0.051 6.00 594.463 594.4794 -1409.687 118.032 0.051 118.08 220.23 220.22 250 367.259 466.445 7.371 366.889 466.916 0.280 5.772 594.318 118.312 -1418.769

18 10 1500 594.318 5.772 2006.087 0.051 5.72 594.285 594.3017 -1418.769 118.312 0.051 118.36 220.27 220.26 250 367.042 466.721 7.380 366.662 467.205 0.280 5.491 594.140 118.593 -1427.881

19 10 1500 594.140 5.491 2015.020 0.051 5.44 594.107 594.1233 -1427.881 118.593 0.051 118.64 220.32 220.3 250 366.823 466.999 7.388 366.435 467.494 0.280 5.211 593.961 118.873 -1437.024

20 10 1500 593.961 5.211 2023.984 0.051 5.16 593.928 593.9444 -1437.024 118.873 0.051 118.92 220.36 220.35 250 366.594 467.291 7.398 366.197 467.798 0.281 4.930 593.781 119.154 -1446.198

21 10 1500 593.781 4.930 2032.979 0.051 4.88 593.749 593.7648 -1446.198 119.154 0.051 119.20 220.41 220.39 250 366.375 467.571 7.406 365.968 468.090 0.281 4.649 593.601 119.435 -1455.403

22 10 1500 593.601 4.649 2042.004 0.050 4.60 593.569 593.5847 -1455.403 119.435 0.050 119.48 220.45 220.44 250 366.145 467.865 7.416 365.729 468.397 0.281 4.368 593.420 119.716 -1464.640

23 10 1500 593.420 4.368 2051.060 0.050 4.32 593.388 593.4039 -1464.640 119.716 0.050 119.77 220.49 220.48 250 365.924 468.147 7.425 365.499 468.691 0.281 4.087 593.239 119.997 -1473.907

24 10 1500 593.239 4.087 2060.146 0.050 4.04 593.206 593.2225 -1473.907 119.997 0.050 120.05 220.54 220.52 250 365.703 468.431 7.434 365.269 468.987 0.281 3.806 593.057 120.278 -1483.206

25 10 1500 593.057 3.806 2069.263 0.050 3.76 593.024 593.0405 -1483.206 120.278 0.050 120.33 220.58 220.57 250 365.471 468.728 7.443 365.027 469.297 0.282 3.524 592.874 120.560 -1492.537

26 10 1500 592.874 3.524 2078.411 0.049 3.47 592.842 592.8579 -1492.537 120.560 0.049 120.61 220.63 220.61 250 365.248 469.014 7.452 364.796 469.595 0.282 3.242 592.691 120.842 -1501.898

27 10 1500 592.691 3.242 2087.589 0.049 3.19 592.659 592.6747 -1501.898 120.842 0.049 120.89 220.67 220.66 250 365.015 469.313 7.462 364.553 469.908 0.282 2.960 592.507 121.124 -1511.292

28 10 1500 592.507 2.960 2096.799 0.049 2.91 592.475 592.4908 -1511.292 121.124 0.049 121.17 220.72 220.7 250 364.791 469.601 7.471 364.320 470.208 0.282 2.678 592.322 121.406 -1520.717

29 10 1500 592.322 2.678 2106.039 0.049 2.63 592.290 592.3064 -1520.717 121.406 0.049 121.45 220.76 220.75 250 364.556 469.903 7.481 364.076 470.523 0.282 2.396 592.137 121.688 -1530.174

30 10 1500 592.137 2.396 2115.311 0.049 2.35 592.105 592.1213 -1530.174 121.688 0.049 121.74 220.81 220.79 250 364.331 470.194 7.490 363.842 470.827 0.282 2.114 591.952 121.970 -1539.662

31 10 1500 591.952 2.114 2124.614 0.048 2.07 591.920 591.9356 -1539.662 121.970 0.048 122.02 220.85 220.84 250 364.096 470.498 7.499 363.596 471.144 0.283 1.831 591.765 122.253 -1549.182

32 10 1500 591.765 1.831 2133.948 0.048 1.78 591.733 591.7492 -1549.182 122.253 0.048 122.30 220.9 220.88 250 363.869 470.791 7.509 363.360 471.450 0.283 1.548 591.578 122.536 -1558.735

33 10 1500 591.578 1.548 2143.313 0.048 1.50 591.546 591.5623 -1558.735 122.536 0.048 122.58 220.94 220.93 250 363.632 471.097 7.519 363.114 471.770 0.283 1.265 591.391 122.819 -1568.319

34 10 1500 591.391 1.265 2152.709 0.048 1.22 591.359 591.3747 -1568.319 122.819 0.048 122.87 220.99 220.97 250 363.405 471.392 7.528 362.877 472.078 0.283 0.982 591.202 123.102 -1577.935

35 10 1500 591.202 0.982 2162.137 0.048 0.93 591.171 591.1865 -1577.935 123.102 0.048 123.15 220.99 220.97 250 363.216 471.637 7.536 362.681 472.334 0.283 0.698 591.013 123.386 -1587.582

36 10 1500 591.013 0.698 2171.596 0.047 0.65 590.982 590.9976 -1587.582 123.386 0.047 123.43 220.99 220.97 250 363.028 471.882 7.544 362.484 472.590 0.284 0.415 590.824 123.669 -1597.261

Total Total Generationin a Day 9000 MWH Total Daily Volume of water

 

Generatio

n Hours 

6

9.669  Drawn  for Generation (mcm) 9.669

Annexure IV: Tarali  Pumped Storage  Project -  Generation Operation Simulation

Head m

402.75

FRL 

Upper Pond

Total Daily Volume of water Drawn for generation 

(mcm)

Lower Pond

Starting 

gross h 

409.75

Starting 

net  head 
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ANNEXURE V ï UNIT RATE 
 

Abstract of Rates for Principal Construction Materials SoR 20-21 Est 21-22 + remote 

lead (7% +5%) 

Sl.No Description of item Unit Rate (Rs.) 

    590 

1 Loose or unconsolidated excavation other than 

trenches 

cum 125 140 

2 Material excavated from rocky ground through 

blasting 

cum 465 522 

3 Removal of Material arising from overbreak cum 400 449 

 Concrete- M10 cum 3700 4157 

4 Concrete- M15 cum 3900 4382 

5 Concrete- M 20 cum 5200 5842 

6 Concrete- M25 cum 5400 6067 

7 Concrete-M30 cum 5900 6629 

8 Concrete- M35 cum 6300 7078 

9 Shotcrete Plain cum 6707 7535 

10 Shotcrete with Steel Fibre cum 16725 18791 

11 Fill material Rockfill (Backfill) cum 486 546 

12 Filter material (Gravel) cum 1125 1264 

13 Impervious Core Material (Clay) cum 1045 1174 

14 Stone Pitching cum 785 882 

15 Rock Bolting-25mm dia 1 to 6m long m 905 1017 

18 Drilling grout holes upto 5 m depth m 452 508 

20 Drainage hole m 393 442 

21 Reinforcement for steel tunnel MT 80000 89880 

22 ASTM-537 Gr. II Steel Liner for Penstock MT 136711 153595 

23 ASTM-517 Gr. F Steel Liner for Penstock MT 207631 233273 

24 Rock Excavation- in tunnel (8.5 m dia or above) cum 2200 2472 

25 Rock Excavation in Shafts (Vertical Pressure 

Shaft) 

cum 2700 3033 
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26 Contact Grouting MT 10403 11688 

27 Consolidation Grouting MT 9098 10222 

28 PVC Rubber Water Stop m 2281 2563 

29 Wire Mesh 2" sq.m 235 264 

30 Fabrication & Erection - Steel supports MT 98000 110103 

31 Shaft Excavation cum 2500 2809 

32 Precast lagging cum 13549 15222 

33 Crushed sand cum 721 810 

34 Fabrication and Erection of Trash Rack MT 150168 168714 

35 100 mm dia MS pipe m 1248 1402 

36 Cement MT 4560 5123 

37 HDPE Membrane Sqm 163 183 

38 Concrete- M10 cum 3700 4157 

39 Cable Anchor RM 20000 22470 

40 ISMB 250 Steel Ribs MT 103700 116507 

41 Reinforcement in DAM & ALLIED WORK (dia 

<36mm) 

MT 54174 60864 

42 Reinforcement in DAM & ALLIED WORK (dia 

>36mm) 

MT 56335 63292 

43 Bentonite MT 6420 7213 

44 MOVING GANTRY CRANE-CLASS II tonne 228447 256660 

capacity 0 

45 HM WORKS   0 

46 RAIL TRACK FOR GANTRY CRANE Rm 7604 8543 

47 vertical lift gates and stop log gate elements 

(SLIDINGGATES) 

tonnes 154322 173381 

48 VERTICAL LIFT GATES-EM PARTS tonnes 186190 209184 

49 VERTICAL LIFT GATES-ROPE DRUM HOIST 

UPTO 30 TON 

tonne 67209 75509 

CAP. POWER OPERATED capacity 0 

50 Rock bolt 32 m dia m 3300 3708 
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Section of toposheet with no overlay of project components 
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