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PRE- FEASIBILITY REPORT 
(Prepared As per MOEF & Climate Change OM No. J-11013/41/2006-IA. II (I)  

dated: 30/12/2010) 

 

1. EXEXCUTIVE SUMMARY 
                                                

  The present proposal for a mining of brick earth in Villages- Kultajpur, Tehsil-Laharpur, 

District-Sitapur, Uttar Pradesh for lease area 2.278 ha. by M/s Shukla and Lodhi Brick Field. The 

Gata Nos. of lease area is Khasra No. 474,475,478,135,785,107 are the project proponent intends 

to excavate clay for brick making for their brick kiln established within 100m from the mining 

site. 

The Soil mining lease area is located at Villages- Kultajpur, Tehsil-Laharpur, District-Sitapur, 

Uttar Pradesh. No ecological Sensitive zone that lies within 10 Km radius of the proposed soil 

mining project activity. 

 As per the EIA Notification 2006 & OM dated 12.12.2018 the project will be considered as a 

Category ‗B-2‘ project.  

 It is a new mine & being applied for environmental clearance. The proposed production is 

6971m
3
 per year. The details of production and area considered for mining is given below in 

table- 

Gata No. 

Area 

In Ha. 

Area 

in 

Sqm. 

Maximum 

Depth (m.) 

Area Left 

for Berm 

& 

Blockage 

(10%) in 

Sqm. 

Top Soil 

in Cubic 

meter 

(0.20m.) 

Reserve in Cubic Meter 

Geological 

Reserves 

Mineable 

Reserves 

475 0.19 1900 1.22 190 342 2318 1744.2 

474 0.35 3500 1.22 350 630 4270 3213 

478 0.348 3480 1.22 348 626.4 4245.6 3194.64 

107 0.694 6940 1.22 694 1249.2 8466.8 6370.92 

785 0.3055 3055 1.22 305.5 549.9 3727.1 2804.49 

135 0.3905 3905 1.22 390.5 702.9 4764.1 3584.49 

Total 2.278 22780      2278 4100.4 27791.6 20912.04 
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Saleable quantity is assumed due to blockage in slopes and other losses. About 6971cum 

quantity of brick earth is proposed to be excavated every year. The excavated quantity of clay 

will be used to make about 10456000 bricks per Year. 

No heavy earth moving machinery/equipments will be deployed. Only semi mechanized mining 

will be done.  

The vehicle for transportation will be hired from local villages. The water tanker will be hired for 

sprinkling purpose. On-call ambulance facility will also made available for proper treatment of 

any mishap during mining activity. 

 The proposed production of clay is  6971m
3
 per year that will be use used in 

manufacturing of bricks and transported from the mining site to brick kiln. The manufactured 

bricks will be transported through mule carts from mine to brick kiln.  

 This waste will be disposed off on composting site. No servicing of vehicles will be done 

onsite hence no onsite generation of used/waste oil.  

 24 KLD water will be required for sprinkling on haul road for suppressing dust, 0.5 KLD 

for drinking, 0.5 KLD for horticulture. The mining staff/workers use water from hand pump & 

supplied by water tankers. 

  The average consumption of diesel will be about 300 liters/month during peak production.  

No liquid waste is generated during the mining. No chemical or toxic effluents are made/ 

discharged in the area during mining operations.  

 The landform represents typical clay features suitable for manufacturing of bricks. The area 

of lease is 2.278 ha. No proposal of office, workshop onsite. The mining site is near to brick kiln 

hence all essential infrastructure facilities are already available at brick kiln site. The distance of 

haul road between mine and brick kiln is 150 m.  

The mineable reserve are 20912.04m
3
 considering 1.22 m as depth of excavation, leaving berm, 

and area left in slope/safety measures. 

The strength of workers will be 22 so the total drinking water requirement will be 0.5 KL/day. 

The drinking water is provided through Hand-pump and bore well.  

No sewerage system is proposed at the mine site. However, bio-toilets will be provided for 

employee. 
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There is no habitation existing on the mining area. Land of applied area is owned by 

brick kiln owner himself. The entire lease area is free from forest land. The land after end of the 

lease period will be restored for agricultural purpose, There will be no rehabilitation and 

resettlement involved with the project. 

The proposed activity is open cast semi mechanized mining and will commence 

immediately after getting environmental clearance. 

The project cost is about Rs. 90 lakhs. Due to semi mechanized nature of activity the 

project is economically viable. 
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PRE FEASIBILITY REPORT 

 
2.0: INTRODUCTION  

 The activities of borrowing excavation of brick earth‘ and ordinary earth , up to an area less 

than 5 ha, categorized under ―B2‖ category subject to purpose of clay for brick manufacturing, 

construction of roads, embankments and not involve blasting.    

 Clay soils are compounds of silica and alumina. Calcareous clay have calcium carbonate & 

Non-calcareous typically contain feldspar and iron oxide. The silica in the clay, when fired at 

900-12000C, will turn to a glassy phase. This process, called vitrification, will turn the clay to a 

crystalline structure. Therefore, temperature is important. If under-fired, the bonding between the 

clay particles will be poor and the brick will be weak. If the temperature is too high, the bricks 

will melt or slump.  

Vitrification does not have to be complete, and does not actually occur in many of the small 

traditional brick making plants around the world. However, the vitrification does occur enough 

to give sufficient strength to the brick. 

In recent years, the Environment becomes major concern for the human survival across 

the countries. Now-a-days intellectuals, academicians and environmentalists put their concern at 

all platforms for betterment of society. A systematic and multidisciplinary approach of mapping, 

monitoring and controlling the impact caused by the mining activities is necessary so as to 

understand the character and magnitude of these hazardous events 

Environmental Impact Notification S.O.1533 (E), dt.14th September 2006, as amended 

2009 & 2012 issued under Environment (Protection) Act 1986, has made it mandatory to obtain 

environmental clearance for scheduled development projects. The notification has classified 

projects under two categories ‗A‘ & ‗B‘. Category A projects (including expansion and 

modernization of existing projects) require clearance from Ministry of Environment and Forest 

(MoEF), Govt. of India (GoI) and for category B from State Environmental Impact Assessment 

Authority (SEIAA), constituted by Government of India. 

Ministry of Environment and Forest & Climate Change, (MoEFCC) Govt. of India vide 

its circular No. L-11011/47/2011-IA.II(M) dated May 18
th

 2012 states as under: 
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―In order to ensure compliance of the above referred order of the Hon‘ble Supreme Court dated 

27.2.2012, it has now been decided that all mining projects of minor minerals including their 

renewal, irrespective of the size of the lease would henceforth require prior environment 

clearance. Mining projects with lease area up to less than 50 ha including projects of minor 

mineral with lease area less than 5 ha would be treated as category ‗B‘ as defined in the EIA 

Notification, 2006 and will be considered by the respective SEIAAs notified by MoEF and 

following the procedure prescribed under EIA Notification, 2006.‖. 

In compliance to NGT order dated 13.09.2018 & 11.12.2018 in which it was directed to 

Ministry of environment, forest and climate change (MOEF & CC) to take appropriate steps to 

revise the procedure laid down in impugned notification dated 15 January 2016 in terms of the 

conformity with the letter and sprit of the directions passed by the hon,ble supreme court in 

Deepak Kumar Vs State Of Haryana others (2012) 4SCC 629 & also of NGT tribunal in original 

application no. 123 of 2014 dated 13.01.2015. 

Therefore MoEF& CC issued a circular dated 12.12.2018 and accordingly as per joint 

meeting minutes of SEAC/SEIAA UP dated 05.02.2019 the project has comes under category B2 

thus applied for environmental clearance under this category.   

 A prior environmental clearance granted for a specific project or activity to an applicant 

may be transferred during its validity to another legal person entitled to undertake the project or 

activity on application by the transferor or the transferee with a written ―no objection‖ by the 

transferor, to, and by the regulatory authority concerned, on the same terms and conditions under 

which the prior environmental clearance was initially granted, and for the same validity period. 

 

2.1 IDENTIFICATION OF THE PROJECT AND PROJECT PROPONENT 

 The present proposal for a mining of brick earth in village Villages- Kultajpur, Tehsil-

Laharpur, District-Sitapur, Uttar Pradesh for lease area 2.278 ha. by M/s Shukla and Lodhi Brick Field. 

The Gata Nos. of lease area are 474,475,478,135,785,107 are the project proponent intends to 

excavate clay for brick making for their brick kiln established near the proposed mining site. 
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2.2 Brief description of the nature of the project:- 

 The proposed project is to mine brick clay from above mentioned plots sustainably 

and scientifically. Mining will be opencast and semi-mechanized  method & as per mining rules 

keeping all the nearby plots unaffected. Following geo-scientific methods are proposed to carry 

out the activity: 

1. Mining will be confined to extraction of Brick Clay in its existing form, from their allotted 

plots only. 

2. Mining of Brick Clay from their allotted plot (s) will be restricted to a maximum depth of 

1.22 m(max.) from the surface. 

3. No drilling and blasting is proposed. 

4. Approximately 6971 cum/season minor mineral will be extracted. 

5. No mining activity will be undertaken during the monsoon season. 

6. In order to avoid environmental pollution or any accidental hazards, the mining activity 

will be restricted to daytime only. 

7. The operation will remain Semi mechanized. 

 

2.3 Need for the project and its importance to the country and region. 

The production of Brick Clay will benefit to the state in the form of royalty. Apart from 

this project operation will provide employment directly and indirectly to the people residing 

in vicinity, thus improving the Socio- economic status of the area. 

Clay/brick earth mining is small scale activity for making of bricks. Bricks are consumed 

in large quantities in road, building construction, and other infrastructure developmental 

activities. It has major role in development. The activity will also generate direct as well as 

indirect employment to the locals; apart from this it will earn revenue for state in terms of 

royalty. 

 

2.4 Demands-Supply Gap 

Brick Clay has become a very important mineral for the manufacturing of Bricks which 

contributes to the expansion of infrastructure in the society. With the increase of urbanization 
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the demand for Bricks is growing in infrastructure sector in our country. Individual and 

private companies are increasingly demanding Brick for construction purposes and this has 

immense pressure on brick clay resources. This increasing demand and extraction makes 

this an environmental issue. 

2.5      Domestic / Export Market  

Due to the increased industrial and infrastructural growth of the rural and urban areas demand 

of Brick is very high. Construction companies and local vendors in the nearby town and cities 

are the potential market for the brick made up of brick clay. 

2.6  Employment Generation 

The proposed project will generate direct /indirect employment to the people of all class of 

society. During the operational phase not more than 23 semi skilled and non skilled workers will 

be hired. The contractors will get the direct or indirect benefit from the project activity 

 

3. PROJECT DESCRIPTION 

 Type of Project 

Type of project including interlinked and interdependent projects, if any 

This is an independent new mining project. The proposed project is for the extraction of Brick 

Clay from the allotted plot(s) semi-mechanically. 

3.2  Location 

The Soil mining lease area is located at Villages- Kultajpur, Tehsil-Laharpur, District-Sitapur, Uttar 

Pradesh. No ecological Sensitive zone that lies within 10 Km radius of the proposed soil mining 

project activity. 

 As per the EIA Notification 2006 & OM dated 12.12.2018 the project will be considered as a 

Category ‗B-2‘ project.  
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Co-ordinates of the site:  

 

Pillar wise Geo Co-ordinates 

Gata Pillar Latitudes Longitudes 

474 

A 27°43'42.78"N 80°52'8.54"E 

B 27°43'43.48"N 80°52'9.22"E 

C 27°43'42.45"N 80°52'10.76"E 

D 27°43'41.61"N 80°52'10.10"E 

475 

A 27°43'42.78"N 80°52'8.16"E 

B 27°43'42.03"N 80°52'9.29"E 

C 27°43'40.01"N 80°52'7.38"E 

D 27°43'40.85"N 80°52'6.32"E 

478 

A 27°43'41.09"N 80°52'11.19"E 

B 27°43'40.74"N 80°52'11.85"E 

C 27°43'38.82"N 80°52'10.47"E 

D 27°43'39.25"N 80°52'9.74"E 

107 

A 27°43'34.97"N 80°52'3.28"E 

B 27°43'34.60"N 80°52'4.05"E 

C 27°43'33.21"N 80°52'2.62"E 

D 27°43'33.53"N 80°52'1.89"E 

135 

A 27°43'30.28"N 80°52'1.73"E 

B 27°43'30.97"N 80°52'2.13"E 

C 27°43'30.55"N 80°52'3.20"E 

D 27°43'29.83"N 80°52'2.75"E 

 

 

785 

A 27°43'30.30"N 80°52'12.15"E 

B 27°43'31.03"N 80°52'12.64"E 

C 27°43'29.56"N 80°52'14.71"E 

D 27°43'28.89"N 80°52'14.08"E 

 

3.3  Details of alternate sites considered and the basis of selecting the proposed site, 

particularly the environmental considerations gone should be highlighted. 

Mining is site specific and feasible in the allotted area. Hence no alternative site is examined for 

mining. 

 

3.4 Size or magnitude of operation 

It is a new mine & being applied for environmental clearance. The proposed production is 

6971m
3
 per year. The details of production and area considered for mining is given below in 

table- 

Gata No. Area Area Maximum Area Left Top Soil Reserve in Cubic Meter 
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In Ha. in 

Sqm. 

Depth (m.) for Berm 

& 

Blockage 

(10%) in 

Sqm. 

in Cubic 

meter 

(0.20m.) 

Geological 

Reserves 

Mineable 

Reserves 

475 0.19 1900 1.22 190 342 2318 1744.2 

474 0.35 3500 1.22 350 630 4270 3213 

478 0.348 3480 1.22 348 626.4 4245.6 3194.64 

107 0.694 6940 1.22 694 1249.2 8466.8 6370.92 

785 0.3055 3055 1.22 305.5 549.9 3727.1 2804.49 

135 0.3905 3905 1.22 390.5 702.9 4764.1 3584.49 

Total 2.278 22780      2278 4100.4 27791.6 20912.04 

 

3.5 Year Wise Production: 

Saleable quantity is assumed due to blockage in slopes and other losses. About 6971 cum 

quantity of brick earth is proposed to be excavated every year. The excavated quantity of clay 

will be used to make about 10456000 bricks per Year. 

 

Project description with process details 

 

The proposed project is to mine Brick Clay from plot(s) by sustainably and scientifically. 

Mining will be opencast and semi-mechanized along the plot (s) keeping the nearby plot (s) 

unaffected. Following geo-scientific methods are proposed to carry out the activity: 

 

Salient Features of the Mode of Working: 

 It will be opencast semi mechanized mine. 

 No Drilling & blasting will be done 

 Working pit in the mine will be developed by proper benching formation 

 The activity will be done in single shift operation 

 Excavated clay will be used onsite for manufacture of bricks 

 Bricks will be stored at storage site. 

No heavy earth moving machinery/equipments will be deployed. Only semi mechanized mining 

will be done.  
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The vehicle for transportation will be hired from local villages. The water tanker will be hired for 

sprinkling purpose. On-call ambulance facility will also made available for proper treatment of 

any mishap during mining activity. 

 

PROCESS DETAILS 

Normally, brick contains the following ingredient: 

1. Silica (sand) – 50% to 60% by weight 

2. Alumina (clay) – 20% to 30% by weight 

3. Lime – 2 to 5% by weight 

4. Iron oxide – ≤ 7% by weight 

5. Magnesia – less than 1% by weight 

The soft mud method is the most common, as it is the most economical. It starts with the raw 

clay, preferably in a mix with 25–30% sand to reduce shrinkage. The clay is first grinded and 

mixed with water to the desired consistency. The clay is then pressed into steel moulds with a 

hydraulic press. The shaped clay is then fired ("burned") at 900–1000 °C to achieve strength. 

The process chart for brick manufacturing is illustrated in figure given below- 

 

http://en.wikipedia.org/wiki/Hydraulics
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Fired bricks are burned in a kiln which makes them durable. Modern, fired, clay bricks are 

formed in one of three processes -soft mud, dry press, or extruded. 

 
3.6  Raw Material Required Along With Estimated Quantity, Likely Source, Marketing 

Area of Final Product/S, Mode of Transport of Raw Material and Finished Product 

 It is a small scale activity, which as a matter of fact, extracts raw material from nature. The 

important inputs required for excavation of desired quantity of clay are shown in the table given 

alongside.  

Inputs Approx Quantity 

required 

Diesel 300 liters per month 

Water for Sprinkling 24 KLD 

Water for drinking 0.5 KLD 

Water for horticulture 0.5 KLD 
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Market and Mode of Transport:  

 The proposed production of clay is 6971 m
3
 per year that will be use used in 

manufacturing of bricks and transported from the mining site to brick kiln. The manufactured 

bricks will be transported through mule carts from mine to brick kiln.  

3.7 Resource optimization/ recycling and reuse 

 There will be very small quantity of domestic waste in terms of food and packaging 

materials generated by workers. This waste will be disposed off on composting site. No servicing 

of vehicles will be done onsite hence no onsite generation of used/waste oil.  

3.8  Availability of water its source, energy/ power requirement and source 

Requirement of Water, Energy/Power: 

 The requirement of water is given above under raw materials. About 24 KLD water will be 

required for sprinkling on haul road for suppressing dust, 0.5 KLD for drinking, 0.5 KLD for 

horticulture. The mining staff/workers use water from hand pump & supplied by water tankers. 

  The average consumption of diesel will be about 300 liters/month during peak production.  

 

3.9 Quantity of wastes to be generated (liquid and solid) and scheme for their management/ 

disposal. 

No liquid waste is generated during the mining. No chemical or toxic effluents are made/ 

discharged in the area during mining operations.  

3.9.1 Solid Waste Generation & its Disposal 

No solid waste generation is expected, hence no disposal is required. 

3.9.2  Liquid Effluent 

No liquid effluent will be generated at the mine site due to the mineral excavation. 

4.0 SITE ANALYSIS: 

4.1 Connectivity: 

  The lease area is located near to metalled road which connects to district road. Local bus 

services are easily available on this road 
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4.2 Landform, Land-use and Ownership: 

 The landform represents typical clay features suitable for manufacturing of bricks. The area 

of lease is 2.278 ha. No proposal of office, workshop onsite. The mining site is near to brick kiln 

hence all essential infrastructure facilities are already available at brick kiln site. The distance of 

haul road between mine and brick kiln is 150 m.  

The land is owned by brick kiln owner himself. Land papers are attached with the application. 

The entire lease area is free from forest land. 

  

4.3 Topography: 

Brick earth area is marked on google map. The area is almost flat. General slope of the area is 

towards south east. 

Geology: 

Sitapur district covers an area of 5743 sq. km. and forms a part of Central Ganga Plain and is 

underlain by quaternary sediments. The district is divided with six tehsils namely Sitapur, 

Laharpur, Biswan, Mahmoodabad and Sidhauli & 19 blocks. The blocks are Pisawan, Maholi, 

Misrikh, Machhrehta, Gondlamau, Aliya, Hargaon, Parsendi, Khairabad, Laharpur, Behta, Raisa, 

Sakran, Biswan, Kasmanda, Sidhauli, Pahala, Mehmoodabad & Rampur Muthura (Plate-I). It is 

drained by river Gomti, Ghaghra & their tributaries. Total population is as per 2001 census is 

3186973. The irrigation in the district is both by ground water and surface water. The total area 

irrigated by ground water structures is 339327 ha. and total area irrigated by canals, ponds & 

other sources is 27597 ha. The net area sown is 435397 ha. 

 

Local/ Mine Geology -   

The facieses of the deposits are sandy, silty, and clayey. The soil of area is loamy type. pH 

ranges from neutral to slight alkaline with all general characteristic of Indo Gangetic plain viz 

alluvial in nature, low conductivity and less carbon content suitable for brick making. 

 

4.4 Existing land use pattern 

The mine lease area is flat. There is no forest land or agriculture land in the soil mine lease area.  
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4.5 Existing Infrastructure 

No infrastructure available on site. 

Sensitivity of Location: 

There is no any significant sensitive structure with in 5 km buffer zone around the mining 

site. The proposed mining activity is a small scale activity without drilling and blasting. Only 

semi-mechanized method will be envisaged to excavate the desired quantity of clay. There is no 

national park, wild life sanctuary with in 15 km. There are few small ponds within 5 km radius. 

Hence no major impact on environment has been anticipated.  

 

Existing Infrastructure:  

Electricity is available in nearby village, communication facilities have also been improved with 

introduction of mobile phones.  

 

Soil classification:  

Being a part of Indo Gangetic alluvial plain the area is almost a flat terrain with master slope 

towards southeast. Geo-morphologically the area can be divided into younger alluvial plain and 

older alluvial plain. The younger alluvial plain forms flat to gently sloping, low lying, undulating 

surface of large areal extent formed by river deposition and consisting of fluvial land forms such 

as oxbow lakes, paleo-channels etc. The younger refers to later cycle of deposition and constitute 

unconsolidated coarse to fine sand, silt and clay. The effect of high soil moisture is observed in 

the vicinity of canal. The older alluvial plain is similar to younger alluvial plain but formed at 

earlier stage of depositional regimes, comprising older unconsolidated alluvium. The paleo-

channels are buried channels filled in with sand silt and clay of varying lithology, where as 

oxbow lakes are crescent shaped cut off meander with water and composed of unconsolidated 

alluvial materials. The area is characterised by ravines. These are small, narrow, deep 

depressions dissected and irregular surface usually produced by surface run off. These occurs 

along Gomti river & its tributaries. The ravines comprises unconsolidated alluvial material of 

varying lithology mainly with fine sediments and developed in older alluvium (Plate-II). The 

chief varities of soil are bhur or sand, dumat or loam and matiyar or clay. Bhur is formed along 
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the high banks of rivers and streams, matiyar is found in depressions in the upland while dumat 

occurs in rest of the district. 

Climate:  

The climate is sub-humid and it is characterised by a hot dry summer and a bracing cold season. 

The average normal rainfall is 288.60 mm. About 87% of rainfall take place from June to 

September. During monsoon surplus water is available for deep percolation to ground water. 

There is a meteorological observatory at Hardoi, the records of which has been taken as 

representative meteorological condition for Sitapur district. January is the coldest month with 

minimum temperature of the order of 90 C. May and early June 7 form the hottest period of the 

year. The mean monthly maximum temperature is 31.70 C and mean monthly minimum 

temperature is 18.70 3.0 GEOMORPHOLOGY & SOIL TYPES C. During March to May the air 

is least humid with relative humidity high in the morning and less in the evening mean. Monthly 

morning relative humidity is 70% and mean monthly evening relative humidity is 53%. During 

monsoon season the winds blow predominantly from east or southeast. The mean wind velocity 

is 5.6 km./hr. The potential evapotranspiration is 1494.00mm. 

 

Hospital: The Primary Medical Health Centre is in Bisalpur at 10 Km, apart from this, other 

government, private hospital & nursing homes facilities are also available at Pilibhit. 

 

School:  

  Primary, junior high school are available in Laharpur and higher education facilities are 

available in Sitapur.  

Postal – Facilities: 

 The nearest post office is within 5 km. 

Transport:  

  The lease area is located near to metalled road which connects to district road. Local bus 

services are easily available on this road.  
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Mineable Reserve:  

The mineable reserve are 20912.04m
3
 considering 1.22 m as depth of excavation, leaving berm, 

and area left in slope/safety measures. 

5.0 PLANNING BRIEF: 

   A mining project is much different than other industrial projects. Therefore, it's planning 

part also differ. In case of brick earth mining, the mining is small scale activity and granted the 

clay to be excavated will be used for manufacture of bricks for captive brick kiln of project 

proponent. This mining activity is simple, to be practiced by semi-mechanized method upto 

1.524 meter depth only.  However, the salient and important features of this project are given 

below — 

 The maximum strength of workers will be 22 (21 workers & 1 supervisors). 

 The workers will be hired from local area. 

 It is an open cast semi mechanized mining. 

 The ultimate land use of mined out land area is proposed to be restored. 

 During plan period local plants shall be used for plantation purpose. Plantation shall be 

undertaken along the roads, community places. 

 

5.2  Population projection 

The project will employ most of the workers from nearby villages except for supervisory staff. 

Thus there will no increase in population due to the project. However, few people from other 

area may migrate in this area for business opportunities. 

5.3 Land-use planning 

The land use of the mine lease area is agricultural and there will be no change in land use after 

operation. The ultimate land use of the mine lease area will not be change. Extracted mineral will 

be used in casting raw bricks which will be transported directly to the kiln, the workers will be 

hired locally and temporarily, no housing facility will be required. 
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5.4. Assessment of infrastructure demand (physical &social)  

5.4.1 Physical 
 
The road facility is already available which shall be used and maintained. The labor requirement 

is drawn from the nearest villages, which shall also be trained for the requirement in mines. 

Other requisite infrastructure for mine workers is Jeep or two-wheeler. Medical facility such as 

first-aid box will be provided at project site. 
 
 

5.4.2. Social 
 
This project is providing employment for about 22 people directly and indirectly including mine 

workers, supervisor and drivers. 

 

5.4.3 Amenities/facilities 

The following facilities/amenities will be extended by the mine management: 

 Direct and indirect Employment, of which most of which will be from nearby villages.  

 Arrangements for safe and healthy working conditions 

 Provision of Drinking water. 

 Conducting medical camps for workers and nearby villagers at regular interval. 

 

6.0 PROPOSED INFRASTRUCTURE 

6.1  Industrial area (Processing Area) 

No industrial area is proposed. 

6.2  Residential area (Non Processing Area) 

The mine workers will be hired from nearby villages, no housing facility is required. 

Physical Infrastructure: 

  As mentioned earlier the mining projects are much different than other industrial projects. 

Therefore, its infrastructure pattern is also different. The small lease area will be worked by 

semi-mechanized means, thus not requiring electricity. The haul road is already available up to 

mine, hence no requirement of construction of roads however haul road will be properly 

compacted before start of activity. 
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6.3 Green Belt/Afforestation:  

  During plan period local plants like Neem (Azadirachta indica), Sheesham 

(Dalbergia sissoo), Peepal (ficus religiosa), guwava (psidium guajava) etc. imli (Tamarindus 

indica) etc. and other native species having better survival rate will be selected will be planted 

along the road and boundary between brick kiln site and proposed mining area. Besides this, it is 

also proposed that periodical plantation drive will be undertaken in the surroundings with the 

involvement of community, to improve aesthetics of the environment. Plantation shall be done in 

large sized 50cm x 50 cm. pits dug in advance and filled with manure about 50 days before 

planting. The plantation raised earlier should be carefully maintained. Mortalities should be 

replaced by fresh saplings. 

 

6.4 Social infrastructure  

 Road facility (existing roads will be maintained regularly) 

 Employment opportunity 

 Medical camps 

 Social awareness camps, 

 Donations to schools 

 Secondary employment opportunities 

 Formation of self help groups for the women in nearby villages 

 

6.5  Connectivity 

Mining area is connected by an 'unmettaled' road which leads to the nearest metalled road 

thereafter the metalled road is connected to District Road. 

6.6 Drinking Water Management (Source & Supply of Water):  

  The main drinking water requirement will be for mine workers. The strength of workers 

will be 38 so the total drinking water requirement will be 0.5 KL/day. The drinking water is 

provided through Hand-pump and bore well.  
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6.6  Sewerage System 

No sewerage system is proposed at the mine site. However, bio-toilets will be provided for 

employee. 

 

6.7 Industrial Waste Management 

 

Not applicable 

 

Solid Waste Management:  

  There is thin topsoil cover that is supposed to dump on the earmarked dumping site. All 

the quantity of clay excavated will be used as raw material source for manufacture of bricks, and 

no waste will be generated.  

No toxic and hazardous elements are present in the inter-burden material.  

 

6.9 Power Requirement & supply/source:  

Being a small scale activity and that to be undertaken with semi-mechanized methods, hence no 

deployment of heavy earth moving machinery/equipments. Diesel will be used for transportation 

vehicles used for transportation of materials. As mentioned earlier, about 300 liters of 

diesel/month will be consumed. 

7.0 ADDITIONAL STUDIES  

 

Risk & Hazards Management 

 

As it is soil mining project, so there are no major risk and hazard activities associated with the 

proposed activities. But the project proponent will must take care the site location by: 

 Appropriate fencing all around the borrowed/ excavated pit shall be made to prevent any 

mishap. 

 Measures will be taken to prevent dust emission by covering of excavated soil during 

transportation. 

 Safeguards will be adopted against health risks on account of breeding of vectors in the 
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water bodies created due to excavation of soil. 

 

 REHABILITATION AND RESETTLEMENT (R & R ) PLAN 

The mining lease encompasses only 2.278 hectare area, which is almost low fertile agricultural 

land for agricultural use. There is no habitation existing on the mining area. Land of applied area 

is owned by brick kiln owner himself. The entire lease area is free from forest land. The land 

after end of the lease period will be restored for agricultural purpose, There will be no 

rehabilitation and resettlement involved with the project. 

 

 8. PROJECT SCHEDULE & COST ESTIMATES. 

8.1 Likely date of start of mine: 

The proposed activity is open cast semi mechanized mining and will commence 

immediately after getting environmental clearance. 

 

8.2 Estimated Project Cost along with analysis in terms of Economic Viability of the 

Project. 

The project cost is about Rs. 90 lakhs. Due to semi mechanized nature of activity the 

project is economically viable. 

 

9.0 ANALYSIS OF PROPOSAL (FINAL RECOMMENDATIONS) 

 

9.1. Financial and social benefits with special emphasis on the benefit to the local people 

including tribal population, if any, in the area  

 There will be direct and indirect employment at the first instance. The employment will be 

given to locals.  

 The brick earth mining activity is interlinked with brick kiln hence generation of indirect 

employment on brick kiln. 

 Further, the share of indirect employment like increased purchasing power, dhabas and 

retail shops etc. is largely shared by local residents.  
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 The most important aspect of the project is the land proposed for mining is low fertile and 

not providing any significant income to the owner, implying that there will be no 

significant impact on the livelihood of residents.  

 Finally, all clay excavated will be used in manufacture of bricks that will be used in 

construction of road buildings, which otherwise is a contribution towards building nation. 


